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1 4 GREASE, GUNS, OIL PUMPS

AND OTHER FLUID DISPENSERS

OILERS

FLEXIBLE OILERS

INDUSTRIAL
DUTY

2265

o Metal container with electrostatic paint for corrosion resistance.
¢ Reinforced steel pump system with double valve for increased output.

[TEM CAPACITY & AVAILABLE ITEM CAPACITY & AVAILABLE
2265 946 ml 320z 1 2264 473 ml 160z U On Request
FLEXIBLE SPOUT OILERS

INDUSTRIAL
DUTY

x_ ~\ N

2
o
§§ 2267 .
253 * Metal container with elgctrostatic paint for corrosion resistance. ul
=1 e Reinforced steel pump system with double valve for increased output.
ot ITEM CAPACITY & AVAILABLE ITEM CAPACITY & AVAILABLE
E 2267 473 ml 160z 1 2266 177 ml 60z 1
b STRAIGHT OILERS
o INDUSTRIAL / m
DUTY v
o
2261 2260
* Metal container with electrostatic paint for corrosion resistance. W == ]
¢ Reinforced steel pump system with double valve for increased output. | 7S
 30° fixed rigid nozzle.
[TEM CAPACITY NOZZLEANGLE & AVAILABLE ITEM CAPACITY NOZZLEANGLE & AVAILABLE
2261 946 ml 320z 30° 1 2260 473 ml 160z 30° 1
FLEXIBLE OILERS SURTEK
~ =
137212 137215
o \letal container with integrated pump o Metal container with integrated pump [ BULK |
TEM CAPACITY & AVAILABLE ITEM CAPACITY @ AVAILABLE
137212 177 ml 6oz 10 137214 473 160z 10
[ 137213 | 296 m 100z 10 [ 137215 | 680 ml 230 6

CanGa] SURTEK
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TRADEMARK
ITEM

LEVEL USE

FLOW

Light oils
Thick oils
Diesel
Gasoline
Kerosene
Acetone
Antifreeze
Herbicides
Acids
Lacquers
Thinner
Glycerin
Wather
Whater based fluids
Detergents
Ammonia
Citric acid
Oxygenated whater
Naphthalene
Solvents
Sulfuric acid

Biodiese

(DEF) Diesel exhaust
fluid

Naphta
Benzen
Adblue

Photographic
chemicals

Liquidos base
petroleo

Pretroleum based
liquids

Medium base
pretroleum fluids

Petroleum
Lacquer thinners
Brake cleaner
Alcohol

Xylene

Ethanol
Methanol
Propanol

Qil

2363F
B

2.64 gal/
20 turns

SN NN

GREASE, GUNS, OIL PUMPS 1 4

AND OTHER FLUID DISPENSERS

PUMP GUIDE SELECTION
SWIVELS ELECTRICS VERTICAL LEVER
- N PR P g (i
% -‘ 7 & l
. A
| : I
2363RQ 2363R 137222 137223 2363E 2363S 2363VT 2363VQ 2363V 137224 2363W 2363 137225

3mmm 3mmm B oo pROFESSIONAL 3mvmmn 3umvmmn 5mmm 3mmm 33'"“-“ B 3:mtmm im\'mmu B

1.30gal/ 1.30gal/ 0.06gal/ 08L/ 4.86 gal / 200z/ 140z/ 140z/ 260z/ 0.8L/ 19.9070z/ 85t0100z 08L/

20 tul

v

AN NN R NN

ms 20 turns turn turn min stroke stroke stroke stroke turn stroke / stroke stroke
FOR USE WITH
v v v v
v v v v v
v v v v v v
v
v
v v
v
[a]
v 20
‘ ‘ -
£
gg
v v E
v &°
v
v v
v
v v
v v
v
v
v
v
v v v
v
v v
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GREASE GUNS, OIL PUMPS

1

AND OTHER FLUID DISPENSERS

OIL EXTRACTOR PUMPS

OIL ROTARY PUMP BOOSTER

INDUSTRIAL
DUTY

OIL ROTARY BARREL PUMP FOR CHEMICALS

3 INDUSTRIAL

DUTY

o
E 2
e »

e Fits 2 "threads on 205 liter drums.

* Recommended for lubricanting oils up to SAE 30. " o Quick and easy assembly. "
Do not use with: corrosive liquids, solvents, acids or alkaline liquids. * Resistance to chemical products and solvents.
[TEM SUPPLY @ AVAILABLE ITEM SUPPLY & AVAILABLE
2363F 264 gall 20 tums 1 2363RQ 1.3 gal/ 20 tums 1
OIL ROTARY BARREL PUMP FOR LUBRICANTS m OIL ROTARY BARREL PUMP FOR CHEMICALS SURTEK
INDUSTRIAL — @EZEFBSIONM —
a DUTY v N
E Xz
% ) NEW )
2
24 ‘
g% _
5
(T
¢
o For: motor oil, hydraulic oil and other low and medium viscosity ¢ Quick and easy assembly.
non-corrosive fluids. " o Pump and body made of PPS plastic. >
e Dual directional operation. Follow fluid compatibility chart. =
[TEM SUPPLY 7 AVAILABLE [TEM SUPPLY o AVAILABLE
2363R 1.3 gal/ 20 tums 1 137222 8.5 0z/tum (0.25 L /tum) 1
ROTARY BARREL PUMP s @H ELECTRIC OIL EXTRACTOR PUMPS
o ¥ ELECTRIC DRUM PUMP 5335&
‘ mSTRIAL w
Z
12V DC motor.
¢ Quick and easy assembly. e Compatible with: diesel, kerosene, biodiesel, DEF, water-based
 Pump and body made of PPS plastic. s fluids, antifreeze, detergents, light oils (up to 100 cSt), pesticides, "
Follow fluid compatibility chart. S0 and herbicides.
ITEM SUPPLY 7 AVAILABLE ITEM SUPPLY 7 AVAILABLE
137223 10 0z/tum (0.3 L/ tum) 1 2363E 4,86 gal/min 1 v

l 416

CanGa] SURTEK



GREASE, GUNS, OIL PUMPS 1 4

AND OTHER FLUID DISPENSERS

VERTICAL OIL EXTRACTOR PUMPS

VERTICAL LIFT STAINLESS STEEL PUMP m VERTICAL LIFT PUMP FOR THINNERS 1R
::ILI:TUVSWIAL v ‘ mﬂmu W
R 3 N
T L ‘ 7
.-';‘r .
H
¢ Recommended uses: lacquer thinners, acetone, antifreeze, brake
cleaner, detergents, glycerin, water, herbicides, petroleum base
e ight oils with maximum SAE 40 viscosity. " media, etc. "
¢ Do not use with heavy oils. * Do not use: strong acids, gasoline, chlorine, etc.
[TEM SUPPLY @ AVAILABLE ITEM SUPPLY  AVAILABLE
2363S 20 oz/stroke 1 2363VT 14 oz/stroke 1
VERTICAL LIFT PUMP FOR CHEMICALS m VERTICAL LIFT BARREL PUMP FOR LUBRICANTS
:::IPVSTRIAL v > INDUSTRIAL (=]
N AN %ﬁ
B 24
g%
5
(T
* Do not use: strong acids, hairspray, acetone, gasoline, etc. "  Not recommended for gasoline and corrosive liquids. "

[TEM SUPPLY 7 AVAILABLE [TEM SUPPLY & AVAILABLE
2363vQ 14 oz/stroke 1 2363V 26 az/stroke 1
VERTICAL LIFT BARREL PUMP FOR LUBRICANTS

e 5% PLASTIC LEVER BARREL PUMP
‘ mSTRIAI. w
7
I
o Fits 2" threads on 205-liter drums. - 2" incorporated adapter.
¢ Body and tube made of steel. %ﬂ!;‘“:; o Water-based fluids, soaps, windscreen wiper, lubricants, "
Follow usage chart for proper operation. herbicides, urea, DEF, etc.

[TEM SUPPLY 7 AVAILABLE [TEM SUPPLY  AVAILABLE

137224 10.1 02/ stroke 1 2363W 16.907 0z/ stroke 1

usa.urrea.com a7 l



1 4 GREASE, GUNS, OIL PUMPS
AND OTHER FLUID DISPENSERS
BARREL PUMP m BARREL PUMP SURTEK
:l:TUvsTRIAI. v ::(E)FESSIONAL
Nz
p p New |
/ v N\

Pt ’L A~
|
|

 Hand-operated pump.

e For drums or barrels. . e Fits 2" threads on 205-liter drums.
 Hand-operated pump. ‘Q- * Body and tube made of steel. .
o Efficiently pumps under any type of weather. Follow usage chart for proper operation. ==
SUPPLY & AVAILABLE [TEM SUPPLY & AVAILABLE
2363 255010 /5 gal 1 v 137225 25-501h/5 gal 1

LEVER ACTION OIL EXTRACTOR PUMPS

LEVER ACTION BUCKET OIL EXTRACTOR PUMPS BUCKET OIL EXTRACTOR PUMP <
% INDUSTRIAL m @ INDUSTRIAL
£ ¥ ¥
|
5]
gﬁ /
: \
(T S
e ncludes 1.2m/4ft PVC hose. ' o Delivers; 2.14 Qz/stroke.
e For oils of low, medium and high viscosity. o Fits on 5 gallon buckets.
[TEM BUCKET CAPACITY SUPPLY & AVAILABLE [TEM DIAMETER BUCKET SIZE & AVAILABLE
23624 422 qal/16L 45 0z/stroke 1 2362 12" 25-5010/5 gal 1
BUCKET OIL EXTRACTOR PUMP m DIAPHRAGM TRANSFER PUMP
:{:TUVSTRIAI. v @ E?VSTRIAL v
N~ 2

2in 1 pump.

* Fixed or portable: to transfer liquids from one tank to another.
¢ Drainage pump: to drain flooded areas.

e For use with 11-22 kg or 19 L grease buckets. * With option to be fixed on walls or columns.

 Made of alloyed aluminum that offers great strength and * For water, sea water, diesel, biodiesel, kerosene, gasoline, mineral oilor

durability. i == synthetic, antifreeze, emulsions or liquids with small particles suspended. 1’
 Nozzle with nipple for refilling grease guns. A * Not recommended for ammonia or food fluids. A

[TEM DIAMETER SUPPLY 7 AVNMBLE [TEM SUPPLY 5 AVAILABLE
2361 12" 25-501/5 gal 1 23626 4.4qal per minute 1

‘SUPERIOR QUALIY AFFORDABLE T0OLS

S SURTEK

l 418



GREASE, GUNS, OIL PUMPS 1 4

AND OTHER FLUID DISPENSERS

TRANSFER PUMPS
BRASS TRANSFER PUMP m SUCTION GUN
:;l:TUvSTRIAL v @ :;IUD.IEJVST RIAL v
<z 7
X
e |ncludes suction and discharge hose.
 Brass housing and neoprene caps easy to clean.
o Resistant to corrosive and non-corrosive liquids.
e For engine, hydraulic, steering, transmission oils, antifreeze, brake
fluids, diesel and water. *Body and cover made of steel sheet.
*Ideal for transferring fluids from one container to another without * To transfer or suction non-corrosive liquids.
draining. . !dgal {qr |sucﬂpnmg ?pnled oil mainly by machinery and v
industrial equipment.
1=/ BUCKET CAPACITY TOTAL LEN”GTH CYLINDER DIf\MErEH & AVAILABLE iTEM BUCKET CAPACITY o AVALABLE
23627  33802100ml 10172 1-1/4 1 93625 169 02500 mi i

ANTI SPLASH FUNNELS BARREL FAUCET

ANTI-SPLASH FUNNELS BARREL FAUCET m
IOUSTRIAL 7 P O RESISTANCE PADLOCK HOLE . o
TO CORROSION FOR SAFETY v E
¥ gg
(<]
o Made of polypropylene. - g‘é
* Designed with special : z u
contours in the body for = - E
easy handling. &°
e Anti splash and spill proof
with curved edges.
¢ Made in a translucent white
for better vision of fluids. EMB1 EMB2 * Fits plastic or metal 54-gallon drums.
. Haslgldusg covelr. ® 2" sCrew.
* Flexible channel. ¢ Made with polyethylene.
e Container has a fixed cap. 3 . Not to be used with gasoline, chemicals or solvents. ?
117 CAPACITY  DIAMETER EXTENTION LENGTH @ AVAILABLE : *Hole for paddiocks to prevent theft of fluids.
EMB1 10140z  9-29/64" 9-41/64” 1 ITEM SCREW @ AVAILABLE
EMB2 5740z 8-5/64" 6-11/16” 1 23641 2’ 1
BATTERY OPERATED GREASE PUMP
(@57 mycresaomm e < &
% v
[TEM 23N
CAPACITY 140z /400 ¢ * 30" High pressure hose.
SUPPLY 85 g/min * Protective spring at both ends to prevent damage
GREASE CONTAINER 500 cc to the hose.
IMAX. PRESSURE 6,000 psi ¢ Designed for use by mechanics, technicians,
VOLTAGE 19.2V-15Ah maintenance staff, farmers, etc. for everyday G
WEIGHT 74kg(16.31b) greasing and preventive maintenance jobs, from v
& i automotive, trucking and fleet to agriculture, "
AVAILABLE construction & industry. .

usa.urrea.com




1 GREASE GUNS, OIL PUMPS

AND OTHER FLUID DISPENSERS

TWO-HANDED GREASE GUNS

\ — —
, HEAVY INDUSTRIAL INDUSTRIAL INDUSTRIAL
‘ DuUTY DUTY DUTY

N

N N\

2368 2367 2367M
e Reinforced o (General o Compact

w e Compact size ideal
v ' for egsy storage. &

A [TEM 2369 2368 2367 2367M
E CAPACITY 140z /400¢ 140z /400¢ 140z/400¢g 30z/85¢
§ A SUPPLY 1qr./cycle 1qr./cycle 1gr. /eycle -
3 GREASE PUMP FILLING . . - -
23 SUCTION FILLING . . . .
g2 VARIABLE DRIVE HANDLE . -
3§ MAX. PRESSURE 10, 000 psi 8, 000 psi 6, 000 psi 6, 000 psi
a

E AVAILABLE

| TWO-HANDED GREASE GUNS SURTEK
, . ﬂsAESTER @ :z(E)FESSIONAL @ ::gFESSIONAL

\

A
\ \

136012 136011 136010

ITEM 136012 136011 136010
CAPACITY 140z/400 ¢ 140z/400 ¢ ~ 14oz/400g
DESCRIPTION Alurminum head With bleed valve ncludes igd, angled and standerd nozze,
MAX. PRESSURE 10000psi 8,500 ps 6,500 psi
e 1 1 1
AVAILABLE On Request \ On Request \ On Request

CanGa] SURTEK

e



GREASE, GUNS, OIL PUMPS 1 4

AND OTHER FLUID DISPENSERS

ONE-HANDED GREASE GUN ONE-HANDED MINI GREASE GUNS MINI GREASE GUN SURTEK
3 :«;vum . 3 :?ruysml AL : orsssionaL s
USE r

—
: Rigid extension. g
o Suction fill.

o 4" rigid extension. ’ * Rigid extension. ’ TEM 136013

o Suction fill. : o Suction fill. CAPACITY 302/85 g
[TEM 2366 : ITEM 2365 : N -
Céﬁé&{? it / i : Céﬁé&p ki ] thg - Descrprioy  Idealforone E?é‘c%%d use in smal
509 /cycle : 40 g /oycle : ;
MAX; PRESSURE a0 5 ~ MAX. PRESSURE 30 X - MAX PF;FSSURE 5,0010 psl
& : [ :
AVAILABLE - AVAILABLE On Reguest - AVALLABLE
GREASE FITTINGS _ GREASE PUMP ACCESSORIES SET m GREASE PUMP COUPLER
:;I:TUVSTRIAL 3 :?ruvsmm v ‘ :;CII,)TUYSTRIAI. o
2 2 20
PIECES : : E
= : .., : 3'2
- o .‘M 4 " 9%
R S 5 52
@ - G’:‘Y ‘\ '// E
Cortent : &
Angle  Totallength Pitch length Pitch specifications \\
90° 213 76 1/8"x 27 PTF SPL 10
45° 218 76 1/8"x 27 PTF SPL 10
Straight 168 71 1/8"x 27 PTF SPL 25 ¥
90° 193 5.1 1/4" % 28 SAE-LT 10
45 208 51 1/4"x 28 SAE-LT 10
Straight 137 46 1/4"x 28 SAE-LT 5 : :
o Corrosion resistant zinc coating. : - e Hexagonal nut for easy tightening.
o Steel ball check valve with hardened : E@ - 4 jaw costruction.
spring for maximum durability. : ~ - eHidraulic coupler. e
[TEM CONTENT @ AVALABLE  IEN] PIECES @ AVALABLE : NI WORK PRESSURE  AVAILABLE
23603 80 pieces 1 - 23600 7 1 - 23601 6,000 psi /413 bar 6
NEEDLE NOZZLE FOR GREASE PUM FLEXIBLE HOSE m FLEXIBLE EXTENSION FOR GREASE GUN  sygrex
@ ek (@™ — : - S >
N N
S
f‘\
// " >
o Needle length: 1.1/2” > 4 o
* Needle diameter: 5/32”. § gl 5
e Tip diameter: 3/64". :
*Needle design allows operator to contact ¢
flush on hard to reach hydraulic type I :
fittings in inaccesible areas. ~ : : =
¢ Used for dispensing a finel line of grease. - oWorks at 3500 psi. - o For hand operated and power m
[TEM TO BE USED WITH & AVAILABLE : ®Maximum pressure 11,300 psi. © grease injectors.
93602 2364, 2365, 2366, 2367, 6 - BEUSE DIAMETER HOSELENGTH /v AVAILABLE - [TEM SIZE 7 AVAILABLE
2368y 2369 . 23610 516" 18"/457¢m 1 : 136014 12"/30,5cm 6

usa.urrea.com a1 l



1 GREASE GUNS, OIL PUMPS

AND OTHER FLUID DISPENSERS

BUCKET GREASE PUMP
PNEUMATIC GREASE PUMPS
, HEAVY
&= <
96 2 »
TOTAL LOAD CAPACITY
23629
(=]
E , ,
F e Pressure booster “increases the air pressure”.
S|+ Hole height of 6 feet (Parker).
=48 eFor heavy duty lubrication use and preventative maintenance. ‘-
Z;g * Reinforced valve for high pressure. -
3§ [TEM CAPACITY MAX PRESSURE &z AVAILABLE
23629 66,110 /30 kg 7500 psi 1
E 23628 331/15 kg 7500 psi 1
S| BUCKET GREASE PUMP WITH WHEELS TEEER) | FOOT OPERATED GREASE PUMP m
G s 44 1B L (B 2218 3
N Nz
TOTAL LOAD CAPACITY v TOTAL LOAD CAPACITY \\’
¢ Drive pedal. Frees both hands of the user to raise their productivity.
o Variable handle setting. * Recommended for grease NLGI 1,2 & 3.
eIncludes 2 mx 1/4” 1.D. high pressure rubber hose. e Includes high pressure hose 2m x 1/4”
o Air release valve for easily removing trapped air from grease. ‘- ¢ Delivers 1o0z/stroke. ‘-
¢ Recommended for grease NLGI 1,2 & 3. : * High pressure with pedal. :
[TEM CAPACITY MAX PRESSURE @ AVAILABLE [TEM BUCKET CPACITY MAX PRESSURE @ AVAILABLE
23622 44110720 kg 4,000 psi 1 23623 221b/10kg 8,700 psi 1

CanGa] SURTEK

l422



GREASE, GUNS, OIL PUMPS 1 4

AND OTHER FLUID DISPENSERS

BUCKET GREASE PUMP
BUCKET GREASE PUMP HIGH PRESSURE GREASE PUMP URIER
T e s
TOTAL LOAD CAPACITY N TOTAL LOAD CAPACITY y

-~

PR

o Supplies:

 High Pressure 0.45 g/shot at 10,000 psi.
 High volume 1.25 g/shot.

* Gun holder.

* ABS plastic container. %
e Aluminum grease gun. g
o Air release valve for easily removing trapped air from grease. o Selector button E
o \ariable handle setting. * High pressure/high volume. =
e |ncludes 2 m x 1/4” 1.D. high pressure rubber hose. e Metal handle for Transport. 29
o Recommended for grease NLGI 1,2 & 3. * Foot operated system. 23
[TEM CAPACITY MAX PRESSURE & AVAILABLE : [NIAN BUCKET CAPACITY MAX PRESSURE o
23621 22h/10kg 4,000 psi 1 23620 111 /5kg 10,000 psi E
REINFORCED GREASE CONTROL VALVES °
o3 | g [
P ' A % 3
e / ) i
\
¢ o g !
I s
* For super duty use grease and work maintenance preventive. @
[TEM MAX PRESSURE & AVAILABLE ITEM MAX PRESSURE & AVAILABLE
23616 8,000 psi 1 23615 10,000 psi (B On Request
Z TYPE ROTARY CONNECTOR m i
oo 2
N~
S v
v’ \,///t' A . i ...il '|?
\ ik L‘ J
Two (g ==
360° 4
[TEM MAX PRESSURE @ AVAILABLE
23617 6,000 psi 1

usa.urrea.com
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1 4 GREASE, GUNS, OIL PUMPS
AND OTHER FLUID DISPENSERS

BUCKET GREASE PUMP

QUICK COUPLER FOR GREASE GUN

INDUSTRIAL 6 TOUCHING
buTY @ POINTS

¥
Mode of use

To connect, simply press the lever with thumb and
slide jaw onto the equipment for lubricating.

¢ Manufactured in heat-treated steel with high resistance to wear and high pressures.

o Retractable jaw with lever.

e Working pressure 8000 psi.

¢ 1/8" NPT screw.

* Optimizes the delivery of grease. Ideal in agriculture, construction and industry, as well as automotive services and lubrication equipment.
* Allows free hands during lubrication tasks, once connected it does not need to be fastened.

* Reduces cost, due to its optimal delivery of leak-proof Iubricant.

it

v

[TEM WORK PRESSURE 7 AVAILABLE
23604 8,000 psi 1

BARREL WRENCH

BARREL WRENCH

URSE

INDUSTRIAL @ DOES NOT
putY SPARK N
N

o To open most 2" and 3/4" barrel caps.

o Made of cast aluminum (LM25), hardened and tempered for strength. -
o |t does not spark, it is safe to use in flammable areas and fuel tanks.

¢ Due to its design, it reduces the force necessary to open the barrel, preventing injuries to the user. !

[TEM LENGTH CAPACITY & AVAILABLE
23640 10-172" 2"y 34" 1

OIL CONTROL GUNS

OIL CONTROL GUNS

INDUSTRIAL
DUTY

(
I/ .
& |
* Accuracy +/- 1%. [ | |
* Repeatability: 0.30%.
o Maximum working pressure: 1000 psi (70 BAR). e Accuracy +/- 1%.
e Resolution: 0.10 liters or quarts a gallon. ¢ Repeatability: 0.20%.
* High accuracy and flow dispenser control. * Maximum working pressure: 1000 psi (70 BAR).
¢ Recommended use: oils with viscosity up to SAE grade 140, diesel, ¢ High accuracy and flow dispenser control.
kerosene, engine coolant (RTU). * Flow can be measured in: liters, gallons, quarts a gallon,
Do not use with: oil, gasoline, or water based fluids, etc. decileters and pints.
[TEM 23631 23632
TYPE Mechanics Digital
FLOW 11030 LPM 11030 LPM
PRECISION +-1%. +-1%.
REPEATABILITY 0.30%. 0.20%.
MAXIMUM WORKING PRESSURE 1,000 ps1i /70 bar 1,000 ps1i /70 bar
[/
AVAILABLE On Request | On Request

S SURTEK

‘SUPERIOR QUALIY AFFORDABLE T0OLS



