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We are constantly improving our products, that is why the information, characteristics and 
availability of them can change without prior notice.

C L A SS T Y P E PA GE
BRAND

D ia g n o s ti c 
e q u i p m e n t

M u l ti m e te r s 426 • •
Vo l ta g e  tes te r s 43 0 • •
I n f ra r e d  th e r m o m e te r s 432 •

Mea s u r i n g 
e q u i p m e n t

M i c r o m e te r s  a n d  v e r n i e r 
c a l i p e r

432 • •

Lo n g  m ea s u r i n g  ta p es 434 • •
La s e r  d i s ta n c e  m e te r s 43 6 •
Mea s u r i n g  ta p es 43 6 • •
Mea s u r i n g  w h e e ls 43 9 •

P l o t ti n g  e q u i p m e n t

Ca l i p e r s 43 9 •
S q u a d s 4 4 0 • •
Le v e ls 4 41 • •
La s e r  l e v e ls 4 43 •
C h a l k  l i n es 4 4 4 • •



MULTIMETERS SETS

DIGITAL MULTIMETER SELECTION GUIDE
DIGITAL MULTIMETERS CLAMP DIGITAL MULTIMETERS AUTOMOTIVE DIGITAL MULTIMETERS

MODEL UD179 UD85 UD112 UD18 UD12 MUL03 MUL02 UD337 UD334 UD333 UD88 UD226 MUL04 UD370

Usage
INDUSTRIAL
DUTY

PROFESSIONAL
USE

INDUSTRIAL
DUTY

INDUSTRIAL
DUTY

PROFESSIONAL
USE

INDUSTRIAL
DUTY

Electrical 
safety

CAT II - - - 600 V 600 V 750 V 600 V - 1000 V 1000 V 750 V - 1000 V -
CAT 
III 1000 V 1000 V 1000 V 1000 V - 1000 V - 1000 V 600 V 600 V - 600 V 600 V 750 V
CAT 
IV - - - - - - - 600 V - - - - - -

Voltage CA 1000 V 600 mV  
1000 V 1000 V 1000 V 600 V 4 V 

750 V 200 mV 600 V 1000 V 400 mV 
750 V

400 mV 
750 V 750 V 600 V 750 V 750 V

Voltage CD 1000 V 600 mV  
1000 V 1000 V 1000 V 600 V 400 mV 

1 000 V
200 V 
600 V 1000 V 400 mV 

1000 V
400 mV 
1000 V 1000 V 600 V 1000 V  -

Current CA  10 A 10 A  10 A - - 10 A - 1000 A 400 A 400 A  10 A  -  - 700 A

Current CD  10 A 10 A  10 A - - 10 A 10 A 1000 A 400 A -  10 A  -  10 A  -

Resistance 40 MΩ 40 MΩ 40 MΩ 40 MΩ 200 Ω 40 MΩ 20 MΩ 40 MΩ 40 MΩ 40 MΩ 40 MΩ 40 MΩ 20 MΩ  -

Milivoltios CA 400 mV 600 mA 400 mV - - - - 400 mV 400 mV 400 mV  -  -  -

Milivoltios CD 400 mV 600 mA 400 mV - - 400 mV 200 mV 400 mV 400 mV 400 mV 400 mV 400 mV 200 mV  -

Microamps CD 400 µA 
4000 µA 6000 μA 400 µA   

4000 µA
600 μA  
2000 μA - 400 µA 200 µA 400  µA 

2000  µA - 400 µA 
2000 µA

400 µA 
4000 µA  -  -  -

Audible continuity 
indicator • • • • • • • • • • • • •  -

Backlight • • • • • • • • • • • • • •

Temperature -20° to 60 °C -200˚ to 999 ˚C -20° to 60 °C -20º to 50 °C  -10º to 50 °C -40° to 1000°C -10º to 50 °C  -20° to 60°C  -20° to 60°C 0° to 45° C -40° to 1370°C -20° to 60 °C -18° to 21°C 0° to 35°C

Auto/ Manual range • • • • • • • • •  -  - •  - •

Data hold  - •  - • - • • • • • •  - • •

Diode testing • • • • - • • • • •  -  - •  -

Capacitance testing 100μF 9999μF 100μF 9999μF - 400 µF -  - - - 1000 µF  -  -  -

Auto power off 
function • • • • • • • • • • • • • •
LCD screen with 
count

4000 
accounts

6000 
accounts

4000 
accounts

6000 
accounts

2000 
accounts 2000 accounts 2000 accounts 4000 accounts 4000 accounts 4000 accounts 4000 accounts 4000 accounts 4000 accounts 4000 accounts

• Available function. 
• Unavailable function.

ELECTRONIC TOOL SET

ITEM PIECES AVAILABLE
JEL11 11 1 On Request

ELECTRONIC TOOL SET

ITEM PIECES AVAILABLE
JEL9 9 1 On Request

11
PIECES

9
PIECES

Content
CPU17 Plastic tool box, 17 x 9 x 8” 1
UD12 600 VCD/600 VCA Digital multimeter 1
CAU50 Soldering iron, 50 W 1
686A Pocket knife, stainless steel 1
8624 Screwdriver, cabinet 1/8 x 4 bimaterial 1
8680 Screwdriver, Ph#0 1/8 x 2-1/2 bimaterial 1

Content
28141 Plier, 5” diagonal cut 1
28560 Plier, 4-3/4” conical point 1
308 UTP cable stripper 1

Content
CPU17 Plastic tool box, 17 x 9 x 8” 1
UD12 600 VCD/600 VCA Digital multimeter 1
9503B Screwdriver, std 3/64 x 2-3/8 ESD 1
9506B Screwdriver, std 5/64 x 2-3/8 ESD 1
9510B Screwdriver, Ph #0 x 2-3/8 ESD 1
9511B Screwdriver, Ph #1 x 3-5/32 ESD 1

Content
204GR Plier, 4-3/16” diagonal cut 1
282GR Plier, 4” needle 1
CAU50 Soldering iron, 50 W 1
691 Cutter knife, 18 mm 1
291 Wire stripper plier, 10-20 AWG 1

INDUSTRIAL
DUTY

INDUSTRIAL
DUTY

D
IA

G
N

O
S

T
IC

 A
N

D
 M

E
A

S
U

R
IN

G
 

T
O

O
LS

426

DIAGNOSTIC AND
MEASURING TOOLS15



MULTIMETERS

MULTIMETER SETS WITH TOOLS

MULTIMETER AND TOOLS SET

Content
CPU17 Plastic tool box, 17 x 9 x 8” 1
UD12 600 VCD/600 VCA Digital multimeter 1
CAU50 Soldering iron, 50 W 1

ITEM PIECES AVAILABLE
JEL3 3 1 On Request

MULTIMETER AND TOOLS SET

Content
UD179 Latest generation multimeter 1
PVU02 Voltage tester 24-1000 V 1
18675 15 in 1 multitool 1
CPI10 10.5” waterproof box 1

ITEM PIECES AVAILABLE
JM4 4 1 On Request

3
PIECES

MULTIMETER AND TOOLS SET

Content
UD12 Basic compact multimeter 1
9308L 7 In 1 screwdriver 1
PVU01 24-1000 V voltage tester 1
689AR Automatic utility knife 1
LPA10 1 LED 2 AA flashlight 1
EMUC Multipurpose case 1

ITEM PIECES AVAILABLE
JM6 6 1 On Request

6
PIECES

4
PIECES

COMBINATION TOOL SET WITH ELECTRICAL TESTERS

Content
MUL05   600 V  Digital multimeter clamp-on  1
120527   Folding multi-tool 13 functions  1
LIAL80  Aluminum body led flashlight 80 lm 1
PVS01   Voltage tester non-contact 90 V to 1000 V  1
EMSC   Multipurpose toolcase stk s 1

ITEM PIECES AVAILABLE
JPE5 5 1 On Request

5
PIECES

PROFESSIONAL
USE

INDUSTRIAL
DUTY

INDUSTRIAL
DUTY

INDUSTRIAL
DUTY

DIGITAL TRUE RMS MULTIMETERS

 

ITEM BATTERY AVAILABLE
UD85 2 AA 1 P

 

ITEM BATTERY AVAILABLE
UD179 9 V 1 P

•	Heavy duty protective case.
•	Access to batteries and fuses without damaging 

equipment calibration.
•	Integrated kickstand.
•	Thermocouple included.

•	Heavy duty protective case.
•	Integrated kickstand.

IMPROVED
PRODUCT

Features

Electrical protection 
CAT II 1000V
CAT III 600V

Voltage  1000 V CA/CD
Resistance 40MΩ

Current 600μA - 10A  
CA/CD

Capacitance 9999µF

Temperature -200 a 1350 ºC 
-328 a 2462 ºF

True Rms •
Auto off •
Hold function •
Backlight •
Continuity test with audible 
alarm  •

Diode test •
Range selection Auto / Manual

Screen 3-1/2 digits 
6000 accounts

Quick answer 1ms

Features
Electrical protection CAT III 1000V
Voltage 1000 V CA/CD
Resistance 40MΩ
Current 400μA-10A CA/CD
Capacitance 40nF-100μF
Frequency test 5Hz-10MHz

Temperature -40 a 1300 °C 
-40 a 2372 °F

True Rms •
Auto off •
Hold function •
Backlight •
Continuity test with audible 
alarm •

Diode test •
Duty cycle test •
Range selection Auto / Manual

Screen 3-3/4 digits 
4000 accounts

TRUE
RMS

CATIII
PROTECTION

INDUSTRIAL
DUTY

INDUSTRIAL
DUTY

TRUE
RMSPROTECTION

CATII & CATIII QUICK
ANSWER

2 AA
BATTERIES

9 V
BATTERY
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MULTIMETERS

AUTORANGING DIGITAL MULTIMETER

 

ITEM BATTERY AVAILABLE
 UD112 9 V 1 P

•	Heavy duty protective case.
•	Access to batteries and fuses without damaging 

equipment calibration.
•	Integrated kickstand.
•	Thermocouple included.

Features
Electrical protection CAT III 1000V
Voltage 1000 V CA/CD
Resistance 40MΩ
Current 400μA-10A CA/CD
Capacitance 40nF-100μF
Frequency test  5Hz-10MHz
Auto off •
Hold function •
Backlight •
Continuity test with audible 
alarm  •

Diode test •
Duty cycle test •
Range selection Auto / Manual

Screen 3-3/4 digits 
4000 accounts

ITEM BATTERY AVAILABLE
UD12 9 V 1 P

COMPACT DIGITAL MULTIMETERS

ITEM BATTERY AVAILABLE
UD18 2 AA 1 P

•	Heavy duty protective case.
•	Integrated kickstand.

•	Heavy duty protective case.
•	Integrated kickstand.

IMPROVED
PRODUCT

Features
Electrical protection CAT III 600V
Voltage 600 V CA/CD
Resistance 200 Ω
Auto off •
Continuity test with audible 
alarm  •

Range selection Manual

Screen
3 1/2 digits 
2 000 
accounts

Features

Electrical protection 
CAT II 1000V
CAT III 600V

Voltage 1000 V CA/CD
Resistance 40MΩ

Current 600μA -2000μA  
CA /CD

Capacitance 9999µF
Auto off •
Hold function •
Backlight •
Continuity test with audible 
alarm  •

Diode test •
Range selection Auto / Manual

Screen 3-1/2 digits 
6000 accounts

DIGITAL MULTIMETER

ITEM DESCRIPTION AVAILABLE
MUL02 Digital multimeter 600 V 1 On Request

Features
Electrical protection CAT III 600V
Voltage 600 V CA/CD
Resistance 20MΩ
Current 200µA-10A CD
Auto off •
Hold function •
Backlight •
Continuity test with audible alarm  •
Diode test •
Range selection Manual

Screen 3 1/2 Digits 
2000 accounts

PROFESSIONAL DIGITAL MULTIMETER

ITEM DESCRIPTION AVAILABLE
MUL03 Professional multimeter 1,000 V 1 On Request

•	Housing with rubber cover.
•	Batteries not included.

•	Housing with rubber cover.
•	Batteries not included.

Features

Electrical protection 
CAT II 1000V
CAT III 600V

Voltage 750V CA 
1000V CD

Resistance 40MΩ
Current 400µA-10A CD/CA
Capacitance 4nF-10mF
Frequency test  10 Hz a 1 MHz

Temperature -40 a 1000 °C 
-40 a 1832 °F

Ncv (icono en pleca) •
Auto off •
Hold function •
Backlight •
Continuity test with audible alarm  •
Diode test •
Range selection Manual

Screen 3-3/4 digits 
4000 accounts

CATIII
PROTECTION

INDUSTRIAL
DUTY

9 V
BATTERY

UD12UD18

INDUSTRIAL
DUTY PROTECTION

CATII & CATIII

2 AA
BATTERIES

INDUSTRIAL
DUTY

CATIII
PROTECTION

2 AA
BATTERIES

PROFESSIONAL
USE PROTECTION

CATII

2 AAA
BATTERIES

NCV
PROFESSIONAL
USE PROTECTION

CATII & CATIII

2 AA
BATTERIES
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AUTOMOTIVE DIGITAL MULTIMETER

 

ITEM BATTERY AVAILABLE
UD226 9 V 1 P

AUTOMOTIVE DIGITAL MULTIMETER

ITEM DESCRIPTION AVAILABLE
MUL04 Automotive digital multimeter 1,000 V 1 On Request

CLAMP-ON MULTIMETERS

AUTOMOTIVE MULTIMETERS

DIGITAL POWER CLAMP-ON MULTIMETER

ITEM BATTERY AVAILABLE
UD337 2 AAA 1 On Request

DIGITAL CLAMP MULTIMETER

ITEM BATTERY AVAILABLE
UD334 2 AAA 1 P

Features

Electrical protection 
CAT III 1000V
CAT IV 600V

Voltage 1000 V CA/CD
Resistance 40MΩ
Current 400µA-2000A CA/CD
Capacitance 40nF-2000μF
True Rms •
Ncv •
Auto off •
Hold function •
Backlight •
Continuity test with audible alarm   •
Diode test  •
Analog bar graph reading •
Range selection Auto / Manual

Screen 3-3/4 digits 
4000 accounts

Features

Electrical protection
CAT II 1000V
CAT III 600V

Voltage 750V CA  
1000V CD

Resistance 40MΩ
Current 40A-400A CA/CD
Frequency test 0.5Hz-200KHz
True Rms •
NCV •
Auto off •
Hold function •
Continuity test with audible alarm   •
Diode test  •
Duty cycle test •
Analog bar graph reading •
Range selection Auto / Manual

Screen 3-3/4 digits 
4000 accounts

•	Clamp inner diameter:  50 mm.
•	Heavy duty protective case.
•	Includes case.
•	Trigger for hook opening.

•	Clamp inner diameter: 32 mm. 
•	Includes case.
•	Trigger for hook opening.

IMPROVED
PRODUCT

IMPROVED
PRODUCT

CLAMP-ON DIGITAL MULTIMETER

ITEM BATTERY AVAILABLE
UD333 2 AAA 1 P

Features

Electrical protection 
CAT II 1000V
CAT III 600V

Voltage 750 V CA  
1000 V CD

Resistance 40MΩ
Current 400µA-4000A CA/CD
Frequency test 0.5Hz-200KHz
NCV •
Auto off •
Hold function •
Continuity test with audible alarm   •
Diode test  •
Duty cycle test •
Range selection Auto / Manual

Screen 3-3/4 digits 
4000 accounts

•	Clamp inner diameter: 32 mm.
•	Includes case.
•	Trigger for hook opening.

AUTOMOTIVE DIGITAL MULTIMETER

ITEM BATTERY AVAILABLE
UD88 9 V 1 On Request

Features

Electrical protection 
CAT II 1000V
CAT III 600V

Voltage 750V CA  
1000V CD

Resistance 40MΩ
Current 1μA - 10A CA/CD
Frequency test 0.5Hz-200KHz

Temperature -40 a 1370 °C 
-40 a 2498 °F

Auto off •
Hold function •
Backlight •
Continuity test with audible alarm   •
Diode test  •
Duty cycle test •
Analog bar graph reading •
Automotive electronics test •
RPM Measurement Test •
Dwell interval test •
Test pulse width •
Range selection Auto / Manual

Screen 3-3/4 digits 
4000 accounts

•	Heavy duty protective case.
•	Integrated kickstand.
•	Includes plastic case.

Features
Electrical protection CAT III 600V
Voltage 600 V CA/CD
Resistance 40MΩ
Current 1mA - 10A CD
Frequency test 0.5 Hz - 200 KHz
Auto off •
Funcion hold •
Backlight •
Continuity test with audible alarm   •
Duty cycle test •
Lectura en gráfica de barras analoga •
Prueba de electronica automotriz •
Prueba de medicion de rpm •
Dwell interval test •
Test pulse width •
Range selection Auto / Manual

Screen 3-3/4 digits 
4000 accounts

•	Heavy duty protective case.
•	Integrated kickstand.

•	Protective case.
•	Extra long screen.

Features

Electrical protection 
CAT II 1000V
CAT III 600V

Voltage 750V CA 
1000V CD

Resistance 20MΩ
Current 200mA-10A CD
Auto off •
Hold function •
Backlight •
Continuity test with audible alarm   •
Diode test  •
Automotive electronics test •
RPM Measurement Test •
Dwell interval test •
Range selection Manual

Screen 3-1/2 digits 
2000 accounts

INDUSTRIAL
DUTY PROTECTION

CATII & CATIII
USE
AUTOMOTIVE 9 V

BATTERY

INDUSTRIAL
DUTY

TRUE
RMS NCVPROTECTION

CATIII & CATIV

2 AAA
BATTERIES

INDUSTRIAL
DUTY PROTECTION

CATII & CATIII NCV

2 AAA
BATTERIES

INDUSTRIAL
DUTY

TRUE
RMS NCVPROTECTION

CATII & CATIII

2 AAA
BATTERIES

INDUSTRIAL
DUTY

CATIII
PROTECTIONUSE

AUTOMOTIVE 9 V
BATTERY

PROFESSIONAL
USE PROTECTION

CATII & CATIII
USE
AUTOMOTIVE

9 V
BATTERY
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DIGITAL POWER CLAMP MULTIMETER MULTIMETER ACCESSORY

MULTIMETER ACCESSORY

 

ITEM DESCRIPTION AVAILABLE
UD71TLAC Test Leads with Alligator Clips 1 P

VOLTAGE TESTER

VOLTAGE TESTER, NON-CONTACT

ITEM VOLTAGE RANGE BUZZER MAGNETIC FIELD DETECTOR AVAILABLE
PVU01 24 V – 1000 V Yes No 1 On Request
PVU02 24 V – 1000 V No Yes 1 On Request

LOGIC LED CIRCUIT TESTER

•	Check high and low voltages.
•		Dual color LED indicates power (red) and ground (green).
•	Stainless steel tip.

ITEM VOLTAGE TIP LENGTH AVAILABLE
23501 0 - 24 V 3-1/2” / 90 mm 1 P

EXTRA LONG TIP CIRCUIT TESTERS

•	High resistance insulated tip.
•	Extra long tip for testing circuits in hard to reach areas.
•	Impact resistant plastic body.
•	Makes automotive maintenance tasks easier.
•	Ideal for testing 6 to 12 V DC circuits in cars, boats, motorcycles, trucks, 

trailers, and buses.
ITEM VOLTAGE TIP LENGTH AVAILABLE

23503 6 - 24 V 6-11/16”/170 mm 1 P
23502 6 - 12 V 7-1/16”/180 mm 1 P

24/1000
VOLTAGE

LIGHT
LED

SYSTEM
ALARM

GRADE
IP 67INDUSTRIAL

DUTY

DIGITAL POWER CLAMP-ON MULTIMETERS

ITEM BATTERY AVAILABLE
UD370 9 V 1 P

Features
Electrical protection CAT III 600V
Voltage 750V CA
Current  700A CA
True Rms •
Auto off •
Hold function •
Backlight •
Analog bar graph reading •
Range selection Auto / Manual

Screen 3-3/4 digits 
4000 accounts

•	Measurement of real power, apparent 
power and reactive power.

•	Clamp inner diameter: 52 mm.
•	Trigger for hook opening.

INDUSTRIAL
DUTY

TRUE
RMS

CATIII
PROTECTION

•	It allows a connection to a computer in the RS-232C port, to feed, 
store information and also to program the diagnostic equipment.

•	0.313“ (8 mm) max jaw opening.
•	Straight ends with protecting cover.

INDUSTRIAL
DUTY

NON-CONTACT VOLTAGE TESTERS

ITEM VOLTAGE RANGE LOW VOLTAGE MODE AVAILABLE
PVS01 90 V – 1000 V No 1 On Request
PVS02 24 V – 1000 V Yes 1 On Request

PVS01
PVS02

•	Ideal non-contact voltage tester for installations or troubleshooting 
electrical wiring.

•	CAT IV 1000 V protection.
•	Remote voltage tester, no need to touch the surface to take readings.
•	Operates in temperatures from -4° to 122°F.
•	Compac and easy to handle.

PVU01 PVU02

•	Ideal non-contact voltage detector to perform installations or detect problems 
in electrical wiring.

•	Safety class CAT IV 1000 V.
•	Remote voltage tester, you don’t need to touch the surface to take readings.
•	Operating temperature: 32ºF~104ºF.
•	Small and easy to handle.

MASTER
USE SYSTEM

ALARM DOUBLE
INSULATIONLIGHT

LED

INDUSTRIAL
DUTY 6  12 & 24

VOLTAGE
/ INDUSTRIAL

DUTY

23503  

6  12
VOLTAGE

/
23502

6/24
VOLTAGE

9 V
BATTERY

NEWNEW
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VOLTAGE TESTER

DC CIRCUIT TESTER

ITEM VOLTAGE LENGTH AVAILABLE
2351 0-12 VCD 7-7/8” /185 mm 1 P

CIRCUIT TESTER

ITEM VOLTAGE LENGTH AVAILABLE
2350 0-28 VCD, 7 A mx. 7-9/32” /184 mm 1 P

CURRENT CONTINUITY TESTER

 

ITEM AMPS LENGTH AVAILABLE
2352 2.5 A 7-7/8” /185 mm 1 P

•	Ideal for detecting open or damaged power lines in series-parallel systems.
•	24 AWG gauge insulated wire.

•	DC heavy duty circuit tester.
•	Useful for detecting direct current (DC) flow.
•	20 awg gauge insulated wire.

•	Battery required (not included).
•	Ideal for detecting open or damaged power lines.
•	24 AWG gauge insulated wire.

IN-LINE SPARK TESTER

ITEM VOLTAGE LENGTH AVAILABLE
2355 0-28 VCD 9 -3/4” /247 mm 1 P

•	It is connected between the bujía and the cable of the bujía to detect 
functionality in the ignition.

•	7 AWG gauge insulated wire.
•	Exposed tip 2-1/8” tip diameter 1/4”.

INDUSTRIAL
DUTY

CIRCUIT TESTERS

ITEM VOLTAGE LENGTH AVAILABLE
107311 1.5 V 8-1/4”/21 cm 6 On Request

CIRCUIT TESTERS

ITEM VOLTAGE LENGTH AVAILABLE
DPC02 100-500 V 5-1/2”/14 cm 12 On Request
DCA14 100-500 V 5-1/2”/14 cm 12 On Request
DCA19 100-500 V 7-7/16”/19 cm 12 On Request

•	Verifies continuity in circuits without voltage.
•	Requires a 1.5 V AA battery.

•	NOM-003-SCFI-2000; NMX-J-521/1-ANCE-1999 standards.
•	Plastic body that grants security to the user in the verification of the current. 
•	Helps identify polarity.

INDUSTRIAL
DUTY 12 /24

VOLTAGE

INDUSTRIAL
DUTY 12

VOLTAGE

DCA19DPC02

INDUSTRIAL
DUTY 2.5

CURRENT

1 AA
BATTERY

PROFESSIONAL
USE ~100   500

VOLTAGE
/

PROFESSIONAL
USE 1.5

VOLTAGE

1 AA
BATTERY
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MICROMETERS AND VERNIER CALIPER

MEASUREMENT TOOL SET

ITEM PIECES AVAILABLE
JMD5 5 1 On Request

5
PIECES

Content
800112IN Inside Caliper 12" 1
800112EX Outside Caliper 12" 1
800112DV Spring Divider 12" 1
UMCV6 Vernier Caliper 0 To 6" 1
80047 Sliding T-Bevel 7" 1

•	Made from high grade steel with knurled locking 
mechanism, and machined, heat treated tips.

•	Suitable for CNC machining and measurement tasks.
•	NOM-050-SCFI-2004.

CIRCUIT TESTERS

ITEM VOLTAGE LENGTH AVAILABLE
107358 0 - 24 V 5-1/16”/13 cm 12 On Request
107303 6 - 12 V 8-7/16”/21.5 cm 6 On Request
107304 6 - 24 V 7-1/16”/18 cm 6 On Request

•	Neon indicator.
•	Chrome vanadium steel tip.
•	Insulated plastic handle.

•	Heavy duty tester.
•	60” reinforced cable.
•	Stainless steel tip.

•	Neon indicator.
•	16 gauge wire.

PROFESSIONAL
USE

INFRARED THERMOMETER

ITEM RELATION
DISTANCE/ POINT MEMORY POINTS RESPONSE TIME RESOLUTION

OPERATION RANGE
AVAILABLE

°C °F
UD70 12:01 8 1 s 0.1 ºF / 0.1 ºC -60 a 550 °C -76 a 1,022 °F 1 P
UD80 12:1 10 500 ms 0.1 ºF / 0.1 ºC -50 a 999 °C -58 a 1,830 °F 1 On Request

•	Laser sight that can be turned on and off.
•	Accurate measurements for a long time.
•	Operation switch.
•	LED screen. 

Uses:
•	Electrical maintenance.
•	Automotive repair and maintenance.
•	Air conditioners.
•	Manufacture process.
•	Anywhere where the temperature needs to be monitored.

•	NOM-024-SCFI-2013 standard.
•	Reading objects at great distances.
•	Auto power off. 
•	Circular laser with 8 points. 
•	Non-contact temperature measurement.

•	Temperature increase.
•	Self measure.
•	Audible alarms.
•	10 memory points.

INFRARED THERMOMETER

INDUSTRIAL
DUTY

VOLTAGE TESTER

107358 107304107303

0/24
VOLTAGE

6  12
VOLTAGE

/ 6/24
VOLTAGE

UD80UD70

INDUSTRIAL
DUTY

MICROMETERS AND CALIPERS

ITEM SIZE TOLERANCE MINIMUM MEASURING RANGE MAXIMUM MEASURING RANGE RESOLUTION AVAILABLEIN MM IN MM IN MM IN MM
UMM01 0 - 1" 25.4 mm ±0.03 mm 0.00005” 0.001 mm 1” 25 mm 0.00005” 0.001 mm 1 On Request
UMM12 1" - 2" 25.4 - 50.8 mm ±0.03 mm 1” 25 mm 2” 50 mm 0.00005” 0.001 mm 1 On Request

•	Blocker spindle.
•	Knob with ratchet-type system.
•	Digital LCD screen with auto-off.
•	Graduated cylinder in millimeters.

STAINLESS
STEEL

INDUSTRIAL
DUTY GRADE

IP 65

NEWNEW
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MICROMETERS AND VERNIER CALIPER

MICROMETERS AND CALIPERS

ITEM SIZE TOLERANCE MINIMUM MEASURING RANGE MAXIMUM MEASURING RANGE RESOLUTION AVAILABLEIN MM IN MM IN MM IN MM
UMCD6 0 - 6" 152.4 mm ±0.03 mm 0.01” 0.0005 mm 6” 150 mm 0.01” 0.0005 mm 1 On Request
UMCD8 0 - 8" 203.2 mm ±0.03 mm 0.01” 0.0005 mm 8” 200 mm 0.01” 0.0005 mm 1 On Request

•	Millimeter and inches graduation.
•	LCD digital display.
•	Accuracy according to DIN 862.
•	Jaws with fine ground hardened steel.
•	Uses: For internal external measurements, 

steps and depth.

STAINLESS
STEEL

INDUSTRIAL
DUTY GRADE

IP 67

DIGITAL MICROMETER

ITEM SIZE TOLERANCE MINIMUM MEASURING RANGE MAXIMUM MEASURING RANGE RESOLUTION AVAILABLEIN MM IN MM IN MM IN MM
122230 0 - 1” 25.4 ±0.03 mm 1/128" 05 6" 150 0.00005” 0.001 mm 1 On Request

•	Stainless steel body for enhanced corrosion resistance. 
•	Ratchet type thimble.
•	LCD digital display.

STAINLESS
STEEL

PROFESSIONAL
USE

UMCD8

MICROMETERS AND CALIPERS

ITEM SIZE TOLERANCE MINIMUM MEASURING RANGE MAXIMUM MEASURING RANGE RESOLUTION AVAILABLEIN MM IN MM IN MM IN MM
UMCC6 0 - 6" 152.4 mm ±0.03 mm 0.001” 0.02 mm 6” 150 mm 0.001” 0.02 mm 1 On Request

•	Millimeter and inches graduation.
•	Shockproof dial indicator.
•	Adjustable locking screw 0-6 inch range.
•	Uses: For internal and external 

measurements, steps and depth.

STAINLESS
STEEL

INDUSTRIAL
DUTY

DIGITAL CALIPERS

ITEM SIZE TOLERANCE MINIMUM MEASURING RANGE MAXIMUM MEASURING RANGE RESOLUTION AVAILABLEIN MM IN MM IN MM IN MM
122200 0 - 6” 152.4 ±0.03 mm 0.005" 0.1 mm 6" 150 0.001” 0.03 mm 1 On Request
122204 0 - 6” 152.4 ±0.03 mm 0.005" 0.1 mm 6" 150 0.001” 0.03 mm 1 On Request

STAINLESS
STEEL

PROFESSIONAL
USE

UMCC6

122200 122204
•	Stainless steel body for enhanced corrosion resistance.
•	Dual scale in millimeters and inches.
•	LCD digital display.

•	Stainless steel body for enhanced corrosion resistance.
•	Dual scale in millimeters and inches.
•	LCD digital display.

NEWNEW

NEWNEW
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MICROMETERS AND VERNIER CALIPER

DIGITAL CALIPERS

ITEM SIZE TOLERANCE MINIMUM MEASURING RANGE MAXIMUM MEASURING RANGE RESOLUTION AVAILABLEIN MM IN MM IN MM IN MM
122202 0 - 6” 150 ±0015" 001" 02 6" 150 0.001” 0.03 mm 1 On Request
122201 0 - 6” 150 ±03 mm 001” 02 6” 150 0.001” 0.03 mm 1 On Request

STAINLESS
STEEL

PROFESSIONAL
USE

•	Stainless steel body for enhanced corrosion resistance.
•	Scale in inches.

•	Stainless steel body for enhanced corrosion resistance.
•	Scale in inches.

122202 122201

MICROMETERS AND CALIPERS

ITEM SIZE TOLERANCE MINIMUM MEASURING RANGE MAXIMUM MEASURING RANGE RESOLUTION AVAILABLEIN MM IN MM IN MM IN MM
UMCV6 0 - 6" 152.4 mm ±0.03 mm 1/128” 0.05 mm 6” 150 mm 1/128” 0.05 mm 1 On Request

DIGITAL MICROMETERS AND VERNIER CALIPERS

ITEM SIZE TOLERANCE MINIMUM MEASURING RANGE MAXIMUM MEASURING RANGE RESOLUTION AVAILABLEIN MM IN MM IN MM IN MM
122203 0 - 6” 152.4 ±03 mm 001" 02 6" 150 0.007" 0.2 mm 1 On Request
122206 0 - 6” 152.4 ±03 mm 1/128" 05 6" 150 0.001" 0.02 mm 1 On Request

STAINLESS
STEEL

PROFESSIONAL
USE

•	Millimeter and inches graduation.
•	Locking screw for accurate 

measurements.
•	Uses: For internal and external 

measurements, steps and depth.
•	Monobloc cursor.

STAINLESS
STEEL

INDUSTRIAL
DUTY

•	Stainless steel body for enhanced corrosion resistance.
•	Dual scale in millimeters and inches.

•	Stainless steel body for enhanced corrosion resistance.
•	Dual scale in millimeters and inches.

122206 122203

LONG TAPES

LONG STEEL TAPE

•	More rigid and resistant compact box.
•	1/2” blade width.
•	Two-ink printing for easy reading.
•	Ease to use due to its opening design in the center.
•	NOM-046-SCFI-1999 standard.

ITEM LENGTH BLADE WIDTH AVAILABLE
CL20 65 ft / 20 m 1/2” / 13 mm 1 P
CL30 98.4 ft / 30 m 1/2” / 13 mm 1 P
CL50 164 ft / 50 m 1/2” / 13 mm 1 On Request

PROFESSIONAL
USE HIGH RESISTANCE

ABS CASE

CL50CL30CL20

NEWNEW

NEWNEW

NEWNEW
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FIBERGLASS LONG TAPES

ITEM LENGTH TAPE WIDTH AVAILABLE
CLF30 98.4 ft / 30 m 9/16” / 15 mm 1 On Request
CLF50 164 ft / 50 m 9/16” / 15 mm 1 On Request

LONG FIBERGLASS TAPES

 

ITEM LENGTH BLADE WIDTH AVAILABLE
CLFV20 65 ft / 20 m 1/2” / 13 mm 1 On Request
CLFV30 98.4 ft / 30 m 1/2” / 13 mm 1 On Request
CLFV50 164 ft / 50 m 1/2” / 13 mm 1 On Request

FIBERGLASS LONG TAPES REEL

ITEM LENGTH TAPE WIDTH AVAILABLE
CLFX30 98.4 ft / 30 m 9/16” / 15 mm 1 On Request
CLFX50 164 ft / 50 m 9/16” / 15 mm 1 On Request

LONG FIBERGLASS OPEN REEL MEASURING TAPES

 

ITEM LENGTH BLADE WIDTH AVAILABLE
CLX30 65 ft / 20 m 1/2” / 13 mm 1 On Request
CLX50 98.4 ft / 30 m 1/2” / 13 mm 1 On Request

CLX100 164 ft / 50 m 1/2” / 13 mm 1 On Request

LONG TAPES

CLFV50CLFV30CLFV20

CLX100

CLF50

CLX50CLX30CLFX30 CLFX50

CLF30

HIGH RESISTANCE
ABS CASE 3x1 FASTER

REWIND
INDUSTRIAL
DUTY

HIGH RESISTANCE
ABS CASE 3x1 FASTER

REWIND
INDUSTRIAL
DUTY

Toothed 
reinforced tip.

•	Reinforced crosshead design.
•	ABS plastic case and TPU coating on handle resistant to high 

temperatures and impacts.
•	30-meter tape made of fiberglass that does not deform due to 

changes in temperature.
•	Plastic lever for quick winding. 
•	Ideal for use in construction related activities.

•	ABS plastic case and TPU coating on handle resistant to high 
temperatures and impacts. 

•	30-meter tape made of fiberglass that does not deform due to 
changes in temperature. 

•	Plastic lever for fast winding of 3:1.
•	Double hook fix system.
•	Double face blade graduated in centimeters and inches.

•	Ergonomic handle.
•	Plastic box, crosshead type.
•	TPR handle.
•	Wind system five times faster than traditional tapes.

•	Tape made of fiberglass.
•	100% plastic rewind mechanism that prevents rust.

HIGH RESISTANCE
ABS CASEPROFESSIONAL

USE
FASTER
REWIND

HIGH RESISTANCE
ABS CASEPROFESSIONAL

USE
FASTER
REWIND D
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LASER DISTANCE METER

RECHARGEABLE LASER DISTANCE METERS

ITEM MAXIMUM RANGE BATTERY LASER COLOR AVAILABLE
DI40 131 ft / 40 m Rechargeable Red 1 On Request
DI100 328 ft / 100 m Rechargeable Green 1 On Request

DI100DI40

•	Multifunction buttons.
•	Memory for up to 300 measurements.
•	Rechargeable battery.
•	Unit conversion.
•	Measurement units in meters, inches and feet.
•	Impact resistant. 
•	IP 40 protection rating.
•	Volume and area measurement.

HIGH-VISIBILITY IMPACT RESISTANT MEASURING TAPES

ITEM BLADE LENGTH BLADE WIDTH AVAILABLE
FLXAV3 9.8 ft / 3 m  1-1/16” / 27 mm 1 On Request
FLXAV5 16.4 ft / 5 m 1-1/16” / 27 mm 1 On Request
FLXAV8 26.2 ft / 8 m 3/4” / 19 mm 1 On Request

1589HD1586HD

•	Closed ABS plastic case with TPR cover.
•	Nylon coated metal tape, graduated on both sides.
•	Exceeds NOM-046-SCFI-1999 standard.

Auto lock mechanism.

High visibility fluorescent 
nylon coated tape.

Steel belt clip for secure 
attachment.

FLXAV5FLXAV3 FLXAV8

MEASURING TAPES

IMPACT RESISTANT MEASURING TAPES

ITEM BLADE LENGTH BLADE WIDTH AVAILABLE
1586HD 16.4 ft / 5 m 1-1/16” / 27 mm 1 P
1589HD 26.2 ft / 8 m 1-1/16” / 27 mm 1 On Request

•	ABS plastic case with TPR cover.
•	Blade color: white both sides.
•	NOM-046-SCFI-1999 standard.

Blade printed on both 
sides, with 7 different 

graduations and covered 
with anti-abrasive varnish.

1
1

2
2 3 4 5

10 FEET
3m cm

in

Hook with Dual magnet. 
4 rivets.

Metal belt clip.

PROTECTION
RUBBERCONVERSION

TABLE
HEAVY
DUTY HIGH RESISTANCE

ABS CASE
PRINTING
DOUBLE-SIDED

HOOK
MAGNETIC

BLADE
STEEL

3x1 FASTER
REWINDHIGH RESISTANCE

ABS CASE
PRINTING
DOUBLE-SIDED

BLADE
STEELINDUSTRIAL

DUTY

UNIT
CONVERSION IMPACT

ANTI-LI-ION
TECHNOLOGY

LI-ION
PROFESSIONAL
USE

NEWNEW

NEWNEW
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SILVER ANTI-IMPACT MEASURING TAPES

ITEM BLADE LENGTH BLADE WIDTH AVAILABLE
B122085 9.8 ft / 3 m  5/8” / 16 mm 6 P
B122086 16.4 ft / 5 m 1” / 25 mm 6 P
B122087 26.2 ft / 8 m 1” / 25 mm 6 P

B122085 B122086 B122087

MEASURING TAPES

STAINLESS STEEL MEASURING TAPES

ITEM BLADE LENGTH BLADE WIDTH AVAILABLE
1595LSW 9.8 ft / 3 m  1-1/8” / 30 mm 1 On Request
1598LSW 26.2 ft  / 8 m 1-1/8” / 30 mm 1 On Request
1599LSW 34.8 ft / 10 m 1-1/8” / 30 mm 1 On Request

•	Closed ABS plastic case with metal reinforcements for enhanced durability.
•	Nylon coated steel tape, graduated on both sides.
•	Exceeds NOM-046-SCFI-1999 standard.

Both-side printed tape 
with large numbers for 

easy readings.

Metallic belt clip.

Double magnetic hook 
reinforced with three 

rivets.

1599LSW1598LSW1595LSW

PRINTING
DOUBLE-SIDED

HOOK
MAGNETIC

BLADE
STEELHEAVY

DUTY STEEL PROTECTION
RUBBER

WIDE TAPE

1.18"
30 MM EXTRAHOOK

DOUBLE

MEASURING TAPES

ITEM BLADE LENGTH BLADE WIDTH AVAILABLE
1583LH 9.8 ft / 3 m  3/4” / 19 mm 1 On Request
1586LH 19.6 ft / 6 m 1” / 25 mm 1 On Request
1589LH 29.5 ft / 9 m 1-1/8” / 30 mm 1 P

1589LH1586LH1583LH

Blade printed on both 
sides, with 7 different 

graduations and covered 
with anti-abrasive varnish.

1
1

2
2 3 4 5

10 FEET
3m cm

in

Hook with magnet.

Metal belt clip

•	Closed ABS plastic case.
•	Steel tape graduated on both sides.
•	Exceeds NOM-046-SCFI-1999 standard.

Hook with 
three rivets.

Double 
magnetic hook.

Pause button 
with quick 
activation.

Silver color 
blade, printed 
on both sides.

Shock 
absorber 
system.

Wide blade.

•	Closed ABS plastic case with TPR cover.
•	Complies with NOM-046-SCFI-1999.

HIGH RESISTANCE
ABS CASECONVERSION

TABLE PRINTING
DOUBLE-SIDED

BLADE
STEEL

HOOK
DOUBLEHEAVY

DUTY

PROFESSIONAL
USE HOOK

MAGNETIC
IMPACT
ANTI-

PRINTING
DOUBLE-SIDED
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MEASURING TAPES

ANTI-IMPACT MEASURING TAPES

ITEM BLADE LENGTH BLADE WIDTH AVAILABLE
B122080 9.8 ft / 3 m  5/8” / 16 mm 6 P
B122081 16.4 ft / 5 m 1” / 25 mm 6 P
B122082 26.2 ft / 8 m 1” / 25 mm 6 P

B122080 B122081 B122082

Hook with 
three rivets.

Double hook.

Pause button 
with quick 
activation.

Yellow color 
blade.

Shock 
absorber 
system.

Wide blade.

•	Closed ABS plastic case.
•	Complies with NOM-046-SCFI-1999.

SOFT GRIP MEASURING TAPES

ITEM BLADE LENGTH BLADE WIDTH AVAILABLE
B122063 9.8 ft / 3 m  5/8” / 16 mm 6 On Request
B122064 16.4 ft / 5 m 3/4” / 19 mm 6 On Request
B122065 24 ft / 7.5 m 1” / 25 mm 6 On Request

Wide blade.

Hook with 
three rivets.

White color 
blade, printed 
on both sides.

Pause button 
with quick 
activation.

•	Closed ABS plastic case with TPR cover.
•	Soft textured body for improved grip.
•	Complies with NOM-046-SCFI-1999.

B122063 B122064 B122065

INVINCIBLE PLASTIC CASE MEASURING TAPES

ITEM BLADE LENGTH BLADE WIDTH AVAILABLE
B122070 9.8 ft / 3 m  3/4” / 19 mm 6 P
B122071 16.4 ft / 5 m 1” / 25 mm 6 P

White color 
blade, printed 
on both sides.

Wide blade.

White color 
blade.

Hook with 
three rivets.

•	Closed ABS plastic case.
•	Complies with NOM-046-SCFI-1999.

B122070 B122071

PROFESSIONAL
USE IMPACT

ANTI-
PRINTING
DOUBLE-SIDED

BLADE
STEEL DOUBLE

HOOK

PRINTING
DOUBLE-SIDED

BLADE
STEELPROFESSIONAL

USE
DOUBLE
HOOK

GENERAL
USE PRINTING

DOUBLE-SIDED DOUBLE
HOOK
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MEASURING WHEEL, 6” WHEEL

•	Maximum length: 106 cm 
•	Folded length: 56 cm 
•	Automatic regression button. 
•	The measurement increases when rotated 

the wheel forward and decreases when 
turned backwards.

•	Foldable design.
•	Plastic wheel with rubber coating.
•	Handle with rubber grip.

ITEM MAX. MEASUREMENT CAPACITY WHEEL SIZE AVAILABLE
122268 32808.4 ft / 10,000 m 6” (15,2 cm) 1 On Request

MEASURING WHEEL, DOUBLE 6” WHEEL

•	Maximum length: 95 cm
•	Folded length: 44 cm
•	Automatic regression button.
•	The measurement increases when rotated 

the wheel forward and decreases when 
turned backwards.

•	Foldable design.
•	Double plastic wheels with rubber coating.
•	Handle with rubber grip.

ITEM MAX. MEASUREMENT CAPACITY WHEEL SIZE AVAILABLE
122269 32808.4 ft / 10,000 m 6” (15,2 cm) 1 On Request

IMPULSE STRIP WITH ANTI-IMPACT MEASURING TAPES

ITEM DESCRIPTION AVAILABLE
126448 12 measuring tapes plus impulse strip 1 P

13
PIECES

PROFESSIONAL
USE

MEASURING TAPES

Content
136151 16’ anti-impact measure tape 12
TIMPU100 Impulse strip 1

MEASURING WHEEL, 12” WHEEL

•	Maximum length: 110 cm
•	Folded length: 56 cm
•	Automatic regression button.
•	The measurement increases when rotated 

the wheel forward and decreases when 
turned backwards.

•	Foldable design.
•	Plastic wheel with rubber coating.
•	Handle with ergonomic coating.

ITEM MAX. MEASUREMENT CAPACITY WHEEL SIZE AVAILABLE
122270 32808.4 ft / 10,000 m 12” (30,5 cm) 1 On Request

Brake on 
handle.

PROFESSIONAL
USE

12" (30.5 cm)
WHEEL DIAMETER

PROFESSIONAL
USE

6" (15.2 cm)
WHEEL DIAMETER

PROFESSIONAL
USE

6" (15.2 cm)
WHEEL DIAMETER

MEASURING WHEELS

CALIPERS

CALIPERS SET

ITEM PIECES AVAILABLE
JCO3 3 1 On Request

INSIDE CALIPER

ITEM SIZE AVAILABLE
80016IN 6” 1 On Request
80018IN 8” 1 On Request
800110IN 10” 1 On Request
800112IN 12” 1 On Request

•	Made of high grade steel.
•	Spring keeps the caliper closed. 

Knurled lock saves time. 80018IN

3
PIECES

Content
80018IN Inside calipers 8" 1
80018EX Outside calipers 8" 1
80018DV Spring dividers 8" 1

INTERIOR
MEASUREMENT

INDUSTRIAL
DUTY

INDUSTRIAL
DUTY

NEWNEW
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MAGNETIC COMBINATION SQUARE

•	Rule with thickness of 1/16”.
•	Includes textil pouch.
•	Zinc alloy injection body.
•	Rectified edges insure maximum accuracy.
•	Graduated in centimeters and inches.

ITEM SIZE AVAILABLE
800212 12” 1 P

STEEL SQUARES

•	For internal use
•	The square is precisely parallel and straight.
•	Manufactured with SAE5160 steel, of 40-50 
   HRc hardness.

ITEM SIZE (X) AVAILABLE
916404 8” 1 On Request
916406 12” 1 On Request

COMBINATION SQUARE WITH MACHINED 
HEADS

ITEM SIZE AVAILABLE
122255 12” 1 On Request

SQUARES

UNIVERSAL COMBINATION SQUARES 
WITH ZAMAC HANDLE

•	Sliding stainless steel slide.
•	Ideal for 45 and 90 strokes.
•	With spirit level to check horizontality 

and verticality.
ITEM SIZE AVAILABLE

122257 6” 6 On Request
122254 12” 6 On Request
122258 16” 6 On Request

PROFESSIONAL
USE

STAINLESS
STEEL

PROFESSIONAL
USE

STAINLESS
STEEL

PROFESSIONAL
USE

STAINLESS
STEEL

INDUSTRIAL
DUTY

MAGNETIC
ADJUST

STAINLESS
STEEL

PLASTIC HANDLE, COMBINATION 
SQUARE

•	Sliding stainless steel slide.
•	Ideal for 45 and 90 strokes.
•	With spirit level to check horizontality 

and verticality.
ITEM SIZE AVAILABLE

122265 12” 6 On Request

SLIDING T-BEVEL

•	High impact polymer handle.
•	3 windows for fast readings.
•	Cylindrical bubble for easy reading.
•	Marked for establishing adequate angles 15º, 

30º, 45º and 60º..
ITEM SIZE AVAILABLE

80047 7” 1 P

CALIPERS

OUTSIDE CALIPERS

ITEM SIZE AVAILABLE
80016EX 6” 1 On Request
80018EX 8” 1 On Request
800110EX 10” 1 On Request
800112EX 12” 1 On Request

SPRING DIVIDERS CALIPERS

ITEM SIZE AVAILABLE
80016DV 6” 1 On Request
80018DV 8” 1 On Request
800110DV 10” 1 On Request
800112DV 12” 1 On Request

•	Fine thread screw for greater precision.
•	Spring keeps the caliper closed.
•	Its design is ideal for accurate 

measurement work and reading.
•	For external use.
•	Machined ends.

•	Knurled knob enables one-handed 360° 
turning.

•	Ideal for marking inked projects.
•	Adjusting nuat is smooth and precise.
•	Divider caliper for transferring and 

comparing distances
•	Heat treated edges decrease wear.80018EX 80018DV

EXTERIOR
MEASUREMENT

INDUSTRIAL
DUTY

INDUSTRIAL
DUTY

DIVIDER
TIP

122258

916404

•	High strength die cast zamac body.
•	Graduated in centimeters and inches.
•	Ideal for measuring horizontality, verticality, 

inside and outside squares, 45º level, 
marking gauge, and heights.

INDUSTRIAL
DUTY

INDUSTRIAL
DUTY

STAINLESS
STEEL

360º

NEWNEW
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SQUARES

FALSE SQUARE WITH PLASTIC HANDLE

•	Sliding steel slide.
•	With spirit level and window to facilitate 

reading.
•	High impact polypropylene plastic handle.
•	To transport, trace or verify angles of any 

degree.
ITEM SIZE AVAILABLE

122264 8” 1 On Request

CARPENTER SQUARES WITH PLASTIC 
HANDLE

•	Stainless steel strip.
•	With deep precision markings. BULK

ITEM SIZE AVAILABLE
122250 6” 1 On Request
122251 8” 1 On Request
122252 10” 1 On Request
122253 12” 1 On Request

CARPENTER SQUARES WITH PLASTIC 
HANDLE

•	Unique support in the handle that allows you to stop 
the bracket in the required position without holding 
it in your hand.

•	Graduation that allows you to make strokes in angels 
of: 15º, 22.5º, 30º, 36º, 45º, 50º, 60º and 90º.

•	Thickness 1/16” ruler.
•	Graduated in centimeters and inches.
•	Handle manufacture in high impact polymer.

ITEM SIZE AVAILABLE
80038 8” 1 On Request
800310 10” 1 P
800312 12” 1 On Request
800316 16” 1 On Request

INDUSTRIAL
DUTY

STAINLESS
STEEL

CARPENTER SQUARES

•	Made of high carbon steel.
•	Graduation in centimeters and inches in low relief.
•	Useful in checking internal and external straight angles.
•	Ideal for 45 and 90 strokes. BULK

ITEM SIZE AVAILABLE
122280 8” x 12” 1 On Request
122281 16” x 24” 1 On Request

PROFESSIONAL
USE

HIGH CARBON
STEEL

STAINLESS STEEL RULERS

ITEM SIZE AVAILABLE
122210 6” (15 cm) 6 On Request
122211 12” (30 cm) 6 On Request

•	Made of stainless steel.
•	Includes conversions tables on the reverse side.

•	With decimal equivalences table of inches on the reverse side.
•	Pocket clip.

GENERAL
USE

80038 122252

360º

122280

122211

122210

PROFESSIONAL
USE

STAINLESS
STEEL PROFESSIONAL

USE
STAINLESS
STEEL

LEVELS

ANTI-IMPACT ALUMINUM LEVELS TYPE “V”

•	Aluminum profile body provides greater accuracy and durability. 
•	Molded grip.

ITEM SIZE AVAILABLE
UNI24 24” 1 On Request
UNI48 48” 1 On Request

DUAL-VIEW ALUMINUM LEVEL 

 

•	Double vision bubble allows you check against vertical leveling, eliminating strain 
   on the back and neck while take the reading.
•	Aluminum body that provides better accuracy and durability. 
•	Accuracy: 0.001 in / in.. (1 mm / m).

ITEM SIZE AVAILABLE
UNI24D 24” 1 P
UNI48D 48” 1 P

3 VIALS
0°, 45° AND 90°

ANTI-SHOCK
RUBBER END CAPS

SELF CENTERING V
GROOVE EDGE

SUPER
DUTY

3 VIALS
0°, 45° AND 90°

ANTI-SHOCK
RUBBER END CAPS

HEAVY
DUTY

UNI24 UNI48D
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LEVELS

LASER LEVELS

COMBINATION PROFESSIONAL MEASURING TOOL SET

ITEM PIECES AVAILABLE
JMP5 5 1 On Request

Content
CPI20 Safety Waterproof Tool Box 20" X 16" X 8" 1
NL2 2 Lines Semi-Automatic Laser Level 1
NL2E 2 Lines Laser Level For Tile 1
TNL Tripode For Laser Level 1.3 M 1
UNT12 Torpedo Level Type "V" 9" 1

5
PIECES

ALUMINUM LEVELS TYPE “V”

 

ITEM SIZE VIALS AVAILABLE
UNI12A 12" 2  1 P
UNI14A  14" 3    1 P
UNI18A 18" 3      1 P
UNI24A 24" 3      1 P
UNI36A 36" 3     1 On Request
UNI48A 48" 3     1 P

•	Tubular aluminum profile body.

ALUMINUM LEVELS TYPE “V”

•	Made of injected aluminum.
•	Plastic protected handle.
•	Anodized finish for major protection.
•	Plastic anti-impact bumpers at both  ends for protection.
•	“V” slot for use on tubular or curved surfaces.
•	Meet with Federal GGG-L-211D.

ITEM SIZE VIALS AVAILABLE
122121 24” 3 1 P
122122 36” 3 1 P
122123 48” 3 1 P
122124 72” 3 1 P

ALUMINUM LEVELS

*Horizontal, vertical drops.
•		Horizontal, vertical and 45 bubble vials with wide window for easy reading.
•	Interchangeable drops with higher resistance to abrasion and impact.
•	Meet with Federal GGG-L-211D.

ITEM SIZE VIALS AVAILABLE
122100* 10” 2 1 P
122101* 12” 2 1 P
122102 14” 3 1 P
122103 18” 3 1 P
122104 24” 3 1 P
122105 36” 3 1 P
122106 48” 3 1 P

TORPEDO LEVEL TYPE “V”

 

ITEM SIZE VIALS AVAILABLE
UNT12 9” 3 1 On Request

TORPEDO MAGNETIC LEVEL

ITEM SIZE VIALS AVAILABLE
122110 9” 3 1 P

PROFESSIONAL
USE

MAGNETIC
BASE  

3 VIALS
0°, 45° AND 90°

SELF CENTERING V
FOR CURVES SURFACES 

UNI12A 122122
With window 

in the frame to 
facilitate reading.

INDUSTRIAL
DUTY

3 VIALS
0°, 45° AND 90°

ANTI-SHOCK
RUBBER END CAPS

PROFESSIONAL
USE

SELF CENTERING V
FOR CURVES SURFACES 

3 VIALS
0°, 45° AND 90°

ANTI-SHOCK
RUBBER END CAPS

GENERAL
USE

3 VIALS
0°, 45° AND 90°

122103

EDGE
MAGNETIC

3 VIALS
0°, 45° AND 90°

ANTI-SHOCK
RUBBER END CAPS

SELF CENTERING V
GROOVE EDGE

INDUSTRIAL
DUTY

•	Body covered with rubber that resists impacts.
•	Horizontal, vertical and 45 bubble vials with window wide for easy reading.
•	Meet with federal GGG-L-211D.

•	Aluminum box profile body for increased accuracy and durability.
•	Extra reinforced ends to protect against impacts.
•	Grooved profile for easier use on uneven surfaces.
•	Dual view design for better bubble visibility.

INDUSTRIAL
DUTY

NEWNEW
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LASER LEVELS

AUTOMATIC LASER LEVELS

ITEM DESCRIPTION AVAILABLE
NL12A Automatic laser level 12 lines 360 ° 1 P

ITEM DESCRIPTION AVAILABLE
NL2A 2-line automatic laser level 1 P

•	Laser precision: ± 0.006” / ft
•	Working range: 65 ft
•	Self leveling: <5 s
•	Laser lines in all directions.
•	Body protected with rubber anti-skid rubber.
•	It has screw mounts to tripod or base for laser level.
•	Function lock switch.

Content NL2A
Laser level 1
AA 1.5 V batteries 2
Base for laser level 1
Laser vision glasses 1
Target panel 1

Content NL12A
Laser level 1
AA 1.5 V batteries 2
5 ft Tripod 1
Base for laser level 1
Laser vision glasses 1
Transport case
Target panel 1

LINE AND POINT LASER LEVEL

ITEM DESCRIPTION AVAILABLE
NL1 Line and point laser level 1 P

•	Laser accuracy: 
•	Line ± 0,012” / ft
•	point ± 0.006” / ft
•	Working range:
•	Line 9 ft
•	point 65 ft
•	Magnetic base for mounting the laser to a wall or tripod.

2 LINES SEMI-AUTOMATIC LASER LEVEL

ITEM DESCRIPTION AVAILABLE
NL2 2 Lines semi-automatic laser level 1 P

•	Laser Accuracy: ± 0.006” / ft
•	Working range: 32 ft
•	Self leveling: <5 s
•	Body protected with rubber anti-skid rubber.
•	It has Screw mounts to tripod or base for laser level.
•	Function lock switch.

Content
Laser level 1
AAA 1,5 V Batteries 2
Mounting base 1

Content
Laser level 1
AAA 1,5 V Batteries 2
Mount with 360˚ swivel arm 1

BASE FOR LASER LEVEL

ITEM DESCRIPTION AVAILABLE
BNL Base for laser level 1 On Request

2 LINES LASER LEVEL FOR TILE

ITEM DESCRIPTION AVAILABLE
NL2E 2 Lines laser level for tiles 1 P

•	Additional elevation 31 1/2”.
•	Compatible with laser levels with 1/4” thread (all Urrea’s laser levels).
•	Base plate can attach on the metal wall by magnet or attach to a wall by 

hooking hole.

CONTENT
1 Laser level
2 AA 1,5 V Batteries

•	Laser accuracy:  ± 0.006” / ft
•	Working range: 23 ft
•	Angle of lines: 90°
•	Ideal for installation of floors, tiles, etc.
•	Body protected with anti-skid rubber.
•	Operation switch.
•	Fast and precise alignment for 2 laser lines with 90 ° angle.

NL2ANL12A

2 LINES
2 PLANESINDUSTRIAL

DUTY

2 LINES
2 PLANESINDUSTRIAL

DUTY LASER RANGE
32 FT

2 LINES
2 PLANESINDUSTRIAL

DUTY POINT RANGE
65 FT

LASER RANGE
7 FT

2 LINES
ANGLE OF 90°INDUSTRIAL

DUTY ADDITIONAL
ELEVATION

3-1/8"INDUSTRIAL
DUTY THREAD

1/4"
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CHALK LINES

CHALK LINE REEL

ITEM YARN LENGTH CHALK CAPACITY AVAILABLE
TL50 164 ft / 50 m  21 oz / 600 g 1 P

3 mm3 mm10 mm10 mm

TL50TL50 OtrosOtros

•	Large capacity reservoir holds 20 oz of chalk.
•	Steel crank.
•	High speed rewind system.
•	Cotton braided line.
•	0.13” - 0.15” diameter.

CHALK LINE REEL WITH CHALK

ITEM YARN LENGTH CHALK CAPACITY AVAILABLE
TL30P 104.9 ft / 30 m 3 oz / 86 g  1 P

•	Break-resistant and powder absorbent polyester chalk line string.

2
PIECES

METALLIC CHALK LINE SET

•	Brake system that is automatically released when rewind.
•	Filling system that avoids waste.

ITEM YARN LENGTH CHALK CAPACITY AVAILABLE
130561 104.9 ft / 30 m 4 oz / 113 g 6 On Request

2
PIECES

PROFESSIONAL
USE INCLUDED

4 OZ CHALK

CHALK REPLACEMENTS

•	Filling system that avoids waste.
•	Phosphorescent chalks are ideal to mark lines in places of little brightness.
•	Extra fine chalk.

ITEM COLOR CHALK CAPACITY AVAILABLE
130570 8 oz / 227 g  6 On Request
130575 8 oz / 227 g 6 On Request

PLASTIC CHALK LINE SET

•	Body made of ABS plastic.
•	Flip-up handle that is stored after its use.
•	Thread made of polyester resistant to breach.
•	Includes thread level with acrylic drop.

ITEM YARN LENGTH CHALK CAPACITY AVAILABLE
130562 49.2 ft / 15 m 4 oz / 113 g 6 On Request
130569 104.9 ft / 30 m 4 oz / 113 g 1 On Request

130570 130575

3
PIECES

PROFESSIONAL
USE

PROFESSIONAL
USE INCLUDED

4 OZ CHALK

HIGH RESISTANCE
ABS CASEHEAVY

DUTY
INDUSTRIAL
DUTY HIGH RESISTANCE

ABS CASE
INCLUDED
4 OZ RED CHALK

BULK

SUPERIOR
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