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We are constantly improving our products, that is why the information, characteristics and 
availability of them can change without prior notice.

C L A SS T Y P E PA GE
BRAND

S te e l  w i r e  r o p e S te e l  w i r e  r o p es 4 4 6 •
C h a i n s C h a i n s 4 4 6 •

Loa d  a c c ess o r i es

S w i v e l  c h a i n s 4 47 •
L i n k s 4 47 •
C oa t  h o o k s 4 4 8 •
S w i v e l  e y e  p u l l e y 4 4 8 •
S h a c k l es 4 4 9 •
Th i m b l es 4 4 9 •
W i r e  r o p e  c l i p s  f o r 
s te e l  c a b l e 4 5 0 •

P u l l e y s 4 51 •
S te e l  tu r n b u c k l es 4 5 2 •
Loa d  b i n d e r s 4 5 2 •

R o p es
Po l y p r o p y l e n e  r o p es 4 53 •
Ra f f ia 4 53 •

Ha n d  t r u c k  a n d 
h a n d  c a r ts D r u m  a n d  d o l l y  c a r ts 4 5 4 • •

S l i n g s

P l a t f o r m  t r o l l e y s 4 5 4 •
S l i n g s 4 57 •
Ti e  d o w n  s t ra p 4 59 • •
S t ra p s  a n d  w i n c h es 4 6 0 • •
B u n g e e  c o r d 4 6 0 •

H y d ra u l i c s
L i f t i n g  ta b l e  c a r ts 4 6 0 • •
Ha n d  p a l l e t  t r u c k s 4 61 • •

Ho i s ts

E l e c t r i c  h o i s ts 4 63 • •
Ma n u a l  h o i s t 4 64 • •
Tr o l l e y 4 67 • •
Ha n d  p u l l e r s 4 67 •

Ca s te r s Ca s te r s 4 6 8 •



STEEL WIRE ROPES WITH THIMBLES

 ITEM CABLE DIAMETER LENGTH WORKING LOAD LIMIT AVAILABLE
CA112 1/16" 250’ 478 lb 1 On Request
CA113 3/32" 250’ 919 lb 1 On Request
CA114   1/8" 250’ 1,700 lb 1 On Request
CA116   3/16" 250’ 3,699 lb 1 On Request
CA118   1/4" 250’ 6,098 lb 1 On Request
CA122   1/16" 498’ 478 lb 1 On Request
CA123 3/32" 498’ 919 lb 1 On Request
CA124   1/8" 498’ 1,700 lb 1 On Request
CA132 1/16" 1,476’ 478 lb 1 On Request
CA134 1/8" 1,476’ 1,700 lb 1 On Request

PROFESSIONAL
USE

THIMBLES AT
BOTH ENDS

7 x 7
WIRE ROPE
CONSTRUCTION 

STEEL WIRE ROPES

•	Made of alloy steel with galvanized finish.

CA112

CHAINS

DOUBLE LOOP STEEL CHAIN

 ITEM WIRE DIAMETER AVAILABLE
150836 1/16” 1 On Request
150837 3/32” 1 On Request
150838 1/8” 1 On Request
150839 1/8” 1 On Request
150840 5/32” 1 On Request

PROFESSIONAL
USE

PROFESSIONAL
USE

Features
Length Widht  Working load capacity

150836 98' 1-9/16" 90 lb
150837 98' 2" 115 lb
150838 98' 3-1/2" 198 lb
150839 98' 4-1/2" 254 lb
150840 98' 6-1/2" 264 lb

GRADE 30 POLISH STEEL CHAINS

 ITEM WIRE DIAMETER LENGTH WORKING LOAD CAPACITY AVAILABLEKG LB
Polish steel chains, 110 lb bucket

150860 3/16" 381' 365 804 1 P
150861 1/4" 200’ 580 1,278 1 P
150862 5/16" 123’ 860 1,895 1 P
150863 3/8" 83’ 1,200 2,644 1 P
150864 1/2" 45’ 2,030 4,473 1 P

Polish steel chains, 55 lb

150857 1/8" 293’ 180 396 1 P
150858 3/16" 193’ 365 804 1 On Request
150859 1/4" 100’ 580 1,278 1 P

Features
Wire diameter Link length Link width Load capacity Weight per linear meter

1/8" 29/32" 9/32" 397 lb 0.62 lb
3/16" 1-1/32" 11/32" 805 lb 0.95 lb
1/4" 1-1/16" 13/32" 1,279 lb 1.81 lb
5/16" 1-7/32" 17/32" 1,896 lb 2.93 lb
3/8" 1-9/32" 19/32" 2,646 lb 4.37 lb
1/2" 1-9/16" 11/16" 4,475 lb 7.94 lb

•	Made of carbon steel with galvanized finish.

•	Durable carbon steel construction.
•	Suitable for a wide range of general-purpose applications.
•	Not designed or certified for vertical lifting.
•	Electro-welded links for added strength.
•	Important: no anti-rust coating. Susceptible to corrosion in coastal or high-humidity 

environments.
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SWIVEL CHAINS

•	High-strength forged steel.
•	Hot-dip galvanized finish for superior corrosion resistance.
•	Design prevents twisting under load, ensuring safer operation.
•	Always respect the working load limit for maximum safety.

ITEM SIZE MAXIMUM LOAD LIMIT AVAILABLE
DES3 1/4" 860 lb 10 P
DES4 5/16" 1,257 lb 10 On Request
DES5 3/8" 2,249 lb 10 On Request
DES7 1/2" 3,594 lb 4 On Request
DES9 5/8" 5,203 lb 4 P

SPRING SNAP LINK

ITEM SIZE AVAILABLE
151500 19-11/16” 12 On Request
151501 23-5/8” 12 On Request
151502 27-9/16” 12 On Request
151503 31-1/2” 12 On Request

CHAIN QUICK LINKS

•	Strong carbon steel construction.
•	Zinc-plated finish for added durability and corrosion resistance.
•	Perfect for towing, securing, and anchoring applications.
•	Features a threaded locking pin for fast, reliable connection to 

chains, wire ropes, and other accessories.
ITEM SIZE LENGTH MAXIMUM LOAD LIMIT AVAILABLE

151520 1/8 1-1/2" 220 lb 12 On Request
151521 3/16" 2" 661 lb 12 On Request
151522 1/4" 2-1/2" 882 lb 12 On Request
151523 5/16" 3" 1,764 lb 12 On Request
151524 3/8" 3-1/2" 2,646 lb 12 On Request
151525 1/2" 4" 3,307 lb 12 On Request

CHAINS

GRADE 30 GALVANIZED STEEL CHAINS

 ITEM WIRE 
DIAMETER LENGTH WORKING LOAD CAPACITY AVAILABLEKG LB

Galvanized steel chains, 110 lb bucket

150850 3/16" 381’ 365 804 1 P
150851 1/4" 200’ 580 1,278 1 P
150852 5/16" 123’ 860 1,895 1 P
150853 3/8" 83’ 1,200 2,644 1 P
150854 1/2" 45’ 2,030 4,473 1 P

Galvanized steel chains, 55 lb bucket

150847 1/8" 293’ 180 396 1 P
150848 3/16" 193’ 365 804 1 P
150849 1/4" 100’ 580 1,278 1 P

PROFESSIONAL
USE

Features
Wire diameter Link length Link width Load capacity Weight per linear meter

1/8" 29/32" 9/32" 397 lb 0.28 kg
3/16" 1-1/32" 11/32" 805 lb 0.43 kg
1/4" 1-1/16" 13/32" 1,279 lb 0.82 kg
5/16" 1-7/32" 17/32" 1,896 lb 1.33 kg
3/8" 1-9/32" 19/32" 2,646 lb 1.98 kg
1/2" 1-9/16" 11/16" 4,475 lb 3.6 kg

•	Durable carbon steel construction.
•	Suitable for a wide range of general-purpose applications.
•	Not designed or certified for vertical lifting.
•	Electro-welded links for added strength.

SWIVEL CHAINS

DES9

MASTER
USE

LINKS

WARNING:
THIS PRODUCT MUST NOT 

BE USED TO CLIMB 
NEITHER TO SUPPORT 

HEAVY LOADS.

151520

GENERAL
USE

GENERAL
USE

151500
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HOOKS

 IMPORTANT SAFETY INFORMATION:

1.	 Always visually inspect the hook before 
using it.

2.	Never use a hook whose throat opening 
has been increased or whose tip has been 
bent more than 10° out of the plane of 
the hook body or if it is in any other way 
distorted or bent.

3.	Remove any cracked hook from service, 
notches or edges. 

4.	Never repair, rework, alter, or shape   a 
weld-based hook, heating it or folding it. 5.	Never load  from the side, the back or the tip 

of a hook (fig. 1).
6.	Always make sure the hook supports 
correctly the load (fig. 2).

7.	 When you put 2 sling arms on one hook, 
make sure the angle of the vertical   arm 
is not greater than 45° and that the angle 
between two arms do not exceed 90° (fig 
3). For angles greater than 90° or slings 
with more than two arms a master link or 
shackle should be used totie the arms of 
the sling or hook.

FIGURE 1 FIGURE 1 FIGURE 3
INCORRECT

SIDEWAY POSTERIOR END CORRECT INCORRECT CORRECT

FIGURE 1 FIGURE 1 FIGURE 3
INCORRECT

SIDEWAY POSTERIOR END CORRECT INCORRECT CORRECT

FIGURE 1 FIGURE 1 FIGURE 3
INCORRECT

SIDEWAY POSTERIOR END CORRECT INCORRECT CORRECT

STEEL FORGED HOOKS

ITEM SIZE MAXIMUM LOAD LIMIT DIMENSIONS (INCHES) AVAILABLEC D F G J K M N 0 Q T
GAN01 3/4" 1,653 lb 3.34 2.86 1.25 0.73 0.9 0.69 0.63 0.36 0.89 0.75 0.87 1 On Request
GAN02 7/8" 2,205 lb 3.81 3.11 1.38 0.84 0.93 0.71 0.71 0.42 0.91 0.91 0.98 1 On Request
GAN03 1-1/8" 3,307 lb 4.24 3.55 1.5 1 0.99 0.88 0.88 0.55 1 1.13 1.03 1 On Request
GAN04 1-1/4" 4,409 lb 4.84 3.97 1.63 1.13 1.15 0.94 0.94 0.58 1.09 1.29 1.16 1 On Request
GAN05 1-9/16" 6,614 lb 5.91 4.87 2 1.44 1.52 1.31 1.31 0.72 1.36 1.56 1.53 1 On Request
GAN06 2" 11,023 lb 7.51 6.27 2.5 1.81 1.75 1.66 1.66 0.9 1.61 2.03 1.96 1 On Request
GAN07 2-7/16" 16,535 lb 9.16 7.5 3 2.25 2.41 1.88 1.63 1.11 2.08 2.44 2.47 1 On Request

MASTER
USE

CLEVIS GRAB HOOKS

ITEM SIZE MAXIMUM LOAD LIMIT DIMENSIONS (INCHES) AVAILABLEA B C D E G H K L N P P
GANCC1 1/4" 2,599 lb 1 0.32 0.31 1.81 0.34 0.88 0.72 0.47 3.05 1.75 0.31 1.64 1 On Request
GANCC2 5/16" 2,875 lb 1.22 0.43 0.36 2.12 0.44 0.97 0.91 0.59 3.66 2.06 0.38 2.02 1 On Request
GANCC3 3/8" 5,399 lb 1.42 0.48 0.49 2.53 0.5 1.17 1 0.72 4.42 2.34 0.44 2.41 1 On Request
GANCC4 1/2" 9,200 lb 1.88 0.57 0.51 3.56 0.66 1.53 1.25 0.78 5.72 2.97 0.63 3.19 1 On Request
GANCC5 5/8" 13,001 lb 2.31 0.71 0.67 4.39 0.78 1.78 1.56 1.09 6.83 4.31 0.75 4.09 1 On Request

MASTER
USE

GAN02

•	Equipped with a heavy-duty spring safety latch that 
securely holds the load and prevents accidental release.

•	Eye hooks with latch are rated and classified by load 
capacity for reliable performance.

•	Forged carbon steel construction ensures strength and 
durability.

•	Designed for safe use with steel wire rope.

GANCC3

•	Eye hooks are rated and classified by load capacity 
for reliable performance.

•	Forged carbon steel construction ensures strength 
and durability.

•	Designed for safe use with steel wire rope.

“S” TYPE HOOKS

ITEM SIZE MAXIMUM LOAD LIMIT AVAILABLE
GANS3 3/16" 28,7 lb 12 On Request
GANS4 1/4" 83,8 lb 12 On Request
GANS5 5/16" 165,3 lb 12 On Request

GENERAL
USE

GANS4
•	S-hooks forged from durable carbon 

steel.
•	Galvanized finish for corrosion 

resistance and extended service life.

SWIVEL EYE PULLEY

SWIVEL EYE PULLEY

ITEM SIZE MAXIMUM LOAD LIMIT AVAILABLE
151035 3/4" 110 lb 12 On Request
151036 1" 110 lb 12 On Request
151037 1-1/2" 165,3 lb 12 On Request
151038 2" 198 lb 12 On Request

GENERAL
USE

151035

•	Heavy-duty zinc pulley for load 
handling in construction and industrial 
applications.

•	Designed to facilitate lifting and 
guiding of loads safely and efficiently.

•	Nickel-plated finish for enhanced 
durability and corrosion resistance.
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SHACKLES

STEEL FORGED SHACKLES

ITEM SIZE MAXIMUM LOAD LIMIT WITH BOLT-NUT AVAILABLE
GRI1 4.7 mm 3/16" 661 lb – 5 On Request
GRI2 6.3 mm 1/4" 992 lb – 5 On Request
GRI3 7.9 mm 5/16" 1,499 lb – 5 On Request
GRI4  9.5 mm 3/8" 2,006 lb – 5 On Request
GRI5 11.1 mm 7/16" 2,998 lb – 5 On Request
GRI6 12.7 mm 1/2" 3,990 lb – 5 On Request
GRI7  15,8 mm 5/8" 6,504 lb – 5 On Request
GRI8  19 mm 3/4" 9,502 lb – 5 On Request
GRI9 22.2 mm 7/8" 14,110 lb – 5 On Request
GRI10 25.4 mm 1" 18,298 lb – 3 On Request
GRI11 28.5 mm 1-1/8" 20,723 lb – 3 On Request
GRI12 31.7 mm 1-1/4" 26,455 lb – 1 On Request
GRI13 34.9 mm 1-3/8" 29,652 lb – 1 On Request
GRI14 38.1 mm 1-1/2" 37,258 lb – 1 On Request

MASTER
USE

STEEL FORGED SHACKLES

ITEM MAXIMUM LOAD LIMIT WITH BOLT-NUT AVAILABLE
GCH3 1/2" 12.7 mm 3,990 lb • 5 On Request
GCH4 5/8" 15,8 mm 6,503 lb • 5 On Request
GCH5 3/4" 19 mm 9,501 lb • 5 On Request
GCH6 7/8" 22.2 mm  14,109 lb • 5 On Request
GCH7 1" 25.4 mm 18,298 lb • 3 On Request

MASTER
USE

THIMBLES

WIRE ROPE THIMBLES

ITEM CABLE DIAMETER AVAILABLE
GC3 1/4" 12 On Request
GC5 3/8"   12 On Request
GC6  1/2" 12 On Request
GC7 5/8" 5 On Request
GC8 3/4" 5 On Request

PROFESSIONAL
USE

GRI1

GCH3 With security bolt-nut

•	Forged and heat-treated for maximum strength and 
durability.

•	Hot-dip galvanized finish for superior corrosion resistance.
•	Electrostatic-coated pin adds extra protection against rust.
•	Suitable for tie-downs, towing, suspensions, and lifting 

applications, whether under straight-line or side load.
•	Ideal choice for permanent or long-term installations.

•	Forged and heat-treated for maximum strength and 
durability.

•	Hot-dip galvanized finish for superior corrosion resistance.
•	Electrostatic-coated pin adds extra protection against 

rust.
•	Suitable for tie-downs, towing, suspensions, and lifting 

applications, whether under straight-line or side load.
•	Ideal choice for permanent or long-term installations.
•	Equipped with a secure cotter pin safety lock for added 

reliability.

•	Steel thimbles with a durable galvanized finish for corrosion 
resistance.

•	Oval design makes fastening loads easier and more secure.
•	Prevents wire rope wear and deformation by ensuring the 

proper bend at eye terminals.
•	Extends the service life and safety of wire rope assemblies.

GC5

C
A

R
G

O
 H

A
N

D
LI

N
G

449u s a . u r r e a . c o m

CARGO
HANDLING 16



WIRE ROPE CLIPS

1. Run the necessary cable length 
around the thimble, and install the 
first wire rope cable at a distance 
equal to the width of its base from 
the tip cable end. Tighten the nuts 
alternately to the specified torque.

Never use malleable iron wire rope clips to lift loads 
or on heavy duty. These are used to be wired eye 
terminals standard and twisted to the right and 
in non-critical uses applying small loads such as 
handrails, wiring, etc. Never use wire rope clips to 
directly join two cables and lift the load. Periodically 
inspect terminals and wire to identify wear, abuse, or 
irregularities. The bases and threads must be free and 
dry of lubricants to achieve the specified torques.

CAUTIONSWIRE ROPE CLIPS INSTALLATION METHOD:

FORGED WIRE ROPE CLIPS FOR STEEL CABLE

ITEM CABLE DIAMETER THREAD DIAMETER MINIMUM WIRE ROPE CLIPS TRAVEL CABLE LENGTH MINIMUM TORQUE IDEAL FOR CABLE: AVAILABLEIn mm pieces In lb-ft nm In 
PER3DF 1/4" 1/4" 7.51 2    4-3/4" 15 20.35 5/16" 5 P
PER5DF 3/8" 3/8" 10.67 2    6-1/2" 25 33.92 7/16" 5 P

MASTER
USE

MALEABLE IRON WIRE ROPE CLIPS FOR STEEL CABLE

 ITEM CABLE DIAMETER THREAD DIAMETER MINIMUM WIRE ROPE CLIPS TRAVEL CABLE LENGTH MINIMUM TORQUE IDEAL FOR CABLE AVAILABLEIn mm pieces In lb-ft nm In 
PER1   1/8" 3/16" 4.46 3    4-3/4" 2.7 3.66 1/8" 12 On Request
PER2   3/16" 1/4" 5.95 3    5-1/2" 2.7 3.66 3/16" 12 On Request
PER3   1/4" 5/16" 7.54 3    7" 12 16.26 1/4" 12 On Request
PER4   5/16" 5/16" 7.54 3    7-3/4" 12 16.26 5/16" 12 On Request
PER5   3/8" 3/8" 9.05 3     9-1/2" 18.5 25.07 3/8" 12 On Request
PER6 7/16" 3/8" 9.05 4    10-1/4" 18.5 25.07 7/16" 12 On Request
PER7   1/2" 7/16" 10.65 4    14-7/8" 25 33.88 1/2" 12 On Request
PER8 9/16" 1/2" 11.77 4    16" 35 47.43 9/16" 12 On Request
PER9   5/8" 1/2" 11.77 4    16" 35 47.43 5/8" 10 On Request

PER10 3/4" 9/16" 13.36 5    22-1/4" 50 67.75 3/4" 10 On Request
PER11 7/8" 5/8" 14.98 5    23-1/2" 100 135.5 7/8" 10 On Request
PER12 1" 5/8" 14.98 6    31" 100 135.5 1" 10 On Request

DIN TYPE MALEABLE IRON WIRE ROPE CLIPS FOR STEEL CABLE

 ITEM CABLE DIAMETER THREAD DIAMETER MINIMUM WIRE ROPE CLIPS TRAVEL CABLE LENGTH MINIMUM TORQUE IDEAL FOR CABLE AVAILABLEin mm pz mm lb-ft nm in 
PER1A 1/8" 1/8" 3.55 3    4-3/4" 2.5 3.39 5/32" 12 On Request
PER3A 1/4" 1/4" 4.75 3    7" 2.7 3.66 3/16" 12 On Request
PER5A 3/8" 3/8" 7.51 3    9-1/2" 12 16.26 9/32" 12 On Request
PER7A 1/2" 1/2" 9.54 4    14-7/8" 18.5 25.07 3/8" 12 On Request
PER9A 5/8" 5/8" 11.58 4    16" 35 47.43 15/32" 10 On Request
PER10A 3/4" 3/4" 11.58 5     22-1/4" 35 47.43 7/16" 10 On Request

PROFESSIONAL
USE

GENERAL
USE

2. When only 2 wire rope cables are 
needed, install as close to the cable 
or thimble fold as possible, and 
alternately tighten the nuts up to the 
specified torque. When more than 2 
wire rope cables are required install 
the second one as close to the cable 
or thimble fold as possible and turn 
the nuts firmly without tightening.

3. Install all the wire rope cables 
that are necessary between the 
first 2 with equal spaces between 
each other and located in the same 
position. Make sure that the nuts of 
all wire rope cables are tightened 
according to the specified torque.

4.Finally, apply a load equal to or 
greater than what you expect to use 
to test the assembly. Immediately 
check, and if necessary, retighten the 
nuts according to the recommended 
torque.

•	Heavy-duty forged wire rope clips made of malleable iron.
•	Galvanized finish for enhanced corrosion resistance and long service life.
•	Equipped with durable steel nuts for secure fastening.
•	Designed for demanding applications in lifting, rigging, and load handling. PER3DF

•	Wire rope clips made of malleable cast iron.
•	Galvanized finish provides protection against corrosion.
•	Fitted with steel nuts for secure fastening.
•	Reliable and durable solution for general cable fastening applications.

•	DIN type wire rope clips made of malleable iron.
•	Galvanized finish for reliable corrosion resistance.
•	Equipped with steel nuts for secure fastening.
•	Designed for light-duty cable fastening applications.

PER1

PER5A
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NEWNEW

NEWNEW

NEWNEW

PULLEYS

PULLEYS WITH CABLE HOOK

 ITEM MAXIMUM CAPACITY LENGHT
A

WIDTH
B

HEIGHT
C CABLE DIAMETER AVAILABLE

PGA2 2 t 3" 2-1/2" 9-7/8" 1/4-3/8" 1 On Request
PGA4 4 t 4" 3-19/32" 14-3/16" 3/8-1/2" 1 On Request
PGA8 8 t 6" 4-7/32" 18-5/16" 5/8-1/2" 1 On Request

DOUBLE SWIVEL PULLEY

 ITEM MAXIMUM CAPACITY LENGHT
A

WIDTH
B

HEIGHT
C CABLE DIAMETER AVAILABLE

PGD05 0.5 t 3-3/16" 2-11/16" 11" 1/2" 1 On Request
PGD10 1 t 3-3/16" 3-1/8" 12-25/32" 5/8" 1 On Request
PGD15 1.5 t 5-1/2" 3-1/8" 15-3/4" 3/4" 1 On Request

SWIVEL PULLEY

 ITEM MAXIMUM CAPACITY LENGHT
A

WIDTH
B

HEIGHT
C CABLE DIAMETER AVAILABLE

PGS05 0.5 t 3-3/16" 1-3/4" 11" 1/2" 1 On Request
PGS10 1 t 3-3/16" 1-3/4" 12-25/32" 5/8" 1 On Request
PGS15 1.5 t 5-1/2" 2-3/16" 15-3/4" 3/4" 1 On Request

GENERAL
USE

CARBON
STEEL

CAST IRON
HOOK

ROTATES
360°

GENERAL
USE

CARBON
STEEL

CAST IRON
HOOK

ROTATES
360°

GENERAL
USE

CARBON
STEEL

CAST IRON
HOOK

ROTATES
360°
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•	Heavy-duty cable pulley with hook, designed for constant and demanding use.
•	High-carbon steel body provides superior strength and hardness.
•	Safety factor 4 ensures reliable performance under load.
•	Equipped with a 360° swivel cast iron hook for versatile lifting.
•	Makes lifting and handling heavy objects safer and easier.

•	Heavy-duty swivel pulley designed for continuous and demanding use.
•	High-carbon steel body delivers superior strength and durability.
•	Safety factor 4 ensures reliable and safe lifting performance.
•	Equipped with a 360° swivel cast iron hook for greater versatility.
•	Makes lifting and handling heavy loads safer and easier.

•	Heavy-duty double swivel pulley built for continuous and demanding use.
•	High-carbon steel body provides exceptional strength and durability.
•	Safety factor 4 ensures safe and reliable lifting performance.
•	Features a 360° swivel cast iron hook for maximum versatility.
•	Facilitates safer and easier lifting and handling of heavy loads.

PGA2

PGS05

PGD05
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TURNBUCKLES

FORGED STEEL TURNBUCKLES

BULK

ITEM DIAMETER LENGTH WORKING LOAD CAPACITY AVAILABLE
TEN23 3/8" 3" 705 lb 1 On Request
TEN26 3/8" 6" 705 lb 1 On Request
TEN33 1/2" 3-1/2" 1,036 lb 1 On Request
TEN36 1/2" 6" 1,036 lb 1 On Request
TEN39 1/2" 9" 1,036 lb 1 On Request
TEN46 5/8" 6" 1,609 lb 1 On Request
TEN49 5/8" 9" 1,609 lb 1 On Request
TEN412 5/8" 12" 1,609 lb 1 On Request
TEN56 3/4" 6" 2,006 lb 1 On Request
TEN512 3/4" 12" 2,006 lb 1 On Request
TEN612 7/8" 12" 3,938 lb 1 On Request
TEN712 1" 12" 4,960 lb 1 On Request
TEN718 1" 18" 4,960 lb 1 On Request

ZINC ALLOW TURNBUCKLES

ITEM DIAMETER LENGTH WORKING LOAD CAPACITY AVAILABLE
151535 3/16" 1-5/8" 90 lb 1 On Request
151536 1/4" 2-3/8" 110 lb 1 On Request
151537 5/16" 2-3/4" 243 lb 1 On Request
151538 3/8" 3" 441 lb 1 On Request

ZINC ALLOW TURNBUCKLES 

ITEM DIAMETER LENGTH WORKING LOAD CAPACITY AVAILABLE
151530  3/16" 1-5/8" 90 lb 1 On Request
151531  1/4" 2-3/8" 110 lb 1 On Request
151532 5/16" 2-3/4" 243 lb 1 On Request
151533  3/8" 3" 441 lb 1 On Request

LOAD BINDERS

ITEM CHAIN SIZE WORKING LOAD CAPACITY AVAILABLE
With ratchet
GAT5M 5/16" - 3/8" 5,401 lb 1 On Request
GAT7M  3/8" - 1/2" 9,200 lb 1 On Request
GAT9M 1/2" - 5/8" 13,007 lb 1 On Request

With lever

GAT3 1/4" - 5/16" 2,200 lb 1 On Request
GAT5 5/16" - 3/8" 5,401 lb 1 On Request
GAT7 3/8" - 1/2" 9,200 lb 1 On Request
GAT9 1/2" - 5/8" 11,001 lb 1 On Request

PROFESSIONAL
USE

GENERAL
USE

GENERAL
USE

   CAUTION:
• Do not exceed the load limit.
• Move the handle with caution, as 

you could hit it. Stand clear of the 
path of movement of the handle.

• Do not operate the chain tensioner 
when standing on the load.

• While under tension, the chain 
tensioner or jack must not support 
any objects.

MASTER
USE

CARBON
STEEL

TEN23

•	Heavy-duty hook turnbuckles with quenched and tempered body and hot-dip galvanized finish for superior corrosion resistance.
•	Built to withstand high tension levels over long periods of use.
•	Designed for linear tensioning applications such as power lines, telecommunications, antennas, transportation, and marine industry.
•	Threaded connection mechanism ensures precise adjustment, providing secure tensioning or stretching of cables, ropes, wires, and chains.

151535151530

•	Strong zinc body designed to withstand tension.
•	Galvanized coating provides reliable corrosion protection and 

extended service life.
•	Always respect the working load limit to ensure safe operation.

•	Strong zinc body designed to withstand tension.
•	Galvanized coating provides reliable corrosion protection and 

extended service life.
•	Always respect the working load limit to ensure safe operation.

GAT5M

GAT3

•	Heavy-duty chain binders with ball-and-socket swivel 
hook assemblies for precise straight-line pulling.

•	One-piece forged handle and assembly for maximum 
strength and reliability.

•	Reinforced leverage point prevents deformation under 
heavy loads.

•	Designed for secure fastening, with easy release from 
the opposite side of the load.

ZINC
BODY

ZINC
BODY
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NEWNEW

POLYPROPYLENE ROPES

RAFFIA

GRAY POLYPROPYLENE ROPES WITH REEL

ITEM ROPE DIAMETER WEIGHT FEET PER LB FT PER REEL WEIGHT PER REEL AVAILABLE
CUEP4 5/32” 164 ft/lb 3,248' 22 lb 1 P
CUEP6 1/4” 79 ft/lb 3,563' 49 lb 1 P
CUEP8 5/16” 51 ft/lb 2,287' 49 lb 1 P
CUEP10 13/32” 36 ft/lb 2,001' 60 lb 1 P
CUEP13 1/2” 19 ft/lb 1,250' 68 lb 1 P

POLYPROPYLENE ROPES WITH REEL

ITEM ROPE DIAMETER WEIGHT FEET PER LB FT PER REEL WEIGHT PER REEL AVAILABLE
138200 5/32” 157 ft/lb 3,445' 22 lb 1 P
138201 1/4” 79 ft/lb 3,825' 49 lb 1 P
138202 5/16” 51 ft/lb 2,454' 49 lb 1 P
138203 13/32” 34 ft/lb 2,037' 60 lb 1 P
138204 7/16” 22 ft/lb 1,329' 60 lb 1 P
138205 1/2” 19 ft/lb 1,322' 68 lb 1 P
138206 5/8” 12 ft/lb 1,050' 88 lb 1 P
138207 3/4” 9 ft/lb 787' 88 lb 1 P

PROFESSIONAL
USE

PROFESSIONAL
USE

ECO FRIENDLY
PRODUCT

POLYPROPYLENE RAFFIA

ITEM GAUGE WEIGHT COLOR AVAILABLE
RFB45 2.2 g/m 4.5 kg White 1 P
RFB09 2.2 g/m 900 g White 1 P
RFB05 2.2 g/m 500 g White 6 P

PROFESSIONAL
USE

•	Polypropylene raffia with high tensile strength for demanding applications.
•	Resistant to mold, mildew, and decay for long-lasting use.
•	Stronger and more durable than natural fiber ropes.

•	Two-tone twist: 
Blue and yellow, starting at 6 mm gauge

•	Eco-friendly rope made from recycled polypropylene.
•	Waterproof and resistant to mold, mildew, and rot for long-lasting performance.
•	Stronger than natural fiber ropes, offering greater durability and reliability.
•	Roll weight tolerance of +/-5% ensures consistent quality.

•	Durable polypropylene rope designed for versatile applications.
•	Waterproof and resistant to mold, mildew, and rot, ensuring long-lasting performance.
•	Stronger and more reliable than ropes made from natural fibers.
•	Roll weight tolerance of +/-5% for consistent quality and performance.
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STEEL DRUM DOLLIES

ITEM LOADING CAPACITY FOR DRUMS OF DIAMETER WHEEL SIZE AVAILABLE
CTM30 1000 Lb 30 gal 19 - 7/8" 2-1/2" x 1-1/2" 1 P
CTM55 1000 Lb 55 gal 24 - 1/4" 2-1/2" x 1-1/2" 1 P

HANDCARTS FOR DRUMS

BULK

ITEM CAPACITY HEIGHT WIDTH AVAILABLE
26031 500 kg 148 cm 50 cm 1 On Request

PLATFORM TROLLEY WITH RETRACTABLE HANDLE

ITEM CAPACITY LENGTH WIDTH HEIGHT CASTERS AVAILABLE
CPL30 661 kg 36” 24.2” 7.8” 5" 1 On Request

26021

NEWNEW

INDUSTRIAL
DUTY

PLATFORM CARTS

PLATFORM TRUCK

BULK

ITEM CAPACITY HEIGHT WIDTH LENGTH CASTERS AVAILABLE
26021 2204.6 lb 3.14 ft 1.96 ft 4 ft 6” 1 P
26023 2204.6 lb 3.34 ft 3.34ft 4.98 ft 8” 1 P

Detachable handles 
made of 1” tube.

Base covered with 
16 gauge steel sheet, 
thanks to its design, 
it prevents loads from 
landsliding.

Polyurethane casters 
fixed on the reinforced 
base, offers greater 
support and load 
capacity, avoiding the 
deformation of the 
steel sheet.

LB 2 204 LB 
TOTAL LOAD CAPACITY

INDUSTRIAL
DUTY LB 661 LB 

TOTAL LOAD CAPACITY

•	Equipped with front swivel casters for smooth 
maneuverability.

•	Rear fixed wheels provide stability and straight tracking.

PROFESSIONAL
USE

•	Retractable handle for 
compact storage and 
easy transport.

•	Reinforced metal edge 
with protective plastic 
coating against impacts.

•	High-quality TPR 
wheel ensures smooth 
operation and long-
lasting durability.

•	Heavy-duty drum truck designed to make emptying drum contents easier, holding the drum securely in a horizontal position.
•	Equipped with two main 10” wheels with durable aluminum rims.
•	Includes two 6” rear wheels for added stability and maneuverability.

•	Heavy-duty drum dollies designed for stable handling of barrels, drums, and containers, even under heavy loads.
•	Strong steel construction with four PP wheels for superior support and load capacity.
•	Convenient pull handle allows easy maneuvering and transport.

CTM30

STEEL DRUM DOLLIES AND HANDCARTS

LB 1 102 LB 
TOTAL LOAD CAPACITY

HEAVY
DUTY

INDUSTRIAL
DUTY LB 1 000 LB 

TOTAL LOAD CAPACITY
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HANDCART FOR DRUMS

BULK

ITEM CAPACITY HEIGHT WIDTH AVAILABLE
26030 300 kg 110 cm 42 cm 1 P

STEEL DRUM DOLLIES AND HANDCARTS

•	One-piece grip supports crafted from 1” 
cold-bent steel plate for superior strength 
and durability.

•	Mobile drum lifter designed to securely 
hold drums while adapting to different 
heights.

•	Strong steel construction with protective painted finish for corrosion resistance.
•	Solid rubber wheels deliver superior support and increased load capacity.
•	Improved ergonomic grip ensures a firm and secure handling experience.

2 IN 1 ALUMINIUM CONVERTIBLE HANDCART

ITEM CAPACITY HEIGHT WIDTH LENGTH AVAILABLE

HT21

Measurement of handcart

1 On Request
500 lb 7-1/2” 18” 61-1/2”

Measurement of platform

800 lb 12” 12” 57” 

Handcart

LBLB 500 LB 
TOTAL LOAD CAPACITY

Platform

LB 800 LB 
TOTAL LOAD CAPACITY

WAREHOUSE HAND TRUCK.

BULK

ITEM CAPACITY TIRE TYPE OUTER DIAMETER BASE LENGTH BASE WIDTH TOTAL HEIGHT AVAILABLEA B C D
26001 1,543 lb 10" solid 1-1/4” 18.8” 16.9” 54.7” 1 On Request

HEAVY
DUTY LB 1 543 LB 

TOTAL LOAD CAPACITY

HEAVY
DUTY LB 661 LB 

TOTAL LOAD CAPACITY

ALUMINUM
HEAVY
DUTY

Handcart
•	Equipped with two 5” TPR wheels for 

smooth, quiet movement and long-lasting 
durability.

•	Equipped with two 10” pneumatic wheels 
that provide excellent shock absorption 
and smooth transport, even over uneven 
surfaces.

Platform

•	Multi-position aluminum hand truck 
designed for maximum stability, 
even with heavy loads.

•	Quick-convert design allows fast 
transformation from upright hand 
truck to flat platform for versatile 
load handling

•	Handles reinforced with 
angled support to prevent 
bending or fractures, 
ensuring greater strength 
and durability.

•	Durable 10” vulcanized 
rubber wheels with 
lightweight aluminum rims, 
offering strength, stability, 
and smooth mobility.

•	Heavy-duty platform 
made of 3/16” steel plate, 
delivering superior load 
capacity and durability.

•	Reinforced crossbars made of 3/16” x 1/4” flat steel 
bar for added strength and durability.

26001

A

B

D

C
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BEVERAGE DELIVERY HAND TRUCKS

BULK

ITEM CAPACITY TIRE TYPE OUTER DIAMETER BASE LENGTH BASE WIDTH TOTAL HEIGHT AVAILABLEA B C D
DRS1 220 lb 6" solid 1" 12.9” 11.8” 55.1” 1 P

DRS200 440 lb 8" solid 1-1/16" 13.3” 16.9” 55.1” 1 P
DRS300 661 lb 8" solid 1-1/16" 13.3” 16.9” 55.1” 1 P
DRS400 881 lb 8” solid 1-5/16" 13.3” 16.9” 55.1” 1 P
DRN200 440 lb 10" Pneumatic 1-5/16" 13.3” 16.9” 47.2” 1 P

A

B

D

C 8" solid tyre

10" pneumatic tyre

•	120° tilt design for easier and safer load handling.
•	Equipped with a tire protector to reduce wear during 

transport.
•	Ergonomic non-slip grip handles for secure control.
•	Solid threaded axle with safety nuts ensures durability and 

reliability.
•	Built with tubular handles and reinforced flat bar structure 

for maximum strength and resistance

GAS CYLINDER HAND TRUCKS.

BULK

ITEM CAPACITY TIRE TYPE OUTER DIAMETER BASE LENGTH BASE WIDTH TOTAL HEIGHT AVAILABLEA B C D
DG2C  2 cylinders 7" solid 1-5/16" 13.3” 22.8” 55” 1 P

DGN2C 2 cylinders 16" Pneumatic 1-5/16" 13.3” 22.8” 55” 1 P

A

B

D

C DG2C
7" solid tyre

DGN2C
16" pneumatic tyre

WAREHOUSE HAND TRUCKS

BULK

ITEM CAPACITY TIRE TYPE OUTER DIAMETER BASE LENGTH BASE WIDTH TOTAL HEIGHT COLOR AVAILABLEA B C D
DBS1 220 lb 6” solid 1" 12.9” 11.8” 47.2” 1 P
DBS200 440 lb 8” solid 1-1/16" 13.3” 16.9” 47.2” 1 P
DBS300 661 lb 8” solid 1-1/16" 13.3” 16.9” 47.2” 1 P
DBS400   881 lb 8” solid 1-5/16" 13.3” 16.9” 55” 1 P
DBS400A 881 lb 8” solid 1-5/16" 13.3” 16.9” 55” 1 P
DBS400R 881 lb 8" solid 1-5/16" 13.3” 16.9” 55” 1 P

A

B

D

C

DBS400 DBS400A DBS400R

solid tyre

STEEL DRUM DOLLIES AND HANDCARTS

PROFESSIONAL
USE

PROFESSIONAL
USE

•	Ergonomic handles with non-slip grip for safe and 
comfortable operation.

•	Equipped with safety chains to securely hold gas 
cylinders during transport.

•	Built with tubular handles and reinforced flat bar 
structure for superior strength.

•	Solid threaded axle with stop and safety nuts ensures 
durability and reliability.

•	Perfect for handling and transporting cylinders used 
with oxy-fuel cutting and welding equipment.

•	120° tilt design for easier and safer load handling.
•	Equipped with a tire protector to reduce wear during 

transport.
•	Ergonomic non-slip grip handles for secure control.
•	Solid threaded axle with safety nuts ensures durability 

and reliability.
•	Built with tubular handles and reinforced flat bar 

structure for maximum strength and resistance

PROFESSIONAL
USE

NEWNEW

NEWNEW

NEWNEW
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POLYESTER ENDLESS ROUND SLINGS

ITEM BELT WIDTH LENGTH
LOAD CAPACITY

COLOR AVAILABLE
LBS VERTICAL LBS LINKED LBS BASKET"U" LBS BASKET 60º LBS BASKET 45º

ER11 19/32” 3,3 ft 2,599 2,078 5,200 4,499 3,600 1 P
ER12 19/32” 6,6 ft 2,599 2,078 5,200 4,499 3,600 1 P

ER13 19/32” 9,8 ft 2,599 2,078 5,200 4,499 3,600 1 P
ER21 13/16” 3,3 ft 5,299 4,259 9,717 9,100 7,841 1 P
ER22 13/16” 6,6 ft 5,299 4,259 9,717 9,100 7,841 1 P
ER23 13/16” 9,8 ft 5,299 4,259 9,717 9,100 7,841 1 P

ER33 1" 9,8 ft 8,399 6,719 16,799 14,499 11,800 1 P
ER34 1" 13 ft 8,399 6,719 16,799 14,499 11,800 1 On Request
ER35 1" 16 ft 8,399 6,719 16,799 14,499 11,800 1 On Request
ER36 1" 20 ft 8,399 6,719 16,799 14,499 11,800 1 On Request
ER63 1-5/16” 9,8 ft 13,199 10,600 4,354 22,800 18,600 1 On Request
ER64 1-5/16” 13 ft 13,199 10,600 4,354 22,800 18,600 1 On Request
ER66 1-5/16” 20 ft 13,199 10,600 4,354 22,800 18,600 1 On Request
ER74 1-13/32” 13 ft 16,799 13,620 33,600 27,500 22,500 1 On Request
ER76 1-13/32” 20 ft 16,799 13,620 33,600 27,500 22,500 1 On Request
ER78 1-13/32” 26 ft 16,799 13,620 33,600 27,500 22,500 1 On Request
ER95 1-9/16” 16 ft 21,199 17,000 42,400 36,700 29,900 1 On Request
ER97 1-9/16” 23 ft 21,199 17,000 42,400 36,700 29,900 1 On Request

ER116 1-3/4” 20 ft 25,000 20,000 50,000 43,300 35,274 1 On Request
ER118 1-3/4” 26 ft 25,000 20,000 50,000 43,300 35,274 1 On Request

SLINGS

•	Endless round slings manufactured from high-tenacity polyester with UV-resistant 
coating.

•	Excellent resistance to abrasion and most acids for long-lasting durability.
•	Color-coded system makes it easy to identify load capacity at a glance.
•	Gentle on loads—will not scratch or damage the surface.
•	Meets WSTDA RS-1, RS-2, and TH-1 standards for safety and reliability.

ER11 ER21 ER33 ER63

ER74 ER95 ER116

INDUSTRIAL
DUTY

SAFETY

5 : 1
FACTOR

RATED CAPACITY

SLING WIDTH COLOR VERTICAL CHOKER VERTICAL BASKET 60° 45°

0.6 in 2,599 lb 2,078 lb 5,200 lb 4,499 lb 3,600 lb

0.8 in 5,299 lb 4,199 lb 9,717 lb 9,100 lb 7,841 lb

1 in 8,339 lb 6,719 lb 16,799 lb 14,499 lb 11,799 lb

1.3 in 13,199 lb 10,599 lb 26,400 lb 10,342 kg 18,600 lb

1.4 in 16,799 lb 13,620 lb 33,609 lb 27,500 lb 22,500 lb

1.5 in 21,199 lb 16,999 lb 42,399 lb 63,700 lb 29,899 lb

1.75 in 25,000 lb 20,000 lb 50,000 lb 43,300 lb 35,300 lb

ENDLESS ROUND SLING

Recommended for use in pairs to 
ensure stability and safety.

Always respect the rated load 
capacities.

Manufactured in compliance with 
ASME B30.9-2010 standard for 
lifting slings.

Designed with a safety factor 
of 5:1 — the maximum breaking 
strength is five times the rated 
working load limit of the assembly.

CAUTIONS
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RATED CAPACITY

SLING WIDTH LAYERS VERTICAL LINKED 90° 60° 45° 30°

1 in 2 3,201 lb 2,559 lb 6,402 lb 5,542 lb 4,526 lb 3,201 lb

2 in 2 6,402 lb 5,121 lb 12,804 lb 11,087 lb 9,054 lb 6,402 lb

3 in 2 6,402 lb 5,121 lb 12,804 lb 11,087 lb 9,054 lb 6,402 lb

4 in 2 8,803 lb 7,041 lb 17,603 lb 15,247 lb 12,447 lb 8,803 lb

3 in 2 8,803 lb 7,041 lb 17,603 lb 15,247 lb 12,447 lb 8,803 lb

4 in 2 11,208 lb 8,961 lb 22,405 lb 19,402 lb 15,842 lb 11,201 lb

4 in 2 11,201 lb 8,961 lb 22,405 lb 19,402 lb 15,842 lb 11,201 lb

4 in 4 19,804 lb 15,842 lb 39,610 lb 34,301 lb 28,007 lb 19,804 lb

POLYESTER FLAT EYE & EYE SLING

ITEM BELT WIDTH LENGHT
LOAD CAPACITY

AVAILABLE
LBS. VERTICAL LBS. LINKED LBS. BASKET "U" LBS. BASKET 60° LBS. BASKET 45° LBS. BASKET 30°

2 capas
EP211 1" 3.28 ft 3200.21 2558.84 6400.42 5540.86 4524.81 3200.21 1 P
EP212 1" 6.56 ft 3200.21 2558.84 6400.42 5540.86 4524.81 3200.21 1 P
EP213 1" 9.84 ft 3200.21 2558.84 6400.42 5540.86 4524.81 3200.21 1 P
EP214 1" 13 ft 3,201 2,559 6,402 5,542 4,526 3,201 1 On Request
EP215 1" 16 ft 3,201 2,559 6,402 5,542 4,526 3,201 1 On Request
EP216 1" 20 ft 3,201 2,559 6,402 5,542 4,526 3,201 1 On Request
EP222 2" 6.56 ft 6400.42 5119.89 12800.83 11083.92 9049.62 6400.42 1 P
EP223 2" 9,8 ft 6,402 5,121 12,804 11,089 9,054 6,402 1 P
EP224 2" 13.12 ft 6400.42 5119.89 12800.83 11083.92 9049.62 6400.42 1 P
EP225 2" 16.40 ft 6400.42 5119.89 12800.83 11083.92 9049.62 6400.42 1 P
EP226 2" 19.68 ft 6400.42 5119.89 12800.83 11083.92 9049.62 6400.42 1 P
EP228 2" 26.25 ft 6400.42 5119.89 12800.83 11083.92 9049.62 6400.42 1 P
EP2210 2" 32.81 ft 6400.42 5119.89 12800.83 11083.92 9049.62 6400.42 1 P
EP232 3" 6,6 ft 8,803 7,041 17,603 15,247 12,447 8,800 1 On Request
EP233 3" 9,8 ft 8,803 7,041 17,603 15,247 12,447 8,800 1 On Request
EP234 3" 13.12 ft 8798.37 7039.58 17598.94 15240.66 12443.78 8798.37 1 On Request
EP236 3" 19.68 ft 8798.37 7039.58 17598.94 15240.66 12443.78 8798.37 1 On Request
EP238 3" 26.24 ft 8798.37 7039.58 17598.94 15240.66 12443.78 8798.37 1 P
EP2310 3" 32.81 ft 8798.37 7039.58 17598.94 15240.66 12443.78 8798.37 1 P
EP242 4" 6,6 ft 11,208 8,961 22,405 19,402 15,842 11,201 1 On Request
EP243 4" 9,8 ft 11,208 8,961 22,405 19,402 15,842 11,201 1 On Request
EP244 4" 13.12 ft 11198.52 8959.26 22399.25 19397.4 15837.94 11198.52 1 On Request
EP245 4" 16.40 ft 11198.52 8959.26 22399.25 19397.4 15837.94 11198.52 1 P
EP246 4" 19.68 ft 11198.52 8959.26 22399.25 19397.4 15837.94 11198.52 1 On Request
EP247 4" 22.96 ft 11198.52 8959.26 22399.25 19397.4 15837.94 11198.52 1 P
EP248 4" 26.24 ft 11198.52 8959.26 22399.25 19397.4 15837.94 11198.52 6 On Request
EP249 4" 29.52 ft 11198.52 8959.26 22399.25 19397.4 15837.94 11198.52 6 P
EP2410 4" 32.81 ft 11198.52 8959.26 22399.25 19397.4 15837.94 11198.52 6 P
4 capas
EP444 4" 13.12 ft 19803.92 15842.26 39610.05 34301 28007.24 19803.92 6 On Request
EP445 4" 16.40 ft 19803.92 15842.26 39610.05 34301 28007.24 19803.92 1 P
EP446 4" 19.68 ft 19803.92 15842.26 39610.05 34301 28007.24 19803.92 1 On Request
EP448 4" 26.24 ft 19803.92 15842.26 39610.05 34301 28007.24 19803.92 1 On Request
EP4410 4" 32.81 ft 19803.92 15842.26 39610.05 34301 28007.24 19803.92 1 P

•	Manufactured from 100% high-strength polyester with UV protection for outdoor 
durability.

•	Withstands temperatures from -40° to 95°C with elongation of only 3% – 5%.
•	Red webbing for easy identification of capacity and application.
•	Meets international safety standards: ASME B30.9, WSTDA WS-1, WS-2, TH-1.
•	Flat eye-to-eye design makes these the most commonly used slings. Load capacity 

varies depending on the number of plies and configuration of use (vertical, choker, 
basket, 45°, 60°).

EP213

INDUSTRIAL
DUTY

SAFETY

5 : 1
FACTOR

SLINGS

FLAT WEB SLINGS

•	 Inspect the product before use.
•	Protect the band and avoid 
sharp edges.

•	Do not use for lifting.
•	Avoid sun exposure.
•	Do not use over 93°c 
temperature.

•	Streched store to avoid 
deformations.

•	Only use the lifting methods 
recommended.

•	 It’s prohibited tying knots or 
ties with them.

CAUTIONS

NO NO
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BUCKLE FASTENERS

ITEM BELT WIDTH TOTAL LENGTH LOAD CAPACITY AVAILABLEIN MM M FT KG LB
151120 1 25 1.8 6 181 400 6 On Request
151121 1 25 3 10 181 400 6 On Request

TIE DOWN SET WITH BUCKLE

 

ITEM PIECES DIMENSIONS AVAILABLE
151152 4 1” x 5,9’ 1 On Request
151153 2 1” x 5,9’ 1 On Request

TIE DOWN SET WITH RATCHET

ITEM PIECES DIMENSIONS AVAILABLE
151150 4 1” x 15’  1 On Request
151154  2 1” x 15’ 1 On Request
151156 2 1” x 5,9’ 1 On Request

RATCHET TIE DOWN STRAP

RATCHET TIE DOWNS

ITEM BELT WIDTH TOTAL LENGTH LOAD CAPACITY AVAILABLEIN MM M FT KG LB
Wire hook

151134 4" 101.6 9 30' 2,450 5,401 1 On Request
151133 3" 76.2 9 30' 2,724  6,005 1 On Request
151130 2" 50.8 9 30' 1,513 3,336 1 On Request

Flat hook

151131 2" 50.8 9 30' 1,513 3,336 1 On Request

RATCHET TIE DOWN STRAP

•	Manufactured from high-tenacity polyester with UV-resistant coating for 
extended durability.

•	Equipped with strong wire J-hooks for secure fastening.
•	Meets WSTDA standard for safety and reliable performance. RACKRACK

ITEM BELT WIDTH TOTAL LENGTH LOAD CAPACITY AVAILABLEIN MM M FT KG LB
SMG7 4" 101.6 9 30' 2,450 5,401 1 On Request
SMG6 3" 76.2 9 30' 2,724 6,005 1 On Request
SMG5 2" 50.8 9 30' 1,513 3,336 1 P
SMA3 1" 25.4 6 20' 380 838 1 On Request

INDUSTRIAL
DUTY

SAFETY

3 : 1
FACTOR

PROFESSIONAL
USE

SAFETY
FACTOR
5 : 1

TIE DOWN SET WITH RATCHET AND BUCKLE

ITEM PIECES AVAILABLE
151151 4 1 On Request

4
PIECES

RATCHET TIE

ITEM PIECES AVAILABLE
151144 8 1 On Request

8
PIECES

PROFESSIONAL
USE

PROFESSIONAL
USE

Content
Ratchet tie downs 1” x 15’ 2 
Strecth cord 5/16” x 1’ 2 
Strecth cord 5/16” x 1,5’  2 
Strecth cord 5/16” x 2’  2 

Content
Ratchet tie downs 1” x 15’ 2 
Buckle tie downs 1” x 5,9’ 2 

1” RATCHET TIE DOWN

ITEM DIMENSIONS AVAILABLE
151100 1” x 5,9’ 6 On Request
151101  1” x 9,8’ 6 On Request
151102 1” x 14,8’ 6 On Request

4
PIECES

2
PIECES

2
PIECES

4
PIECES

2
PIECES

PROFESSIONAL
USEPROFESSIONAL

USE

•	Made of 100% high-
strength polyester for 
durability and reliability.

•	Working load limit of 
227 kg ensures secure 
fastening of loads.

•	Features a quick-release 
strap mechanism for 
fast and easy operation.

•	Perfect for securing 
automobiles, boats, 
motorcycles, and 
tractors.

•	Tightens and secures loads 
quickly and safely.

•	Made of 100% high-
strength polyester for long-
lasting performance.

•	Working load limit of 181 kg 
ensures reliable fastening.

•	Quick-release strap 
mechanism allows fast, 
easy operation.

•	Perfect for securing 
automobiles, boats, 
motorcycles, and tracto

151152151150 151154 151156 151153

151134

151131

NEWNEW

151121

151100

PROFESSIONAL
USE

SAFETY
FACTOR
3 : 1

PROFESSIONAL
USE

SAFETY
FACTOR
3 : 1

•	Working load limit: 227 kg for ratchet type and 181 kg for buckle type.
•	Manufactured from 100% high-strength polyester for durability and 

reliable performance.
•	Working load limit: 378 kg, ensuring reliable performance for securing loads.
•	Made from 100% high-strength polyester for durability and long service life.

•	Perfect tie-down solution for trailers and trucks.
•	Made of 100% high-strength polyester for superior 

durability and reliability.

•	Perfect for securing automobiles, boats, 
motorcycles, and tractors.

•	Working load limit of 181 kg with a 
breaking strength of 545 kg for reliable 
performance.

•	Made of 100% high-strength polyester, 
offering durability and long service life.

•	Designed for securing automobiles, boats, motorcycles, and tractors with 
confidence.

•	Maximum assembly strength of 681 kg with a working load limit of 227 kg.
•	Made of 100% high-strength polyester for durability and reliability.
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LIFTING TABLE CART

ITEM CAPACITY MINIMUN HEIGHT MAXIMUM HEIGHT TABLE LENGTH TABLE WIDTH BASE LENGTH BASE WIDTH STROKE AVAILABLE
2484 5,511 lb 11.8” 34.6” 41.7” 21.3” 56.6” 31.3” 22.8” 1 P

•	Perfect for lifting and servicing materials in workshops.
•	Safety pins securely lock the table at various heights, 

preventing accidental lowering.
•	Features a quick-approach pedal for faster and more 

efficient operation.

WINCH STRAPS

TECNICAL BAND

•	Built with a 3:1 safety factor for reliable performance.
•	Manufactured from 100% high-strength polyester to ensure 

durability and long service life.

ITEM BELT WIDTH TOTAL LENGTH LOAD CAPACITY HOOK AVAILABLEIN MM M FT KG LB
BAMP8 4" 101.6 8 26' 2,450 5,401 Plano 1 On Request
BAMP9 4" 101.6 9 29' 2,450 5,401 Plano 1 On Request
BAMA9 4" 101.6 9 29' 3,025 6,669 Alambre 1 On Request

INDUSTRIAL
DUTY

SAFETY

3 : 1
FACTOR

TECNICAL BAND

•	Assemblies made with 100% polyester webbing coated in resin, 
providing superior strength and durability while meeting platform 
requirements.

•	Built with a 3:1 safety factor to ensure reliable and secure 
performance.

ITEM BELT WIDTH TOTAL LENGTH LOAD CAPACITY HOOK AVAILABLEIN MM M FT KG LB
151135 4" 101 8 26 2500 5511 Plano 1 On Request
151136 4" 101 9 29 2500 5511 Plano 1 On Request
151140 4" 101 9 29 2500 5511 Con seguro 1 On Request
151138 4" 101 9 29 2500 5511 De alambre 1 On Request

BUNGEE CORDS AND RUBBER STRAPS

LIFTING TABLE CARTS

BUNGEE CORD SETS

•	Equipped with strong steel hooks for secure fastening.
•	Manufactured from durable rubber with a protective nylon coating for extended service life.

ITEM PIECES AVAILABLE
151261 24 3 P
151260 12 6 P

RUBBER TARP STRAPS

ITEM SIZE AVAILABLE
151252 21-1/4" 12 P
151253 31-3/32" 12 P
151254 40-15/16" 12 P

24
PIECES

12
PIECES

GENERAL
USE

GENERAL
USE

Content –151260–
13/64" x 10" (5 x 254 mm) 2
5/16" x 12" (8 x 304.8 mm) 2
5/16" x 18" (8 x 457.2 mm) 2
5/16" x 24" (8 x 609.6 mm) 2
5/16" x 30" (8 x 762 mm) 2
5/16" x 36" (8 x 914.4 mm) 2

Content –151261–
13/64" x 6" (5 x 152.4 mm) 4
13/64" x 10" (5 x 254 mm) 1
13/64" x 12" (5 x 304.8 mm) 3
5/16" x 12" (8 x 304.8 mm) 4
5/16" x 18" (8 x 457.2 mm) 3
5/16" x 24" (8 x 609.6 mm) 3
5/16" x 28" (8 x 711.2 mm) 3
5/16" x 36" (8 x 914.4 mm) 2
5/16" x 50" (8 x 1270 mm) 1

BAMA9 BAMP9
151135 151140 151138

151253

151261

PROFESSIONAL
USE

SAFETY
FACTOR
3 : 1

Safety valve 
against 
overloading.

Hydraulic 
stroke 
limitation.

LB 5 511 LB 
TOTAL LOAD CAPACITY

2 SWIVEL
CASTERS

INDUSTRIAL
DUTY

•	Manufactured from durable rubber with 
reinforced ends for greater strength.

•	Equipped with sturdy steel hooks for secure 
fastening.

•	Convenient 2-piece pack.

C
A

R
G

O
 H

A
N

D
LI

N
G

460

CARGO
HANDLING16



HAND PALLET TRUCKS

ITEM CAPACITY WHEELS & ROLLERS FORKS WIDTH FORKS LENGTH MINIMUM LIFTING HEIGHT MAXIMUM LIFTING HEIGHT OVERALL WIDTH AVAILABLE
TRH3 5,512 lb Poliuretano 6-5/16" 45-1/4" 3" 7-1/2" 21-1/4" 1 On Request
TRH25 6,613 lb Poliuretano 6-9/32" 48" 3" 7-1/2" 21-15/16" 1 On Request

•	Designed for heavy-duty use in warehouses 
and industrial environments for efficient loading, 
transport, and unloading of materials.

•	Tandem wheel system guarantees smooth, reliable 
performance even on uneven floors.

•	Strong steel handle with ergonomic non-slip plastic 
grip for comfortable operation.

•	Durable all-steel body built to withstand demanding 
workloads.

•	Equipped with a grease fitting for easy bearing 
maintenance and long service life.

TRH3

LIFTING TABLE CART

•	Quick-approach pedal for fast and efficient lifting.
•	Double-scissor support design provides extra safety and strength.
•	Equipped with wheels featuring brake and guard for secure mobility.
•	Reliable hydraulic system for smooth operation.
•	Includes safety pins for added protection during use.

ITEM CAPACITY
A1 A2 B C D E

HYDRAULIC STROKE AVAILABLE
MINIMUN HEIGHT MAXIMUM HEIGHT TABLE LENGTH TABLE WIDTH BASE LENGTH BASE WIDTH

MEL3 300 kg 27 cm 90 cm 82,9 cm 50 cm 88 cm 49 cm 63 cm 1 On Request
MEL10 1,000 kg 41 cm 100 cm 100 cm 51,2 cm 112 cm 61 cm 59 cm 1 On Request

MEL3

LIFTING TABLE CARTS

A1

A2

D

B

C E

LB 661 LB 
TOTAL LOAD CAPACITY

HAND PALLET TRUCKS

HEAVY
DUTY

TANDEM
SYSTEM

STEEL
BODY LB 6 613 LB 

TOTAL LOAD CAPACITY

1.	To lift load.
2.	To move load.
3.	To lower load.

Down position
Standard down position

Lever

Neutral
position Up position

Push the lever up when the lift is idle or
not in the lift position, perform several

pumping movements to its limit, and hold
the handle firmly. When it is lowered the

pump will bleed through the release valve.

1

QUICK GUIDE TO USE

CAUTIONS

2 3

MADE OF
STEEL

PROFESSIONAL
USE

4 SWIVEL
CASTERS

NEWNEW

C
A

R
G

O
 H

A
N

D
LI

N
G

461u s a . u r r e a . c o m

CARGO
HANDLING 16



HAND PALLET TRUCKS

HAND PALLET TRUCKS

•	Lightweight lever design for easy and 
effortless handling.

•	Reinforced 3 mm metal body 
ensures durability and strength under 
demanding use.

ITEM TRH5 TRHB2 TRHP3 TRHP25 TRHN3 TRHP2 TRHB15 TRHLI2
USE MASTER

USE
PROFESSIONAL
USE

PROFESSIONAL
USE

PROFESSIONAL
USE

PROFESSIONAL
USE

PROFESSIONAL
USE

GENERAL
USE

GENERAL
USE

CAPACITY 5 T 2 T 2 T 2.5 T 2.5 T 3 T 1.5 T 2 T
WHEELS & ROLLERS Steel Polyurethane Polyurethane Polyurethane Naylon Polyurethane Poliuretano Poliuretano

FEATURES Master use With scale - Polyurethane - Professional Extra baja Uso ligero
DISTANCE BETWEEN ARMS 365 mm 365 mm 385 mm 385 mm 385 mm 385 mm 220 mm 365 mm

ARM LENGTH 1,220 mm 1,220 mm 1,220 mm 1,220 mm 1,220 mm 1,220 mm 1,150 mm 900 mm
ARM WIDTH 150 mm 150 mm 150 mm 150 mm 150 mm 160 mm 160 mm 160 mm

MINIMUM LIFT 75 mm 75 mm 75 mm 75 mm 75 mm 85 mm 51 mm 75 mm
MAXIMUM LIFT 190 mm 190 mm 190 mm 190 mm 190 mm 200 mm 165 mm 190 mm

1 1 1 1 1 1 1 1
AVAILABLE On Request On Request On Request On Request On Request On Request On Request On Request

TANDEM
SYSTEM

NEWNEW

PROFESSIONAL
USE

TRHB2TRH5 TRHP25TRHP2

•	With scale•	Master use

•	Steering control wheels, 180 x 50 mm, 
designed for precise maneuverability and 
smooth handling.

•	Model TRHLI2 is not equipped with this system.

•	Tandem roller system, 74 x 70 mm, 
for greater load stability and smoother 
movement on uneven surfaces.

PROFESSIONAL
USE

MASTER
USE

LB 11 023 LB 
TOTAL LOAD CAPACITY

LB 4 409 LB 
TOTAL LOAD CAPACITY LB 5 511 LB 

TOTAL LOAD CAPACITY

PROFESSIONAL
USE

LB 4 409 LB 
TOTAL LOAD CAPACITY

GENERAL
USE

GENERAL
USE

PROFESSIONAL
USE

PROFESSIONAL
USE

LB 3 306 LB 
TOTAL LOAD CAPACITY

TRHN3 TRHP3 TRHB15 TRHLI2

•	Extra low. •	Light-duty

LB 5 511 LB 
TOTAL LOAD CAPACITY LB 4 409 LB 

TOTAL LOAD CAPACITYLB 6 600 LB 
TOTAL LOAD CAPACITY

1.	To lift load.
2.	To move load.
3.	To lower load.

1

QUICK GUIDE TO USE Down position
Standard down position

Lever

Neutral
position Up position

Push the lever up when the lift is idle or
not in the lift position, perform several

pumping movements to its limit, and hold
the handle firmly. When it is lowered the

pump will bleed through the release valve.

CAUTIONS

2 3
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ELECTRIC CHAIN HOISTS WITH DOUBLE CHAIN BRAKE SYSTEM

ITEM CAPACITY ENGINE 
POWER HORSEPOWER VOLTAGE WEIGHT 

(kg) DUTY CYCLE LOAD CAIN FALL HOOK OPENING
IN

CHAIN LENGHT
FT

CHAIN
DIAMETER FT CART TYPE AVAILABLE

POEL01 0.5 T 370 W 3/4 220 V 35.5 47%- 10.2 min 1 21 3.5 6 Push 1 P
POEL03 1T 0.75W 1 220 V 8.8 A 2.64 m/min 2 21 7 6 Push 1 P
POEL07 2 T 1500 W 1-1/2 220 V 75 47%- 10.2 min 2 25 13 8 Push 1 P
POEL09 3 T 1500 W 1-1/2 220 V 77 47%- 10.2 min 2 33 13 8 Push 1 P
POEL11 5 T 2500 W 2 220  V 135 47%- 10.2 min 2 40 13 10 Push 1 P

TRIPHASIC
INDUSTRIAL
DUTY

IP64
RATING220

VOLTAGE Hz
60

ELECTRIC CHAIN HOISTS

ITEM CAPACITY ENGINE 
POWER HORSEPOWER VOLTAGE WEIGHT 

(kg) DUTY CYCLE LOAD CAIN FALL HOOK OPENING
IN

CHAIN LENGHT
FT

CHAIN
DIAMETER FT CART TYPE AVAILABLE

45300 0.5 T 370 W 1/2 220 V 24 47% del peso - 10,2 min 1 21 3 5 Hook 1 P
45301 1 T 750 W 1 220 V 39 47% del peso - 10,2 min 1 21 3 7 Hook 1 P
45302 2 T 1500 W 2 220 V 60 47% del peso - 10,2 min 1 25 3 10 Hook 1 P
45303 3 T 1500 W 2 220 V 76 47% del peso - 10,2 min 2 33 3 10 Hook 1 P

220
VOLTAGE

HEAVY
DUTY TRIPHASIC

Hz
60

HAND PALLET TRUCK SPARE PARTS

ITEM DESCRIPTION MATERIAL FOR ITEM AVAILABLE
Rollers pair

ROTB

ROTB Par de rodillos Polyurethane TRHP2, TRHP25 1 On Request

RONTC

RONTC Par de rodillos Naylon TRHN3 1 On Request

wheels pair

RUTB Par de ruedas Polyurethane TRHP2, TRHP25 1 On Request

RUNTB Par de ruedas Naylon TRHN3 1 On Request

ITEM DESCRIPTION MATERIAL FOR ITEM AVAILABLE
handles for pallet jacks

MATB Handles for pallet 
jacks Steel TRHP2, TRHP25, 

TRHN3 1 On Request

HAND PALLET TRUCKS

HOISTS

NEWNEW

NEWNEW

NEWNEW

PROFESSIONAL
USE

RUTB

RUNTB

BULK

•	Dual brake system for enhanced safety and reliability.
•	Built with a 3:1 safety factor for secure lifting 

operations.
•	Heavy-duty steel chain ensures strength and 

durability.
•	Equipped with a 360° swivel hook for easy and safe 

load handling.

POEL01

45300•	High-strength grade-80 load chain, 
calibrated and tested in accordance 
with EN 818/7 standards.

•	Manufactured with special anti-wear 
and anti-corrosion treatment steel for 
maximum durability and safety.

•	Equipped with a high-torque motor 
and instant-stop brake system for 
greater safety and precise load 
control.
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RACK WITH 4 CHAIN HOIST

 ITEM DESCRIPTION AVAILABLE
RPOLC  Rack with 4 chain hoist 1 On Request

5
PIECES

ELECTRIC HOIST WITH CABLE

          

ITEM CAPACITY ENGINE 
POWER HORSEPOWER VOLTAGE WEIGHT 

(kg) DUTY CYCLE LOAD CAIN FALL HOOK OPENING
IN

CHAIN LENGHT
FT

CHAIN 
DIAMETER

IN
CART TYPE AVAILABLE

POLEC1 0.4 T 950 W  1/2 110 V 16 20%- 10 min 1 21.13 12 4 Fixed 1 On Request
POLEC2 0.6 T 1200 W 1 110 V 16.5 20%- 10 min 1 21.13 12 4 Fixed 1 On Request
POLEC3 0.8 T 1300 W 2 110 V 18.5 20%- 10 min 1 21.13 12 5 Fixed 1 On Request
POLEC4 1 T 1700 W 2 110 V 31 20%- 10 min 1 21.13 12 6 Fixed 1 On Request

IMPROVED
PRODUCT

POLEC1

127
VOLTAGE

GENERAL
USE

•	Easy-to-connect cable for quick setup and operation.
•	Swivel crane design prevents cable jamming and ensures smoother lifting.
•	Automatic safety stop activates if load capacity is exceeded.
•	Convenient control pendant with integrated emergency stop button for maximum 

operator safety.

MANUAL CHAIN HOISTS WITH INSTANT-ACTING CHAIN BRAKE

 

ITEM CAPACITY CHAIN LENGHT ft CHAIN DIAMETER
IN

HOOK OPENING
IN LOAD CAIN FALL A

(In)
B

(In)
C

(In) AVAILABLE

46300 0.5 T 9.8 ft 0.2” 0.8” 1 10.2” 5.1” 9” 1 On Request
46301 1 T 9.8 ft 0.2” 0.8” 1 12.2” 6.2” 10.2” 1 P
46302 2 T 9.8 ft 0.2” 1.1” 1 14.9” 7” 11” 1 On Request
46303 3 T 9.8 ft 0.3” 1” 2 20.5” 10.2” 11” 1 On Request

46301

•	Fully enclosed construction keeps out dust and moisture, ensuring longer service life.
•	Comes with a 3 m long grade 80 calibrated steel load chain for strength and 

reliability.
•	Innovative front-drive system speeds up lowering while reducing operator effort.
•	Maximum safety provided by a patented instant-acting brake system.

Hz
60

HOISTS

NEWNEW

HEAVY
DUTY
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HOISTS

INDUSTRIAL
DUTY

NEWNEW

MANUAL CHAIN HOISTS WITH DOUBLE CHAIN BRAKE SYSTEM

          

ITEM CAPACITY CHAIN LENGHT
(FT)

CHAIN DIAMETER
IN

HOOK OPENING
IN LOAD CAIN FALL A

(In)
B

(In)
C

(In) AVAILABLE

with 3 meter chain

POLAC1A 0.5 T 3 ft 0.2” 0.8” 1 4.4” 4.4” 10” 1 On Request
POLAC2A 1 T 3 ft 0.2” 0.9” 1 5.7” 4.9” 12.4” 1 On Request
POLAC3A 2 T 3 ft 0.2” 1.2” 2 7.2” 5.5” 14.4” 1 On Request
POLAC4A 3 T 3 ft 0.3” 1.4” 2 7.2” 5.5” 19.3” 1 On Request
POLAC5A 5 T 3 ft 0.4” 1.8” 2 8.4” 6.4” 24” 1 On Request
POLAC7A 7.5 T 3 ft 0.4” 2.1” 3 15.9” 6.4” 29” 1 On Request
POLAC10A 10 T 3 ft 0.4” 2.2” 4 15.9” 6.4” 29” 1 On Request

with 6 meter chain

POLAC1A-6 0.5 T 6 ft 0.2” 0.8” 1 4.9” 4.4” 10” 1 On Request
POLAC2A-6 1 T 6 ft 0.2” 0.9” 1 5.7” 4.4” 12” 1 On Request
POLAC3A-6 2 T 6 ft 0.2” 1.2” 2 7.2” 5.5” 14.4” 1 On Request
POLAC4A-6 3 T 6 ft 0.3”  1.4” 2 7.2” 5.5” 19.1” 1 On Request
POLAC5A-6 5 T 6 ft 0.4” 1.8” 2 8.4” 6.4” 24” 1 On Request

•	Dual brake system enhances safety during operation.
•	Heat-treated gearbox ensures durability and reliable performance.
•	Forged steel swivel hooks with safety latch reduce chain stress and allow 

safe load handling.
•	Overload protection: hooks are designed to gradually open instead of 

breaking suddenly.
•	Equipped with high-strength grade 80 steel chain for heavy-duty lifting.
•	Black-finished steel chain for added protection and environmental 

resistance.

POLAC1A

•	Maximum safety in operation thanks to a dual brake system.
•	Durable hardened steel gearbox ensures long-lasting performance under heavy use.
•	Forged steel swivel hooks with safety latch provide secure and versatile load handling.
•	High-strength grade 80 black-finished chain for reliable lifting capacity and durability.

42303

PROFESSIONAL
USE

MANUAL CHAIN HOIST

 ITEM CAPACITY CHAIN LENGHT CHAIN DIAMETER HOOK OPENING LOAD CAIN FALL A B C TEST CHARGE AVAILABLEFT IN IN IN IN IN KG
with 3 meter chain

42300 1/2 t 9.8 ft 0.2” 1.6” 1 5.3” 4.6” 12.9” 3/4 t 1 P
42301 1 t 9.8 ft 0.2”  1.6” 1 5.9” 5.1” 12.9” 1.5 t 1 P
42303 3 t 9.8 ft  0.3”  2” 2 8.8” 6.8” 22” 4.5 t 1 On Request
42305 5 t 9.8 ft 0.4”   2.7” 2 10.2” 6.8” 28.5” 7.5 t 1 P
42307 7.5 t 9.8 ft  0.4”    2.7” 3 13.7” 6.8” 31.4” 11.25 t 1 On Request
42310 10 t 9.8 ft 0.4”   2.7” 4 13.7” 6.8” 35” 15 t 1 On Request

with 6 meter chain

42600 1/2 t 19.6 ft  0.2”  1.6” 1 5.1” 118 12.9” 3/4 t 1 P
42601 1 t 19.6 ft  0.2” 1.6” 1 5.9” 5.1” 12.9” 1.5 t 1 P
42602 2 t 19.6 ft  0.2”  2” 2 5.9” 5.1” 18” 3 t 1 On Request
42603 3 t 19.6 ft  0.3”   2”  2 8.8” 6.8” 22” 4.5 t 1 On Request
42605 5 t 19.6 ft   0.4”    2.7” 2 10.2” 6.8” 28.5” 7.5 t 1 On Request
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POPA01

MANUAL CHAIN HOISTS

ITEM CAPACITY CHAIN LENGHT
(FT)

CHAIN DIAMETER
(In)

HOOK OPENING
(In) LOAD CAIN FALL A

(In)
B

(In)
C

(In) AVAILABLE

POLAC1L 0.5 T 9.8 ft 0.2” 0.9” 1 5.5” 4.9” 0.7” 1 On Request
POLAC2L   1 T 9.8 ft 0.2” 0.9” 1 5.5” 4.9” 0.8” 1 On Request
POLAC3L   2 T 9.8 ft 0.2” 1.1” 2 5.5” 4.9” 1.1” 1 On Request
POLAC4L 3 T 9.8 ft 0.3” 1.4” 2 7” 5.5” 1.3” 1 On Request

•	Brake protection mechanism reduces wear and extends service life.
•	Compact design for easier handling and efficient use in limited spaces.

1/2 t - 1 t 2 t - 3 t
POLAC2L

NEWNEW

HOISTS

CHAIN LEVER HOIST

 ITEM CAPACITY CHAIN LENGHT
(FT)

CHAIN DIAMETER
(In)

HOOK OPENING
(In) LOAD CAIN FALL A

(In)
B

(In)
C

(In)
D

(In) AVAILABLE

47015 0.75 T 5.6 ft 0.2” 1” 1 4.9” 5.6” 1.3” 9.6” 1 P
47115 1.5 T 5.7 ft 0.3” 1.2” 1 4.9” 6.2” 1.6” 10.4” 1 On Request
47315 3.2 T 6 ft 0.4” 1.5” 1 6.2” 7.4” 1.9” 16.3” 1 On Request

HEAVY
DUTY

CHAIN LEVER HOIST

•	Lever hoist equipped with a 360° swivel hook for versatile load handling.
•	Ergonomic rubber handle provides a comfortable, secure grip during operation.

 ITEM CAPACITY CHAIN LENGHT
(FT)

CHAIN DIAMETER
(In)

HOOK OPENING
(In) LOAD CAIN FALL A

(In)
B

(In)
C

(In)
D

(In) AVAILABLE

POPA01 0.75 t 4.9 ft 0.2” 1.4” 1 5.8” 3.8” 1.4” 12.7” 1 On Request
POPA02 1.5 t 4.9 ft 0.3” 1.7” 1 6.7” 3.8” 1.7” 14.9” 1 On Request
POPA03 3 t 4.9 ft 0.3” 1.9” 1 7.8” 4.5” 1.9” 18.8” 1 On Request
POPA04 6 t 9.8 ft 0.3” 2.5” 2 7.8” 4.5” 2.5” 24.4” 1 On Request

INDUSTRIAL
DUTY

GENERAL
USE

•	Compact and lightweight design, ideal for use in confined or 
hard-to-reach spaces.

•	Quick chain adjustment system for faster and easier operation.
•	Dual brake system ensures maximum safety during lifting.
•	Exclusive anti-unlocking mechanism provides additional 

security and reliability.
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HAND PULLERS

ITEM PULLING CAPACITY LIFTING CAPACITY WIRE ROPE DIAMETER WIRE ROPE LENGTH AVAILABLE
151200 1 t 0.5 t 5/32” 3,8’ 1 On Request
151201 2 t 1 t 3/16” 4,6’ 1 On Request
151202 3 t 1 t 3/16” 6’ 1 On Request
151203 4 t 2 t 1/4” 6’ 1 On Request

NEWNEW

NEWNEW

HOISTS

TROLLEY

CHAIN LEVER HOIST

ITEM CAPACITY CHAIN LENGHT (FT) CHAIN DIAMETER
(In)

HOOK OPENING
(In) LOAD CAIN FALL A

(In)
B

(In)
C

(In)
D

(In) AVAILABLE

POLPAL1 0.75 t 1.5 0.23” 5.5” 1 3.7” 5.3" 1.4" 12.6” 1 On Request
POLPAL2 1.5 t 1.5 0.31” 9.4” 1 4.1" 6.1" 1.7” 14.9” 1 On Request
POLPAL3 3 t 1.5 0.39” 12.5” 1 5.1" 7.8" 1.9” 18.8” 1 On Request
POLPAL6 6 t 1.5 0.39” 13.3” 2 5.1" 7.8" 2.4” 23.6” 1 On Request

•	Double pawl brake system for greater safety and reliability.
•	Lever design reduces effort, making lifting loads easier and more efficient.
•	Heavy-duty forged hooks with full 360° rotation for versatile load handling.
•	Ergonomic handle with non-slip grip ensures safe and comfortable operation.

POLPAL1

LOAD TROLLEY

ITEM CAPACITY WEIGTH 
(lb)

BEAM 
HOIST

HOIST WIDTH RANGE 
OF TURN AVAILABLEINCHES FT

3305 0.5 t 17.6 lb 3" - 15" 2.5” - 5.”3 0.20 ft - 0.44ft 39" 1 On Request
3310 1 t 26.4 lb 5" - 24" 3” - 8” 0.24 ft - 0.66 ft 49" 1 On Request
3320 2 t 57.3 lb 5" - 24" 3.9” - 8” 0.28 ft - 0.66 ft 59" 1 P
3330 3 t 79.3 lb 6" - 24" 3.7” - 8” 0.30 ft - 0.66 ft 66" 1 On Request
3350 5 t 143 lb 6" - 24" 4.250”- 8.7” 0.35 ft - 0.72 ft 68" 1 On Request

•	Each wheel includes a sealed bearing for 
smooth and reliable operation.

•	Equipped with a recessed ring for secure 
hoist attachment.

•	Adjustable main axle with washers to fit a 
wide range of beams.

•	Welded bearing housing provides superior 
stability and durability.

•	Central pin with eye design allows 
compatibility with any type of hoist—
especially Urrea hoists. 3305

LOAD TROLLEY

ITEM CAPACITY WEIGTH 
(lb) BEAM HOIST HOIST WIDTH RANGE 

OF TURN AVAILABLEINCHES FT
TRO05 0.5 t 9 lb 2.52" - 4.53" 2.64” - 4.92” 0.2 ft - 0.4 ft 59.1" 1 On Request
TRO1 1 t 14.3 lb 2.95" - 5.12" 3.07”- 5.2” 0.25 ft - 0.43 ft 70.9" 1 On Request
TRO2 2 t 20 lb 3.82" - 6.3" 4.13” - 6.3” 0.34 ft - 0.52 ft 78.7" 1 On Request
TRO3 3 t 32.9 lb 4.33" - 6.69" 3.74” - 6.5” 0.31 ft - 0.54 ft 98.4" 1 On Request
TRO5 5 t 58.9 lb 4.33" - 7.36" 4.53”- 7.32” 0.37 ft - 0.61 ft 138" 1 On Request

•	Central pin with eye allows easy 
adaptation to any hoist.

•	Cast steel wheels with bearing mounts 
ensure smooth, effortless travel along 
beams.

ADAPTS TO
IPS BEAMS

TRO05

HAND PULLERS

PROFESSIONAL
USE

•	Heavy-duty all-steel construction for durability and strength.
•	Equipped with forged steel hooks for secure load handling.
•	Triple-joint teeth with double gear system ensure reliable performance.
•	Standard series, ideal for moving heavy equipment and tensioning cables.
•	Safety precautions: always respect the maximum working load, inspect before use, operate in a straight line, and never use pipes as levers or loop 

cables around objects.

151200

INDUSTRIAL
DUTY

ADAPTS TO
IPS & IPR BEAMS

PROFESSIONAL
USE

PROFESSIONAL
USE
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BALL CASTER WITH LATCH

ITEM RE4P RE5P RE4R RE5R RE4M RE5M
LATCH THREADED LATCH WOOD LATCH

DIAMETER 1-5/8"/40 mm 2"/50 mm 1-5/8"/40 mm 2"/50 mm 1-5/8"/40 mm 2"/50 mm
LOAD CAPACITY 44 lb 55 lb 44 lb 55 lb  44 lb 55 lb  
CASTER WIDTH 1-9/32” 1-21/32” 1-9/32” 1-21/32” 1-9/32” 1-21/32”
TOTAL HEIGHT 2-1/16” 2-13/32” 2-1/4” 2-9/16” 2-5/32” 2-15/32”
STAKE HEIGHT 11 mm 10 mm 8 mm

STAKE DIAMETER 35 mm 35 mm 38 mm
1 1 1 1 1 1

AVAILABLE On Request On Request On Request On Request On Request On Request

CASTERS

FURNITURE CASTER WITH LATCH

ITEM RY5P RY5PB RY4R RY5R RY4RB RY5RB
LATCH WITH RING STEM THREADED LATCH WITHOUT BRAKE THREADED LATCH WITH BRAKE

DIAMETER 2"/50 mm 2"/50 mm 1-5/8"/40 mm 2"/50 mm 1-5/8"/40 mm 2"/50 mm
LOAD CAPACITY 44 lb 66 lb 44 lb  55 lb 44 lb  55 lb 
CASTER WIDTH 1-27/32” 2-1/8”  1-1/2”  1-13/16” 1-1/2” 1-27/32”
TOTAL HEIGHT 2-15/32”  2-9/16”  2” 2-15/32”   2” 2-15/32”
STAKE HEIGHT 11 mm  10 mm 10 mm 

STAKE DIAMETER 22 mm   19 mm  19 mm 
1 1 1 1 1 1

AVAILABLE On Request On Request On Request On Request On Request On Request

FURNITURE CASTER WITH PLATE

ITEM RY4G RY5G RY4B RY5B
WITHOUT BRAKE WITH BRAKE

DIAMETER 1-5/8"/40 mm   2"/50 mm   1-5/8"/40 mm   2"/50 mm  
LOAD CAPACITY 55 lb 66 lb 55 lb   66 lb 
CASTER WIDTH 1-1/2”  1-27/32” 1-1/2” 1-27/32”
TOTAL HEIGHT 2-1/8” 2-1/2” 2-1/8”  2-1/2”

PLATE DIMENSION 1-1/2” x 1-1/2” 1-1/2” x 1-1/2”  
HOLE DISTANCE 15/16” x 15/16” 15/16” x 15/16” 

HOLE DIMENSION  7/32”  7/32”
1 1 1 1

AVAILABLE On Request On Request On Request On Request

PROFESSIONAL
USE

RE4P RE4MRE4R

RY4G RY4B

RY5MRY4R RY4RBRY5P RY5PB

PROFESSIONAL
USE

PROFESSIONAL
USE

BALL CASTER WITH PLATE

ITEM RE4G RE5G 
DIAMETER 1-5/8"/40 mm 2"/50 mm

LOAD CAPACITY 44 lb 55 lb
CASTER WIDTH 1-1/4" 1-21/32"
TOTAL HEIGHT 2-1/8" 2-7/16"

PLATE DIMENSION 1-1/2" x 1-1/2" 1-1/2" x 1-1/2"
HOLE DISTANCE 1" x 1" 1" x 1"

HOLE DIMENSION 7/32" 7/32"
1 1

AVAILABLE On Request On Request

PROFESSIONAL
USE

RE4G

•	Durable nylon wheel designed for 
strength and reliability.

•	Chemical-resistant: withstands 
acetone, alcohol, sodium, and mild 
solvents for longer service life.

•	Durable nylon wheel designed for strength 
and reliability.

•	Chemical-resistant: withstands acetone, 
alcohol, sodium, and mild solvents for 
longer service life.

•	Rubber wheel with strong chrome-
finished bracket.

•	Provides smooth, quiet mobility 
with durability for everyday use.

•	Resistant to acetone, alcohol, 
sodium, and mild solvents, 
extending service life.

•	Rubber wheel with strong chrome-finished bracket.
•	Provides smooth, quiet mobility with durability for 

everyday use.
•	Resistant to acetone, alcohol, sodium, and mild 

solvents, extending service life.
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RUBBER CASTERS

ITEM RH5F RH6F RH7F RH10F RH15F RH5G  RH6G RH7G RH10G RH5B RH6B RH7B RH15G

FIXED FIXED WITH 
IRON RIM SWIVEL WITHOUT BRAKE SWIVEL WITH BRAKE SWIVEL WITH 

IRON RIM
DIAMETER 2"/50 mm  2-1/2"/63 mm 3"/75 mm  4"/100 mm  6"/150 mm  2"/50 mm  2-1/2"/63 mm  3"/75 mm  4"/100 mm  2"/50 mm  2-1/2"/63 mm 3"/75 mm  6"/150 mm 

LOAD CAPACITY 88 lb 132 lb 154 lb 176 lb 441 lb 88 lb 132 lb 154 lb 176 lb 88 lb 132 lb  154 lb 441 lb
CASTER WIDTH 29/32” 1-3/32” 1-1/4” 1-1/4”  2”  29/32”  1-1/16”  1-1/4” 1-1/4” 29/32” 1-1/16” 1-1/4”  2” 
TOTAL HEIGHT 2-1/2”  3-1/8”  3-19/32”  4-31/32” 7-15/32” 2-1/2” 3-5/16” 3-11/16” 5” 2-1/2”  3-5/16” 3-11/16” 7-15/32” 

PLATE DIMENSION 2-9/32” x 
1-17/32”

3-29/32” 
x 2”

4-3/32” x 
2-5/16”

5-1/16” x 
2-23/32”

4-1/2” x 
3-15/16”

2-5/8” x 
1-7/8”

3-3/4” x 
2-3/4” 

4-1/8” x 
3-1/8”  4” x 3-1/6”  2-5/8” x 

1-7/8”
3-3/4” x 
2-3/4”

4-1/8” x 
3-1/8” 

4-1/2” x 
3-15/16” 

HOLE DISTANCE 2-3/32” x 
29/32” 3-3/16” x 1”  3-1/4” x 

1-13/32” 
4-1/8” x 
1-1/2”

3-11/32” x 
2-27/32”

2-1/8” x 
15/16” 3” x 1-3/4”  3-1/4” x 

2-3/8”
2-5/16” x 
1-15/16” 

2-1/8” x 
15/16” 3” x 1-3/4”  3” x 1-3/4” 3-11/32” x 

2-27/32”
HOLE DIMENSION 1/4”  5/16” 11/32” 13/32” 7/16” 1/4” 11/32” 11/32” 13/32” 1/4” 11/32” 11/32” 7/16”

1 1 1 1 1 1 1 1 1 1 1 1 1
AVAILABLE On Request On Request On Request On Request On Request On Request On Request On Request On Request On Request On Request On Request On Request

BLACK SWIVEL PVC CASTER WITH THREADED STEM

ITEM RVNE5 RVNE6 RVNE7 RVNE5B RVNE6B RVNE7B
SWIVEL WITHOUT BRAKE SWIVEL WITH BRAKE

DIAMETER 2"/50 mm 2-1/2"/63 mm 3"/75 mm 2"/50 mm 2-1/2"/63 mm 3"/75 mm
LOAD CAPACITY 88 lb 132 lb 175 lb 88 lb 132 lb 175 lb
CASTER WIDTH 29/32” 1-1/4” 1-1/4” 29/32” 1-1/4” 1-1/4”
TOTAL HEIGHT 2-27/32” 3-5/8” 4-1/16” 2-5/32” 3-5/8” 4-1/16”
STAKE HEIGHT 9.5 mm 12.7 mm 12.7 mm 9.5 mm 12.7 mm 12.7 mm

STAKE DIAMETER 25 mm 25 mm
1 1 1 1 1 1

AVAILABLE On Request On Request On Request On Request On Request On Request

CASTERS

RH5G RH5BRH5F RH15F RH15G

PROFESSIONAL
USE

BLUE ELASTIC RUBBER CASTER

ITEM RGO7F RGO10F  RGO12F  RGO7G RGO10G RGO12G RGO7B RGO10B RGO12B
FIXED SWIVEL WITHOUT BRAKE SWIVEL WITH BRAKE

DIAMETER 3"/75 mm 4"/100 mm 5"/125 mm 3"/75 mm 4"/100 mm 5"/125 mm 3"/75 mm 4"/100 mm 5"/125 mm
LOAD CAPACITY 88 lb 132 lb 200 lb 88 lb 132 lb 200 lb 88 lb 132 lb 200 lb
CASTER WIDTH 1-1/16” 1-9/32” 1-3/8” 1-1/16” 1-9/32” 1-3/8” 1-1/16” 1-9/32” 1-3/8”

TOTAL HEIGHT 3-13/16” 5-1/8” 6-3/32” 3-13/16” 5-1/8” 6-3/32” 3-13/16” 5-1/8” 6-3/32”

PLATE DIMENSION 3-5/16” X 
2-27/32” 4” x 3-5/16” 4” x 3-5/16” 3-5/16” X 

2-27/32” 4” x 3-5/16” 4” x 3-5/16” 3-5/16” X 
2-27/32” 4” x 3-5/16” 4” x 3-5/16”

HOLE DISTANCE 2-7/16” x 
1-31/32” 3-1/8” x 2-3/8” 3-1/8” x 2-3/8” 2-7/16” x 

1-31/32” 3-1/8” x 2-3/8” 3-1/8” x 2-3/8” 2-7/16” x 
1-31/32” 3-1/8” x 2-3/8” 3-1/8” x 2-3/8”

HOLE DIMENSION 11/32” x 7/16” 11/32” x 9/16” 11/32” x 9/16” 11/32” x 7/16” 11/32” x 9/16” 11/32” x 9/16” 11/32” x 7/16” 11/32” x 9/16” 11/32” x 9/16”
1 1 1 1 1 1 1 1 1

AVAILABLE On Request On Request On Request On Request On Request On Request On Request On Request On Request

PROFESSIONAL
USE

RVNE5 RVNE5B

RGO10F RGO10G RGO7B

PROFESSIONAL
USE

•	Steel-rim wheel with roller bearings for smooth 
and reliable performance.

•	Zinc-finished bracket for durability and 
corrosion resistance.

•	Ideal for mobile chairs, furniture, and general-
purpose applications.

•	Resistant to acetone, alcohol, sodium, and mild 
solvents, ensuring longer service life.

•	Plastic-rim wheel with smooth ball bearing for 
reliable mobility.

•	Durable plate-type bracket ensures secure mounting.
•	Ideal for material handling vehicles, mobile carts, and 

heavy-duty furniture requiring strong load support.

•	Plastic-rim wheel with double ball bearing for smoother, 
more durable performance.

•	Designed for material handling vehicles, mobile carts, and 
heavy-duty furniture.

•	Provides excellent load support and reliable mobility under 
heavy use.
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ORANGE PVC CASTERS

BLACK PVC CASTER WITH PLATE
PROFESSIONAL
USE

RN10F RN10G RN10B

RV5BRV5F RV5G

RVN5F RVN5G RVN5B

CASTERS

PROFESSIONAL
USE

WHITE POLYPROPYLENE CASTER
MASTER
USE

•	Plastic-rim wheel with double ball bearing for 
smoother, more durable performance.

•	Designed for material handling vehicles, mobile 
carts, and heavy-duty furniture.

•	Provides excellent load support and reliable 
mobility under heavy use.

•	Heavy-duty wheel with PVC tread and 
polyurethane rim for strength and durability.

•	Equipped with double ball bearings for smooth 
and reliable movement.

•	Strong plate-type bracket ensures secure 
mounting.

•	Ideal for material handling vehicles, mobile 
carts, and heavy furniture requiring high load 
capacity.

•	Heavy-duty polypropylene wheel with plastic rim 
for demanding applications.

•	Equipped with double bearings for smoother, 
more reliable performance.

•	Durable plate-type bracket ensures secure and 
stable mounting.

•	Ideal for material handling vehicles, mobile 
carts, and heavy furniture requiring strong load 
capacity

ITEM RN10F RN10G RN10B
FIXED SWIVEL WITHOUT BRAKE SWIVEL WITH BRAKE

DIAMETER 4"/100 mm 4"/100 mm 4"/100 mm
LOAD CAPACITY 441 lb 441 lb 441 lb
CASTER WIDTH 1-11/16” 1-11/16” 1-11/16”
TOTAL HEIGHT 5-19/32” 5-19/32” 5-19/32”

PLATE DIMENSION 4-1/2” x 3-15/16” 4-1/2” x 3-15/16” 4-1/2” x 3-15/16”
HOLE DISTANCE 3-11/32” x 2-27/32” 3-11/32” x 2-27/32” 3-11/32” x 2-27/32”

HOLE DIMENSION 7/16” x 3/4” 7/16” x 3/4” 7/16” x 3/4”
1 1 1

AVAILABLE On Request On Request On Request

ITEM RV5F RV6F RV7F RV10F RV5G  RV6G RV7G RV10G RV5B  RV6B RV7B RV10B
FIXED SWIVEL WITHOUT BRAKE SWIVEL WITH BRAKE

DIAMETER 2"/50 mm 2-1/2"/64 mm 3"/76 mm 4"/100 mm 2"/50 mm 2-1/2"/64 mm 3"/76 mm 4"/100 mm 2"/50 mm 2-1/2"/64 mm 3"/76 mm 4"/100 mm
LOAD CAPACITY 132 lb 154 lb 176 lb 198 lb 132 lb 154 lb 176 lb 198 lb 132 lb 154 lb 176 lb 198 lb
CASTER WIDTH 1” 1-7/32” 1-7/32” 1-7/32” 1” 1-7/32” 1-7/32” 1-7/32” 1” 1-7/32” 1-7/32” 1-7/32”
TOTAL HEIGHT 2-29/32” 3-11/16” 4-7/32” 5-1/8” 2-29/32” 3-11/16” 4-7/32” 5-1/8” 2-29/32” 3-11/16” 4-7/32” 5-1/8”

PLATE DIMENSION 2-27/32” x 
2-1/32”

3-5/8” x 
2-7/16”

3-5/8” x 
2-7/16”

3-5/8” x 
2-7/16”

2-27/32” x 
2-1/32”

3-5/8” x 
2-7/16”

3-5/8” x 
2-7/16”

3-5/8” x 
2-7/16”

2-27/32” x 
2-1/32”

3-5/8” x 
2-7/16”

3-5/8” x 
2-7/16”

3-5/8” x 
2-7/16”

HOLE DISTANCE 2-7/32” x 
1-3/8” 3” x 1-27/32” 3” x 1-27/32” 3” x 1-27/32” 3” x 1-27/32” 3” x 1-27/32” 3” x 1-27/32” 3” x 1-27/32” 3” x 1-27/32” 3” x 1-27/32” 3” x 1-27/32” 3” x 1-27/32”

HOLE DIMENSION 5/16” x 7/16” 5/16” x 7/16” 5/16” x 7/16”
1 1 1 1 1 1 1 1 1 1 1 1

AVAILABLE On Request On Request On Request On Request On Request On Request On Request On Request On Request On Request On Request On Request

ITEM RVN5F RVN6F RVN7F RVN5G RVN6G RVN7G RVN5B RVN6B RVN7B
FIXED SWIVEL WITHOUT BRAKE SWIVEL WITH BRAKE

DIAMETER 2"/50 mm 2-1/2"/64 mm 3"/76 mm 2"/50 mm 2-1/2"/64 mm 3"/76 mm 2"/50 mm 2-1/2"/64 mm 3"/76 mm
LOAD CAPACITY 88 lb 132 lb 175 lb 88 lb 132 lb 175 lb 88 lb 132 lb 175 lb
CASTER WIDTH 29/32” 1-1/4” 1-1/4” 29/32” 1-1/4” 1-1/4” 29/32” 1-1/4” 1-1/4”
TOTAL HEIGHT 2-29/32” 3-11/16” 4-7/32” 2-29/32” 3-11/16” 4-7/32” 2-29/32” 3-11/16” 4-1/6”

PLATE DIMENSION 2-3/4” x 2-3/32” 3-3/4” x 2-9/16” 3-3/4” x 2-9/16” 2-3/4” x 2-3/32” 3-3/4” x 2-9/16”  3-3/4” x 2-9/16”  2-3/4” x 2-3/32” 3-3/4” x 2-9/16”  3-3/4” x 2-9/16” 
HOLE DISTANCE 2-1/32” x 1-11/32” 2-31/32” x 1-3/4”  2-31/32” x 1-3/4” 2-1/32” x 1-11/32”  2-31/32” x 1-3/4” 2-31/32” x 1-3/4”  2-1/32” x 1-11/32” 2-31/32” x 1-3/4” 2-31/32” x 1-3/4” 

HOLE DIMENSION 11/32” x 7/16” 11/32” x 7/16” 11/32” x 7/16”
1 1 1 1 1 1 1 1 1

AVAILABLE On Request On Request On Request On Request On Request On Request On Request On Request On Request
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CASTERS

WHITE POLYURETHANE CASTERS

ITEM RN5F RN6F RN7F RN5G  RN6G RN7G RN5B RN6B RN7B
FIXED SWIVEL WITHOUT BRAKE SWIVEL WITH BRAKE

DIAMETER 2"/50 mm 2-1/2"/64 mm 3"/76 mm 2"/50 mm 2-1/2"/64 mm 3"/76 mm 2"/50 mm 2-1/2"/64 mm 3"/76 mm
LOAD CAPACITY 110 lb 132 lb 176 lb 110 lb 132 lb 176 lb 110 lb 132 lb 176 lb
CASTER WIDTH 29/32” 1” 1-7/32”  29/32”  1” 1-7/32”  29/32”  1”  1-7/32”
TOTAL HEIGHT 2-3/8” 3-5/16” 3-13/16” 2-3/8” 3-5/16” 3-13/16” 2-3/8” 3-5/16” 3-13/16”

PLATE DIMENSION 2-9/32” x 1-17/32”  3-15/16” x 2-1/32”  4-3/32” x 2-5/16”  2-5/8” x 1-7/8”  3-25/32” x 2-5/8”  4-1/8” x 3-1/32”  2-5/8” x 1-7/8”  3-25/32” x 2-5/8”  4-1/8” x 3-1/32” 
HOLE DISTANCE 53 x 23 mm  81 x 25 mm  83 x 36 mm 54 x 24 mm  76 x 41 mm  85 x 58 mm  54 x 24 mm  76 x 41 mm  85 x 58 mm 

HOLE DIMENSION 6.3 mm  8 mm 8.5 mm  6.3 mm  8 mm 8.5 mm  6.3 mm  8 mm 8.5 mm 
1 1 1 1 1 1 1 1 1

AVAILABLE On Request On Request On Request On Request On Request On Request On Request On Request On Request

PROFESSIONAL
USE

GRAY TPR CASTER WITH STAINLESS STEEL HARDWARE

ITEM RTI10F RTI10G RTI10B
FIXED SWIVEL WITHOUT BRAKE SWIVEL WITH BRAKE

DIAMETER 4"/100 mm 4"/100 mm 4"/100 mm
LOAD CAPACITY 243 lb 243 lb 243 lb
CASTER WIDTH 1-1/4” 1-1/4” 1-1/4”
TOTAL HEIGHT 5-3/8” 5-3/8” 5-3/8”

PLATE DIMENSION 3-3/4” x 2-3/4” 3-3/4” x 2-3/4” 3-3/4” x 2-3/4”
HOLE DISTANCE 2-7/8” x 1-7/8” 2-7/8” x 1-7/8” 2-7/8” x 1-7/8”

HOLE DIMENSION 11/32” x 1/2” 11/32” x 1/2” 11/32” x 1/2”
1 1 1

AVAILABLE On Request On Request On Request

PROFESSIONAL
USE

GRAY TPR CASTER

ITEM RTG15F RTG20F RTG15G RTG20G RTG15B RTG20B
FIXED SWIVEL WITHOUT BRAKE SWIVEL WITH BRAKE

DIAMETER 6"/150 mm 8"/200 mm 6"/150 mm 8"/200 mm 6"/150 mm 8"/200 mm
LOAD CAPACITY 441 lb 485 lb 441 lb 485 lb 441 lb 485 lb
CASTER WIDTH 1-31/32” 1-31/32” 1-31/32” 1-31/32” 1-31/32” 1-31/32”
TOTAL HEIGHT 7-1/2” 9-7/16” 7-1/2” 9-7/16” 7-1/2” 9-7/16”

PLATE DIMENSION 4-1/2” x 3-15/16” 4-1/2” x 3-15/16” 4-1/2” x 3-15/16”
HOLE DISTANCE 3-11/32” x 2-27/32” 3-11/32” x 2-27/32” 3-11/32” x 2-27/32”

HOLE DIMENSION 7/16” x 3/4” 7/16” x 3/4” 7/16” x 3/4”
1 1 1 1 1 1

AVAILABLE On Request On Request On Request On Request On Request On Request

MASTER
USE

RTI10F RTI10G RTI10B

RN5F RN5G RN5B

RTG15F RTG15G RTG15B

•	Durable plate-type bracket for secure mounting 
and stability.

•	Smooth ball bearing system ensures easy 
movement and long service life.

•	Plastic rim construction provides strength while 
reducing weight.

•	Ideal for material handling vehicles, mobile 
carts, and heavy furniture requiring strong load 
capacity.

•	Strong plate-type bracket for secure installation 
and stability.

•	Equipped with roller bearing for smooth 
movement and reliable load support.

•	Plastic rim construction provides strength with 
lightweight performance.

•	Perfect for material handling vehicles, mobile 
carts, and heavy-duty furniture.

•	Strong plate-type bracket for secure 
mounting and stability.

•	Designed for material handling vehicles, 
mobile carts, and heavy-duty furniture 
requiring reliable load support.
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BROWN POLYURETHANE CASTER

•	Durable plate-type bracket ensures 
secure mounting and stability.

•	Roller bearing system provides 
smooth movement and dependable 
load support.

•	Plastic rim construction delivers 
strength while keeping the wheel 
lightweight.

•	Ideal for material handling vehicles, 
mobile carts, and heavy furniture 
requiring high load capacity.

ITEM RPU10F RPU12F RPU16F RPU18F RPU10G RPU12G RPU16G RPU18G RPU10B RPU12B RPU16B RPU18B
FIXED SWIVEL WITHOUT BRAKE SWIVEL WITH BRAKE

DIAMETER 4"/100 mm 5"/125 mm 6"/150 mm 8"/200 mm 4"/100 mm 5"/125 mm 6"/150 mm 8"/200 mm 4"/100 mm 5"/125 mm 6"/150 mm 8"/200 mm
LOAD CAPACITY 485 lb 331 lb 441 lb 485 lb 485 lb 331 lb 441 lb 485 lb 441 lb 331 lb 441 lb 485lb
CASTER WIDTH 1-31/32” 1-31/32” 1-31/32” 1-31/32” 1-31/32” 1-31/32” 1-31/32” 1-31/32” 1-31/32” 1-31/32” 1-31/32” 1-31/32”
TOTAL HEIGHT 5-19/32” 6-15/32” 7-1/2” 9-7/16” 5-19/32” 6-15/32” 7-1/2” 9-7/16” 5-19/32” 6-15/32” 7-1/2” 9-7/16”

PLATE DIMENSION 4-1/2” x 3-15/16” 4-1/2” x 3-15/16” 4-1/2” x 3-15/16”
HOLE DISTANCE 3-11/32” x 2-27/32” 3-11/32” x 2-27/32” 3-11/32” x 2-27/32”

HOLE DIMENSION 7/16” x 3/4” 7/16” x 3/4” 7/16” x 3/4”
1 1 1 1 1 1 1 1 1 1 1 1

AVAILABLE On Request On Request On Request On Request On Request On Request On Request On Request On Request On Request On Request On Request

PROFESSIONAL
USE

PHENOLIC CASTER

ITEM RFE10F RFE15F RFE20F RFE10G RFE15G RFE20G RFE10B RFE15B RFE20B
FIXED SWIVEL WITHOUT BRAKE SWIVEL WITH BRAKE

DIAMETER 4"/100 mm 6"/150 mm 8"/200 mm 4"/100 mm 6"/150 mm 8"/200 mm 4"/100 mm 6"/150 mm 8"/200 mm
LOAD CAPACITY 441 lb 617 lb 728 lb 441 lb 617 lb 728 lb 441 lb 617 lb 728 lb
CASTER WIDTH 1-31/32” 1-31/32” 1-31/32” 1-31/32” 1-31/32” 1-31/32” 1-31/32” 1-31/32” 1-31/32”

TOTAL HEIGHT 5-19/32” 7-1/2” 9-7/16” 5-19/32” 7-1/2” 9-7/16” 5-19/32” 7-1/2” 9-7/16”

PLATE DIMENSION 4-1/2” x 3-15/16” 4-1/2” x 3-15/16” 4-1/2” x 3-15/16”

HOLE DISTANCE 3-11/32” x 2-27/32” 3-11/32” x 2-27/32” 3-11/32” x 2-27/32”

HOLE DIMENSION 7/16” x 3/4” 7/16” x 3/4” 7/16” x 3/4”

1 1 1 1 1 1 1 1 1
AVAILABLE On Request On Request On Request On Request On Request On Request On Request On Request On Request

MASTER
USE

CASTERS

RPU12F RPU12BRPU12G

RFE15F RFE10G RFE15B

•	Strong plate-type bracket for stable and secure 
mounting.

•	Roller bearing system ensures smooth operation 
under heavy loads.

•	Plastic rim construction combines strength with 
reduced weight.

•	Perfect for material handling vehicles, mobile 
carts, and heavy-duty furniture requiring reliable 
support.
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