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We are constantly improving our products, that is why the information, characteristics and 
availability of them can change without prior notice.
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WIRING AND CHANNELING

NAIL-IN CABLE CLIP

•	Concrete nails with durable polyethylene clip.
•	Convenient 20-piece pack.

ITEM NAIL LENGTH COLOR AVAILABLE
GRAC5 13/64" (5 mm) 1 On Request
GRAC6 15/64" (6 mm) 1 On Request
GRAC8   5/16" (8 mm) 1 On Request
GRAC10  25/64" (10 mm) 1 On Request
GRAC12 15/32" (12 mm) 1 On Request
GRAC16 5/8" (16 mm) 1 On Request

GENERAL
USE

CABLE STAPLES 
CHARACTERISTICS:

•	Flauted nail with flat top, 

special for concrete.

•	100% high density polyethylene 

with UV protection for 

environment.

•	Internal space that respect the 

wire’s impedance and give a 

better clamping.

CORRUGATED FLEXIBLE CONDUIT

•	Made of high-density polyethylene (HDPE).
•	Electrical insulation resistance greater than 100 MΩ.
•	High resistance to natural elements (water, soil, UV rays).
•	Reinforced metal guide for easier cable installation.
•	Maximum flexibility to prevent tube collapse.
•	Distance indicator ring every meter.

ITEM DIAMETER LENGHT APPLICATION WITH GUIDE AVAILABLE
136852 1/2" (12.7 mm) 328.08 ft (100 m) Residential  1 P
136853 3/4" (19.05 mm) 164.04 ft (50 m) Residential  1 P
136854 1" (25.4 mm) 164.04 ft (50 m) Residential  1 P
136850 1/2" (12.7 mm) 328.08 ft (100 m) Residential  1 P
136851 3/4" (19.05 mm) 164.04 ft (50 m) Residential  1 P
136855 1" (25.4 mm) 164.04 ft (50 m) Residential  1 On Request
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