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MACPHERSON STRUT SPRING

ITEM LENGTH

107256 26” 1

02

AUTOMOTIVE 
TOOLS

TOOLS FOR BODYWORK

HYDRAULIC BODY REPAIR

ITEM CAPACITY PISTON DISPLACEMENT MINIMUM PISTON LENGTH WORK PRESSURE OIL CAPACITY

EQC4 4 t 4-3/4” 11” 56 Mpa 10.31 oz
EQC10 10 t 5” 13-3/16” 62 Mpa 14.70 oz

•	For body repairs, rescue work or for any push application, 
separation, traction or elevation that requires hydraulic 
power.

•	For body repairs, rescue work or for any push application, 
separation, traction or elevation that requires hydraulic 
power.

CHASIS

INNER TIE TOOL SET

•	Rusty resistance finished.
•	For removal and installation of interior steering tie rods that do not have the 

full hex, without removing the chasis.
ITEM CAPACITY

107377 22,046 lb 1

CONTENT

7 Crowfoot wrenches  1-3/16”, 1-1/4”, 
1-5/16”, 1-7/16”, 14 mm, 17 mm, 33.6 mm

1 Extra-long steel bar 20” ( 50,8 mm)

8
PIECES

•	For most Mcpherson type suspension springs.
•	Made of alloy steel.
•	Heat bolts heat treated.
•	Can be used with manual or impact tools.

t CAPACITY
4 TONS

t CAPACITY
10 TONS

EQC4 EQC10
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BRAKE TOOL KIT

ITEM PIECES

107357 7 1

FORK SEPARATORS

ITEM TYPE A B C

107251 Tie rod 15-25/32” 23/32” 2-13/16” 1
107252 Ball joint 11-13/16” 15/16” 2-7/8” 1

PICKLE FORK SET

ITEM PIECES    

107253 5 1

Description
Size

Inches

A

C B A: 4 15/16 ” (125,4 mm)
B: 13/32”  (27,6 mm)
C: 2 55/64” ( 72,5 mm)

A

C
B

A: 4 15/16 ” (125,4 mm)
B: 11/16”  (17,3 mm)
C: 3” ( 76 mm)

A

C B
A: 4 15/16 ” (125,4 mm)
B: 31/32”  (24,4 mm)
C: 2 63/64” ( 75,8 mm)

A
A: 7 3/32” (180 mm)

A
A: 7 29/32” (201 mm)

Separador de brazo pitman /
Pitman arm wedge

Horquilla Separadora de Rótula de 
Dirección / Tie/rod spreaders

Separador de junta de bola / 
Ball joint separator

Maneral con entrada para 
herramineta neumática / 
Handle for pneumatic use

Maneral roscado para uso manual / 
Handle for manual use

Pitman arm wedge

A 4-15/16”

B 13/32”

C 2-55/64” 
A

C B A: 4 15/16 ” (125,4 mm)
B: 13/32”  (27,6 mm)
C: 2 55/64” ( 72,5 mm)

A

C
B

A: 4 15/16 ” (125,4 mm)
B: 11/16”  (17,3 mm)
C: 3” ( 76 mm)

A

C B
A: 4 15/16 ” (125,4 mm)
B: 31/32”  (24,4 mm)
C: 2 63/64” ( 75,8 mm)

A
A: 7 3/32” (180 mm)

A
A: 7 29/32” (201 mm)

Separador de brazo pitman /
Pitman arm wedge

Horquilla Separadora de Rótula de 
Dirección / Tie/rod spreaders

Separador de junta de bola / 
Ball joint separator

Maneral con entrada para 
herramineta neumática / 
Handle for pneumatic use

Maneral roscado para uso manual / 
Handle for manual use

Tie/rod spreaders

A 4-15/16”

B 11/16”

C 3”

A

C B A: 4 15/16 ” (125,4 mm)
B: 13/32”  (27,6 mm)
C: 2 55/64” ( 72,5 mm)

A

C
B

A: 4 15/16 ” (125,4 mm)
B: 11/16”  (17,3 mm)
C: 3” ( 76 mm)

A

C B
A: 4 15/16 ” (125,4 mm)
B: 31/32”  (24,4 mm)
C: 2 63/64” ( 75,8 mm)

A
A: 7 3/32” (180 mm)

A
A: 7 29/32” (201 mm)

Separador de brazo pitman /
Pitman arm wedge

Horquilla Separadora de Rótula de 
Dirección / Tie/rod spreaders

Separador de junta de bola / 
Ball joint separator

Maneral con entrada para 
herramineta neumática / 
Handle for pneumatic use

Maneral roscado para uso manual / 
Handle for manual use

Ball joint separator

A 4-15/16”

B 31/32”

C 2-63/64”

A

C B A: 4 15/16 ” (125,4 mm)
B: 13/32”  (27,6 mm)
C: 2 55/64” ( 72,5 mm)

A

C
B

A: 4 15/16 ” (125,4 mm)
B: 11/16”  (17,3 mm)
C: 3” ( 76 mm)

A

C B
A: 4 15/16 ” (125,4 mm)
B: 31/32”  (24,4 mm)
C: 2 63/64” ( 75,8 mm)

A
A: 7 3/32” (180 mm)

A
A: 7 29/32” (201 mm)

Separador de brazo pitman /
Pitman arm wedge

Horquilla Separadora de Rótula de 
Dirección / Tie/rod spreaders

Separador de junta de bola / 
Ball joint separator

Maneral con entrada para 
herramineta neumática / 
Handle for pneumatic use

Maneral roscado para uso manual / 
Handle for manual use

Handle for pneumatic use A 7-3/32”

A

C B A: 4 15/16 ” (125,4 mm)
B: 13/32”  (27,6 mm)
C: 2 55/64” ( 72,5 mm)

A

C
B

A: 4 15/16 ” (125,4 mm)
B: 11/16”  (17,3 mm)
C: 3” ( 76 mm)

A

C B
A: 4 15/16 ” (125,4 mm)
B: 31/32”  (24,4 mm)
C: 2 63/64” ( 75,8 mm)

A
A: 7 3/32” (180 mm)

A
A: 7 29/32” (201 mm)

Separador de brazo pitman /
Pitman arm wedge

Horquilla Separadora de Rótula de 
Dirección / Tie/rod spreaders

Separador de junta de bola / 
Ball joint separator

Maneral con entrada para 
herramineta neumática / 
Handle for pneumatic use

Maneral roscado para uso manual / 
Handle for manual useHandle for manual use A 7-29/32”

•	Useful for separating ball joints and pitman arms.

5
PIECES

•	For cars and light trucks.
•	Chrome coating.

•	Ideal for separating steering ball joints from the 
steering knuckle..

107252

107251

•	Ideal for separating steering tie rods.

B C

A

107251

A: 15 25/32 ” (401 mm)
B: 23/32”  (18 mm)
C: 2 13/16” ( 71 mm)

B C

A

107252

A: 11 13/16 ” (300 mm)
B: 15/16”  (24 mm)
C: 2 7/8” ( 73,5 mm)

CHASIS

STEERING WHEEL LOCK PLATE REMOVE

•	Removes the locking plate of the steering wheel.
•	Designed for air bag equipped vehicles.
•	Made on steel with plastic handle for adjustment.
•	Includes forcing screw designed to generate large thrust forces to release the object 

to remove.
ITEM JAW LENGTH MAXIMUM OPENING SCREW LENGTH

107297 4-3/4” 2-3/8” 5-3/4” 1

CV BOOT CLAMP

ITEM MAXIMUM OPENING TOTAL LENGTH

107254 1-1/16" 9” 1

For crimping eartype CV 
boot clamps on front 
wheels vehicles fuel and 
cooling system hoses.

•	Can also be used in some fuel filter clamps, water pumps and cooling system hoses.

BREAKE TOOLS

HONES FOR BRAKE CYLINDERS

ITEM MINIMUM OPENING MAXIMUM OPENING

107202 1/2” 2-1/2” 4
107203 3/4” 2-1/2” 1
107204 1-1/4” 3-1/2” 1  

•	Remove all impurities from the brake drums.       
•	Usable in any Surtek drill.
•	Adjustable pressure controlled by a nut.  
•	Flexible and highly stable heads at high speeds.

7
PIECES

ITEM FOR ITEMS

107206 107202 6
107209 107203 6
107212 107204 6

107206

107204107203107202

Quantity Description
1 Brake spring plier
1 8-1/2” drum brake adjustment tool
1 Brake shoe hold down spring tool
1 One man brake bleeder kit
1 Disc pad brake spreader
1 Disc brake piston tool
1 Hoses and adaptors set
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1” DRIVE 6-POINT & 4-POINT TRUCK WHEEL IMPACT SOCKET

ITEM SQUARE DRIVE  SQUARE OPENING HEX OPENING TOTAL LENGTH

107283 1" 13/16" 1-1/2" 3-13/16” 1

DAMAGED THREAD LUG NUT REMOVER

•	Removes stripped truck lug nuts.
•	Made of chrome - molybdenum steel alloy.

ITEM EXTRACTOR SIZE OUTER HEX SIZE

107285 1-3/16" 1-1/2" 1

1” DRIVE 6-POINT TRUCK WHEEL IMPACT SOCKETS

•	Made of chrome-molybdenum 
steel alloy. 

•	For using with impact wrenches. •	  
ITEM SQUARE DRIVE OPENING SIZE  TOTAL LENGTH

107279 1" 1-3/16" 3-3/8” 1
107280 1" 1-1/4" 3-3/8” 1
107281 1" 33 mm 3-3/8” 1
107282 1" 1-1/2" 3-3/8” 1

1” DRIVE 4-POINT  WHEEL TRUCK IMPACT SOCKET

•	To loosen or tighten lug nuts 
used in DRW.

•	Made of chrome-molybdenum 
steel alloy.

•	For using with impact wrenches.
ITEM SQUARE DRIVE OPENING SIZE TOTAL LENGTH

107284 1" 13/16" 3-1/8" 1

WHEELS

DISK BRAKE PISTON TOOL

•	For cars with 4-wheel disc brakes.
•	For 6 different piston cavity designs.    
•	3/8 “frame to use ratchet and extension.

ITEM SQUARE

107218  3/8” 1

PAD SPREADER FOR DISC BRAKE

•	 For most small cars and trucks.
•	Composed of disc brake piston for easy pad installation.

ITEM DIMENSIONS

107219  9-7/16” x 2-3/8” x 2-3/8” 1

BRAKE SPRING PLIERS

•	Double ended tool for removing and installing brake spring.
•	Meet with standard GGG-P-00474.

ITEM OPENING

107200 13/16” 1

BRAKE SHOE RETAINER SPRING TOOL

•	Useful to remove and install brake spring washers with diameters from 5/8” to 
7/8”.

ITEM MINIMUM DIAMETER MAXIMUM DIAMETER

107216 5/8” 7/8” 1

BREAKE TOOLS

107282107281

1”

1”

1”

•	 Features a 13/16” drive to 
loosen or tighten lug nuts 
used in DRW. 

•	Made of chrome-
molybdenum steel alloy. 

•	For using with impact 
wrenches.
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TIRE TOOLS

PROFESSIONAL TIRE GAUGE

•	For use in cars and light trucks.
•	Chrome steel body.
•	Thread size: NPT 1/4 “.
•	Connector type: male / female.
•	Dual head design for valves with internal and external 

direction
•	Plastic bar plunger.

ITEM MAXIMUM PRESSURE TOTAL LENGTH

107274 120 psi 15” 6

DOUBLE HEAD TIRE GAUGE

•	For use in cars and light trucks.
•	Chrome steel body.
•	Thread size: NPT 1/4 “
•	Connector type: male / female.
•	Dual head design for valves with internal and external 

direction.
•	Plastic bar plunger.

ITEM MAXIMUM PRESSURE TOTAL LENGTH

107270 120 psi 8” 6

DIAL TYPE TIRE GAUGE

•	 For use with cars.
•	With button to set the reading.

ITEM MAXIMUM PRESSURE

107269 60 psi 12

TIRE VALVE REPAIR TOOL

•	4 tools in 1. 
•	Install and remove valve cores.
•	Extracts core from damaged valves.
•	Rectifies the internal and external thread 

of the valve.
ITEM DIMENSIONS

107268 3-3/4” x 5-1/2” x 25/32” 1

SCREWDRIVER VALVE STEM CORE REMOVER

•	Designed to install valve stem cores simpler and faster.
ITEM  TOTAL LENGTH WIDTH HEIGTH DESCRIPTION

107267 3-3/8” 5/8” 9/16” Small 6
107264 4-17/32” 15/32” 15/32” Large 6

107264
WIDTH LENGTH

HEIGH

107267

FOLDING LUG WRENCH

ITEM LENGTH A B C D

LLC14P 14” 3/4” 7/8” 13/16” 17 mm 1

LUG WRENCHES

ITEM LENGTH FOR A B C D

7651N 14” Car 3/4” 7/8” 13/16” 17 mm 5
7651C 18” Car 3/4” 7/8” 13/16” 17 mm 6
7652C 20” Car 3/4” 7/8” 13/16” 17 mm 6
7650L 26” Minibus 1” 1-1/6” 21 mm 24 mm 1
7650S 26” Van 7/8” 1” 1-1/8” 1-1/16” 1

TRUCK WHEEL WRENCHES

ITEM LENGTH HEXAGONAL SOCKET “A” HEXAGONAL SOCKET “B” SQUARE SOCKET “B”

 Double hexagonal socket
70 18” 7/8” 15/16” n/a 1
72 16” 1” 1-1/16” n/a 1
77 16” 1-1/16” 1-1/4” n/a 1
78 16” 1-1/8” 7/8” n/a 1
82 18” 30 mm 33 mm n/a 1

  Hexagonal socket and square socket
75 16” 15/16” 1--1/8” 13/16” 1
79 16” 1-1/2” n/a- 13/16” 1

•	Ideal for truck and bus nuts.
•	Made of steel for the massive change of wheels.
•	Black oxide finish.

Square 
opening

Hexagonal 
opening

•	Designed for massive wheel change due to alloy steel.
•	Polished and chrome finish.
•	Meet with standard GGG-W-644C.

70

•	Used to remove nuts or studs for cars, trucks, and light 
duty trucks.

7650L

A

B

C

D

BULK

BULK

CHROME
FINISH

•	90° Foldable design for convenient 
storage.

•	Made of carbon steel.
•	Meet with standard GGG-W-644B.
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FUEL LINE DISCONNECT TOOL AND A/C

•	 Open spring insurance on fuel lines.      
•	Useful for equipment spring couplers
•	air conditioning, radiator and transmission 

lines.
ITEM MOTORS

107272 Ford® (81 ahead)
Chrysler® (Series LH) 1

FUEL LINE DISCONNECT TOOLS

•	 Open spring insurance on fuel lines.
ITEM MOTORS

107271 GM®, Ford®, Chrysler® 1

DISCONNECT TOOL SET LINE

ITEM PIECES

107346 7 1

Size
1/4”

5/16”

7/8”

3/4”

5/8”

1/2”

3/8”

ENGINE

NEOPRENE SPARK PLUG SOCKETS

 

ITEM SIZE

  3/8” spark plug socket
F512050 5/8” 6

F5126HPA 13/16” 6
  1/2” spark plug socket

F582050 5/8” 6
F5826HPA 13/16” 6

OIL PRESSURE SWITCH SOCKET, 1/2” 
DRIVE

ITEM OPENING

BF583234 1” y 1-1/16” 1

OXYGEN SENSOR SOCKET, 3/8” DRIVE

ITEM OPENING SIZE

BF5130S 7/8” 1

•	Special sockets to access the engine 
head and engage the spark plug.

•	With neoprene insert that holds the 
spark plug and facilitates removal.

•	To remove and install them, the 
oxygen sensor socket.

•	Fits 1” and 1-1/16” hexagon 
switches with lengths up to 2-5/8”.

•	 Ideal for quick couplers on automotive hoses.
•	Easily disconnects air conditioning lines  and fuel 

line quick connect.

F512050 F5826HPA

ENGINE CYLINDER HONE

ITEM MINIMUM OPENING MAXIMUM OPENING

107227 2” 7” 1
  Repuestos

ITEM GRIT TYPE

107228 Fine 1
107229 Medium 1
107230 Coar 1

VALVE SPRING COMPRESSORS

ITEM MINIMUM 
OPENING

MAXIMUM 
OPENING THROAT CLEARANCE

107224 2-5/32” 6-7/8” 6-1/2” 1
107225 1-3/8” 7-7/8” 9-7/8” 1

107228

•	Ideal to remove all impurities from the internal  
parts of automotive cylinders.

107227

7 
PIECES

MECHANIC STETHOSCOPE

•	Quickly locate noises in the engine, bearings, transmission and other moving parts.
•	Super slim internal diaphragm that amplifies sound.
•	Plastic ear phones which helps to shut out outside noises.

ITEM ROD LENGTH

107246 12” 1

CARBURETOR  ADJUSTING TOOL

ITEM LENGTH

107235 11-1/2” 1

6
PIECES

•	Includes 5 quick change adaptor tips for multiple applications.
•	Flexible shaft easily reaches into confined areas.
•	Convenient adaptor tip storage located in handle and plastic boot.

107224

107225

•	Ideal for compressing the spring and removing 
the engine valve seals.

•	Adjustable handle that allows working in tight 
spaces. BULK
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ENGINE

OIL FILTER WRENCHES

  

ITEM 107319 107314 107315 5 10
TYPE 3 legs 3 jaws Strap Universal Universal

MINIMUM CAPACITY 2-7/16” 2-1/2” 6” 2-3/4” 3-7/16”
MAXIMUM CAPACITY 4-3/4” 3-7/8” 10-5/16” 3-1/4” 3-3/4”

1 1 1 1 1

SERPENTINE BELT TOOL

8
PIECES

•	To release tension on serpentine belt using the idler pulley.
•	It allows working in hard reach places.

ITEM PIECES

107259  8 1

Quantity Description
1 23” x 3/8” long flat bar
1  9” x 1/2” short flat bar
3 3/8” Hex square socket (15 mm, 16 mm, 18 mm)
3 3/8” Crowfoot wrench (13 mm, 14 mm, 15 mm)

•	Fits the filter size to easily remove 
it.

•	Adjustable wrench that 
removes hard to get at 
filters.

•	Quick adjustment in filter size 
that makes it easy to replace.

•	Stainless steel band that offers great grip 
for installing or replacing filter wrenches.

UNIVERSAL VALVE SPRING COMPRESSOR

ITEM MAXIMUM OPENING JAW LENGTH THROAT DEPTH

107378 4" 4-1/4” 2-1/8” 1

PISTON RING COMPRESSOR

ITEM ENGINE HEIGHT MINIMUM OPENING MAXIMUM OPENING

107221 Gasoline 3-1/2” 2-1/8” 5”- 1
107222 Gasoline 3-1/2” 3-1/2” 7”- 1
107275 Diesel 5-7/8” 3-1/2” 7”- 1

•	1/2 ”spring steel bands.
•	Clutch control with ratchet mechanism.
•	Compress the rings over the piston grooves until they 

are flush.
•	Double  friction brake adjustment and hardened tool 

ratthet.

•	With hexagonal wrench, safety valve and 
special steel spring.

•	For easy installation of truck and tractor 
diesel engine pistons.

PISTON RING INSTALLER PLIER

•	Made of steel.
•	Plastic coated handles.
•	To easily install and remove piston 

rings.
ITEM RINGS OPENING

107276 3/64" a 1/4" 1

TIMING-ADVANCE TESTERS

ITEM TYPE ADVANCE DWELL VOLTAGE TACH

107369 Rotating knob 0 - 60 n / a 0 - 16 V 200 - 10 000 RPM 1
107368 Digital 0 - 60 0 - 99.9% 0 - 16 V 200 - 10 000 RPM 1

HIGH PRESSURE ENGINE 
CLEANING BLOWGUN

ITEM CAPACITY

PLM1 34 oz 1

•	Xenon light that offers great visibility 
to time reading.

•	With rotary knob to show degrees of 
time advance.

•	LED diagnostic indicator shows 
accurate engine RPM, Dwell Angle, Volt 
and Advance Degree.

•	With digital monitor for easy reading.

107369 107368

•	Non-continous air flow.
•	Interchangeable air conector.
•	Suction feeding type.
•	3/8” internal hose diameter 

recomended.

POWER STEERING PULLEY PULLER AND INSTALLER KIT

6
PIECES

ITEM PIECES

107293 6 1

•	To remove the pulleys from the direction.
•	Fits pulleys (1-1 / 8 “to 1-3 / 8”).
•	Works on most GM®, Ford® and 

Chrysler®vehicles

107319 107314 107315

10
De banda

107221 107275

Quantity Description
1 Forcing screw 5/8” - 18NF x 2,5” long
1  Forcing screw 5/8” - 18NF x 4” long
1 Forcing screw 3/8” - 16NC x 4” long

1
Forcing screw with two threads
	 3/8” - 16NC tip
	 M8 x 1,25 x 18 mm long

1 Steel Sleeve 46 mm interior diameter
1 Jaw set 35 mm
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JUMPER CABLES

 

ITEM CALIBER LENGTH CAPACITY

107344 8 10 ft 175 A 1
107343 8 12 ft 175 A 1

ENGINE

COMPACT SPARK PLUG COMPRESSION TESTER

•	For gasoline engines.
•	With universal “push” adapter that fits most spark 

plug holes.
ITEM MINIMUM PRESSURE MAXIMUM PRESSURE

107367 50 psi 300 psi 1

SPARK PLUG SOCKET

•	Black oxide finish for better rust resistance.
ITEM OPENING SIZE  TOTAL LENGTH

30P 5/8”  4” 12
40P 13/16”  3-3/4” 12

THREAD CHASER

•	Ideal for cleaning tartar, carbon residues and 
rectifying spark plug threads.

•	A 13/16 ”long socket is used.
•	Double end for threads of 14 and 18 mm.
•	Ideal for cleaning spark plug hole threads of dirt 

and carbon buildup.
•	Use with a 13/16” deep socket.
•	Double end for threads of 14 and 18 mm.

ITEM THREAD SIZE

107239 M18 x 1.25 mm 1

ENGINE STAND

•	Two front swivel casters.
ITEM LOAD CAPACITY

137050 1,000 lb 1

COMPRESSION TESTER SET

•	Wide variety of accessories for most vehicles.
•	Ideal for gasoline pump in fuel-injection 

engines.
ITEM MAXIMUM PRESSURE

107277 100 psi (7 Bar) 1

CYLINDER HEAD RETHREADER SET

ITEM THREAD SIZE

107238 M14 x 1.25 mm 1

•	Repair damage 14 mmspark plug threads.
•	Does not require drilling or machining.
•	Inserts autofit into old spark plug hole quiting the need 

to replace the cylinder head.

30P

5
PIECES

BULK

ELECTRIC SYSTEM

107343

•	Iron lamite jaw clamps to 
protect and improve contact.

•	8 AWG wire.

BATTERY POST AND TERMINAL CLEANER

•	Cleans corrosion from terminals as well as cable connectors.
ITEM BRUSH LENGTH

107313 1-7/64” 1

SPARK PLUG WIRE TESTER

•	Connects between the spark plug and the spark plug wire to detect ignition 
functionality.

•	Useful to locate faulty spark plug wires.
ITEM DIMENSIONS

107307 2-3/4” x 7-11/16” x 25/32” 1

BATTERY HYDROMETER

\

•	Accurate measurements in cold or hot.
•	For 6, 12 and 24 Volts systems.
•	Detects overcharges.

ITEM CAPACITY

107365 15,6 - 18,4 lbf/in2 1
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MECHANIC CREEPERS

•	3 position adjustable header.
•	Durable vinyl cushion cover.
•	Swivel casters. 
•	Strong and durable metal structure.

ITEM LENGTH / WIDTH

137067 48” x 16” 1

•	3 position adjustable header.
•	Durable vinyl cushion cover.
•	Swivel casters.
•	Strong and durable metal structure.

ITEM LENGTH / WIDTH

137068 40” x 16” 1

•	Durable vinyl cushion cover.
•	Swivel casters.
•	Strong and durable metal structure.

ITEM LENGTH / WIDTH

137070 36” x 17” 1
137069 40” x 16” 1

•	2 side compartments.
•	Ergonomic and comfortable design.
•	Cushion support.

ITEM LENGTH / WIDTH

137073 40” x 20” 1
Replacements

ITEM FOR ITEMS

R137073 137073 6

GENERAL USE

MAGNETIC TRAYS

ITEM TYPE DIMENSIONS

107362 Rectangle 9-7/16” x 5-1/2” 1
ITEM TYPE DIAMETER

107361 Round 6” 1

UTILITY CARTS AND STOOLS

ITEM SEAT DIAMETER HEIGHT MAXIMUM 
LOAD CAPACITY

137079 14” 30-5/16” 265 lb 1

ITEM
SEAT DIAMETER

MINIMUM 
HEIGHT

MAXIMUM 
HEIGHT

MAXIMUM 
LOAD 

CAPACITYpulg

137074 15” 15” 19-1/4” 300 lb 1

ITEM SEAT DIMENSION HEIGHT SEAT 
DIMENSION

137071 14-3/16” 14-3/8” 198 lb 1

R137073

Cushion Swivel Mobile

•	Anti-slip bases.
•	Chrome steel structure.
•	Cushion seat made of PVC.

•	Cushion seat and swivel casters.
•	Adjustable height.
•	Lower tool tray or small parts. •	PVC coated cushion  base.

•	Deposit to store tools.
•	Chrome steel frame with 4 2 “PVC casters.

137067
Creeper-Seat

137068
Adjustable

137069

Cushion Plastic
137073

•	Made of stainless steel.
•	Solvent resistant rubber base.
•	Can be adhere to any ferrous surface.	

•	Made of stainless steel.
•	Solvent resistant rubber base.
•	Can be adhere to any ferrous surface.
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MULTIPURPOSE SCRAPER

•	Vinyl coated handle.
•	To remove paint, sealant, labels, stickers, etc.

ITEM KNIFE WIDTH

120128 2-1/2” 1

GENERAL USE

TELESCOPIC MAGNETIC PICK-UP TOOLS

  

ITEM MT01 MT02 MT04 MT03
TYPE Telescopic Telescopic Flexible Flexible

MINIMUM EXTENSION 5-1/8” 5” - -
MAXIMUM EXTENSION 25” 25” 23” 20”

LIFT CAPACITY 3,3 Ib 1 Ib 4,4 Ib 1 Ib
1 1 1 1

SEAL & O-RING PICK

•	Install or remove sealing rings.
•	Double point, hook and offset.
•	Knurled body.
•	Chrome plated finish.

ITEM LENGTH

107299 11-7/16” 1

UPHOLSTERY REMOVER

•	Ideal to remove staples, mantenance.
•	30 ° bend offering better reach and better lever 

application.
ITEM MATERIAL

107379 Hardened steel, chrome finish 1

HOSE CLAMP PLIERS

•	Rotating tips
•	Firm clamping ratchet system.
•	Double dip coated handles.

ITEM MAXIMUM OPENING TOTAL LENGTH

107376 2-1/2" 9" 1

To easily install or remove automotive 
clamps types:

HC DWCTB

TELESCOPIC INSPECTION MIRRORS

ITEM MIRROR SIZE MAXIMUM EXTENSION MINIMUM EXTENSION

EIT01 2” x 3-1/2” 11-3/4” 17-5/16” 1
EIT02 2” 10-1/8” 15-3/4” 1 
EIT03 1-3/16” x 2” 8” 28-1/8” 1
EIT04 1-3/16” 9-1/4” 14-3/4” 1

EIT01

EIT02

EIT03

EIT04

•	Recover small objects from hard-to-reach places.
•	With light that facilitates the search for objects.
•	Includes 3 LSR44 1.5V batteries.

•	Flexible cable that allows lifting metallic or 
non-metallic objects in hard to reach places.

MT01 MT02 MT04 MT03




