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PROFESSIONAL HYDRAULIC LONG FLOOR JACKS

ITEM  GPP2  GPP3  GPP5  GPP10  GPP20
CAPACITY 2 t (4,409 lb) 3 t (6,614 lb) 5 t (11,023 lb) 10 t (22,046 lb) 20 t (44,092 lb)

MINIMUM HEIGHT 5-1/2" 5-1/2" 6-5/16" 6-11/16" 8-11/16"
MAXIMUM HEIGHT 31-1/2" 26" 22" 22-7/16" 26-3/4"

LENGTH 51-3/16" 44-7/8" 54" 58-1/4" 60-5/8"
UNIT WEIGHT 127,9 lb 123,5 lb 198,4 lb 286,6 lb 474 lb

1 1 1 1 1

COMPACT HYDRAULIC FLOOR JACKS

ITEM GPC2 
CAPACITY 2 t (4,409 lb)

MINIMUM HEIGHT 5-1/8"
MAXIMUM HEIGHT 13"

LENGTH 17-7/16"
UNIT WEIGHT 18,1 lb

1

AIR HYDRAULIC BOTTLE JACK

ITEM GBH20
CAPACITY 20 t (44,092 lb)

MINIMUM HEIGHT 10-1/2"
MAXIMUM HEIGHT 20-1/2"

HYDRAULIC EXTEND 6-1/2"
SCREW EXTEND 3-15/64"

1

03

HYDRAULIC AND 
LIFTING EQUIPMENT

HYDRAULIC BOTTLE JACKS

HYDRAULIC JACKS

 GPP2  GPP3  GPP5

 GPP10  GPP20

•	Steel body.
•	Rear swivel wheels that facilitate the accommodation of the jack.
•	Steel lifting handle with plastic grip.

•	Detachable lift handle with 
handle non-slip plastic grip.

•	Rear swivel wheels that facilitat 
cat accommodation.

•	Reinforced steel structure.
•	Plastic handle for easy 

transportation.
•	With approach and loading 

pump.
•	Release valve on handle.

•	Steel body.
•	Air pressure range 90-175 psi.

NEWNEW

t LIFTING CAPACITY
2 TONS

t LIFTING CAPACITY
2 TONS t LIFTING CAPACITY

3 TONS

t LIFTING CAPACITY
20 TONS

t LIFTING CAPACITY
20 TONS

t LIFTING CAPACITY
5 TONS

t LIFTING CAPACITY
10 TONS
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u r r e a p r o f e s s i o n a l t o o l s . c o m

HYDRAULIC BOTTLE JACKS

HYDRAULIC BOTTLE JACKS

ITEM GBS2 GBS4 GBS6 GBS8 GBS12 GBS16 GBS20 GBS32 GBS50
CAPACITY 2 t (4,409 lb) 4 t (8,818 lb) 6 t (13,228 lb) 8 t (17,637 lb) 12 t (26,455 lb) 16 t (35,274 lb) 20 t (44,092 lb) 32 t (70,548 lb) 50 t (110,231 lb)

MINIMUM HEIGHT 6-1/4" 7" 7-3/4" 8" 8-1/2" 8-7/8" 9-5/8" 11-1/4" 11-13/16"
MAXIMUM HEIGHT 12-1/8" 13-3/4" 15" 15-3/8" 15-3/4" 16-3/4" 17-11/16" 18-5/16" 18-7/8"

HYDRAULIC STROKE 3-1/2" 4-5/16" 5" 5" 5" 5-1/2" 5--11/16" 7" 7"
HEIGHT EXTENSION 2-3/8" 2-3/8" 2-3/8" 2-3/8" 2-3/8" 2-3/8" 2-3/8" / /

WEIGHT 4,9 lb 6,8 lb 9 lb 10,8 lb 14,3 lb 16,8 lb 22,5 lb 29,1 lb 66,1
1 1 1 1 1 1 1 1 1

•	Reinforced steel structure.
•	SAE10 hydraulic oil powered steel plunger.
•	Nylon and rubber gaskets.
•	Wide steel base.
•	Meet with the Mexican standard: NOM-046-SCFI-1999.

GBS12 GBS16

GBS2

GBS20 GBS32

 GBS4

 GBS50

GBS6  GBS8

HYDRAULIC SHOP PRESSES, WITH BOTTLE JACK

ITEM
CAPACITY

WORKING RANGE (G) HYDRAULIC 
STROKE (R) BED WIDTH (A) EXTERNAL 

WIDTH (B)TON LB

PHI12 12 t 26,455 0 - 24-3/8" 4-3/4" 20" 20" 1    
PHI20 20 t 44,092 0 - 36" 5-1/2" 23-5/8" 25-3/8" 1    
PHI30 30 t 66,139 0 - 37-13/16" 5-1/2" 25-3/16" 25-3/16" 1    

•	Reinforced structure type “C” joist.
•	Steel crossbar that prevents the frame 

from opening under load.
•	Pressure exerted by hydraulic jack.
•	Overload valve.
•	3 mm thick steel body.
•	Adjustable worktable to different heights.
•	Base with holes for fixing to the ground.

PHI12

HYDRAULIC SHOP PRESSES

HYDRAULIC SHOP PRESSES, WITH PISTON

ITEM
CAPACITY WORKING 

RANGE (G) 
HYDRAULIC 
STROKE (R) BED WIDTH (A) EXTERNAL 

WIDTH (B)TON LB

PHIP12 12 t 26,455 0-38-3/16" 9-7/8" 27-3/8" 30-1/2" 1    
PHIP20 20 t 44,092 0 - 38-3/16" 10-1/4" 29-1/8" 32-1/2" 1    

•	Reinforced structure of type “C” joist.
•	Piston with automatic recoil.
•	Pressure gauge manometer.
•	3 mm thick steel body.
•	Adjustable worktable to different heights.
•	Base with holes for fixing to the ground.
•	Reversible telescopic piston.

PHIP12

VIDEO
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HYDRAULIC SHOP CRANE WITH EXTENSIONS

ITEM HEIGHT (A) ARM EXTENSION (H) DISTANCE BETWEEN 
POSITIONS (I) BASE LENGHT (J) BASE WIDTH (M) INTERNAL

WIDTH (K)
EXTERNAL
 WIDTH (L) BACK WIDTH (S) FOLDABLE 

LENGTH (P)
FOLDABLE 

HEIGHT (A2)CAPACITY

PLUE2 2 t (4,409 lb) 135.5 37-13/32” 7” 57” 6-7/8” 23-5/8” 28-11/32” 36-13/32” 19-11/16” 56-9/32” 1

•	Ductile irton ratchet system.
•	One piece body.

HYDRAULIC SHOP CRANE

•	With 4 casters.•	Extensible arm with screw to perform its positioning.
•	Lateral and frontal extensions for greater stability.
•	Resistant for its design and construction.

Position Capacity Extension 
lenght

Extension 
lenght

Maximum 
height

1 4,409 lb 41-5/32" 11-7/16" 72-1/32"
2 3,307 lb 48-7/32" 5-1/8" 77-31/32"
3 2,205 lb 55-5/16" - 83-15/32"
4 1,102 lb 62-13/32" - 89-3/8"

JACK STANDS

ITEM 137052 137053
CAPACITY 3 t (6,614 lb) 6 t (13,228 lb)

MINIMUM HEIGHT 11-1/4” 14-3/4”
 MAXIMUM HEIGHT 16” 23-7/32”

1 1

JACK STANDS

137052

•	1 pair 
per box.

t LIFTING CAPACITY
2 TONS

FOLDABLE HYDRAULIC SHOP CRANE

ITEM HEIGHT (A) ARM EXTENSION (H) DISTANCE BETWEEN 
POSITIONS (I) BASE LENGHT (J) BASE WIDTH (M) INTERNAL

WIDTH (K)
EXTERNAL
 WIDTH (L) BACK WIDTH (S) FOLDABLE 

LENGTH (P)
FOLDABLE 

HEIGHT (A2)CAPACITY

PLUP1 1 t (2,205 lb) 51-3/4” 33-1/2” 3-1/2” 59-7/16” 7” 30-11/16” 36-7/32” 23-5/8” 20” 55-1/2” 1
PLUP2 2 t (4,409 lb) 54-1/8” 37-13/32” 7” 64-3/8” 7” 33-1/2” 39” 23-5/8” 22-7/16” 57-7/8” 1

PLUP2

•	Foldable design that facilitates its storage.
•	Lateral and frontal extensions for greater stability.
•	Resistant for its design and construction. 

PLUP1

Position Capacity Extension 
lenght

Extension 
lenght

Maximum 
height

1 2,205 lb 35-13/16” 15-3/4” 70-1/16”
2 1,653 lb 39-3/8" 12-25/32” 73-7/32”
3 1,102 lb 43” 9-27/32" 76-3/8”
4 551 lb 45-7/16” 6-11/16” 79-17/32”

Position Capacity Extension 
lenght

Minimum 
height

Maximum 
height

1 4,409 lb 41-5/32" 13” 73-5/8"
2 3,307 lb 48-7/32" 6-7/8” 79-1/8"
3 2,205 lb 55-5/16" - 84-5/8"
4 1,102 lb 62-13/32” - 90-5/32”

•	With 6 casters. •	With 6 casters.

t LIFTING CAPACITY
1 TONS t LIFTING CAPACITY

2 TONS




