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NON-SPARKING TOOLS

NON-SPARKING BRUSH

ALUMINUM
BRONZE-

ITEM CONFIGURATION DIMENSIONS WIRE LENGTH

UH1885 6 x 19 8” x 1.10” 1.61” 1

NON-SPARKING 90˚ CENTER PUNCHES

ALUMINUM
BRONZE-

ITEM BODY SIZE TIP SIZE LENGTH

 UH41-1/4 1/4” 1/16” 4-5/16” 1
 UH41-5/16 5/16” 1/16” 4-11/16” 1
 UH41-3/8 3/8” 1/8” 9-15/16” 1
 UH41-1/2 1/2” 3/16” 5-11/16” 1

NON-SPARKING BRUSH WITH HANDLE

ALUMINUM
BRONZE-

ITEM CONFIGURATION DIMENSIONS WIRE LENGTH

UH1886 4 x 16 10” x 1.14” 1.18” 1

BIMATERIAL HANDLE PUTTY KNIVES
BIMATERIAL
HANDLEALUMINUM

BRONZE-

ITEM BLADE WIDTH BLADE LENGTH BLADE THICKNESS

UH651 1" 4" 0.059 mm 1
UH652 2" 4" 0.059 mm 1
UH653 3" 3-1/2" 0.059 mm 1
UH654 4" 3-1/2" 0.059 mm 1

• Ideal to eliminate corrosion and burrs.
• Tools recommended for  1, 2, 21 or 22 Ex zones.

FLEXIBLE PUTTY KNIVES
PAGE 324

WIRE  BRUSH
PAGE 311

NON-SPARKING WEDGES

ALUMINUM
BRONZE-

ITEM DIMENSIONS

UHW1 5.9” x 0.98” x 0.5” 1
UHW2 7” x 2” x 0.74” 1
UHW3 7.78” x 0.78”x 1.18” 1
UHW4 9”x 1.57” x 0.78” 1

NON-SPARKING LONG DRIFT PUNCHES

ALUMINUM
BRONZE-

ITEM BODY SIZE TIP SIZE LENGTH

 UH96-1/4 1/4” 1/16” 10” 1
 UH96-5/16 5/16” 1/8” 10” 1
 UH96-3/8 3/8” 3/16” 10” 1
 UH96-7/16 7/16” 1/4” 10” 1
 UH96-1/2 1/2” 1/4” 10” 1
 UH96-5/8 5/8” 5/16” 10” 1
 UH96-3/4 3/4” 3/8” 10” 1

• Recommended to separate objects like flanges or valve components.
• Ideal to separate parts as flanges.
• Tools recommended for  1, 2, 21 or 22 Ex zones.

STRAIGHT PIN PUNCHES

ALUMINUM
BRONZE-

ITEM DIMENSIONS

    UH47-1/4X3/32 1/4” x 3/32” 1
    UH47-5/16X5/32 5/16” x 5/32” 1
    UH47-7/16X7/32 7/16” x 7/32” 1
    UH47-1/2X1/4 1/2” x 1/4” 1

NON-SPARKING 50˚ PRICK PUNCHES

ALUMINUM
BRONZE-

ITEM BODY SIZE TIP SIZE LENGTH

 UH44-1/4 1/4” 1/8” 5” 1
 UH44-5/16 5/16” 1/8” 5” 1
 UH44-3/8 3/8” 5/32” 5-1/4” 1
 UH44-1/2 1/2” 1/4” 6-1/16” 1

STRAIGHT PIN PUNCHES

NON-SPARKING WEDGES

UH41-3/8

UH206

 UH44-5/16

UH206
• Rigid blade.
• Ideal for scraping surfaces.
• Tools recommended for  1, 2, 21 or 22 Ex zones.

UH651

90º
50º

• Tools recommended for  1, 2, 21 or 22 Ex zones.

• Tools recommended for  1, 2, 21 or 22 Ex zones.

• Tools recommended for  1, 2, 21 or 22 Ex zones.

• Tools recommended for  1, 2, 21 or 22 Ex zones.

NON-SPARKING PUNCHES

NON-SPARKING BRUSHES NON-SPARKING PUTTY KNIVES

NON-SPARKING CHISELS

NON-SPARKING CHISELS

ALUMINUM
BRONZE-

ITEM BODY SIZE TIP SIZE LENGTH
UH86A-3/16 3/16”” 1/16” 47/8” 1
UH86A-1/4  1/4” 1/16” 51/8” 1
UH86A-5/16 5/16” 1/16” 53/8” 1
UH86A-3/8 3/8” 1/16” 51/2” 1
UH86A-7/16 7/16” 1/8” 6” 1
UH86A-1/2 1/2” 1/8” 65/8” 1
UH86A-5/8 5/8” 1/8” 7” 1
UH86A-3/4X8 3/4” 1/8” 8” 1
UH86A-3/4X12 3/4” 1/8” 12” 1
UH86A-7/8X8 7/8” 1/8” 8” 1
UH86A-7/8X12 7/8” 1/8” 12” 1
UH86A-1X8 1” 1/8” 8” 1
 UH86A-1X12 1” 1/8” 12” 1

UH01FG

• Tools recommended for  1, 2, 21 or 22 Ex zones. BULK

BULK

BULK BULK

BULK

BULK

BULK

BULK

SHORT DRIFT PUNCHES

ALUMINUM
BRONZE-

ITEM BODY SIZE TIP SIZE LENGTH

 UH50-3/16 3/16” 1/16” 4-1/8” 1
 UH50-1/4 1/4” 1/8” 4-5/8” 1
 UH50-5/16 5/16” 1/8” 5-1/8” 1
 UH50-7/16 7/16” 1/4” 6.00” 1

UH50-3/8

• Tools recommended for  1, 2, 21 or 22 Ex zones.

UH47-5/16X1/8

UH96-7/16

• Tools recommended for  1, 2, 21 or 22 Ex zones.
UHW1

11.

ALWAYS 
PROTECTED.

INSULATED TOOLS

We are constantly improving our products, that is why the information, 
characteristics and availability of them can change without prior notice.

With Urrea insulated tools you are always protected, as they 
are designed and certified to work safely in activities and 
operations where there is contact risk with live electrical parts 
up to 1000V (AC) or 1500V (DC).

Main fields of application:

- Electrical installers,

- Electric power stations,

- Electric substations and substations,

- Low voltage networks,

- Lighting installation and repair,

- High voltage networks,

- Firefighters- telecommunications,

- Chemical industry, among others.

• Never use the tool in applications under tension if the 
protection has damage, cracks, embedded elements

• Avoid contact with water while performing live work

• Do not directly touch any part that may be under tension

• Use a voltage tester

• It is recommended to use insulating floors and safety footwear 
in work under tension.

The 1000 V screwdrivers meet the specifications of the 
Association of German Electricians (VDE).



230 urreaprofessionaltools.com

IN
SU

LA
TE

D 
TO

OL
S

INSULATED TOOLS

METRIC 1/2" DRIVE 1000 V SOCKET SET WITH ACCESSORIES

DIELECTRIC 1000 V

METRIC 1/2”

• Exceed IEC 60900 standard.

ITEM DESCRIPTION

5400MV Metrics 1

SAE 1/2" DRIVE 1000 V SOCKET SET WITH ACCESSORIES

DIELECTRIC 1000 V

1/2”INCHES

• Exceed IEC 60900 standard.

ITEM DESCRIPTION

5400V Inches 1

1000 V SOCKET SETS WITH ACCESSORIES

1000 V ADJUSTABLE WRENCHES

DIELECTRIC 1000 V

ITEM LENGTH (A) MAXIMUM OPENNING (B) JAW DEPTH (C)

708V 8" 1" 1" 1
710V 10" 1-1/8" 1-1/8" 1
712V 12" 1-5/16" 1-5/16" 1
715V 15" 1-11/16" 1-5/8" 1

• Exceed IEC 60900 standard.

SOCKETS OPENING SIZE TYPE LENGTH NUT END OUTSIDE 
DIAMETER

DRIVE END OUTSIDE 
DIAMETER NUT DEPTH

5/16” I 2-3/64" 43/64" 1-1/16" 7/16"
3/8” I 2-5/32" 49/64" 1-1/16" 7/16"
7/16” I 2-5/32" 25/32" 1-1/16" 7/16"
1/2” II 2-5/32" 1" 1" 7/16"
9/16” II 2-5/32" 1" 1" 1/2"
11/16” III 2-5/32" 1-5/32" 1-1/8" 1/2"
3/4” III 2-5/32" 1-1/4" 1-1/8" 9/16"
7/8” III 2-15/64" 1-27/64" 1-3/16" 5/8"

15/16” III 2-21/64" 1-17/32" 1-11/32" 25/32"

ACCESSORIES
DRIVE

LENGTH TEETH HEAD QUICK RELEASE RESISTANCE
FEMALE MALE

Ratchet - 1/2" 10-3/4" 24 Pear  4500 in lbs
Extension 1/2" 1/2" 5-5/8" - - - 3500 in lbs

1000 V SOCKET SETS
WITH ACCESSORIES.INSULATED TOOLS

Double cover insulation, red over yellow, as 
soon as the outer coating is scratched or 
damage the underneath contrast coating 
gives an optical signal that this tool is no 
longer qualified for working on live wires.

Extended cover to guarantee safe assemblies.

Ratcheting system.
(One-hand 
operation switch).

Urruea insulated tools are 
designed and certified to work 
safely in activities and operations 
where there is a risk of contact 
with live electrical parts up to 
1000 V (AC) or 1500 V (DC).

SOCKETS OPENING SIZE TYPE LENGTH NUT END OUTSIDE 
DIAMETER

DRIVE END OUTSIDE 
DIAMETER NUT DEPTH

8 mm I 2-5/32" 23/32" 31/32" 1/2"
10 mm I 2-5/32" 3/4" 31/32" 1/2"
11 mm I 2-5/32" 55/64" 15/16" 1/2"
13 mm II 2-5/32" 31/32" 31/32" 1/2"
14 mm II 2-5/32" 31/32" 31/32" 1/2"
17 mm III 2-5/32" 1-5/32" 1" 1/2"
19 mm III 2-5/32" 1-7/32" 1" 9/16"
22 mm III 2-5/32" 1-3/8" 1" 19/32"
24 mm III 2-11/32" 1-7/16" 1" 43/64"

ACCESSORIES
DRIVE

LENGTH TEETH HEAD QUICK RELEASE RESISTANCE
FEMALE MALE

Ratchet - 1/2" 10-3/4" 24 Pear  4500 in lbs
Extension 1/2" 1/2" 5-5/8" - - - 3500 in lbs

RATCHETING

5400V 5400MV

1000 V ADJUSTABLE WRENCHES

11
PIECES

11
PIECES

A

C
D

B
BULK

712V
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11.

1000 V TRIMATERIAL SLIM SCREWDRIVER SET 

DIELECTRIC 1000 V

 

ITEM PIECES

9700TSA 5 1

OTHERS

•  Thanks to its slim design, the tip can enter without restriction 
into narrow cavities of switches and other electrical devices.

• Exceed IEC 60900 standard.

NEWNEW NEWNEW

• Maximum torque power as it has a larger diameter 
section at the top of the handle.

• Molded and injected handle on the shaft for strength 
and durability.

• Black PP plastic: reinforced material specially 
formulated impact-resistant and low temperatures 
resistant.

Tip machined with exact tolerances.

Gray soft TPE material
Specially formulated for
better transmission of
torque.

TRIMATERIAL
SCREWDRIVERS.

Red PP plastic: specially 
formulated durable material 
that prevents shaft slippage.

TRIMATERIAL
HANDLE

1000 V TRIMATERIAL SCREWDRIVERS

5
PIECES

Content
Type Sizes

Slotted 3.5 mm, 4 mm, 5.5 mm
Phillips® PH 1, PH 2

1000 V OPEN-END WRENCHES

SAE 1000 V OPEN-END WRENCHES

WRENCH SET
ITEM 1201V*

PIECES 4

PACKING

1

ITEM OPENING
SIZE

TOTAL
LENGTH 

OUTER 
DIAMETER

HEAD 
THICKNESS

1210V 5/16" 3-47/64" 55/64" 9/32" 1 •
1212V 3/8" 3-15/16" 1-1/32" 19/64" 1 •
1214V 7/16" 4-13/32" 1-5/32" 5/16" 1 •
1216V 1/2" 5-13/64" 1-11/32" 21/64" 1 •
1218V 9/16" 5-33/64" 1-11/32" 21/64" 1 •
1220V 5/8" 6-1/16" 1-17/32" 23/64" 1 •
1222V 11/16" 6-3/16" 1-43/64" 23/64" 1 •
1225V 3/4" 6-11/16" 1-47/64" 23/64" 1 •

METRIC 1000 V OPEN-END WRENCHES

WRENCH SET
ITEM 1201VM*

PIECES 4

PACKING

1

ITEM OPENING
SIZE

TOTAL
LENGTH 

OUTER 
DIAMETER

HEAD 
THICKNESS

1210VM 10 mm 4-9/64" 1-1/32" 19/64" 1 •
1211VM 11 mm 4-13/32"- 1-1/32" 19/64" 1 •
1212VM 12 mm 4-59/64" 1-9/64" 5/16" 1 •
1213VM 13 mm 5-13/64" 1-17/64" 21/64" 1 •
1214VM 14 mm 5-33/64" 1-17/64" 21/64" 1 •
1215VM 15 mm 5-29/32" 1-27/64" 23/64" 1 •
1217VM 17 mm 6-3/16" 1-39/64" 25/64" 1 •
1218VM 18 mm 6-1/2" 1-11/16" 7/16" 1 •
1219VM 19 mm 6-11/16" 1-47/64" 7/16" 1 •

• Precision machined open-end.
• High tensile steel.
• Handle with double insulated dipping plastic. 

*Release date to be announced.

• Precision machined open-end.
• High tensile steel.
• Handle with double insulated dipping plastic. 

*Release date to be announced.

DIELECTRIC 1000 V

INCHES
VANADIUM
CHROME-

DIELECTRIC 1000 V

METRIC
VANADIUM
CHROME-

A

B

1000 V TRIMATERIAL SCREWDRIVERS

SCREWDRIVER SET
ITEM 9700TA

PIECES 8

PACKING

1
ITEM SHANK TYPE TIP TYPE TIP SIZE TOTAL LENGTH (A) EXPOSED LENGTH (B)

9713T Round shank 3/32" 6-19/64" 3" 1 •
9714T Round shank 5/32" 7-9/32" 4" 1 •
9715T Round shank 7/32" 8-55/64" 5" 1 •
9716T Round shank 1/4" 10-15/64" 6" 1 •
9700T Round shank PH 0 5-45/64" 2-3/8" 1 •
9701T Round shank PH 1 7-3/32" 3-5/32" 1 •
9702T Round shank PH 2 8-17/64" 4" 1 •
9703T Round shank PH 3 10-5/8" 6" 1 •

9713T 9702T

1000 V Phillips tip1000 V flat  tip

DIELECTRIC 1000 V

• Exceed IEC 60900 standard.
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INSULATED TOOLS

METRIC 1/2" DRIVE 1000 V SOCKET SET WITH ACCESSORIES

DIELECTRIC 1000 V

METRIC 1/2”

• Exceed IEC 60900 standard.

ITEM DESCRIPTION

5400MV Metrics 1

SAE 1/2" DRIVE 1000 V SOCKET SET WITH ACCESSORIES

DIELECTRIC 1000 V

1/2”INCHES

• Exceed IEC 60900 standard.

ITEM DESCRIPTION

5400V Inches 1

1000 V SOCKET SETS WITH ACCESSORIES

1000 V ADJUSTABLE WRENCHES

DIELECTRIC 1000 V

ITEM LENGTH (A) MAXIMUM OPENNING (B) JAW DEPTH (C)

708V 8" 1" 1" 1
710V 10" 1-1/8" 1-1/8" 1
712V 12" 1-5/16" 1-5/16" 1
715V 15" 1-11/16" 1-5/8" 1

• Exceed IEC 60900 standard.

SOCKETS OPENING SIZE TYPE LENGTH NUT END OUTSIDE 
DIAMETER

DRIVE END OUTSIDE 
DIAMETER NUT DEPTH

5/16” I 2-3/64" 43/64" 1-1/16" 7/16"
3/8” I 2-5/32" 49/64" 1-1/16" 7/16"
7/16” I 2-5/32" 25/32" 1-1/16" 7/16"
1/2” II 2-5/32" 1" 1" 7/16"
9/16” II 2-5/32" 1" 1" 1/2"
11/16” III 2-5/32" 1-5/32" 1-1/8" 1/2"
3/4” III 2-5/32" 1-1/4" 1-1/8" 9/16"
7/8” III 2-15/64" 1-27/64" 1-3/16" 5/8"

15/16” III 2-21/64" 1-17/32" 1-11/32" 25/32"

ACCESSORIES
DRIVE

LENGTH TEETH HEAD QUICK RELEASE RESISTANCE
FEMALE MALE

Ratchet - 1/2" 10-3/4" 24 Pear  4500 in lbs
Extension 1/2" 1/2" 5-5/8" - - - 3500 in lbs

1000 V SOCKET SETS
WITH ACCESSORIES.INSULATED TOOLS

Double cover insulation, red over yellow, as 
soon as the outer coating is scratched or 
damage the underneath contrast coating 
gives an optical signal that this tool is no 
longer qualified for working on live wires.

Extended cover to guarantee safe assemblies.

Ratcheting system.
(One-hand 
operation switch).

Urruea insulated tools are 
designed and certified to work 
safely in activities and operations 
where there is a risk of contact 
with live electrical parts up to 
1000 V (AC) or 1500 V (DC).

SOCKETS OPENING SIZE TYPE LENGTH NUT END OUTSIDE 
DIAMETER

DRIVE END OUTSIDE 
DIAMETER NUT DEPTH

8 mm I 2-5/32" 23/32" 31/32" 1/2"
10 mm I 2-5/32" 3/4" 31/32" 1/2"
11 mm I 2-5/32" 55/64" 15/16" 1/2"
13 mm II 2-5/32" 31/32" 31/32" 1/2"
14 mm II 2-5/32" 31/32" 31/32" 1/2"
17 mm III 2-5/32" 1-5/32" 1" 1/2"
19 mm III 2-5/32" 1-7/32" 1" 9/16"
22 mm III 2-5/32" 1-3/8" 1" 19/32"
24 mm III 2-11/32" 1-7/16" 1" 43/64"

ACCESSORIES
DRIVE

LENGTH TEETH HEAD QUICK RELEASE RESISTANCE
FEMALE MALE

Ratchet - 1/2" 10-3/4" 24 Pear  4500 in lbs
Extension 1/2" 1/2" 5-5/8" - - - 3500 in lbs

RATCHETING

5400V 5400MV

1000 V ADJUSTABLE WRENCHES

11
PIECES

11
PIECES

A

C
D

B
BULK

712V
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1000 V TRIMATERIAL SLIM SCREWDRIVER SET 

DIELECTRIC 1000 V

 

ITEM PIECES

9700TSA 5 1

OTHERS

•  Thanks to its slim design, the tip can enter without restriction 
into narrow cavities of switches and other electrical devices.

• Exceed IEC 60900 standard.

NEWNEW NEWNEW

• Maximum torque power as it has a larger diameter 
section at the top of the handle.

• Molded and injected handle on the shaft for strength 
and durability.

• Black PP plastic: reinforced material specially 
formulated impact-resistant and low temperatures 
resistant.

Tip machined with exact tolerances.

Gray soft TPE material
Specially formulated for
better transmission of
torque.

TRIMATERIAL
SCREWDRIVERS.

Red PP plastic: specially 
formulated durable material 
that prevents shaft slippage.

TRIMATERIAL
HANDLE

1000 V TRIMATERIAL SCREWDRIVERS

5
PIECES

Content
Type Sizes

Slotted 3.5 mm, 4 mm, 5.5 mm
Phillips® PH 1, PH 2

1000 V OPEN-END WRENCHES

SAE 1000 V OPEN-END WRENCHES

WRENCH SET
ITEM 1201V*

PIECES 8

PACKING

1

ITEM OPENING
SIZE

TOTAL
LENGTH 

OUTER 
DIAMETER

HEAD 
THICKNESS

1210V 5/16" 3-47/64" 55/64" 9/32" 1 •
1212V 3/8" 3-15/16" 1-1/32" 19/64" 1 •
1214V 7/16" 4-13/32" 1-5/32" 5/16" 1 •
1216V 1/2" 5-13/64" 1-11/32" 21/64" 1 •
1218V 9/16" 5-33/64" 1-11/32" 21/64" 1 •
1220V 5/8" 6-1/16" 1-17/32" 23/64" 1 •
1222V 11/16" 6-3/16" 1-43/64" 23/64" 1 •
1225V 3/4" 6-11/16" 1-47/64" 23/64" 1 •

METRIC 1000 V OPEN-END WRENCHES

WRENCH SET
ITEM 1201VM*

PIECES 8

PACKING

1

ITEM OPENING
SIZE

TOTAL
LENGTH 

OUTER 
DIAMETER

HEAD 
THICKNESS

1210VM 10 mm 4-9/64" 1-1/32" 19/64" 1 •
1211VM 11 mm 4-13/32"- 1-1/32" 19/64" 1 •
1212VM 12 mm 4-59/64" 1-9/64" 5/16" 1 •
1213VM 13 mm 5-13/64" 1-17/64" 21/64" 1 •
1214VM 14 mm 5-33/64" 1-17/64" 21/64" 1 •
1215VM 15 mm 5-29/32" 1-27/64" 23/64" 1 •
1217VM 17 mm 6-3/16" 1-39/64" 25/64" 1 •
1218VM 18 mm 6-1/2" 1-11/16" 7/16" 1 •
1219VM 19 mm 6-11/16" 1-47/64" 7/16" 1 •

• Precision machined open-end.
• High tensile steel.
• Handle with double insulated dipping plastic. 

*Release date to be announced.

• Precision machined open-end.
• High tensile steel.
• Handle with double insulated dipping plastic. 

*Release date to be announced.

DIELECTRIC 1000 V

INCHES
VANADIUM
CHROME-

DIELECTRIC 1000 V

METRIC
VANADIUM
CHROME-

A

B

1000 V TRIMATERIAL SCREWDRIVERS

SCREWDRIVER SET
ITEM 9700TA

PIECES 8

PACKING

1
ITEM SHANK TYPE TIP TYPE TIP SIZE TOTAL LENGTH (A) EXPOSED LENGTH (B)

9713T Round shank 3/32" 6-19/64" 3" 1 •
9714T Round shank 5/32" 7-9/32" 4" 1 •
9715T Round shank 7/32" 8-55/64" 5" 1 •
9716T Round shank 1/4" 10-15/64" 6" 1 •
9700T Round shank PH 0 5-45/64" 2-3/8" 1 •
9701T Round shank PH 1 7-3/32" 3-5/32" 1 •
9702T Round shank PH 2 8-17/64" 4" 1 •
9703T Round shank PH 3 10-5/8" 6" 1 •

9713T 9702T

1000 V Phillips tip1000 V flat  tip

DIELECTRIC 1000 V

• Exceed IEC 60900 standard.
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INSULATED TOOLS

1000 V R-SERIES SCREWDRIVERS

SCREWDRIVER SETS
ITEM J9700V 9700C

PIECES 8 5

PACKING

1 1
ITEM SHANK TYPE TIP TYPE TIP SIZE TOTAL LENGTH (A) EXPOSED LENGTH (B)

9713 Round shank 3/32” 6” 3” 6 • •
9713A Round shank 1/8” 6” 3” 6 •
9714 Round shank 5/32” 7-1/2" 4” 6 • •
9715 Round shank 7/32” 8-7/8" 5” 6 • •
9716 Round shank 1/4” 9-7/8" 5-7/8" 6 •
9700 Round shank PH  0 5-1/2" 2-3/8" 6 •
9701 Round shank PH  1 7” 3-5/32" 6 • •
9702 Round shank PH  2 7-7/8" 3-15/16" 6 • •

1000 V BIMATERIAL SCREWDRIVERS

SCREWDRIVER SET
ITEM 9700BA

PIECES 7

PACKING

1
ITEM SHANK TYPE TIP TYPE TIP SIZE TOTAL LENGTH (A) EXPOSED LENGTH (B)

9713B Round shank 3/32" 6" 3" 1 •
9714B Round shank 5/32" 7-1/2" 4" 1 •
9715B Round shank 7/32" 8-7/8" 5" 1 •
9716B Round shank 1/4" 9-7/8" 5-7/8" 1 •
9700B Round shank PH 0 5-1/2" 2-3/8" 1 •
9701B Round shank PH 1 7" 3-5/32" 1 •
9702B Round shank PH 2 7-7/8" 3-15/16" 1 •

Phillips® tipFlat tip

• High-quality protective insulation on the shank and handle.
• Tested under water with 10,000 volt induction, guaranteeing 

maximum safety.
• Resistant to accidental impacts, such as when dropped.
• Rated for work with up to 1000 V AC (alternating current) or 

1500V DC (direct current).
• Black tip prevents any coating shedding.
• Exceed IEC 60900 standard.

1000 V TRIMATERIAL NUT DRIVERS

SCREWDRIVER SETS
ITEM 9200TV 9200MTV

PIECES 6 6

PACKING

1 1

ITEM SHANK TYPE TIP TYPE
OPENING SIZE

TOTAL LENGHT (A) EXPOSED LENGTH (B)
INCH MM

9206TV Round shank 3/16" - 9" 5" 1 •
9208TV Round shank 1/4" - 9" 5" 1 •
9210TV Round shank 5/16" - 9" 5" 1 •
9212TV Round shank 3/8" - 9" 5" 1 •
9214TV Round shank 7/16" - 9" 5" 1 •
9216TV Round shank 1/2" - 9" 5" 1 •

9206MTV Round shank - 6 mm 9" 5" 1 •
9207MTV Round shank - 7 mm 9" 5" 1 •
9208MTV Round shank - 8 mm 9" 5" 1 •
9209MTV Round shank - 9 mm 9" 5" 1 •
9210MTV Round shank - 10 mm 9" 5" 1 •
9211MTV Round shank - 11 mm 9" 5" 1 •

• Red hard PP.
• Material is formulated to prevent bars from turning.
• Black soft TPE.
• Material is formulated for best torque transmission.
• Trilobular design for best torque transmission.
• Exceed IEC 60900 standard.

1000 V BIMATERIAL SCREWDRIVERS

1000 V R-SERIES SCREWDRIVERS

A

B

A

B

A

B

DIELECTRIC 1000 V

BIMATERIAL
HANDLE

DIELECTRIC 1000 V

DIELECTRIC 1000 V

1000 V Flat tip

9716B
1000 V Phillips tip

9701B

9716 9700

SAE nut drivers
9206TV

Metric nut drivers
9206MTV

• Exceed IEC 60900 standard.
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11.
1000 V INTERCHANGEABLE BIT SCREWDRIVER SET

TYPE TIPS EXPOSED LENGTH PIECES

Flat

1/8" 2-23/64"

4
5/32" 3-15/16"
3/16" 3-15/16"
1/4" 3-15/16"

Phillips®
PH  1 3-5/32"

2
PH  2 3-15/16"

Torx®
T15 3-15/16" 2
T20 3-15/16"

Screwdriver handle  2
Polyester pouch

ITEM DESCRIPTION

9300V 1000 V interchangeable bit screwdriver set 1

NEWNEWNEWNEW

1000 V INTERCHANGEABLE BIT SCREWDRIVER SET

10
IN ONE

1000 V L-TYPE HEX KEYS

SAE 1000 V L-TYPE HEX KEYS

HEX KEY SET
ITEM 4901V*

PIECES 4

PACKING

1
ITEM TIP SIZE TOTAL LENGTH (A) SHANK LENGTH (B)

49-1/8V 1/8" 5-5/64" 63/64" 1 •
49-5/32V 5/32" 5-43/64" 1-7/32" 1 •
49-3/16V 3/16" 6-1/2" 1-3/8" 1 •
49-1/4V 1/4" 7-21/64" 1-37/64" 1 •

METRIC 1000 V L-TYPE HEX KEYS

HEX KEY SET
ITEM 4901VM*

PIECES 4

PACKING

1
ITEM TIP SIZE TOTAL LENGTH (A) SHANK LENGTH (B)

49-3V 3 mm 5-1/8" 1-1/32" 1 •
49-4V 4 mm 5-45/64" 1-7/32" 1 •
49-5V 5 mm 6-1/2" 1-27/64" 1 •
49-6V 6 mm 7-13/32" 1-37/64" 1 •

• Designed for simple and safe use.
• Made of high-quality steel.
• Handle with double 

insulated dipping plastic.
*Release date to be announced.

• Designed for simple and safe use.
• Made of high-quality steel.
• Handle with double 

insulated dipping plastic.
*Release date to be announced.

A

B

A

B

QUICK
RELEASE

DIELECTRIC 1000 V

1/4 BIMATERIAL
HANDLE

• Quick release system.
• Includes two screwdriver handles, one larger for better torque transmission, another smaller for precision operations.
• Includes a practical polyester pouch for better storage.
• Exceed IEC 60900 standard.

DIELECTRIC 1000 V

INCHES
VANADIUM
CHROME-

DIELECTRIC 1000 V

METRIC
VANADIUM
CHROME-

1000 V PLIERS

DIELECTRIC 1000 V

ITEM DESCRIPTION TOTAL LENGTH (A) JAW LENGTH (B) JAW WIDTH (C) MAX OPENING (D) JAW DEPTH CUTS WIRE CUTTING TYPE CUTTING EDGE

269GHLV Universal 9-1/2" 1-3/4" 1-9/32" 1-7/32" 5/8"  Side cutting 25/32" 3
207GHLV Diagonal cutting 7-15/16" 1-5/32" 1-5/32" 27/32" 1/2"  Diagonal cutting 13/16" 3
2292GV Long nose 8-9/32" 2-3/4" 1 1/32" 1-1/2" 33/64"  Side cutting 19/32" 3

Universal Diagonal cut Long nose

• Cadmium-free PVC handles minimize the risk of fire or conductivity.
• Our 1000 volt pliers are designed to facilitate handling, cutting, and braiding of live wires. Ideal 

for work on electric stations and electronic boards.
• Jaws made of thermal-treated, moly-chrome steel.
• Exceed IEC 60900 standard.

1000 V PLIERS

A

B
C

D

BULK

269GHLV 207GHLV 2292GV
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INSULATED TOOLS

1000 V R-SERIES SCREWDRIVERS

SCREWDRIVER SETS
ITEM J9700V 9700C

PIECES 8 5

PACKING

1 1
ITEM SHANK TYPE TIP TYPE TIP SIZE TOTAL LENGTH (A) EXPOSED LENGTH (B)

9713 Round shank 3/32” 6” 3” 6 • •
9713A Round shank 1/8” 6” 3” 6 •
9714 Round shank 5/32” 7-1/2" 4” 6 • •
9715 Round shank 7/32” 8-7/8" 5” 6 • •
9716 Round shank 1/4” 9-7/8" 5-7/8" 6 •
9700 Round shank PH  0 5-1/2" 2-3/8" 6 •
9701 Round shank PH  1 7” 3-5/32" 6 • •
9702 Round shank PH  2 7-7/8" 3-15/16" 6 • •

1000 V BIMATERIAL SCREWDRIVERS

SCREWDRIVER SET
ITEM 9700BA

PIECES 7

PACKING

1
ITEM SHANK TYPE TIP TYPE TIP SIZE TOTAL LENGTH (A) EXPOSED LENGTH (B)

9713B Round shank 3/32" 6" 3" 1 •
9714B Round shank 5/32" 7-1/2" 4" 1 •
9715B Round shank 7/32" 8-7/8" 5" 1 •
9716B Round shank 1/4" 9-7/8" 5-7/8" 1 •
9700B Round shank PH 0 5-1/2" 2-3/8" 1 •
9701B Round shank PH 1 7" 3-5/32" 1 •
9702B Round shank PH 2 7-7/8" 3-15/16" 1 •

Phillips® tipFlat tip

• High-quality protective insulation on the shank and handle.
• Tested under water with 10,000 volt induction, guaranteeing 

maximum safety.
• Resistant to accidental impacts, such as when dropped.
• Rated for work with up to 1000 V AC (alternating current) or 

1500V DC (direct current).
• Black tip prevents any coating shedding.
• Exceed IEC 60900 standard.

1000 V TRIMATERIAL NUT DRIVERS

SCREWDRIVER SETS
ITEM 9200TV 9200MTV

PIECES 6 6

PACKING

1 1

ITEM SHANK TYPE TIP TYPE
OPENING SIZE

TOTAL LENGHT (A) EXPOSED LENGTH (B)
INCH MM

9206TV Round shank 3/16" - 9" 5" 1 •
9208TV Round shank 1/4" - 9" 5" 1 •
9210TV Round shank 5/16" - 9" 5" 1 •
9212TV Round shank 3/8" - 9" 5" 1 •
9214TV Round shank 7/16" - 9" 5" 1 •
9216TV Round shank 1/2" - 9" 5" 1 •

9206MTV Round shank - 6 mm 9" 5" 1 •
9207MTV Round shank - 7 mm 9" 5" 1 •
9208MTV Round shank - 8 mm 9" 5" 1 •
9209MTV Round shank - 9 mm 9" 5" 1 •
9210MTV Round shank - 10 mm 9" 5" 1 •
9211MTV Round shank - 11 mm 9" 5" 1 •

• Red hard PP.
• Material is formulated to prevent bars from turning.
• Black soft TPE.
• Material is formulated for best torque transmission.
• Trilobular design for best torque transmission.
• Exceed IEC 60900 standard.

1000 V BIMATERIAL SCREWDRIVERS

1000 V R-SERIES SCREWDRIVERS

A

B

A

B

A

B

DIELECTRIC 1000 V

BIMATERIAL
HANDLE

DIELECTRIC 1000 V

DIELECTRIC 1000 V

1000 V Flat tip

9716B
1000 V Phillips tip

9701B

9716 9700

SAE nut drivers
9206TV

Metric nut drivers
9206MTV

• Exceed IEC 60900 standard.
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11.
1000 V INTERCHANGEABLE BIT SCREWDRIVER SET

TYPE TIPS EXPOSED LENGTH PIECES

Flat

1/8" 2-23/64"

4
5/32" 3-15/16"
3/16" 3-15/16"
1/4" 3-15/16"

Phillips®
PH  1 3-5/32"

2
PH  2 3-15/16"

Torx®
T15 3-15/16" 2
T20 3-15/16"

Screwdriver handle  2
Polyester pouch

ITEM DESCRIPTION

9300V 1000 V interchangeable bit screwdriver set 1

NEWNEWNEWNEW

1000 V INTERCHANGEABLE BIT SCREWDRIVER SET

10
IN ONE

1000 V L-TYPE HEX KEYS

SAE 1000 V L-TYPE HEX KEYS

HEX KEY SET
ITEM 4901V*

PIECES 4

PACKING

1
ITEM TIP SIZE TOTAL LENGTH (A) SHANK LENGTH (B)

49-1/8V 1/8" 5-5/64" 63/64" 1 •
49-5/32V 5/32" 5-43/64" 1-7/32" 1 •
49-3/16V 3/16" 6-1/2" 1-3/8" 1 •
49-1/4V 1/4" 7-21/64" 1-37/64" 1 •

METRIC 1000 V L-TYPE HEX KEYS

HEX KEY SET
ITEM 4901VM*

PIECES 4

PACKING

1
ITEM TIP SIZE TOTAL LENGTH (A) SHANK LENGTH (B)

49-3V 3 mm 5-1/8" 1-1/32" 1 •
49-4V 4 mm 5-45/64" 1-7/32" 1 •
49-5V 5 mm 6-1/2" 1-27/64" 1 •
49-6V 6 mm 7-13/32" 1-37/64" 1 •

• Designed for simple and safe use.
• Made of high-quality steel.
• Handle with double 

insulated dipping plastic.
*Release date to be announced.

• Designed for simple and safe use.
• Made of high-quality steel.
• Handle with double 

insulated dipping plastic.
*Release date to be announced.

A

B

A

B

QUICK
RELEASE

DIELECTRIC 1000 V

1/4 BIMATERIAL
HANDLE

• Quick release system.
• Includes two screwdriver handles, one larger for better torque transmission, another smaller for precision operations.
• Includes a practical polyester pouch for better storage.
• Exceed IEC 60900 standard.

DIELECTRIC 1000 V

INCHES
VANADIUM
CHROME-

DIELECTRIC 1000 V

METRIC
VANADIUM
CHROME-

1000 V PLIERS

DIELECTRIC 1000 V

ITEM DESCRIPTION TOTAL LENGTH (A) JAW LENGTH (B) JAW WIDTH (C) MAX OPENING (D) JAW DEPTH CUTS WIRE CUTTING TYPE CUTTING EDGE

269GHLV Universal 9-1/2" 1-3/4" 1-9/32" 1-7/32" 5/8"  Side cutting 25/32" 3
207GHLV Diagonal cutting 7-15/16" 1-5/32" 1-5/32" 27/32" 1/2"  Diagonal cutting 13/16" 3
2292GV Long nose 8-9/32" 2-3/4" 1 1/32" 1-1/2" 33/64"  Side cutting 19/32" 3

Universal Diagonal cut Long nose

• Cadmium-free PVC handles minimize the risk of fire or conductivity.
• Our 1000 volt pliers are designed to facilitate handling, cutting, and braiding of live wires. Ideal 

for work on electric stations and electronic boards.
• Jaws made of thermal-treated, moly-chrome steel.
• Exceed IEC 60900 standard.

1000 V PLIERS

A

B
C

D

BULK

269GHLV 207GHLV 2292GV
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1000 V GROOVE JOINT PLIER

DIELECTRIC 1000 V

ITEM TOTAL LENGTH (A) JAW LENGTH (B) JAW WIDTH (D) MAX OPENING (D)

270V 9-29/64" 1-3/8" 17/32" 1-19/64" 1

1000 V PLIERS

DIELECTRIC 1000 V

ITEM DESCRIPTION TOTAL LENGTH (A) JAW LENGTH (B) JAW WIDTH (D) MAX OPENING (D) JAW DEPTH CUTS WIRE CUTTING TYPE CUTTING EDGE

180 Universal 6-5/16" 3/8" 13/16" 1-7/32" 25/64"  Side cutting 15/32" 1
181 Universal 7-5/16" 9/16" 1" 1-5/16" 7/16"  Side cutting 5/8" 1
189 Universal semi-long nose 6-11/16" 1-5/8" 11/16" 1-5/16" 23/64"  Diagonal cutting 9/16" 1
183 High leverage diagonal cutting 7-7/8" 1-7/64" 1-13/32" 11/16" 29/64"  Diagonal cutting 55/64" 1
184 High leverage diagonal cutting 9-27/32" 1-7/64" 1-13/32" 25/32" 33/64"  Diagonal cutting 63/64" 1
182 Diagonal cutting 7" 1" 1-1/4" 19/32" 7/16"  Diagonal cutting 25/32" 1
187 Long nose 7-7/8" 2-7/8" 11/16" 1-23/64" 11/32"  Side cutting 9/16" 1

1000 V WIRE AND CABLE CUTTER

1/0 AWG
DIELECTRIC 1000 V

 BULK
ITEM TOTAL LENGTH (A) JAW LENGTH (B) JAW WIDTH (D) MAX OPENING (D)

289GV 9-1/4" 1-5/8" 1-9/16" 1-37/64" 1

• For copper cable AWG 1/0.
• Exceed IEC 60900 Standard.

• New bi-material handle for better grip and control.
• Urrea VDE pliers (Verband Deutscher Elektrotechniker) offer maximum protection in low-

voltage work, at 1000 Volts AC (Alternating current) or 1500 Volts DC (Direct current).
• Induction tempered.
• Exceed IEC 60900 Standard.

1000 V PLIERS

1000 V WIRE AND CABLE CUTTER

1000 V TWEEZER PLIERS

1000 V GROOVE JOINT PLIER

1000 V CABLE STRIPE KNIFES

For copper cable AWG 1/0

A

B
C

D

A

B
C

D

Universal

181
Diagonal cutting

182
Long nose

187
High leverage 

diagonal cutting

183
Universal semi-

long nose

189

• Made of high-quality tool steel.
• 7-Position jaw opening.
• Thumb protector.
• Handle with double insulated dipping plastic.

VANADIUM
CHROME-

1000 V CABLE STRIPE KNIFES

DIELECTRIC 1000 V

ITEM BLADE TYPE TOTAL LENGTH BLADE LENGTH HANDLE LENGTH

NELV Short curved 7-3/32" 1-37/64" 4-59/64" 1
NELCV Large curved 8-21/32" 2-1/4" 5-1/8" 1

1000 V TWEEZER PLIERS

DIELECTRIC 1000 V

ITEM TIP TYPE TOTAL LENGTH OPENING SIZE

PPR1V Straight 6-1/2" 29/32" 1
PPR2V Curved 5-9/32" 55/64" 1

• Made of high-quality tool steel.
• Thumb protector.
• Handle with double insulated dipping plastic.

• Serrated tip.
• Made of high-quality tool steel.
• Thumb protector.
• Handle with double insulated dipping plastic.

NELV NELCV

NEWNEW

NEWNEWNEWNEW

A

B
C

D

STAINLESS
STEEL

12.

THE MOST 
EXTENSIVE 

VARIETY.

PIPE  TOOLS

I guarantee my plumbing professional works with the 
extensive program of Urrea pipe tools, with the highest 
quality. The most extensive variety of tools for carrying 
out installations with great precision and speed, tools 
specially designed for cutting and countersinking, 
threading, bending, clamping and handling copper, 
aluminum, steel and stainless steel pipes.

They are ideal for installation, repair or maintenance 
work on compressed air, gas, water and oil installations, 
pumping systems, electrical installations, refrigeration 
and air conditioning systems, and in general for the 
installation, maintenance and service of any pipeline.

In any work with tubes, Urrea tools are recognized for 
their guarantee of quality, durability and ease use. Each 
Urrea tool is specially designed to provide extraordinary 
service in tough jobs.

There are also specialty tube tools, for placing or removing 
plastic or glass tubes, or for working in corners, with tools 
that provide a quick and strong fixing in difficult positions.

They comply with national and international, American 
and European standards.

We are constantly improving our products, that is why the information, 
characteristics and availability of them can change without prior notice.


