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THE BEST 
PERFORMANCE 

GUARANTEED.

PULLERS

We are constantly improving our products, that is why the information, 
characteristics and availability of them can change without prior notice.

Urrea has the best tools designed for the removal of parts that 
since their installation are inserted under pressure.

Urrea’s pullers have a threaded stud, straight jaws, internal 
and external, fixed, adjustable, reversible, which are forged for 
greater resistance.

The extractors are particularly useful in applications where the 
elements are under pressure or whose operating conditions 
require pulleys, bearings, bushings or any power transmitting 
device, such as in automobile engines, internal parts of 
machinery, structures, industrial installations and similar 
applications.

This makes the Urrea pullers an indispensable tool in the 
automotive industry and service.

There are also specialty pullers, mainly in the automotive 
service, to place or remove pulleys, gears and pit man arms 
from the directions of the cars, bearings, bushings, among 
others.

The extractors that are presented in this chapter are called 
extraction tools because they are designed to remove parts 
that, by their operation, are assembled under pressure, there 
are various materials and sizes, such as straight jaw pullers, 
reverse pullers, adjustable extractors, flywheel extractors, 
reversible extractors, bearing separators and more.
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STRAIGHT JAW PULLER

IN METAL BOX
ITEM 4215B

PIECES 11

PACKING

BOX 4019
1

ITEM JAW TYPE MAX. HEIGTH

4215 Screw head jaw 2-5/8” 1 •
Long jaw 5-1/2” •

STRAIGHT JAW PULLER

IN METAL BOX
ITEM 4212SJB

PIECES 15

PACKING

BOX 4019
1

ITEM JAW TYPE MAX. HEIGTH

4212SJ

Screw head jaw 2-5/8”

1

•
Short jaw 4” •
Long jaw 5-1/2” •
Thin jaw 5-1/2” •

JAWS

ITEM TYPE MAX. HEIGTH

4215Q Short jaw 4” 1
4216Q Long jaw 5-1/2” 1
4217Q Thin jaw 5-7/16” 1
4218Q Screw head jaw 2-5/8” 1

4215Q

4216Q

4217Q

4218Q

CROSS BAR

ITEM CAPACITY

4211 Cross bar for 6-ton puller 1

FORCING SCREW

ITEM DESCRIPTION

4212 Forcing screw for 6-ton puller 1

JAW SAFETY CLIP

ITEM DESCRIPTION

4211S Jaw safety clip for 6-ton puller 6

STRAIGHT JAW PULLER

TYPE B

 

ITEM JAW TYPE MAX. HEIGTH

4216

Screw head jaw 2-5/8”

1Short jaw 4”
Long jaw 5-7/16”
Thin jaw 5-1/2”

STRAIGHT JAW PULLER

IN METAL BOX
ITEM 4213B

PIECES 13

PACKING

BOX 4019
1

ITEM JAW TYPE MAX. HEIGTH

4213
Screw head jaw 2-5/8”

1
•

Long jaw 5-1/2” •
Thin jaw 5-1/2” •

STRAIGHT JAW PULLER

IN METAL BOX
ITEM 4214B

PIECES 9

PACKING

BOX 4019
1

ITEM JAW TYPE MAX. HEIGTH

4214 Short jaw 4” 1 •
Long jaw 5-1/2” •

HEAVY-DUTY FIXED JAW PULLERS

FIXED JAW PULLERS

TYPE A

ITEM MAX. EXTERNAL DIAMETER MAX. INTERNAL DIAMETER CAPACITY

43601 2-3/8” 3-3/16” 1 t 1
43602 3-3/16” 5-1/8” 2 t 1
43610 6-1/8” 8-3/4” 10 t 1
43615 7-11/16” 10-3/8” 15 t 1
43620 9-13/16” 13-3/16” 20 t 1

• Treated steel forcing screw; features a hex head 
that can be turned with socket and ratchet. Has a 
floating tip that exerts the extraction force.

• Forged head made of high-resistance steel.
• Die-cut and hardened metal clip holds the jaws to 

the puller’s body.
• Interchangeable and adjustable jaws, great for 

different types of extractions.

20
PIECES

• Straight jaw that are easy to adjust.

12
PIECES

10
PIECES

8
PIECES

BLACK FINISH STRAIGHT JAW PULLER

ITEM JAW TYPE MAX. HEIGTH

4212SJBB

Screw head jaw 2-5/8"

1
Short jaw 4"
Long jaw 5-1/2"
Thin jaw 5-1/2"

• Black oxide finish for use where non-plated 
products are required.

15
PIECES

NEWNEW

14
PIECES

TYPE A TYPE A ZINC
PHOSPHATE
FINISH

TYPE A TYPE A TYPE A

 
CAPACITY
6 TONS

 
CAPACITY
6 TONS

 
CAPACITY
6 TONS  

CAPACITY
6 TONS  

CAPACITY
6 TONS

 
CAPACITY
6 TONS

BULK

BULK

BULK

BULK BULK BULK

BULK

BULK BULK

METAL
BOX

6-TON STRAIGHT JAW PULLERS
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BLACK FINISH STRAIGHT JAW PULLER

ITEM JAW TYPE MAX. HEIGTH

4234BB
Screw head jaw 3"

1Thin jaw 7-5/16"
Double-reach jaw 4-7/8" a 7-7/16"

BLACK FINISH STRAIGHT JAW PULLER

ITEM JAW TYPE MAX. HEIGTH

4030BB

Screw head jaw 3"

1
Short jaw 4-7/8"

Double-reach jaw 4-7/8" a 7-7/16"
Thin jaw 7-5/16"

CROSS BAR

ITEM CAPACITY

4011 Cross bar for 10-ton puller 1

FORCING SCREW 

ITEM DESCRIPTION

4012S For 10-ton puller 1

JAW SAFETY CLIP 

ITEM DESCRIPTION

4011S For 10-ton puller 1

JAWS

ITEM TYPE MAX. HEIGTH

4015 Short jaw 4-7/8” 1
4016 Double-reach Jaw 4-7/8”  to 7-7/16” 1
4017 Thin jaw 7-5/16” 1
4018 Screw head jaw 3” 1

4015

4016

4017

4018

STRAIGHT JAW PULLER

IN METAL BOX
ITEM 4030B

PIECES 15

PACKING

BOX 4019
1

ITEM JAW TYPE MAX. HEIGTH

4030

Screw head jaw 3”

1

•
Short jaw 4-7/8” •

Double-reach jaw 4-7/8”  to 7-7/16” •
Thin jaw 7-5/16” •

STRAIGHT JAW PULLER

IN METAL BOX
ITEM 4234B

PIECES 13

PACKING

BOX 4019
1

ITEM JAW TYPE MAX. HEIGTH

4234
Screw head jaw 3”

1
•

Double-reach jaw 4-7/8”  to 7-7/16” •
Thin jaw 7-5/16” •

STRAIGHT JAW PULLER

IN METAL BOX
ITEM 4238B

PIECES 9

PACKING

BOX 4019

1
ITEM JAW TYPE MAX. HEIGTH

4238 Screw head jaw 3” 1 •
Double-reach jaw 4-7/8”  to 7-7/16” •

STRAIGHT JAW PULLER

IN METAL BOX
ITEM 4232SJB

PIECES 9

PACKING

BOX 4019
1

ITEM JAW TYPE MAX. HEIGTH

4232SJ Short jaw 4-7/8” 1 •
Double-reach jaw 4-7/8”  to 7-7/16” •

• Includes 2 regular jaws and 2 long jaws.

8
PIECES

8
PIECES

14
PIECES

15
PIECES

13
PIECES

12
PIECES

• Black oxide finish for use where non-plated 
products are required.

• Black oxide finish for use where non-plated 
products are required.

NEWNEW

NEWNEW

ZINC
PHOSPHATE
FINISH

ZINC
PHOSPHATE
FINISH

10-TON STRAIGHT JAW PULLERS 

TYPE A TYPE A

TYPE ATYPE A

TYPE ATYPE A

 
CAPACITY
10 TONS

 
CAPACITY
10 TONS

 
CAPACITY
10 TONS  

CAPACITY
10 TONS

 
CAPACITY
10 TONS

 
CAPACITY
10 TONS

BULK

BULK

BULK

BULK BULK BULK

BULK

BULK

METAL
BOX

METAL
BOX
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that can be turned with socket and ratchet. Has a 
floating tip that exerts the extraction force.

• Forged head made of high-resistance steel.
• Die-cut and hardened metal clip holds the jaws to 
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different types of extractions.

20
PIECES

• Straight jaw that are easy to adjust.
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10
PIECES

8
PIECES

BLACK FINISH STRAIGHT JAW PULLER

ITEM JAW TYPE MAX. HEIGTH

4212SJBB

Screw head jaw 2-5/8"

1
Short jaw 4"
Long jaw 5-1/2"
Thin jaw 5-1/2"

• Black oxide finish for use where non-plated 
products are required.

15
PIECES

NEWNEW

14
PIECES

TYPE A TYPE A ZINC
PHOSPHATE
FINISH

TYPE A TYPE A TYPE A

 
CAPACITY
6 TONS

 
CAPACITY
6 TONS

 
CAPACITY
6 TONS  

CAPACITY
6 TONS  

CAPACITY
6 TONS

 
CAPACITY
6 TONS

BULK

BULK

BULK

BULK BULK BULK

BULK

BULK BULK

METAL
BOX

6-TON STRAIGHT JAW PULLERS

245

PU
LL

ER
S

13.

BLACK FINISH STRAIGHT JAW PULLER
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8
PIECES
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PIECES
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PIECES
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PIECES
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PIECES
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PIECES
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2 OR 3 JAW AUTO ADJUSTABLE GEAR PULLERS

RATCHET
SYSTEMTYPE C

ITEM OPENING CAPACITY MAX. HEIGTH CAPACITY

EXA2 3-5/32" 3-5/32” 2 tons 1
EXA5 5-7/8" 5-15/16” 5 tons 1
EXA7 8-9/16" 8-1/2” 7 tons 1

REVERSIBLE 2-POSITION 2-JAW PULLER

2 POSITIONS
TYPE A

ITEM OPENING CAPACITY MAX. HEIGTH CAPACITY

4033 4” 3-1/2” 2 tons 1

REVERSIBLE 2-POSITION 3-JAW PULLER

2 POSITIONS
TYPE B

ITEM OPENING 
CAPACITY MAX. HEIGTH CAPACITY

4034 4” 3-1/2” 2 tons 1

REVERSIBLE 2-JAW PULLERS

TYPE A

ITEM OPENING 
CAPACITY MAX. HEIGTH CAPACITY

4044 6” 3-1/2” 5 tons 1
4045 9” 5-1/2” 7 tons 1

REVERSIBLE 2-POSITION 2 OR 3 JAW PULLERS

2 POSITIONS
TYPE C

ITEM OPENING 
CAPACITY MAX. HEIGTH CAPACITY

4046 7” 3-1/2” 5 tons 1
4047 10” 5-1/2” 7 tons 1

2 OR 3 JAW SLIDE HAMMER PULLER

ITEM JAWS JAWS TO REACH 
DISTANCE 

INTERNAL CAPACITY  EXTERNAL CAPACITY
MIN MAX MIN MAX

4285 2 2-15/16” 1-3/8” 4-5/16” 1-31/32” 5-1/2”
1

3 2-15/16” 1-31/32” 5-5/16” 25/32” 5-5/16”

3-JAW SLIDE HAMMER PULLER

ITEM JAWS JAWS TO REACH 
DISTANCE

CAPACITY
MIN MAX

4270A 3 1-7/8” 1-1/2” 4-1/4” 1

SLIDE HAMMER PULLERS

• Micro-alloy steel jaws are heat-treated for greater resistance to traction.
• Micro-alloy steel shaft, heat-treated and checked so the hammer slides smoothly and strongly.
• Sliding hammer extracts by blows delivered to the adjusting cone.
• T-handle provides better control.

TYPE B

40464044

NEWNEW

REVERSIBLE JAW PULLERS

EXA5

AUTO ADJUSTABLE PULLERS

• Ratchet system that holds the jaws in position 
while adjusting the puller.

• Thin jaws for hard-to-reach places.
• 2 or 3 jaw configuration.
• Ideal to pull out gears, pulleys, bearing flanges 

and fly wheels, shafts and housings.

TYPE A TYPE B

 
CAPACITY
2 TONS

 
CAPACITY
2 TONS

VIDEO
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GEAR AND BEARING SEPARATORS

ITEM FORCING SCREWS
CAPACITY

MIN. MAX.

4331 M10X2.4 1-1/4” 2-1/4” 1
4332 12MX20 3” 4-1/2” 1
4333 3/4-16NF 3-7/8” 5-7/8” 1
4334 1-12NF 5-7/8” 7-7/8” 1

BAR-TYPE PULLER/BEARING SEPARATOR SET

ITEM DESCRIPTION

J4330 Bar-type puller/bearing separator set 1

INTERNAL AND EXTERNAL SLIDE HAMMER PULLER SET

 

ITEM EXTERNAL CAPACITY INTERNAL CAPACITY

4702  Ø 0-75 mm Ø 25-100 mm 1

• External capacity: ø 0 to 2-15/16”
• Internal capacity: ø 1” to 3-15/16”
• For jobs involuing gear, bearings, outer 

racers, grease retainers, oil, seals, etc.

• Forcing screw made of micro-alloy steel, offering a 
perfect fit onto the object being removed.

• Separating base adjusts to pieces where a conventional 
puller cannot reach.

• Adjusting nut controls base separation.

Contents
Bearing separator from 1-1/4” to 2-1/4” 1 
Bearing separator from 2-1/4” to 3-1/2” 1 
Forcing screw 7” 1
Cross bar 1
2-9/16” hex bar legs 1
2-9/16” hex bar extension legs 1
2-21/32” hex bar legs 1
2-21/32” hex bar extension legs 1

Contents
Collets 3
Slide hammer 1
Puller ( internal/external) 1
Puller ( internal) 1

HARMONIC BALANCER PULLER SET

ITEM PIECES PRESENTATION

4205 17 Plastic box 1

FRONT END SERVICE SET

ITEM DESCRIPTION

40500 Front end service set 1

MANUAL & AUTOMATIC SLACK 
ADJUSTER PULLER

ITEM DESCRIPTION

2372 For slack adjustments 1

HEAVY DUTY PITMAN PULLER

ITEM DESCRIPTION

4052 For large vehicles and 
trucks

1

COMPACT CARS PITTMAN ARM 
PULLER

ITEM DESCRIPTION

4051 For small vehicles 1

HARMONIC BALANCER PULLER SET

ITEM PIECES PRESENTATION

4205A 25 Plastic box 1

• The forcing screw is designed to create strong pushing 
force so the object being removed comes loose.

• Fastening screws are made of heat-treated steel.

• To remove and easily  slack 
adjustments quickly off the S-cam.

AUTOMOTIVE PULLERS

HARMONIC DAMPER PULLEY PULLER

ITEM PRESENTATION

4050 Plastic box 1

• Five popular tools used for servicing pitman, arms, 
ball joints and tie rods on most vehicles.

INTERNAL AND EXTERNAL SLIDE HAM-
MER PULLER SET

BAR-TYPE PULLER/BEARING SEPARA-
TOR SET

HARMONIC BALANCER PULLERS

GEAR AND BEARING SEPARATORS

6
PIECES

5
PIECES

8
PIECES

TYPE C

12
PIECES

25
PIECES

17
PIECES

Contents
Pitman arm puller 1
Tie rod end remover 1
Outer tie rod remover ball join separator 1
Pitman arm/tie rod end puller 1
Ball joint separator 1

TYPE C TYPE C

PLASTIC
CASE



246 urreaprofessionaltools.com

PU
LL

ER
S

PULLERS
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PIECES

5
PIECES

8
PIECES

TYPE C

12
PIECES

25
PIECES

17
PIECES
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PLASTIC
CASE
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GOATLEG PULLEY PULLER

ITEM DESCRIPTION MINIMUM 
OPENING

MAXIMUM 
OPENING

4053 Goatleg pulley puller 1-3/8" 1-3/4" 1

FRONT WHEEL DRIVE HUB PULLER

ITEM MINIMUM 
OPENING

MAXIMUM 
OPENING SCREW SIZE

4276 4" 4-1/2" 5/8" - 18 UNF 1

SPIRAL FLUTE PIPE EXTRACTORS

SCREW EXTRACTOR SET
ITEM 9500B

PIECES 5

PACKING

BOX E306

1
ITEM CAPACITY HOLE SIZE

95001 1/8" to 1/4" 5/64” 6 •
95002 1/4" to 5/16" 7/64” 6 •
95003 5/16" to 7/16" 5/32” 6 •
95004 7/16" to 9/16" 7/32” 6 •
95005 9/16" to 3/4" 17/64” 6 •

•	 Designed to remove broken studs, bolts, socket screws 
and fittings. 

•	 Spiral flutes are designed to embed themselves deeper 
into the metal as you turn the tool.

STRAIGHT FLUTE SCREW EXTRACTORS

EXTRACTOR SETS
ITEM 9500A 9501A

PIECES 5 4

PACKING

1 1
ITEM SQUARE DRILL SIZE BOLT SIZE PIPE SIZE

9521 3/16” 1/8” 5/16” - 6 •
9522 3/16” 3/16” 3/8” - 6 •
9523 1/4” 15/64” 7/16” 1/8” 6 •
9524 5/16” 5/16” 1/2 y 9/16” 1/4” 6 •
9525 3/8” 3/8” 5/8” 3/8” 6 •
9526 7/16" 15/32" 3/4" 3/8” 1 •
9527 1/2" 9/16" 7/8" 1/2” 1 •
9528 5/8" 21/32" 1-1/8" 1/2” 1 •
9529 3/4" 13/16" 1-3/8" 3/4” 1 •

•	 Used for removing broken or sered screws.
•	 Fluted cutting edges for easy removal of damage 

screws.

TWIST SOCKET SET WITH PUNCH

3/8”

End with twist 
opening.

End with hex 
opening.

ITEM PIECES PRESENTATION

74HLR 13 Plastic case 1

TWIST SOCKET SET WITH PUNCH

3/8”

ITEM PIECES PRESENTATION

7200S 14 Plastic case 1

DOUBLE END TWIST SOCKET SET

ITEM PIECES PRESENTATION

7400SWL 6 Plastic case 1

13
PIECES

14
PIECES

6
PIECES

1/2”

•	 Designed to easily remove damaged, rounded or corroded 
nuts, wheel lugs, bolts, pipes, pipe nipples or stud

•	 Extracts bolts from 3/8” to 3/4” and 10 mm to 19 mm.
•	 Designed to easily remove damaged, rounded or corroded 

nuts, wheel lugs, bolts, pipes, pipe nipples or stud

•	 Designed to easily remove damaged, rounded or corroded 
nuts, wheel lugs, bolts, pipes, pipe nipples or stud

•	 Extracts bolts from:  17 mm, 3/4” 19 mm, 13/16”, 21 mm 
and 7/8”.

BROKEN PLUG REMOVER

ITEM PIECES PRESENTATION

UEXBT 6 Plastic case 1

•	 This pulller makes wheel-hub removal quick easy and 
damage free.

•	 Set includes a unique porcelain pusher tool.

GOATLEG PULLEY PULLER FRONT WHEEL DRIVE HUB PULLER BROKEN PLUG REMOVER FOR FORD 
TRITON 3 VALVE ENGINES 

6
PIECES

CONTAINS
Pusher body.
Pusher screw.
Tip.
Puller housing.
Puller screw.
Left hand hex nut.

PLASTIC
CASE

PLASTIC
CASE

PLASTIC
CASE

SPIRAL FLUTE PIPE EXTRACTORS STRAIGHT FLUTE SCREW STRACTORS

BOLT NUT EXTRACTORS


