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VISES AND CLAMPS

QUICK RELEASE BAR CLAMPS

QUICK
RELEASE

ITEM MAXIMUM OPENING THROAT DEPTH

PRP6 6" 2-1/2" 1
PRP12 12" 2-1/2" 1
PRP24 24" 2-1/2" 1

SPRING CLAMPS

QUICK
RELEASE

RATCHET
SYSTEM

ITEM MAXIMUM OPENING THROAT DEPTH

PRES2 2" 3" 1
PRES4 4" 4" 1

PORTABLE WORKBENCH

FORCE 1 000 N 
MAX. CLAMPING

ITEM CLAMPING RANGE CLAMPING JAW SIZE MAXIMUM LOAD

BT900 0 - 37  7/16” 8” x 3” x 0.3” 330 lb 1

RATCHETING F-CLAMPS

ITEM MAXIMUM OPENING THROAT DEPTH

4FM12 11-1/2” 5-1/2” 1
4FM24 23-1/2” 5-1/2” 1

• All steel construction for greater durability and better resistance.
• Progressive jaw advancement; its foot-pedal operated clamp/unlock, 

secures workpiece in place.

• Extendible press 
which can hold 
extra wide (37”) 
workpieces.

• Clamp for regular 
workpieces.

32 1/4”

35 7/16”

F-CLAMPS

ITEM MAXIMUM OPENING THROAT DEPTH

4F12X 12" 4,22" 1
4F18X 18" 5" 1
4F24X 24" 5" 1

F-CLAMPS QUICK RELEASE BAR CLAMPS

PORTABLE WORKBENCH

• Ratcheting system for easy adjustment and quick release.
• Width opening capacity.
• 900 lb maximum clamping force.

• Nodular casting jaws.
• Ergonomic aluminium handle with multiple positions.
• High resistance H-shape steel bar.
• 2200 lb maximum Clamping force.
• Includes PVC jaw protector pads.

NEWNEW

NEWNEWNEWNEW

NEWNEW

• Trapezoidal thread 
totally sealed and 
permanently lubricated.

• Hardened steel 
brake.

• Ball bearings 
mechanism brings 
more clamping force 
with less effort.

SPRING CLAMPS

• Reversible design that allows compressing or spreading objects.
• Quick Release system.
• Large PVC jaw pads for better grip.

• Ratcheting system brings adjustable press force.
• Flexible TPU jaw pads.
• Quick Release system.

BULK
BULK

MULTIANGULAR MAGNETIC WELDINGS HOLDERS

MULTIANGULAR MAGNETIC WELDING HOLDER WITH SWITCH

ITEM
CAPACITY HEIGHT (A) TOTAL LENGTH (B) WIDTH (C)

LB IN IN IN

ESQU30 30 3-3/8" 5-1/2" 1" 1    
ESQU55 55 4-5/8” 7-9/16" 1-9/32" 1    

• Welding, marking off, demagnetize, assembly,lifting.
• Angles positions 45º, 90º and 135º.  

MULTIANGULAR MAGNETIC WELDING HOLDER

ITEM
CAPACITY HEIGHT (A) TOTAL LENGTH  (B) WIDTH (C) THICKNESS

LB IN IN IN IN

ESQU20 20 1-1/2" 2-9/32" 2-11/16" 9/16" 1

• Welding, marking off, demagnetize, assembly,lifting.
• Angles positions 15º, 60º, 90 and 120º. 

A

B

C

D 60º

90º

120º

15º

A

B
C

ON

OFF

90º

135º 45º

ON

OFF

ESQU30
ESQU20

20 lb
SUPPORT CAPACITY

30 lb
SUPPORT CAPACITY

9/16”
(14 MM)

VIDEO

15.

MAKE IT 
EASIER, FASTER 

AND SAFER.

AUTOMOTIVE  TOOLS

We are constantly improving our products, that is why the information, 
characteristics and availability of them can change without prior notice.

With the automotive tools you have the right tool to perform 
more quickly and efficiently maintenance and repair of 
automotive vehicles and trucks.

With the increasing complexity of automotive vehicles, 
where the efficiency, speed, precision, quality and safety are 
increasingly demanded in automotive repair and maintenance 
service, the need for special tools, safe and guaranteed, which 
you can rely on fully, is becoming more and more latent.

Automotive tools Urrea are designed for the repair and 
maintenance of engines, suspension, brakes, tires, filters, 
electrical system, bearings of automotive vehicles.

The offer of automotive tools Urrea also covers tools for 
inspection, testing and adjustment and calibration ores.
Los main benefits of having special tool for maintenance 
and automotive repair are: Perform work safely, quickly and 
accurately.

A greater reach and penetration in places where space is 
limited and difficult to access. They facilitate the adjustment or 
replacement of parts or systems.

Take readings and make diagnoses more quickly and 
accurately.

They comply with national and international American and 
European standards.
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MAGNETIC PICK-UP TOOL WITH 
LIGHT

MAGNETIC
BIT

ITEM EXTENSION MAX. CAPACITY 
WEIGHT

2374 6-11/16” 
to 26” 2,2 lb 1  

MAGNETIC PICK-UP TOOL WITH 
MOBILE HEAD

MAGNETIC
BIT

ITEM EXTENSION MAX. CAPACITY 
WEIGHT

2377 8” to 27-3/8” 7,9 lb 1  

HOSE CLAMPS

ITEM CAPACITY

2379 7/8” 1  

HOSE PINCH PLIERS

ITEM LENGTH CAPACITY

254G 7" 1/8" to 3/8" 1  

255G 10" 3/4" to 2-1/4" 1  

MAGNETIC PICK-UP TOOL

MAGNETIC
BIT

ITEM EXTENSION MAX. CAPACITY 
WEIGHT

2346 4-1/2” to 
16-1/4” 1 lb 1  

ITEM EXTENSION MAX. CAPACITY 
WEIGHT

2376 6-7/8” to 
26-5/16” 7,9 lb 1  

TELESCOPIC INSPECTION 
MIRROR

TELESCOPIC INSPECTION MIRROR

ITEM EXTENSION

2373 11-1/4” to 15-1/4” 1  

FLEX HOSE CLAMP

ITEM LENGTH

2328 9” 1  

HOSE CLAMP

ITEM MAXIMUM OPENING LENGTH

2356 2”  8-1/2” 1  

CV BOOT CLAMP PLIER

ITEM MAXIMUM OPENING LENGTH

2357 1” 9” 1  

HC DWCTB

• Facilitate change of water, oil, and fuel hoses.
• Hose clamp holder with 24 7/8” flexible cable.
• Very convenient for work in hard to reach places.
• Allows manipulation of self-tensing hose clamps with spring.

• Prevents leaks.
• Made of high resistance steel.
• Does not damage hoses.
• Safely and easily pinch fuel and vacuum lines, among other 

types of hoses.

• Jaws swivel to access 
hose clamps in any 
position.

• Clamps are held open 
with a ratchet locking 
mechanism.

• Services most ring-type 
or flat-band hose clamps.

HOSE PINCH-OFF PLIER

ITEM LENGTH CAPACITY

253G 9” 1-1/2” 1  

• Handle with spring for safe 
and easy use with manual 
release.

• Manufactured from 
strong synthetic 
polymer. 

• Useful when working with diagnostic and automotive repairs.
• Use to pinch off flexible lines to prevent spills when 

disconnected.

HOSE CLAMPING PLIERS

• For removal of the front hub assembly neceesary for weel 
bearing or brake rotor service.

• Crimps ear-type 
CV boot clamps 
used on front 
wheel drive 
vehicles.

• Includes pocket clip.
• Reaches tools and small 

objects in hard to reach places.

3 1/2”

Mirror

2 1/8”

• With light.
• Pen-type design with pocket clip.
• Length lasting bulb saves energy.

• Ideal for lifting metallic or non-metallic objects in hard to reach places.
• 4 non-deformable tempered pincers.
• Flexible metal shaft with plastic protection.

• Easy to use mechanism blocks off a hose’s flow in order 
to perform a repair or do maintenance, without having to 
completely cancel the flow.

MAGNETIC PICK-UP TOOL WITH CLAW

MAGNETIC
BIT

ITEM LENGTH MAX. MAGNET CAPACITY 
WEIGHT

MAX. CLAW WEIGHT 
CAPACITY OPENING CAPACITY

2378 27” 1,10 lb 11 lb 1-3/16” 1  

TemperedTempered
clawsclaws
Tempered
claws

 ROTATING
360º

MAGNETIC PICK-UP TOOL WITH ANTISLIP HANDLE

ITEM EXTENSION MAX. CAPACITY 
WEIGHT

2375 6-7/8” to 
26-5/16” 3,53 lb 1  

MAGNETIC
BIT

MAGNETIC
BIT
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AUTOMOTIVE TOOLS

MAGNETIC PICK-UP TOOLS 

AUTOMOTIVE SPECIALTY PLIERS

11lb
CLAWS LIFT 

CAPACITY

1,10 lb
MAGNETIC LIFT 
CAPACITY

16.2oz
LIFT

CAPACITY

3.5lb
LIFT

CAPACITY

7.9 lb
LIFT

CAPACITY

2.2lb
LIFT

CAPACITY

• Magnetic pick-up tool flex head.

7.9 lb
LIFT

CAPACITY

BULK

255

MAGNETIC TRAYS

25GAUGE
STEELMAGNETIC

TRAY

ITEM 2302 2303 2305
TYPE Round Rectangle Rectangle

1 1 1
   

GASKET SCRAPER

GASKET SCRAPER

ITEM CHISEL

2332 1-1/16” 1  

TRIM PAD REMOVER

TRIM PAD REMOVER

30º

ITEM DESCRIPTION

2331 Trim pad remover 1  

HAND VACUUM PUMP KIT

• Stick to any metal surface.
• Made of 25 gauge stainless steel.
• Electrostatic paint coating.
• Oil and gas resistant rubberized base.

9-29/64”

 5 -1/2” 6”

6” 

11” 

11.8” 

• Portable vacuum pump, compact design, one hand operation. 
• Performs static tests and monitors vacuum-operated components.
• Allows one person to drain the brakes.

2302 2303 2305

• 6” bar length.
• Ideal to remove almost all kind of trim fastener 

of more common cars.
• 6” bar length.
• Shaft square 3/8”.

FENDER COVER

FENDER COVER

ITEM DESCRIPTION SIZE

E451 Fender cover 39” x 19-19/64” 1  

PLASTIC OIL DRAIN

PLASTIC OIL DRAIN

ITEM CAPACITY SIZE

2397 4.2 gal 23-15/64” x 18-27/64” x 
5-25/32” 1  

DRAIN PLUG SOCKET SET

DRAIN PLUG SOCKET SET

VANADIUM
CHROME-3/8”

ITEM PIECES

2393 14 1  

• Applicable in most automotive brands: BMW®, Renault®, Mazda®, Fiat®, Mercedes®, Toyota®, Ford®, 
Nissan®, GM®, Honda®, Peugeot®, Volkswagen®.

• Made of high density polyethylene.
• Recommended use: waste oil & antifreeze.
• Anti-splash edge.
• Length nozzle for an easy and fast emptied.
• Chemical resistance and solvents.
• Anti-spill plug.

14
PIECES

HAND VACUUM PUMP KIT

ITEM VACUUM CAPACITY CONTAINER CAPACITY 

2012 0-30 inHg 4 oz 1  

BULK BULKPLASTIC
BOX

BULK
BULK

Content
9,10, 12, 14 & 17 mm
7, 8, 11, 13 mm & 5/16”, 3/8”
10 mm
10 mm
M16

7
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MAGNETIC PICK-UP TOOL WITH 
LIGHT

MAGNETIC
BIT

ITEM EXTENSION MAX. CAPACITY 
WEIGHT

2374 6-11/16” 
to 26” 2,2 lb 1  

MAGNETIC PICK-UP TOOL WITH 
MOBILE HEAD

MAGNETIC
BIT

ITEM EXTENSION MAX. CAPACITY 
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2377 8” to 27-3/8” 7,9 lb 1  

HOSE CLAMPS

ITEM CAPACITY

2379 7/8” 1  

HOSE PINCH PLIERS

ITEM LENGTH CAPACITY

254G 7" 1/8" to 3/8" 1  
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MAGNETIC PICK-UP TOOL
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ITEM EXTENSION
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ITEM LENGTH

2328 9” 1  

HOSE CLAMP

ITEM MAXIMUM OPENING LENGTH

2356 2”  8-1/2” 1  

CV BOOT CLAMP PLIER

ITEM MAXIMUM OPENING LENGTH

2357 1” 9” 1  

HC DWCTB

• Facilitate change of water, oil, and fuel hoses.
• Hose clamp holder with 24 7/8” flexible cable.
• Very convenient for work in hard to reach places.
• Allows manipulation of self-tensing hose clamps with spring.

• Prevents leaks.
• Made of high resistance steel.
• Does not damage hoses.
• Safely and easily pinch fuel and vacuum lines, among other 

types of hoses.

• Jaws swivel to access 
hose clamps in any 
position.

• Clamps are held open 
with a ratchet locking 
mechanism.

• Services most ring-type 
or flat-band hose clamps.

HOSE PINCH-OFF PLIER

ITEM LENGTH CAPACITY

253G 9” 1-1/2” 1  

• Handle with spring for safe 
and easy use with manual 
release.

• Manufactured from 
strong synthetic 
polymer. 

• Useful when working with diagnostic and automotive repairs.
• Use to pinch off flexible lines to prevent spills when 

disconnected.

HOSE CLAMPING PLIERS

• For removal of the front hub assembly neceesary for weel 
bearing or brake rotor service.

• Crimps ear-type 
CV boot clamps 
used on front 
wheel drive 
vehicles.

• Includes pocket clip.
• Reaches tools and small 

objects in hard to reach places.

3 1/2”

Mirror

2 1/8”

• With light.
• Pen-type design with pocket clip.
• Length lasting bulb saves energy.

• Ideal for lifting metallic or non-metallic objects in hard to reach places.
• 4 non-deformable tempered pincers.
• Flexible metal shaft with plastic protection.

• Easy to use mechanism blocks off a hose’s flow in order 
to perform a repair or do maintenance, without having to 
completely cancel the flow.

MAGNETIC PICK-UP TOOL WITH CLAW

MAGNETIC
BIT

ITEM LENGTH MAX. MAGNET CAPACITY 
WEIGHT
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CAPACITY OPENING CAPACITY

2378 27” 1,10 lb 11 lb 1-3/16” 1  
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Tempered
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MAGNETIC PICK-UP TOOLS 

AUTOMOTIVE SPECIALTY PLIERS

11lb
CLAWS LIFT 

CAPACITY

1,10 lb
MAGNETIC LIFT 
CAPACITY

16.2oz
LIFT

CAPACITY

3.5lb
LIFT

CAPACITY

7.9 lb
LIFT

CAPACITY

2.2lb
LIFT

CAPACITY

• Magnetic pick-up tool flex head.

7.9 lb
LIFT

CAPACITY

BULK

255

MAGNETIC TRAYS

25GAUGE
STEELMAGNETIC

TRAY
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1 1 1
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2332 1-1/16” 1  

TRIM PAD REMOVER

TRIM PAD REMOVER

30º

ITEM DESCRIPTION

2331 Trim pad remover 1  

HAND VACUUM PUMP KIT

• Stick to any metal surface.
• Made of 25 gauge stainless steel.
• Electrostatic paint coating.
• Oil and gas resistant rubberized base.

9-29/64”

 5 -1/2” 6”

6” 

11” 

11.8” 

• Portable vacuum pump, compact design, one hand operation. 
• Performs static tests and monitors vacuum-operated components.
• Allows one person to drain the brakes.
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• 6” bar length.
• Ideal to remove almost all kind of trim fastener 

of more common cars.
• 6” bar length.
• Shaft square 3/8”.
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CHROME-3/8”
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2393 14 1  
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Nissan®, GM®, Honda®, Peugeot®, Volkswagen®.

• Made of high density polyethylene.
• Recommended use: waste oil & antifreeze.
• Anti-splash edge.
• Length nozzle for an easy and fast emptied.
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2012 0-30 inHg 4 oz 1  

BULK BULKPLASTIC
BOX

BULK
BULK

Content
9,10, 12, 14 & 17 mm
7, 8, 11, 13 mm & 5/16”, 3/8”
10 mm
10 mm
M16

7
PIECES

AU
TO

M
OT

IV
E 

 T
OO

LS

15.

MAGNETIC TRAYS 



256 urreaprofessionaltools.com

WASTE OIL DRAIN BY  GRAVITY

WASTE OIL DRAIN BY GRAVITY

ITEM TANK CAPACITY
COLLECTING 

FUNNEL 
CAPACITY

DRAIN HOSE 
LENGTH

MAXIMUM 
ADJUSTABLE 

HEIGHT

MINIMUM 
ADJUSTABLE 

HEIGHT

23971 17 gal 4 gal 6,6’ 66,5” 43-23/32” 1  

23972 23 gal 4 gal 6,6’ 70,9” 48” 1  

WASTE OIL DRAIN WITH SUCTION

WASTE OIL DRAIN WITH SUCTION

ITEM
TANK 

CAPAC-
ITY

COLLECTING 
FUNNEL 

CAPACITY

DRAIN HOSE 
LENGTH

MAXIMUM 
ADJUSTABLE 

HEIGHT

MINIMUM 
ADJUSTABLE 

HEIGHT

OIL SUCTION 
SPEED

MAXIMUM 
DRAINAGE 
PRESSURE

23973 17 gal 3.9 gal 6.6’ 68-7/64” 44-1/2” 1.5-2 L/min 58.01 psi - 
101.52 psi 1  

•  Suitable for gravity drainage of engine, gearbox and different oil from all kinds of motor vehicles placed on an auto 
lift or pit.

• Oil lever indicator stored in the tank.
• Protective grid to prevent foreign objects from falling into the tank.
• Multi-use tray.

• Suitable for gravity drainage of engine, gearbox and different oil from all kinds of motor vehicles placed on an auto 
lift or pit.

• Oil lever indicator stored in the tank.
• Protective grid to prevent foreign objects from falling into the tank.
• Multi-use tray.

23971 23972

WASTE OIL DRAIN FOR TRUCK

WASTE OIL DRAIN FOR TRUCK 

ITEM LENGTH HEIGHT WIDTH

23975 32-13/64” 32-13/64” 32-13/64” 1  

• Suitable for gravity drainage of engine, gearbox and different oil from trucks.
• Gravity drain.
• Protective grid. 
• Avoid the lifting of heavy vehicles.

TANK CAPACITY
17 gal

TANK CAPACITY
17 gal

TANK CAPACITY
23 gal

Multi-use
tray

Protective
grid

656565

606060

555555

505050

454545

Lever
indicator

Multi-use
tray

Protective
grid

656565

606060

555555

505050

454545

Lever
indicator

Gravity
draining

Protective
grid

Easy-draining
nozzle TANK CAPACITY

17 gal 
WHEELS
4 SWIVELSTEEL

BODY

BULK BULK

BULK
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PADDED SWIVEL MECHANIC STOOL

 SWIVEL
SEAT

ITEM HEIGTH CAPACITY DIAMETER

9988 29-1/2” 330 lb 13-3/4” 1  

MECHANIC STOOL WITH HEIGHT ADJUSTMENT LEVER

 SWIVEL
SEAT HEIGTH

ADJUSTABLE

ITEM MAXIMUM
HEIGTH

MINIMUM
HEIGTH

MAXIMUM 
CAPACITY

9987 30-11/16” 22-13/16” 330 lb 1  

MECHANIC STOOL WITH HEIGHT ADJUSTMENT 
LEVER

 SWIVEL
SEAT HEIGTH

ADJUSTABLE

ITEM MAXIMUN HEIGTH CAPACITY

9985 32-9/32” 330 lb 1  

MECHANIC STOOL WITH DRAWERS

 
WHEELS
4 SWIVEL

ITEM MAXIMUN HEIGTH MAXIMUM CAPACITY

9984 18-1/8” 330 lb 1  

PLASTIC MECHANIC CREEPER

 
WHEELS
6 SWIVEL MAGNETIC

TRAY

ITEM CAPACITY LENGTH HEIGTH

9991 330 lb 40" 4-3/4” 1  

9991A 242.5 lb 36" 4-3/4” 1  

ADJUSTABLE CUSHIONED MECHANIC CREEPER

 
WHEELS
6 SWIVEL

ADJUSTABLE 
HEADREST

3 POSITION

ITEM CAPACITY LENGTH HEIGTH

9995A 330 lb 43” 6-11/16” 1  

CUSHIONED MECHANIC CREEPER

 
WHEELS
6 SWIVEL

ITEM CAPACITY LENGTH HEIGTH

9995 330 lb 40” 4-11/32” 1  

• Lightweight and resistant aluminum frame.
• Preferred use in the automotive maintance

• Easy to clean surface is resistant to solvents, greases 
and fuels.

• Special body-fitting design to provide optimum confort.
• Six polyurethane wheels to roll better on regular floor 

surfaces.
• Steel tube construction frame-strong and durable.
• Four 3 1/2” casters-easy and stable mobility.
• Fully padded with heavy-duty vinyl.

MECHANIC STOOLS

• Swivel with height lever to adjust 
to the neccesities of the user.

• Metallic base.
• Chromed steel structure.
• With antislip pads.

• Steel tube constrution frame.
• Thick round seat fully padded.

• 2 Side drawers.
• 1 Storage space under the seat.
• 2 Tool tray holders.
• Chromed steel structure.
• 4 wheels, 2 with brakes, 2 without.
• Seat dimensions: 9-27/32” x 14-11/64”.

• Metallic base.
• Backrest and padded seat.
• Chromed steel structure.
• With antislip pads.
• Seat diameter: 13-25/32”.
• Backrest dimensions:  

11-13/16” x 5-29/32”.
• Minimun heigth: 23-15/64”.

MECHANIC STOOL CASTERS

ITEM DESCRIPTION FOR ITEM

F9984 Latch with brake 9984 1
R9984 Latch without brake 9984 1

MECHANIC CREEPER CASTERS

ITEM SWIVEL WHEEL FOR ITEM

R9995 2 1/2” with latch 9995 1
R9995A 3 1/2” with latch 9995A 1
R9991A 3” with plate 9991A 1
R9991 2” with plate 9991 1

• Caster made of polyurethane.
• Plate bracket made of steel.

• Caster made of polyurethane.
• Plate bracket made of steel.

F9984

R9984

R9995

R9991A

R9995A

R9991

NEWNEW

NEWNEW

NEWNEW

BAG

BAG
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WASTE OIL DRAIN BY  GRAVITY

WASTE OIL DRAIN BY GRAVITY

ITEM TANK CAPACITY
COLLECTING 

FUNNEL 
CAPACITY

DRAIN HOSE 
LENGTH

MAXIMUM 
ADJUSTABLE 

HEIGHT

MINIMUM 
ADJUSTABLE 

HEIGHT

23971 17 gal 4 gal 6,6’ 66,5” 43-23/32” 1  

23972 23 gal 4 gal 6,6’ 70,9” 48” 1  

WASTE OIL DRAIN WITH SUCTION

WASTE OIL DRAIN WITH SUCTION

ITEM
TANK 

CAPAC-
ITY

COLLECTING 
FUNNEL 

CAPACITY

DRAIN HOSE 
LENGTH

MAXIMUM 
ADJUSTABLE 

HEIGHT

MINIMUM 
ADJUSTABLE 

HEIGHT

OIL SUCTION 
SPEED

MAXIMUM 
DRAINAGE 
PRESSURE

23973 17 gal 3.9 gal 6.6’ 68-7/64” 44-1/2” 1.5-2 L/min 58.01 psi - 
101.52 psi 1  

•  Suitable for gravity drainage of engine, gearbox and different oil from all kinds of motor vehicles placed on an auto 
lift or pit.

• Oil lever indicator stored in the tank.
• Protective grid to prevent foreign objects from falling into the tank.
• Multi-use tray.

• Suitable for gravity drainage of engine, gearbox and different oil from all kinds of motor vehicles placed on an auto 
lift or pit.

• Oil lever indicator stored in the tank.
• Protective grid to prevent foreign objects from falling into the tank.
• Multi-use tray.

23971 23972

WASTE OIL DRAIN FOR TRUCK

WASTE OIL DRAIN FOR TRUCK 

ITEM LENGTH HEIGHT WIDTH

23975 32-13/64” 32-13/64” 32-13/64” 1  

• Suitable for gravity drainage of engine, gearbox and different oil from trucks.
• Gravity drain.
• Protective grid. 
• Avoid the lifting of heavy vehicles.

TANK CAPACITY
17 gal

TANK CAPACITY
17 gal

TANK CAPACITY
23 gal

Multi-use
tray

Protective
grid

656565

606060

555555

505050

454545

Lever
indicator

Multi-use
tray

Protective
grid

656565

606060

555555

505050

454545

Lever
indicator

Gravity
draining

Protective
grid

Easy-draining
nozzle TANK CAPACITY

17 gal 
WHEELS
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BULK BULK
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PADDED SWIVEL MECHANIC STOOL

 SWIVEL
SEAT
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 SWIVEL
SEAT HEIGTH

ADJUSTABLE

ITEM MAXIMUM
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MINIMUM
HEIGTH

MAXIMUM 
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9987 30-11/16” 22-13/16” 330 lb 1  

MECHANIC STOOL WITH HEIGHT ADJUSTMENT 
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 SWIVEL
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ITEM MAXIMUN HEIGTH CAPACITY

9985 32-9/32” 330 lb 1  

MECHANIC STOOL WITH DRAWERS

 
WHEELS
4 SWIVEL

ITEM MAXIMUN HEIGTH MAXIMUM CAPACITY

9984 18-1/8” 330 lb 1  

PLASTIC MECHANIC CREEPER

 
WHEELS
6 SWIVEL MAGNETIC

TRAY

ITEM CAPACITY LENGTH HEIGTH

9991 330 lb 40" 4-3/4” 1  

9991A 242.5 lb 36" 4-3/4” 1  

ADJUSTABLE CUSHIONED MECHANIC CREEPER

 
WHEELS
6 SWIVEL

ADJUSTABLE 
HEADREST

3 POSITION

ITEM CAPACITY LENGTH HEIGTH

9995A 330 lb 43” 6-11/16” 1  

CUSHIONED MECHANIC CREEPER

 
WHEELS
6 SWIVEL

ITEM CAPACITY LENGTH HEIGTH

9995 330 lb 40” 4-11/32” 1  

• Lightweight and resistant aluminum frame.
• Preferred use in the automotive maintance

• Easy to clean surface is resistant to solvents, greases 
and fuels.

• Special body-fitting design to provide optimum confort.
• Six polyurethane wheels to roll better on regular floor 

surfaces.
• Steel tube construction frame-strong and durable.
• Four 3 1/2” casters-easy and stable mobility.
• Fully padded with heavy-duty vinyl.

MECHANIC STOOLS

• Swivel with height lever to adjust 
to the neccesities of the user.

• Metallic base.
• Chromed steel structure.
• With antislip pads.

• Steel tube constrution frame.
• Thick round seat fully padded.

• 2 Side drawers.
• 1 Storage space under the seat.
• 2 Tool tray holders.
• Chromed steel structure.
• 4 wheels, 2 with brakes, 2 without.
• Seat dimensions: 9-27/32” x 14-11/64”.

• Metallic base.
• Backrest and padded seat.
• Chromed steel structure.
• With antislip pads.
• Seat diameter: 13-25/32”.
• Backrest dimensions:  

11-13/16” x 5-29/32”.
• Minimun heigth: 23-15/64”.

MECHANIC STOOL CASTERS

ITEM DESCRIPTION FOR ITEM

F9984 Latch with brake 9984 1
R9984 Latch without brake 9984 1

MECHANIC CREEPER CASTERS

ITEM SWIVEL WHEEL FOR ITEM

R9995 2 1/2” with latch 9995 1
R9995A 3 1/2” with latch 9995A 1
R9991A 3” with plate 9991A 1
R9991 2” with plate 9991 1

• Caster made of polyurethane.
• Plate bracket made of steel.

• Caster made of polyurethane.
• Plate bracket made of steel.

F9984

R9984

R9995

R9991A

R9995A

R9991

NEWNEW

NEWNEW

NEWNEW

BAG

BAG
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UNIVERSAL BRAKE CALIPER SOCKET BIT SET

ITEM PIECES

5254TH 9 1  

BRAKE SPRING PLIERS

BRAKE SPRING PLIERS

ITEM LENGTH MIDDLE JAW OPENING

217 13-1/4” 13/16” 1  

REAR DISC BRAKE CALIPER KIT

REAL DISC BRAKE CALIPER KIT

ITEM PIECES ADAPTADORES

2013 6 1-1/2” , 1-5/8” , 1-7/8”, 2-1/8”, 2-1/2” 1  

• Brake star-adjuster for rear wheel drive cars.

• 13/16” (20.6 mm) hexagon for wrench use.
• Features an adapter with pins on both sides.
• Ideal for vehicles with 2- and 4-wheel rear brake assemblies.

BRAIN SPRING WASHER TOOL

BRAIN SPRING WASHER TOOL

ITEM LENGTH

2011 5-1/4” 1  

AIR HOSE REEL

ITEM 23RW350 23RW450 23RO350 23RG350 23RO450
MAX PRESSURE 300 psi 300 psi 2250 psi 4000 psi 2000 psi

DIAMETER 3/8" 1/2" 3/8" 3/8" 1/2"
LENGTH 50 ft 50 ft 50 ft 50 ft 50 ft

FEMALE IN HOSE 1/2 NPT 1/2 NPT 1/2 NPT 1/2 NPT 1/2 NPT
MALE OUTLET HOSE 3/8 NPT 1/2 NPT 3/8 NPT 3/8 NPT 1/2 NPT

APPLICATIONS
GREASE •

OIL • • •
WATER • • • • •

AIR • • • • •
1 1 1 1 1
     

AIR HOSE REEL

• Maximizes its useful life:
• Storing the hose in a reel prevents people from 

stepping on it or equipment from squashing it, 
thus prolengthing its life.

• Increases productivity:
• Easier to handle the air hose, making it easier to 

find and use, saving time and money.
• Minimizes leaks spills:
• The use of reels prevents spills and air leaks, 

thus reducing costs.
• Improves safety:
• Air hose reels help keep shops organized, 

preventing accidents or injuries.

UNIVERSAL BRAKE CALIPER SOCKET BIT SET

• Compresses the brake’s spring. The handles are designed to 
remove or install the spring on the lengthring pole.

• Size: 
1 = 7/8” 
2 = 11/16”

• Adjusts to small and large washers.
• You can visualize the alignment of the pin 

through the washer’s opening.

DRUM BRAKE ADJUSTING TOOL

 DRUM BRAKE ADJUSTING TOOL

ITEM LENGTH

2007 7-1/4” 1  

2006 9” 1  

6
PIECES

9
PIECES

PLASTIC
BOX

Contents
Item Tip size Tip type Measure
523940W 3/8" T40
523945W 3/8"  T45
543950W 1/2"  T50
543955W 1/2"  T55
04/01/90 3/8" 1/4”
08/03/90 3/8"  3/8”
49907M 3/8" 7 mm
49908M 3/8" 8 mm
499010M 3/8" 10 mm
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JACK STANDS

CAST IRON JACK STANDS

PRICE PER PAIR

ITEM CAPACITY PER PAIR MINIMUM HEIGHT MAXIMUN HEIGTH

194 6,613 lb 11-13/16” 17” 1
195 13,227 lb 15-3/8” 24” 1
196 26,455 lb 17-5/16” 28-3/8” 1

• Rugged steel unitized frame.
• construction.
• Ductile iron ratchet stem.
• High grade enamel coating.
• Large area feet resist sinking
• Large saddle.
• The load capacity is achivement if it use a pair of supports.
• Lever-auto ensurable.
For your safety, do not use hydraulic jacks if you believe they should remain under 
the vehicle for a longer period of time, for this purpose use supports.

196

259

TRUCK WHEEL BEARING LOOKNUT SOCKET SET

1/2”

ITEM PIECES

P1900 7 1  

WHEEL BEARING LOCKNUT SOCKETS

3/4”

ITEM OPENING SIZE DIAMETER LENGTH

P1902 2-3/8” 2-3/4” 3-1/2” 1  

*P1904 2-9/16” 2-7/8” 3-1-/2” 1  

P1921 2-1/2” 2-7/8” 3-1/2” 1  

**P1908 3-1/4” 3-5/8” 3-1/2” 1  

P1910 3-1/2” 3-15/16” 3-1/2” 1  

*P1914 4” 4-3/8” 3-1/2” 1  

THREAD REPAIR KIT

THREAD REPAIR KIT

ITEM PIECES DESCRIPTION

972 48 In inches and metrics 1  

HEAVY-DUTY DISC BRAKE PAD SPREADER

ITEM MAXIMUM OPENING WIDTH

2010H 2-3/4” 4-1/2” 1  

DISC BRAKE PAD SPREADER

ITEM MAXIMUM OPENING WIDTH

2010 4-1/2” 4” 1  

BRAKE DRUM POLISHER SET

ITEM DESCRIPTION

2392 For cylinders 27/32” 1  

Replacement stone pads for 2392

ITEM DESCRIPTION

2392A Stone length 1-1/8” 1  

BRAKE DRUM POLISHER SET

Capacity 1-1/4” - 3-1/2”
 (31.75 - 88.9 mm)

BRAKE LINING THICKNESS GAUGES

ITEM DESCRIPTION

2337 Brake lining thickness gauge, 8 pieces 1  

Thickness gauge coded by color to know 
the condition of the Brake lining.

• Manufactured in steel with electrostatic paint coating.

BRAKE LINING THICKNESS GAUGES HEAVY-DUTY DISC BRAKE PAD SPREADER

• Works on twin and quad piston fixed calipers, as well 
as single and twin piston floating calipers.

• Centrally located ratchet evenly spreads force in a 
parallel manner to prevent misalignment of pistons.

• Ratchet technology gives a full 360 degree swing so 
that the spreader may be placed at any position.

• Extended reversing lever allows for easy change 
from spreading to retracting.

DISC BRAKE PAD SPREADER

TRUCK WHEEL BEARING LOCKNUT SOCKETS 3/4”

• Hex locknut (6PT)

• Avoids damage on 
locknuts

• This kit allows the user to repair and use damaged threads, especially 
those found in monoblocks.

• Convenient plastic case for storage.
• Designed for American, European and Asian vehicles.

• Rounded hex 
locknut (6R)

P1902

P1908

P1954M

* Rounded edges
** Octagonal socket (8-point)

• These sockets loosen or tighten wheel bearings.
• We do not recommend their use with impact tools because 

they are not designed for that purpose.

48
PIECES

7
PIECES

BULK

PLASTIC
BOX

Color Size

Green
Good condition.

8 mm
10 mm
12 mm

Yellow 
Caution.

4 mm
5 mm
6 mm

Red
Service needed.

2 mm
3 mm

Item Size
Description Size Quantily
Metric thread taps 14 x 1.50 mm, 12 x 1.75 mm, 12 x 1.50 mm, 12 x 

1.25 mm, 11 x 1.50 mm, 10 x 1.50 mm, 10 x 1.25 
mm, 10 x 1.00 mm, 8 x 1.25 mm , 6 x 1.00 mm

10

Standar thread taps 9/16”-12, 1/2”-13, 7/16”-14, 3/8”-16, 5/16”-18, 
1/4”-20 6

Fine thead tap 9/16”-18, 1/2”-20, 7/16”-20, 3/8”-24, 5/16”-24, 
1/4”-28 6

Metric thread dies
14 x 1.50 mm, 12 x 1.75 mm, 12 x 1.50 mm, 12 x 
1.25 mm, 11 x 1.50 mm, 10 x 1.50 mm, 10 x 1.25 
mm, 10 x 1.00 mm, 8 x 1.25 mm, 6 x 1.00 mm

10

SAE NC thread dies 5/8”-11, 9/16”-12, 1/2”-13, 7/16”-14, 3/8”-16, 
5/16”-18, 1/4”-20 7

SAE NF Fine thread dies 5/8”-18, 9/16”-18, 1/2”-20, 7/16”-20, 3/8”-24, 
5/16”-24, 1/4”-28 7

SAE rethreader file, 8 size 24, 20, 18, 16, 14, 13, 12, 11 1

Metric rethreader file, 8 sizes 3.00 mm, 2.50 mm, 2.00 mm, 1.75 mm, 1.50 mm, 
1.25 mm, 1.00 mm, 0.75 mm 1

Content
Size Description Hexagon

55 mm Hex locknut socket designed for use on front wheel adjusting nuts 
found on Toyota models FJ, LN and RN 6PT

2-3/8” Hex locknut socket works on 1984-92 Ford Rangers and Broncos 
IIs with automatic locking hubs. 6PT

2-1/2” Hex locknut socket fits the hex nut fpund on rear axles and various 
front axle applications on light-duty trucks. 6PT

2-1/2” Rounded hex locknut socket works on 1995-96 Ford F-150 trucks 
and full-sized Broncos with automatic locking hubs. 6R

2-3/4” Rounded hex locknut socket works on 3/4-ton, 1-ton Ford F-250 
and F-350 trucks with automatic locking hubs 6R

2-9/16” Rounded hex locknut socket works on 1990-93 Dodge trucks with 
Dana 60 manual hubs. 6R

2-3/8” Rounded hex locknut socket works on 1990-newer Ford Rangers, 
Broncos IIs, and Explorers with automatic locking hubs. 6R
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UNIVERSAL BRAKE CALIPER SOCKET BIT SET

ITEM PIECES

5254TH 9 1  

BRAKE SPRING PLIERS

BRAKE SPRING PLIERS

ITEM LENGTH MIDDLE JAW OPENING

217 13-1/4” 13/16” 1  

REAR DISC BRAKE CALIPER KIT

REAL DISC BRAKE CALIPER KIT

ITEM PIECES ADAPTADORES

2013 6 1-1/2” , 1-5/8” , 1-7/8”, 2-1/8”, 2-1/2” 1  

• Brake star-adjuster for rear wheel drive cars.

• 13/16” (20.6 mm) hexagon for wrench use.
• Features an adapter with pins on both sides.
• Ideal for vehicles with 2- and 4-wheel rear brake assemblies.

BRAIN SPRING WASHER TOOL

BRAIN SPRING WASHER TOOL

ITEM LENGTH

2011 5-1/4” 1  

AIR HOSE REEL

ITEM 23RW350 23RW450 23RO350 23RG350 23RO450
MAX PRESSURE 300 psi 300 psi 2250 psi 4000 psi 2000 psi

DIAMETER 3/8" 1/2" 3/8" 3/8" 1/2"
LENGTH 50 ft 50 ft 50 ft 50 ft 50 ft

FEMALE IN HOSE 1/2 NPT 1/2 NPT 1/2 NPT 1/2 NPT 1/2 NPT
MALE OUTLET HOSE 3/8 NPT 1/2 NPT 3/8 NPT 3/8 NPT 1/2 NPT

APPLICATIONS
GREASE •

OIL • • •
WATER • • • • •

AIR • • • • •
1 1 1 1 1
     

AIR HOSE REEL

• Maximizes its useful life:
• Storing the hose in a reel prevents people from 

stepping on it or equipment from squashing it, 
thus prolengthing its life.

• Increases productivity:
• Easier to handle the air hose, making it easier to 

find and use, saving time and money.
• Minimizes leaks spills:
• The use of reels prevents spills and air leaks, 

thus reducing costs.
• Improves safety:
• Air hose reels help keep shops organized, 

preventing accidents or injuries.

UNIVERSAL BRAKE CALIPER SOCKET BIT SET

• Compresses the brake’s spring. The handles are designed to 
remove or install the spring on the lengthring pole.

• Size: 
1 = 7/8” 
2 = 11/16”

• Adjusts to small and large washers.
• You can visualize the alignment of the pin 

through the washer’s opening.

DRUM BRAKE ADJUSTING TOOL

 DRUM BRAKE ADJUSTING TOOL

ITEM LENGTH

2007 7-1/4” 1  

2006 9” 1  

6
PIECES

9
PIECES

PLASTIC
BOX

Contents
Item Tip size Tip type Measure
523940W 3/8" T40
523945W 3/8"  T45
543950W 1/2"  T50
543955W 1/2"  T55
04/01/90 3/8" 1/4”
08/03/90 3/8"  3/8”
49907M 3/8" 7 mm
49908M 3/8" 8 mm
499010M 3/8" 10 mm
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JACK STANDS

CAST IRON JACK STANDS

PRICE PER PAIR

ITEM CAPACITY PER PAIR MINIMUM HEIGHT MAXIMUN HEIGTH

194 6,613 lb 11-13/16” 17” 1
195 13,227 lb 15-3/8” 24” 1
196 26,455 lb 17-5/16” 28-3/8” 1

• Rugged steel unitized frame.
• construction.
• Ductile iron ratchet stem.
• High grade enamel coating.
• Large area feet resist sinking
• Large saddle.
• The load capacity is achivement if it use a pair of supports.
• Lever-auto ensurable.
For your safety, do not use hydraulic jacks if you believe they should remain under 
the vehicle for a longer period of time, for this purpose use supports.

196

259

TRUCK WHEEL BEARING LOOKNUT SOCKET SET

1/2”

ITEM PIECES

P1900 7 1  

WHEEL BEARING LOCKNUT SOCKETS

3/4”

ITEM OPENING SIZE DIAMETER LENGTH

P1902 2-3/8” 2-3/4” 3-1/2” 1  

*P1904 2-9/16” 2-7/8” 3-1-/2” 1  

P1921 2-1/2” 2-7/8” 3-1/2” 1  

**P1908 3-1/4” 3-5/8” 3-1/2” 1  

P1910 3-1/2” 3-15/16” 3-1/2” 1  

*P1914 4” 4-3/8” 3-1/2” 1  

THREAD REPAIR KIT

THREAD REPAIR KIT

ITEM PIECES DESCRIPTION

972 48 In inches and metrics 1  

HEAVY-DUTY DISC BRAKE PAD SPREADER

ITEM MAXIMUM OPENING WIDTH

2010H 2-3/4” 4-1/2” 1  

DISC BRAKE PAD SPREADER

ITEM MAXIMUM OPENING WIDTH

2010 4-1/2” 4” 1  

BRAKE DRUM POLISHER SET

ITEM DESCRIPTION

2392 For cylinders 27/32” 1  

Replacement stone pads for 2392

ITEM DESCRIPTION

2392A Stone length 1-1/8” 1  

BRAKE DRUM POLISHER SET

Capacity 1-1/4” - 3-1/2”
 (31.75 - 88.9 mm)

BRAKE LINING THICKNESS GAUGES

ITEM DESCRIPTION

2337 Brake lining thickness gauge, 8 pieces 1  

Thickness gauge coded by color to know 
the condition of the Brake lining.

• Manufactured in steel with electrostatic paint coating.

BRAKE LINING THICKNESS GAUGES HEAVY-DUTY DISC BRAKE PAD SPREADER

• Works on twin and quad piston fixed calipers, as well 
as single and twin piston floating calipers.

• Centrally located ratchet evenly spreads force in a 
parallel manner to prevent misalignment of pistons.

• Ratchet technology gives a full 360 degree swing so 
that the spreader may be placed at any position.

• Extended reversing lever allows for easy change 
from spreading to retracting.

DISC BRAKE PAD SPREADER

TRUCK WHEEL BEARING LOCKNUT SOCKETS 3/4”

• Hex locknut (6PT)

• Avoids damage on 
locknuts

• This kit allows the user to repair and use damaged threads, especially 
those found in monoblocks.

• Convenient plastic case for storage.
• Designed for American, European and Asian vehicles.

• Rounded hex 
locknut (6R)

P1902

P1908

P1954M

* Rounded edges
** Octagonal socket (8-point)

• These sockets loosen or tighten wheel bearings.
• We do not recommend their use with impact tools because 

they are not designed for that purpose.

48
PIECES

7
PIECES

BULK

PLASTIC
BOX

Color Size

Green
Good condition.

8 mm
10 mm
12 mm

Yellow 
Caution.

4 mm
5 mm
6 mm

Red
Service needed.

2 mm
3 mm

Item Size
Description Size Quantily
Metric thread taps 14 x 1.50 mm, 12 x 1.75 mm, 12 x 1.50 mm, 12 x 

1.25 mm, 11 x 1.50 mm, 10 x 1.50 mm, 10 x 1.25 
mm, 10 x 1.00 mm, 8 x 1.25 mm , 6 x 1.00 mm

10

Standar thread taps 9/16”-12, 1/2”-13, 7/16”-14, 3/8”-16, 5/16”-18, 
1/4”-20 6

Fine thead tap 9/16”-18, 1/2”-20, 7/16”-20, 3/8”-24, 5/16”-24, 
1/4”-28 6

Metric thread dies
14 x 1.50 mm, 12 x 1.75 mm, 12 x 1.50 mm, 12 x 
1.25 mm, 11 x 1.50 mm, 10 x 1.50 mm, 10 x 1.25 
mm, 10 x 1.00 mm, 8 x 1.25 mm, 6 x 1.00 mm

10

SAE NC thread dies 5/8”-11, 9/16”-12, 1/2”-13, 7/16”-14, 3/8”-16, 
5/16”-18, 1/4”-20 7

SAE NF Fine thread dies 5/8”-18, 9/16”-18, 1/2”-20, 7/16”-20, 3/8”-24, 
5/16”-24, 1/4”-28 7

SAE rethreader file, 8 size 24, 20, 18, 16, 14, 13, 12, 11 1

Metric rethreader file, 8 sizes 3.00 mm, 2.50 mm, 2.00 mm, 1.75 mm, 1.50 mm, 
1.25 mm, 1.00 mm, 0.75 mm 1

Content
Size Description Hexagon

55 mm Hex locknut socket designed for use on front wheel adjusting nuts 
found on Toyota models FJ, LN and RN 6PT

2-3/8” Hex locknut socket works on 1984-92 Ford Rangers and Broncos 
IIs with automatic locking hubs. 6PT

2-1/2” Hex locknut socket fits the hex nut fpund on rear axles and various 
front axle applications on light-duty trucks. 6PT

2-1/2” Rounded hex locknut socket works on 1995-96 Ford F-150 trucks 
and full-sized Broncos with automatic locking hubs. 6R

2-3/4” Rounded hex locknut socket works on 3/4-ton, 1-ton Ford F-250 
and F-350 trucks with automatic locking hubs 6R

2-9/16” Rounded hex locknut socket works on 1990-93 Dodge trucks with 
Dana 60 manual hubs. 6R

2-3/8” Rounded hex locknut socket works on 1990-newer Ford Rangers, 
Broncos IIs, and Explorers with automatic locking hubs. 6R
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3/8” DRIVE  SPARK PLUG SOCKETS 
WITH NEOPRENE

ITEM OPENING 
SIZE DIAMETER LENGTH

502050 5/8” 7/8” 2-1/2” 6  

5026HPA 13/16” 1-1/16” 2-17/32” 6  

1/2” DRIVE  SPARK PLUG SOCKETS 
WITH NEOPRENE

ITEM OPENING 
SIZE DIAMETER LENGTH

532050 5/8” 27/32” 2-1/2” 1  

5326HPA 13/16” 1-3/32” 2-17/32” 1  

OXYGEN AND OIL SENSOR SOCKET SET

ITEM DESCRIPCIÓN

2330S Oxygen and oil in plastic case 1  

OXYGEN SENSOR SOCKET, 3/8” DRIVE

OXYGEN SENSOR SOCKET, 3/8” DRIVE

ITEM OPENING SIZE DIAMETER LENGTH

5030S 7/8” 1-15/64” 63/64” 6  

OIL PRESSURE SWITCH SOCKET, 3/8” 
DRIVE

OIL PRESSURE SWITCH SOCKET, 3/8” DRIVE

ITEM DRIVE OPENING 1 OPENING 2

5030A 3/8” 1” 1-1/16” 1  

SPARK PLUG BOOT PLIERS

SPARK PLUG BOOT PLIERS

ITEM LENGTH MIN. CLAMPING

235 9-3/4” 3/4” 1  

• Multiple punches for installation.
• Suits seals from 21.5 mm to 64 m
• Easily remove and install camshaft and crankshaft sea.
• Compact puller with unique extracting hooks engage seal 

for quick removal interchangeable sleeves and mandrels 
allow easy installation of new seal.

5326HPA532050 5026HPA502050

1

2 3
4 5

6

7

• When performing a car tune-up, 
it’s common to find oxygen 
sensors installed. To remove 
and install them, the oxygen 
sensor socket features an 
opening that runs through the 
length of its side wall, allowing 
the user to work without 
damaging the cables emanating 
from the sensor’s nut.

• Fits 1” and 1-1/16” hexagon switches with lengths 
up to 2-5/8”.

• 45° tips.
• Vinyl covered tips and handles prevent electric 

shocks, ensuring better clamping.
• Spring-loaded design.

CRANKSHAFT DAMPER HOLDER TIMING TOOL SET FOR VOLKSWAGEN® -
AUDI® - SEAT®

CRANKSHAFT DAMPER HOLDER

ITEM MOTORS

2388 Honda® - Acura® 1  

TIMING TOOL SET FOR VOLKSWAGEN® -
AUDI® - SEAT®

ITEM PIECES

2382 30 1  

• Tool to easily loosen / tighten the pulley bolt crankshaft.
• Features proper angle that  ensures easy access to  

crankshaft damper bolts.
• For most engines : HONDA® & ACURA®.

• Timing tool set.
• Includes locks and pins to lock the camshaft, the crankshaft, the pulley of 

the injection pump and the tension pulley in gasoline engines and diesel 
from the Volkswagen®, Seat® and Audi® brands.

• It allows making major repairs to the engine, guaranteeing correct timing 
of valves when assembling.

• Allows to change the distribution chain or band without altering the time 
the motor.

• Keeps valves on timed position when the timing belt is                                  
replaced and removed.

CAMSHAFT SEAL AND CRANKSHAFT INSTALLER 
AND REMOVAL SET

ITEM PIECES

2380 24 1  

CAMSHAFT SEAL AND CRANKSHAFT 
INSTALLER AND REMOVAL SET

24
PIECES

7
PIECES

OXYGEN AND OIL SENSOR SOCKET SET

1/2” 3/8”

3/8” 3/8”

30
PIECES

BLISTER BLISTER

Contents
Drive Description

1 3/8” 1-1/16” and 1” oil pressure sensor unit socket.

2 3/8” 7/8” vacuum switch and O2 socket (wide slot).

3 3/8” 7/8” vacuum switch and O2 socket (narrrow slot).

4 1/2” 27 mm termal sensor switch.

5 1/2” 29 mm vacuum switch and O2 socket.

6 3/8” O2 sensor socket (low profile), offset 3/8” drive.

7 1/2” 7/8” O2 sensor socket, 0ffset 1/2” drive.

Item Model Engine

VOLKSWAGEN®

Polo (80-06) Passat (96-  ) • Diesel engines: 
   1.9/2.0 TDI 
   1.9 TDI 
   2.5 V6 TDI 
   3.3 V8 TDI
• 3 cylinders
   1.2 l 
• Petrol engines:
   4 cylinders
   1.4/1.6

Lupo (97-  ) Transporter (95-  )
Golf (80-  ) Bora (98-06)
Jetta (80-  ) Beetle (98-06)

SEAT® Ibiza (96-06) Toledo (96-06)
Cordoba (96-06) Leon (96-06)

AUDI®
A2 (00-06) A8 (96-02)
A3 (96-03) A6 (97-02)
A4 (94-06) TT (98-06)

Content
Installer sleeves 4
Mandrels 7
Metallic punches 8
Puller Jaws 4 
Mini-puller with 2 arm pairs 1

AU
TO

M
OT

IV
E 

 T
OO

LS
AUTOMOTIVE TOOLS

SPARK PLUG SOCKETS WITH NEOPRENE

PLASTIC
BOX

PLASTIC
BOX
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ENGINE TIMING TOOL SET

ITEM PIECES

2329 5 1  

TIMING TOOL SET FOR RENAULT® BASIC TIMING TOOL SET FOR FORD®, 
MAZDA® AND VOLVO®

TIMING TOOL SET FOR FORD® AND 
MAZDA®

BASIC TIMING TOOL SET FOR RENAULT®

TIMING TOOL SET FOR RENAULT®

ITEM PIECES

2384 16 1  

BASIC TIMING TOOL SET FOR FORD®, MAZDA® 
AND VOLVO®

ITEM PIECES

2385 5 1  

TIMING TOOL SET FOR FORD® AND MAZDA®

ITEM PIECES

2383 21 1  

BASIC TIMING TOOL SET FOR RENAULT®

ITEM PIECES

2386 4 1  

TWIN CAMSHAFT LOCKING KIT

ITEM PIECES

2358 19 1  

• Includes locks and pins to block and align the camshaft in Renault® 
petrol and diesel engines.

• It allows making major repairs to the engine, guaranteeing correct 
timing of valves when assembling.

• Allows to change the distribution chain or band without altering the 
time the motor.

• It allows making major repairs to the engine, guaranteeing correct timing 
of valves when assembling.

• Allows you to change the distribution chain or band without altering the 
timing the motor.

• Includes locks and pins to lock the camshaft, the crankshaft, the pulley of 
the injection pump and the tension pulley in gasoline engines and diesel 
from the Ford® and Mazda®.

• Allows to change the timing band or repair the engine, without altering 
the engine.

• Includes locks and pins to block and align the camshaft in Renault® petrol 
motor.

• It allows making major repairs to the engine, guaranteeing correct timing of 
valves when assembling.

• Allows to change the distribution chain or band without altering the time 
the motor.

• Includes locks and pins to blog and align the camshaft more 
common for motors Ford®, Land Rover®, Fiat®, Peugeot®, 
Volkswagen®, Honda®, Opel®.

TWIN CAMSHAFT LOCKING KITENGINE TIMING TOOL SET

21
PIECES

16
PIECES 5

PIECES

4
PIECES

5
PIECES

19
PIECES

CAMSHAFT LOCKING KIT

ITEM PIECES

2359 6 1  

TWIN CAMSHAFT LOCKING KIT

ITEM MOTORS

2387 Volkswagen® - Audi® - Seat® 1  

• Includes locks and pins to block and align 
the camshaft more common for motors in 
Volkswagen®, Seat® and Audi®.

• It allows making major repairs to the engine, 
guaranteeing correct timing of valves when 
assembling.

• Locks the camshafts  in order to stop it from rotating out of timed position when the timing belt is replaced 
and removed.

• Keeps valves on timed position when the timing belt is replaced and removed.
• It guarantees the correct synchronization of valves.
• For Motors: Volkswagen®, Seat® & Audi®

TWIN CAMSHAFT LOCKING KIT

6
PIECES

• Easy to use and quick installationIncludes 4 cam clamp singles and 
adjustables.

• Use in single, dual or quad  over head cam engines to hold valve timing 
during  belt remplacement.

• Single fasteners  that are secured indepently  to the gears.
• Manufactured in anti corrosive grade industrial materials. ideal to change 

the band  of the pump of diesel injection engines.

PLASTIC
BOX

PLASTIC
BOX

PLASTIC
BOX

PLASTIC
BOX

PLASTIC
BOX

Item Model Engine

FORD®

Cougar (98-01) Fusion (02-12)

1.25/1.4/1.6/1.7
1.8/2.0
16V

Fiesta (95-15) Mondeo (93-15)
Focus (98-14) Transit (06-12)

MAZDA® MX-5 (05-15) 5 (05-15)
3 (03-14) 6 (02-13)

VOLVO® C30 (06-13) S80 (07-11)
S40 (06-12) V50 (04-12)

Brand Model Engine

FORD®

Fiesta / Courier 1.4 TDCi
1.6 TDCi
1.8 Di/TDDi/TDCi
2.0 TDCi

Fusion
Focus
Mondeo

MAZDA®

2

2.3 L3 Turbo
2.0 LF (MZR DISI)

3
5
6
CX-7

Brand Model Engine

RENAULT®

Clio (88-  ) • Gasoline engine double camshaft:
  16V:  1.2, 1.4, 1.6, 1.8, 2.0 l
  20V:  2.5 l
• Diesel engines:
  1.9D/TD/dTI
  2.2D/TD
  2.5D, 2.8dTi
  2.5dCi, 1.9dCi
  2.2dCi, 2.5dCi

Megane (88-05)
Trafic (88-05)
Laguna (88-05)
Safrane (92-00)

NISSAN®
Platina

Aprio

Brand Model Engine

RENAULT®

Clio
1.4 16V (K4J)
1.6 16V (K4M)
1.8 16V (F4p)
2.0 16V (F4R)

Laguna
Megane
Trafic

NISSAN®

Content
Dual clamp 1
Cam clamp  singles 4
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3/8” DRIVE  SPARK PLUG SOCKETS 
WITH NEOPRENE

ITEM OPENING 
SIZE DIAMETER LENGTH

502050 5/8” 7/8” 2-1/2” 6  

5026HPA 13/16” 1-1/16” 2-17/32” 6  

1/2” DRIVE  SPARK PLUG SOCKETS 
WITH NEOPRENE

ITEM OPENING 
SIZE DIAMETER LENGTH

532050 5/8” 27/32” 2-1/2” 1  

5326HPA 13/16” 1-3/32” 2-17/32” 1  

OXYGEN AND OIL SENSOR SOCKET SET

ITEM DESCRIPCIÓN

2330S Oxygen and oil in plastic case 1  

OXYGEN SENSOR SOCKET, 3/8” DRIVE

OXYGEN SENSOR SOCKET, 3/8” DRIVE

ITEM OPENING SIZE DIAMETER LENGTH

5030S 7/8” 1-15/64” 63/64” 6  

OIL PRESSURE SWITCH SOCKET, 3/8” 
DRIVE

OIL PRESSURE SWITCH SOCKET, 3/8” DRIVE

ITEM DRIVE OPENING 1 OPENING 2

5030A 3/8” 1” 1-1/16” 1  

SPARK PLUG BOOT PLIERS

SPARK PLUG BOOT PLIERS

ITEM LENGTH MIN. CLAMPING

235 9-3/4” 3/4” 1  

• Multiple punches for installation.
• Suits seals from 21.5 mm to 64 m
• Easily remove and install camshaft and crankshaft sea.
• Compact puller with unique extracting hooks engage seal 

for quick removal interchangeable sleeves and mandrels 
allow easy installation of new seal.

5326HPA532050 5026HPA502050

1

2 3
4 5

6

7

• When performing a car tune-up, 
it’s common to find oxygen 
sensors installed. To remove 
and install them, the oxygen 
sensor socket features an 
opening that runs through the 
length of its side wall, allowing 
the user to work without 
damaging the cables emanating 
from the sensor’s nut.

• Fits 1” and 1-1/16” hexagon switches with lengths 
up to 2-5/8”.

• 45° tips.
• Vinyl covered tips and handles prevent electric 

shocks, ensuring better clamping.
• Spring-loaded design.

CRANKSHAFT DAMPER HOLDER TIMING TOOL SET FOR VOLKSWAGEN® -
AUDI® - SEAT®

CRANKSHAFT DAMPER HOLDER

ITEM MOTORS

2388 Honda® - Acura® 1  

TIMING TOOL SET FOR VOLKSWAGEN® -
AUDI® - SEAT®

ITEM PIECES

2382 30 1  

• Tool to easily loosen / tighten the pulley bolt crankshaft.
• Features proper angle that  ensures easy access to  

crankshaft damper bolts.
• For most engines : HONDA® & ACURA®.

• Timing tool set.
• Includes locks and pins to lock the camshaft, the crankshaft, the pulley of 

the injection pump and the tension pulley in gasoline engines and diesel 
from the Volkswagen®, Seat® and Audi® brands.

• It allows making major repairs to the engine, guaranteeing correct timing 
of valves when assembling.

• Allows to change the distribution chain or band without altering the time 
the motor.

• Keeps valves on timed position when the timing belt is                                  
replaced and removed.

CAMSHAFT SEAL AND CRANKSHAFT INSTALLER 
AND REMOVAL SET

ITEM PIECES

2380 24 1  

CAMSHAFT SEAL AND CRANKSHAFT 
INSTALLER AND REMOVAL SET

24
PIECES

7
PIECES

OXYGEN AND OIL SENSOR SOCKET SET

1/2” 3/8”

3/8” 3/8”

30
PIECES

BLISTER BLISTER

Contents
Drive Description

1 3/8” 1-1/16” and 1” oil pressure sensor unit socket.

2 3/8” 7/8” vacuum switch and O2 socket (wide slot).

3 3/8” 7/8” vacuum switch and O2 socket (narrrow slot).

4 1/2” 27 mm termal sensor switch.

5 1/2” 29 mm vacuum switch and O2 socket.

6 3/8” O2 sensor socket (low profile), offset 3/8” drive.

7 1/2” 7/8” O2 sensor socket, 0ffset 1/2” drive.

Item Model Engine

VOLKSWAGEN®

Polo (80-06) Passat (96-  ) • Diesel engines: 
   1.9/2.0 TDI 
   1.9 TDI 
   2.5 V6 TDI 
   3.3 V8 TDI
• 3 cylinders
   1.2 l 
• Petrol engines:
   4 cylinders
   1.4/1.6

Lupo (97-  ) Transporter (95-  )
Golf (80-  ) Bora (98-06)
Jetta (80-  ) Beetle (98-06)

SEAT® Ibiza (96-06) Toledo (96-06)
Cordoba (96-06) Leon (96-06)

AUDI®
A2 (00-06) A8 (96-02)
A3 (96-03) A6 (97-02)
A4 (94-06) TT (98-06)

Content
Installer sleeves 4
Mandrels 7
Metallic punches 8
Puller Jaws 4 
Mini-puller with 2 arm pairs 1
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ENGINE TIMING TOOL SET

ITEM PIECES

2329 5 1  

TIMING TOOL SET FOR RENAULT® BASIC TIMING TOOL SET FOR FORD®, 
MAZDA® AND VOLVO®

TIMING TOOL SET FOR FORD® AND 
MAZDA®

BASIC TIMING TOOL SET FOR RENAULT®

TIMING TOOL SET FOR RENAULT®

ITEM PIECES

2384 16 1  

BASIC TIMING TOOL SET FOR FORD®, MAZDA® 
AND VOLVO®

ITEM PIECES

2385 5 1  

TIMING TOOL SET FOR FORD® AND MAZDA®

ITEM PIECES

2383 21 1  

BASIC TIMING TOOL SET FOR RENAULT®

ITEM PIECES

2386 4 1  

TWIN CAMSHAFT LOCKING KIT

ITEM PIECES

2358 19 1  

• Includes locks and pins to block and align the camshaft in Renault® 
petrol and diesel engines.

• It allows making major repairs to the engine, guaranteeing correct 
timing of valves when assembling.

• Allows to change the distribution chain or band without altering the 
time the motor.

• It allows making major repairs to the engine, guaranteeing correct timing 
of valves when assembling.

• Allows you to change the distribution chain or band without altering the 
timing the motor.

• Includes locks and pins to lock the camshaft, the crankshaft, the pulley of 
the injection pump and the tension pulley in gasoline engines and diesel 
from the Ford® and Mazda®.

• Allows to change the timing band or repair the engine, without altering 
the engine.

• Includes locks and pins to block and align the camshaft in Renault® petrol 
motor.

• It allows making major repairs to the engine, guaranteeing correct timing of 
valves when assembling.

• Allows to change the distribution chain or band without altering the time 
the motor.

• Includes locks and pins to blog and align the camshaft more 
common for motors Ford®, Land Rover®, Fiat®, Peugeot®, 
Volkswagen®, Honda®, Opel®.

TWIN CAMSHAFT LOCKING KITENGINE TIMING TOOL SET

21
PIECES

16
PIECES 5

PIECES

4
PIECES

5
PIECES

19
PIECES

CAMSHAFT LOCKING KIT

ITEM PIECES

2359 6 1  

TWIN CAMSHAFT LOCKING KIT

ITEM MOTORS

2387 Volkswagen® - Audi® - Seat® 1  

• Includes locks and pins to block and align 
the camshaft more common for motors in 
Volkswagen®, Seat® and Audi®.

• It allows making major repairs to the engine, 
guaranteeing correct timing of valves when 
assembling.

• Locks the camshafts  in order to stop it from rotating out of timed position when the timing belt is replaced 
and removed.

• Keeps valves on timed position when the timing belt is replaced and removed.
• It guarantees the correct synchronization of valves.
• For Motors: Volkswagen®, Seat® & Audi®

TWIN CAMSHAFT LOCKING KIT

6
PIECES

• Easy to use and quick installationIncludes 4 cam clamp singles and 
adjustables.

• Use in single, dual or quad  over head cam engines to hold valve timing 
during  belt remplacement.

• Single fasteners  that are secured indepently  to the gears.
• Manufactured in anti corrosive grade industrial materials. ideal to change 

the band  of the pump of diesel injection engines.

PLASTIC
BOX

PLASTIC
BOX

PLASTIC
BOX

PLASTIC
BOX

PLASTIC
BOX

Item Model Engine

FORD®

Cougar (98-01) Fusion (02-12)

1.25/1.4/1.6/1.7
1.8/2.0
16V

Fiesta (95-15) Mondeo (93-15)
Focus (98-14) Transit (06-12)

MAZDA® MX-5 (05-15) 5 (05-15)
3 (03-14) 6 (02-13)

VOLVO® C30 (06-13) S80 (07-11)
S40 (06-12) V50 (04-12)

Brand Model Engine

FORD®

Fiesta / Courier 1.4 TDCi
1.6 TDCi
1.8 Di/TDDi/TDCi
2.0 TDCi

Fusion
Focus
Mondeo

MAZDA®

2

2.3 L3 Turbo
2.0 LF (MZR DISI)

3
5
6
CX-7

Brand Model Engine

RENAULT®

Clio (88-  ) • Gasoline engine double camshaft:
  16V:  1.2, 1.4, 1.6, 1.8, 2.0 l
  20V:  2.5 l
• Diesel engines:
  1.9D/TD/dTI
  2.2D/TD
  2.5D, 2.8dTi
  2.5dCi, 1.9dCi
  2.2dCi, 2.5dCi

Megane (88-05)
Trafic (88-05)
Laguna (88-05)
Safrane (92-00)

NISSAN®
Platina

Aprio

Brand Model Engine

RENAULT®

Clio
1.4 16V (K4J)
1.6 16V (K4M)
1.8 16V (F4p)
2.0 16V (F4R)

Laguna
Megane
Trafic

NISSAN®

Content
Dual clamp 1
Cam clamp  singles 4
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FUEL INJECTOR CLEAN SET

ITEM PIECES

2336 15 1  

FUEL INJECTOR CLEANER

ITEM CAPACITY

2335 100 psi 1  

ENGINE CYLINDER HONE

ITEM MINIMUM 
OPENING 

MAXIMUM 
OPENING:

2391 2” 7” 1  

PISTON RING OPPRESSOR SET

ITEM PIECES

2319 7 1  

WRINKLE BAND RING COMPRESSOR

ITEM RANGO

2318 3” to 5” 1  

RING COMPRESSORS

ITEM HEIGTH CAPACITY

2316 3-1/2" 2-1/8” to 5” 1  

2317 3-1/2" 3-1/2” to 7” 1  

VALVE LAPPING TOOL

VALVE LAPPING TOOL

ITEM DESCRIPTION

2395 Meets most valves range
1-1/8” to 1-3/8” 1  

VALVE SPRING COMPRESOR TYPE C

ITEM MAXIMUM 
OPENING

THROAT
DEPTH

2321 1-5/8” in “C” 9-5/8” 1  

VALVES SPRING COMPRESSOR

ITEM OPENING THROAT DEPTH

2307 1-3/8" to 5-5/8" 5-7/8" 1  

SPRING COMPRESSOR VALVE 

ITEM OPENING

2322 7/8” to 2-1/4” 1  

2390A

Polishing stone pads for polisher 2390
ITEM POLISH

2390A Soft 1  

2390B Fine 1  

Replacement stone pads for polisher 2391

ITEM LENGTH POLISH

2391A 3” Extra fine 1  

MICRO-ADJUSTABLE CYLINDER POLISHER KIT

ITEM PIECES

2390 4 1  

• Abrasive Stone.
• Soft/Grain 80.
• Fine/Grain 180.

• Connects to injector 
rails eliminating the 
momentary function of 
the fuel pump (check 
the manufacturer’s 
specifications).

• For use with gasoline 
Engines.

• Pliers may be used in parallel or 
perpendicular position relative to the 
cylinder block.

• Installs pistons 2-7/8” to 4-3/8” (73 
mm to 111 mm).

• Bands marked with the proper 
direction.

RING COMPRESSORS

• Cam-operated band is adjusted, using a 
screwdriver, on the first piston and will 
automatically remain adjusted for the 
rest of the pistons.

• The screws on each side of the ratcheting 
lock are used to tighten the tool.

2317

• Sturdy wooden handle helps place valves.
• Features two suction cups in case you need 

to place flat-head, unslotted valves. • Compresses valve springs so you can 
remove valve retainers.

• Includes two valve spring adapters, which fit valve 
spring up to 1” and 1-3/16”.

• Unique, direct action compressor lever gives better 
visibilit of valve spring retainers located in 
difficult access areas.

• Cam-actuated. Does not require 
readjusting after the first adjustment.

• Features a hex bolt replacing the handle 
for applications in difficult areas.

• 4” length
• Expandable stone pad tripod 

with flexible shift.
• Interchangeable stone pads.

• Length 3”

7
PIECES

15
PIECES

4
PIECES

PLASTIC
BOX

BULK BULK

BULK
PLASTIC
BOX

BULK

PLASTIC
BOX

Content
7 quick- disconnect fittings for fuel lines.
Repair ring set.
Schrader valve tool for adapters.
Ford® adapter.
Quick-change Nissan® “T” adapter.
Buoy with regulator, manometer, and hose.
Plastic box.
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CARBURETOR ADJUSTING TOOL

ITEM LENGTH ADAPTERS

2343 15-3/8” 4 1  

MECHANIC STETHOSCOPE

ITEM ROD LENGTH 

2342 12” 1  

CARBURETOR ADJUSTING TOOL

ELECTRONIC STETHOSCOPE SET

ITEM PIECES

2347 3 1  

FUEL INJECTION TEST NOID LIGHT TOOL SET

ITEM PIECES

2348 11 1  

SUPER DUTY FUEL LINE DISCONNECT TOOL SETS

ITEM PIECES

2210 12 1  

ITEM PIECES

2344A 9 1  

ITEM PIECES

2344 7 1  

• Useful in late model vehicles featuring quick-connect 
or quick couplings. Just place the disconnect tool in the 
hose, adjust the coupling and rotate.

• For transmission oil.
• For fuel lines.
• For Ford® fuel lines.
• For cooler lines.
• For GM® transmission oil cooler lines.

2210 2344A 2344

• Heavy-duty tools.
• Nine different disconnect tools for fuel, transmission and 

AC connector lines.
• Can be used on Ford®, GM® and Chrysler® cars.

• Noid light testers determine if there is an electrical current running through 
the fuel injection system.

• High-perception microphone works with a 9V battery.
• Flexible extension allows you to listen to noises in hard to reach places.
• High-perception headphones block out any interior noise.
• Volume adjustment dial.

• Helps to pin point specific noises coming from your cars engine.
• For diagnostic engine work and troubleshooting.

• The wire adjusts the carburetor. Great flexibility to adjust valve chokes in hard to reach 
carburetors. Place the flexible tip on the screw or wait and turn the screwdriver.

3
PIECES

12
PIECES

9
PIECES

7
PIECES

11
PIECES

PLASTIC
BOX

PLASTIC
BOX

Color Size
Black 1/4”
Red 5/16”
Golden yellow 3/8”
Blue 3/8”

Color Size
White 3/4” 19 mm
Red 3/8” 9.5 mm
Blue 1/2” 12.7 mm
Black 5/8” 15.8 mm
Yellow 3/8” 9.5 mm
Green 1/2” 12.7 mm
Blue 5/16” 7.9 mm
Grey 3/8” 9.5 mm

Size
1/4”
5/16”
3/8”
1/2”
5/8”
3/4”
7/8”

FUEL INJECTION TEST NOID LIGHT TOOL SET
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FUEL INJECTOR CLEAN SET

ITEM PIECES

2336 15 1  

FUEL INJECTOR CLEANER

ITEM CAPACITY

2335 100 psi 1  

ENGINE CYLINDER HONE

ITEM MINIMUM 
OPENING 

MAXIMUM 
OPENING:

2391 2” 7” 1  

PISTON RING OPPRESSOR SET

ITEM PIECES

2319 7 1  

WRINKLE BAND RING COMPRESSOR

ITEM RANGO

2318 3” to 5” 1  

RING COMPRESSORS

ITEM HEIGTH CAPACITY

2316 3-1/2" 2-1/8” to 5” 1  

2317 3-1/2" 3-1/2” to 7” 1  

VALVE LAPPING TOOL

VALVE LAPPING TOOL

ITEM DESCRIPTION

2395 Meets most valves range
1-1/8” to 1-3/8” 1  

VALVE SPRING COMPRESOR TYPE C

ITEM MAXIMUM 
OPENING

THROAT
DEPTH

2321 1-5/8” in “C” 9-5/8” 1  

VALVES SPRING COMPRESSOR

ITEM OPENING THROAT DEPTH

2307 1-3/8" to 5-5/8" 5-7/8" 1  

SPRING COMPRESSOR VALVE 

ITEM OPENING

2322 7/8” to 2-1/4” 1  

2390A

Polishing stone pads for polisher 2390
ITEM POLISH

2390A Soft 1  

2390B Fine 1  

Replacement stone pads for polisher 2391

ITEM LENGTH POLISH

2391A 3” Extra fine 1  

MICRO-ADJUSTABLE CYLINDER POLISHER KIT

ITEM PIECES

2390 4 1  

• Abrasive Stone.
• Soft/Grain 80.
• Fine/Grain 180.

• Connects to injector 
rails eliminating the 
momentary function of 
the fuel pump (check 
the manufacturer’s 
specifications).

• For use with gasoline 
Engines.

• Pliers may be used in parallel or 
perpendicular position relative to the 
cylinder block.

• Installs pistons 2-7/8” to 4-3/8” (73 
mm to 111 mm).

• Bands marked with the proper 
direction.

RING COMPRESSORS

• Cam-operated band is adjusted, using a 
screwdriver, on the first piston and will 
automatically remain adjusted for the 
rest of the pistons.

• The screws on each side of the ratcheting 
lock are used to tighten the tool.

2317

• Sturdy wooden handle helps place valves.
• Features two suction cups in case you need 

to place flat-head, unslotted valves. • Compresses valve springs so you can 
remove valve retainers.

• Includes two valve spring adapters, which fit valve 
spring up to 1” and 1-3/16”.

• Unique, direct action compressor lever gives better 
visibilit of valve spring retainers located in 
difficult access areas.

• Cam-actuated. Does not require 
readjusting after the first adjustment.

• Features a hex bolt replacing the handle 
for applications in difficult areas.

• 4” length
• Expandable stone pad tripod 

with flexible shift.
• Interchangeable stone pads.

• Length 3”

7
PIECES

15
PIECES

4
PIECES

PLASTIC
BOX

BULK BULK

BULK
PLASTIC
BOX

BULK

PLASTIC
BOX

Content
7 quick- disconnect fittings for fuel lines.
Repair ring set.
Schrader valve tool for adapters.
Ford® adapter.
Quick-change Nissan® “T” adapter.
Buoy with regulator, manometer, and hose.
Plastic box.
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CARBURETOR ADJUSTING TOOL

ITEM LENGTH ADAPTERS

2343 15-3/8” 4 1  

MECHANIC STETHOSCOPE

ITEM ROD LENGTH 

2342 12” 1  

CARBURETOR ADJUSTING TOOL

ELECTRONIC STETHOSCOPE SET

ITEM PIECES

2347 3 1  

FUEL INJECTION TEST NOID LIGHT TOOL SET

ITEM PIECES

2348 11 1  

SUPER DUTY FUEL LINE DISCONNECT TOOL SETS

ITEM PIECES

2210 12 1  

ITEM PIECES

2344A 9 1  

ITEM PIECES

2344 7 1  

• Useful in late model vehicles featuring quick-connect 
or quick couplings. Just place the disconnect tool in the 
hose, adjust the coupling and rotate.

• For transmission oil.
• For fuel lines.
• For Ford® fuel lines.
• For cooler lines.
• For GM® transmission oil cooler lines.

2210 2344A 2344

• Heavy-duty tools.
• Nine different disconnect tools for fuel, transmission and 

AC connector lines.
• Can be used on Ford®, GM® and Chrysler® cars.

• Noid light testers determine if there is an electrical current running through 
the fuel injection system.

• High-perception microphone works with a 9V battery.
• Flexible extension allows you to listen to noises in hard to reach places.
• High-perception headphones block out any interior noise.
• Volume adjustment dial.

• Helps to pin point specific noises coming from your cars engine.
• For diagnostic engine work and troubleshooting.

• The wire adjusts the carburetor. Great flexibility to adjust valve chokes in hard to reach 
carburetors. Place the flexible tip on the screw or wait and turn the screwdriver.

3
PIECES

12
PIECES

9
PIECES

7
PIECES

11
PIECES

PLASTIC
BOX

PLASTIC
BOX

Color Size
Black 1/4”
Red 5/16”
Golden yellow 3/8”
Blue 3/8”

Color Size
White 3/4” 19 mm
Red 3/8” 9.5 mm
Blue 1/2” 12.7 mm
Black 5/8” 15.8 mm
Yellow 3/8” 9.5 mm
Green 1/2” 12.7 mm
Blue 5/16” 7.9 mm
Grey 3/8” 9.5 mm

Size
1/4”
5/16”
3/8”
1/2”
5/8”
3/4”
7/8”

FUEL INJECTION TEST NOID LIGHT TOOL SET
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 ADAPTERS FOR VERIFIER OF COMPRETION OF DIESEL MOTORS

ITEM ADAPTER FOR`

2340DA Adapter M14 x 1.25 "Ford®, International Navistar®" 1  

2340DB Adapter M10 x 1.00 "Ford®, International Navistar®" 1  

2340DC Inyector type adapter "Cummins®, Dodge®" 1  

2340DE Adapter M10 x 1.25 "General Motors®, Hummer H1-Alfa®" 1  

2340DF Adapter M21 “Mitsubishi-Fuso®, John DeereAlis Chalmers®, Bedford®, International Harvester®, Mack Truck®, Massey Ferguson®” 1  

2340DG Adapter M10 x 1.25 “Chevette® / Isuzu®, LUV/Isuzu®, General Motors®, Toyota®” 1  

2340DH Adapter M8 x 1.00 “Ford®, Sprinter®/ Mercedes®/Freightliner®/Dodge®” 1  

2340DI Adapter M10 x 1.00 “Ford®, General Motors®, International Harvester®, Nissan®, Mercedes Benz®, VolksWagen®, Westerbeke®” 1  

2340DK Adapter M10 x 1.00 “General Motors®, Hummer®, Jeep®, Sprinter®” 1  

2340DM Adapter inyector 3/8" “Caterpillar®, J.I. Case®, John Deere®” 1  

2340DN Adapter M12 x 1.25 “Audi®, BMW®, Deutz®, GMC®, Hino®, Isuzu®, Lincoln®, Mercedes Benz®, Nissan®, Volvo®, Volkswagen®” 1  

2340DO Adapter M10 x 1.25 “Caterpillar®, Ford®/Mazda®, Ford®/Mitsubishi®, Isuzu®, Kubota,® Mazda®, Mitsubishi®, Mitsubishi Fuso®, Nissan®, 
Perkins®, Toyota®, Westerbeke®” 1  

2340DP Adapter M24 x 1.50 “Cummins®, Dodge J.I. Case®”  1  

COMPRESSION TESTER FOR 
GASOLINE MOTORS

ITEM COMPRESSION RANGE

2340 0-300 lb/inch2 1  

PISTON COMPRESSION TESTER SET WITH 
ADAPTERS

ITEM PIECES

2339 9 1  

FUEL INJECTION PRESSURE TESTERS

FUEL INJECTION PRESSURE TEST MASTER SET

ITEM PIECES

2338 34 1  

• Includes adapter for M14 and 
M18 screws.

• Tests compression on all domestic and foreign cars and light trucks with 
gasoline engines, including mini engines.

• - The 2-1/2” gauge has a dual scale dial with ranges from 
0-300 psi; includes durable boot for protection.

FUEL-INJECTION PRESSURE TESTING BASIC SET

ITEM PIECES CAPACITY

2334 11 0-100 psi 1  

AUTOMATIC TRANSMISSION PRESSURE TESTER 
AND ENGINE OIL

ITEM RANGE

2394 0-400 psi
0-100 psi 1  

CYLINDER LEAKAGE TESTER

 

ITEM PSI

2333 Psi: max input 11 / max output 100 1  

2340DB

2340DG

2340DA

2340DF
2340DH

• The set includes 22 adapters in inches and metrics with 
connection of quick coupler. Includes two pressure gauges for 
can measure highs and lows pressures.

• It detects leaks in the engine 
caused by worn rings, valves and 
motor seals.

• Double scale gauge, 0-100 psi and 0-7 bar. Includes plastic 
protection.

• Max temperature 190 °F/65 °C.

2340DI

2340DK
2340DP2340DN 2340DO

2340DC

• - The 3-1/2” gauge has a dual scale dial with ranges from 0-100 psi. - Set has a relief valve and 
6 ft. of tubing to relieve the pressure and the fuel safely. Also allows checking for sufficient fuel 
flow. - 29 adapters, hoses, and fittings cover most fuel injection systems worldwide. - A 
time-saving Quick Coupler connection at the end of the gauge hose makes a speedy 
and efficient coupling possible with the adapters. 

• Double scale gauge, 0-100 psi. Includes plastic protection.
• Includes adapters for most common GM, Ford and Honda 

models.

2340DM

Falta tra-

ducción

DIESEL PISTON COMPRESSION TESTER

ITEM COMPRESSION RANGE SCREW

2340D 0-1000 psi 5/16” 1  

9
PIECES

34
PIECES

22
PIECES

11
PIECES

• For its use requires an adapter depending on the type of 
motor (see table of compression tester adapters).

PLASTIC
BOX

PLASTIC
BOX

PLASTIC
BOX PLASTIC

BOX
PLASTIC
BOX

7
PIECES
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SERPENTINE BELT TOOL KIT

ITEM PIECES

2313 12 1  

UNIVERSAL PULLEY HOLDER

ITEM OPENING

2308 1-1/2" - 8-5/8" 1  

RADIATOR PRESSURE TEST MASTER SET

ITEM PIECES CAPACITY

2370 14 35 psi 1  

BASIC RADIATOR PRESSURE TESTING KIT

ITEM PIECES CAPACITY

2370A 6 35 psi 1  

FAN CLUTCH WRENCH SET

ITEM PIECES

973 4 1  

FAN CLUTCH WRENCH SET

ITEM PIECES

974 3 1  

• Universal design fits many different size pulleys having slots or holes such as camshaft pulleys or 
crankshaft pulleys.

• Wrench is adjustable from 1-1/2” to 8-5/8” four different size step pins are interchangeable.
• Length handle enables technician to easily hold the pulley when tightening or loosening 

retaining bolts

• Note: all wrenches have a 16-1/8” (409.58 mm) total length and an auxiliary 1/2” drive.

• The set includes support 
and open-end wrenches.

• Provides the required leverage and clearance to release easily the spring pressure and remove the 
tensioner pulley.

FUEL PUMP VACUUM TESTER

ITEM COMPRESSION VACCUM

2341 1-15 psi 0-25” 1  

EXHAUST BACK PRESSURE TESTER

ITEM MEASURING RANGE

2398 0.7-15 psi 1  

• It sends pressurized air into the radiator using a pump and the appropriate connector. If there is a leak, the 
manometer will detect a drop in pressure.

• Includes sensor adapters of oxygen with M12 and M18 thread.
• Account with dobel escla in psi and bar.
• 1.80 m hose.
• Multicolored bands.
• It allows to test the pressure of escape through the sensor oxygenator.

• Fuel pump tester for carburetor systems.
• Allows you to check for internal fuel pump failures. Just connect it from any point in the fuel conduit to 

the tester’s end.

14
PIECES

6
PIECES

3
PIECES

4
PIECES

12
PIECES

PLASTIC
BOX

PLASTIC
BOX

PLASTIC
BOX

PLASTIC
BOX

PLASTIC
BOX

PLASTIC
BOX

PLASTIC
BOX

Content
Handle 1
Extensions bars 2
Sockets: 13, 14, 15, 16 & 18 mm 5
Crowfoot wrenches: 13, 14 & 15 mm 3
Screw 3/8"-16 UNC 1

Size
1-9/16”
58 mm
1-7/8”
3-1/4”

Size
36 mm

3”
2-3/8”

11
PIECES

UNIVERSAL PULLEY HOLDER SERPENTINE BELT TOOL KIT
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 ADAPTERS FOR VERIFIER OF COMPRETION OF DIESEL MOTORS

ITEM ADAPTER FOR`

2340DA Adapter M14 x 1.25 "Ford®, International Navistar®" 1  

2340DB Adapter M10 x 1.00 "Ford®, International Navistar®" 1  

2340DC Inyector type adapter "Cummins®, Dodge®" 1  

2340DE Adapter M10 x 1.25 "General Motors®, Hummer H1-Alfa®" 1  

2340DF Adapter M21 “Mitsubishi-Fuso®, John DeereAlis Chalmers®, Bedford®, International Harvester®, Mack Truck®, Massey Ferguson®” 1  

2340DG Adapter M10 x 1.25 “Chevette® / Isuzu®, LUV/Isuzu®, General Motors®, Toyota®” 1  

2340DH Adapter M8 x 1.00 “Ford®, Sprinter®/ Mercedes®/Freightliner®/Dodge®” 1  

2340DI Adapter M10 x 1.00 “Ford®, General Motors®, International Harvester®, Nissan®, Mercedes Benz®, VolksWagen®, Westerbeke®” 1  

2340DK Adapter M10 x 1.00 “General Motors®, Hummer®, Jeep®, Sprinter®” 1  

2340DM Adapter inyector 3/8" “Caterpillar®, J.I. Case®, John Deere®” 1  

2340DN Adapter M12 x 1.25 “Audi®, BMW®, Deutz®, GMC®, Hino®, Isuzu®, Lincoln®, Mercedes Benz®, Nissan®, Volvo®, Volkswagen®” 1  

2340DO Adapter M10 x 1.25 “Caterpillar®, Ford®/Mazda®, Ford®/Mitsubishi®, Isuzu®, Kubota,® Mazda®, Mitsubishi®, Mitsubishi Fuso®, Nissan®, 
Perkins®, Toyota®, Westerbeke®” 1  

2340DP Adapter M24 x 1.50 “Cummins®, Dodge J.I. Case®”  1  

COMPRESSION TESTER FOR 
GASOLINE MOTORS

ITEM COMPRESSION RANGE

2340 0-300 lb/inch2 1  

PISTON COMPRESSION TESTER SET WITH 
ADAPTERS

ITEM PIECES

2339 9 1  

FUEL INJECTION PRESSURE TESTERS

FUEL INJECTION PRESSURE TEST MASTER SET

ITEM PIECES

2338 34 1  

• Includes adapter for M14 and 
M18 screws.

• Tests compression on all domestic and foreign cars and light trucks with 
gasoline engines, including mini engines.

• - The 2-1/2” gauge has a dual scale dial with ranges from 
0-300 psi; includes durable boot for protection.

FUEL-INJECTION PRESSURE TESTING BASIC SET

ITEM PIECES CAPACITY

2334 11 0-100 psi 1  

AUTOMATIC TRANSMISSION PRESSURE TESTER 
AND ENGINE OIL

ITEM RANGE

2394 0-400 psi
0-100 psi 1  

CYLINDER LEAKAGE TESTER

 

ITEM PSI

2333 Psi: max input 11 / max output 100 1  

2340DB

2340DG

2340DA

2340DF
2340DH

• The set includes 22 adapters in inches and metrics with 
connection of quick coupler. Includes two pressure gauges for 
can measure highs and lows pressures.

• It detects leaks in the engine 
caused by worn rings, valves and 
motor seals.

• Double scale gauge, 0-100 psi and 0-7 bar. Includes plastic 
protection.

• Max temperature 190 °F/65 °C.

2340DI

2340DK
2340DP2340DN 2340DO

2340DC

• - The 3-1/2” gauge has a dual scale dial with ranges from 0-100 psi. - Set has a relief valve and 
6 ft. of tubing to relieve the pressure and the fuel safely. Also allows checking for sufficient fuel 
flow. - 29 adapters, hoses, and fittings cover most fuel injection systems worldwide. - A 
time-saving Quick Coupler connection at the end of the gauge hose makes a speedy 
and efficient coupling possible with the adapters. 

• Double scale gauge, 0-100 psi. Includes plastic protection.
• Includes adapters for most common GM, Ford and Honda 

models.

2340DM

Falta tra-

ducción

DIESEL PISTON COMPRESSION TESTER

ITEM COMPRESSION RANGE SCREW

2340D 0-1000 psi 5/16” 1  

9
PIECES

34
PIECES

22
PIECES

11
PIECES

• For its use requires an adapter depending on the type of 
motor (see table of compression tester adapters).

PLASTIC
BOX

PLASTIC
BOX

PLASTIC
BOX PLASTIC

BOX
PLASTIC
BOX
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SERPENTINE BELT TOOL KIT

ITEM PIECES

2313 12 1  

UNIVERSAL PULLEY HOLDER

ITEM OPENING

2308 1-1/2" - 8-5/8" 1  

RADIATOR PRESSURE TEST MASTER SET

ITEM PIECES CAPACITY

2370 14 35 psi 1  

BASIC RADIATOR PRESSURE TESTING KIT

ITEM PIECES CAPACITY

2370A 6 35 psi 1  

FAN CLUTCH WRENCH SET

ITEM PIECES

973 4 1  

FAN CLUTCH WRENCH SET

ITEM PIECES

974 3 1  

• Universal design fits many different size pulleys having slots or holes such as camshaft pulleys or 
crankshaft pulleys.

• Wrench is adjustable from 1-1/2” to 8-5/8” four different size step pins are interchangeable.
• Length handle enables technician to easily hold the pulley when tightening or loosening 

retaining bolts

• Note: all wrenches have a 16-1/8” (409.58 mm) total length and an auxiliary 1/2” drive.

• The set includes support 
and open-end wrenches.

• Provides the required leverage and clearance to release easily the spring pressure and remove the 
tensioner pulley.

FUEL PUMP VACUUM TESTER

ITEM COMPRESSION VACCUM

2341 1-15 psi 0-25” 1  

EXHAUST BACK PRESSURE TESTER

ITEM MEASURING RANGE

2398 0.7-15 psi 1  

• It sends pressurized air into the radiator using a pump and the appropriate connector. If there is a leak, 
the manometer will detect a drop in pressure.

• Includes sensor adapters of oxygen with M12 and M18 thread.
• Account with dobel escla in psi and bar.
• 1.80 m hose.
• Multicolored bands.
• It allows to test the pressure of escape through the sensor oxygenator.

• Fuel pump tester for carburetor systems.
• Allows you to check for internal fuel pump failures. Just connect it from any point in the fuel conduit to 

the tester’s end.

14
PIECES

6
PIECES

3
PIECES

4
PIECES

12
PIECES

PLASTIC
BOX

PLASTIC
BOX

PLASTIC
BOX

PLASTIC
BOX

PLASTIC
BOX

PLASTIC
BOX

PLASTIC
BOX

Content
Handle 1
Extensions bars 2
Sockets: 13, 14, 15, 16 & 18 mm 5
Crowfoot wrenches: 13, 14 & 15 mm 3
Screw 3/8"-16 UNC 1

Size
1-9/16”
58 mm
1-7/8”
3-1/4”

Size
36 mm

3”
2-3/8”

11
PIECES

UNIVERSAL PULLEY HOLDER SERPENTINE BELT TOOL KIT
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ADJUSTABLE OIL FILTER WRENCH

LF5000

ITEM MINIMUM 
CAPACITY

MAXIMUM 
CAPACITY

LF5000 2-1/2” 3-1/8” 1  

LF6000 3-1/8” 3-7/8” 1  

STRAP OIL FILTER WRENCH

ITEM MINIMUM 
CAPACITY

MAXIMUM 
CAPACITY

LF1500 0” 6” 1  

TRUCK OIL FILTER WRENCH

ITEM MINIMUM 
CAPACITY

MAXIMUM 
CAPACITY

LF2000 4-3/8” 5-5/8” 1  

UNIVERSAL SWIVEL OIL FILTER 
WRENCH

ITEM MINIMUM 
CAPACITY

MAXIMUM 
CAPACITY

LF500 2-3/4” 3-1/8” 1  

LF1000 3-1/2” 3-3/4” 1  

OIL FILTER LOCKING PLIER

ITEM MINIMUM CAPACITY MAXIMUM CAPACITY

4122 2-1/8” 3-1/4” 1  

OIL FILTER WRENCH SET

ITEM DESCRIPTION

LF2500 For 4,6 and 8 cylinders 1  

ADJUSTABLE OIL FILTER WRENCH

ITEM MINIMUM CAPACITY MAXIMUM CAPACITY

LF3000 2-7/16” 3-3/4” 1  

LF4000 4-3/8” 5-5/8” 1  

HUB AND BEARING SEPARATOR SET

ITEM PIECES

886 14 1  

BEARING REMOVAL AND INSTALLATION TOOL SET

ITEM PIECES CAPACITY

887 13 2-3/16” to 3-3/16” 1  

BEARING REMOVER AND INSTALLER SET

ITEM PIECES CAPACITY

2326 10 1,56” to 3, 18” 1  

• Facilitates assembly of hubs and bearings, fits the lug nuts on 
the model of vehicle and makes it easy to take off.

• Fit bearings quickly, straight and on the first try.
• Installs a majority of bearing rings and seals.
• Includes 9 tapered drivers and handle.

• Filter wrench forged alloy high strength aluminium. Compatible with all type 
of filters Toyota®.

• Provides multiple contact points that engage the housing cap securely 
allowing easy removal.

• Hose assembly allows oil to be drained from the filter 
housing before remo.

• Eliminates oil spills and allows to make the cleanup fastl.

• Multi-purpose tool for maintenance and repair workshops. 
Provides an excellent grip on most screw-in oil filters

• Plastic covered handle provides a firm 
and comfortable grip.

14
PIECES 13

PIECES

10
PIECES

3/8”

LF3000

3/8” 1/2” 1/2”

3
PIECES

PLASTIC
BOX

PLASTIC
BOX

PLASTIC
BOX

Content
Oil filter wrench by 4 cylinder engine 1
Oil filter wrench by 6-8 cylinder engine 1
Cam clamp singles. 1
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MACPHERSON STRUT SPRING HOOK COMPRESSOR

ITEM MAXIMUM OPENING LENGTH

2320 9” 12” 1  

INNER TIE ROD TOOL

ITEM PIECES CAPACITY

2324 9 0.5” to 1-7/16” 1  

WRACK WRENCH

ITEM TIE RODS CAPACITY

2381 1-9/32” to 1-5/8” 1  

• For inner tie rods. This tool is easily used with the seven 
crowfoot wrenches included in the set.

TOOLS FOR INTERIOR SUSPENSION

STRUT NUT SOCKET FOR AUDI® AND VW®

ITEM HEXAGON LENGTH

2327 7/8” 1-3/4” 1  

VALVE SPRING COMPRESOR

ITEM MAXIMUM PRESSURE 
CAPACITY WEIGHT

2323 2,500 ft/lb 5.73 1  

MACPHERSON STRUT SPRING COMPRESSOR

ITEM PIECES MAXIMUM PRESSURE CAPACITY

2323A 9 2,500 lb/ft 1  

• Designed to compress MacPherson strut springs.
• Can be used with a 1/2” drive handle or a 24 mm socket or 

wrench.
• Do not use with impact tools.

CLAMPS FOR BALL JOINTS, TRUCK BRAKE 
LENGTHR PINS, AND UNIVERSAL JOINTS

ITEM PIECES

2325 7 1  

STRUT AND BALL JOINT SEPARATOR SET

ITEM PIECES

2309 8 1  

BALL JOINT SEPARATORS AND ACCESSORIES SET

ITEM PIECES LENGTH

888 5 22-3/64” / 559.96 mm 1  

Content:
1 Pipe of 76 mm.
1 Pipe of 63 mm.
1 Pipe of 51 mm.
1 Adapter for screw 22,2 mm.
1 Adapter of frame.
1 Screw 1/2”.
1 Frame.

Content:
1 Track rod separator 11/16”.
1 Ball joint separator 15/16”.
1 Pitman arm separator 1-1/8”.
1 Manual bar 8”. 
1 Bar for pneumatic tool 7” with shank adaptinng 13/32”.
• Both handles are designed to fit all 3 pickle forks. They also help absorb 

strikes.
• Pickle fork set with accessories.
• They help separate tie rods, ball joints, and Pitman arms. 
• Includes adapters for use with impact and air tools.

Content:
1 Extractor.
2 Pins Ø7.7 mm - Ø9.7 mm.
2 Pins Ø9.8mm - Ø12.3 mm.
1 Steel tip with zing covering.
1 Steel tip with black finished
1 Hexagonal key3 mm.
• Allows easy removal and installation of strust and ball joints.
• Maximun opening 2-3/4”.

• Flat • Hex • Round

• Compatible with hes, flat and round tie rods.
• Suits hex sizes from 31 mm to 35,5 mm
• Useful to service inner tie rods.

• Quickly and easily compress most sizes of macpherson strut 
spring.

• Setup is fast and easy.
• Screw size: 5/8” - 11 x 12”.
• Forged hooks.

• Easily remove the strut tower nut socket in VW® and Audi® 
vehicles.

• Can be used with a 1/8” wrench.
• Made of moly-chrome.
• Blued finish.
• *Not recommended for use with impact tools because it’s not 

designed for that.

8
PIECES

9
PIECES

5
PIECES7

PIECES 9
PIECES

2
PIECES

6
PIECES

PLASTIC
BOX

PLASTIC
BOX

PLASTIC
BOX

PLASTIC
BOX

PLASTIC
BOX
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ADJUSTABLE OIL FILTER WRENCH

LF5000

ITEM MINIMUM 
CAPACITY

MAXIMUM 
CAPACITY

LF5000 2-1/2” 3-1/8” 1  

LF6000 3-1/8” 3-7/8” 1  

STRAP OIL FILTER WRENCH

ITEM MINIMUM 
CAPACITY

MAXIMUM 
CAPACITY

LF1500 0” 6” 1  

TRUCK OIL FILTER WRENCH

ITEM MINIMUM 
CAPACITY

MAXIMUM 
CAPACITY

LF2000 4-3/8” 5-5/8” 1  

UNIVERSAL SWIVEL OIL FILTER 
WRENCH

ITEM MINIMUM 
CAPACITY

MAXIMUM 
CAPACITY

LF500 2-3/4” 3-1/8” 1  

LF1000 3-1/2” 3-3/4” 1  

OIL FILTER LOCKING PLIER

ITEM MINIMUM CAPACITY MAXIMUM CAPACITY

4122 2-1/8” 3-1/4” 1  

OIL FILTER WRENCH SET

ITEM DESCRIPTION

LF2500 For 4,6 and 8 cylinders 1  

ADJUSTABLE OIL FILTER WRENCH

ITEM MINIMUM CAPACITY MAXIMUM CAPACITY

LF3000 2-7/16” 3-3/4” 1  

LF4000 4-3/8” 5-5/8” 1  

HUB AND BEARING SEPARATOR SET

ITEM PIECES

886 14 1  

BEARING REMOVAL AND INSTALLATION TOOL SET

ITEM PIECES CAPACITY

887 13 2-3/16” to 3-3/16” 1  

BEARING REMOVER AND INSTALLER SET

ITEM PIECES CAPACITY

2326 10 1,56” to 3, 18” 1  

• Facilitates assembly of hubs and bearings, fits the lug nuts on 
the model of vehicle and makes it easy to take off.

• Fit bearings quickly, straight and on the first try.
• Installs a majority of bearing rings and seals.
• Includes 9 tapered drivers and handle.

• Filter wrench forged alloy high strength aluminium. Compatible with all type 
of filters Toyota®.

• Provides multiple contact points that engage the housing cap securely 
allowing easy removal.

• Hose assembly allows oil to be drained from the filter 
housing before remo.

• Eliminates oil spills and allows to make the cleanup fastl.

• Multi-purpose tool for maintenance and repair workshops. 
Provides an excellent grip on most screw-in oil filters

• Plastic covered handle provides a firm 
and comfortable grip.

14
PIECES 13

PIECES

10
PIECES

3/8”

LF3000

3/8” 1/2” 1/2”

3
PIECES

PLASTIC
BOX

PLASTIC
BOX

PLASTIC
BOX

Content
Oil filter wrench by 4 cylinder engine 1
Oil filter wrench by 6-8 cylinder engine 1
Cam clamp singles. 1
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MACPHERSON STRUT SPRING HOOK COMPRESSOR

ITEM MAXIMUM OPENING LENGTH

2320 9” 12” 1  

INNER TIE ROD TOOL

ITEM PIECES CAPACITY

2324 9 0.5” to 1-7/16” 1  

WRACK WRENCH

ITEM TIE RODS CAPACITY

2381 1-9/32” to 1-5/8” 1  

• For inner tie rods. This tool is easily used with the seven 
crowfoot wrenches included in the set.

TOOLS FOR INTERIOR SUSPENSION

STRUT NUT SOCKET FOR AUDI® AND VW®

ITEM HEXAGON LENGTH

2327 7/8” 1-3/4” 1  

VALVE SPRING COMPRESOR

ITEM MAXIMUM PRESSURE 
CAPACITY WEIGHT

2323 2,500 ft/lb 5.73 1  

MACPHERSON STRUT SPRING COMPRESSOR

ITEM PIECES MAXIMUM PRESSURE CAPACITY

2323A 9 2,500 lb/ft 1  

• Designed to compress MacPherson strut springs.
• Can be used with a 1/2” drive handle or a 24 mm socket or 

wrench.
• Do not use with impact tools.

CLAMPS FOR BALL JOINTS, TRUCK BRAKE 
LENGTHR PINS, AND UNIVERSAL JOINTS

ITEM PIECES

2325 7 1  

STRUT AND BALL JOINT SEPARATOR SET

ITEM PIECES

2309 8 1  

BALL JOINT SEPARATORS AND ACCESSORIES SET

ITEM PIECES LENGTH

888 5 22-3/64” / 559.96 mm 1  

Content:
1 Pipe of 76 mm.
1 Pipe of 63 mm.
1 Pipe of 51 mm.
1 Adapter for screw 22,2 mm.
1 Adapter of frame.
1 Screw 1/2”.
1 Frame.

Content:
1 Track rod separator 11/16”.
1 Ball joint separator 15/16”.
1 Pitman arm separator 1-1/8”.
1 Manual bar 8”. 
1 Bar for pneumatic tool 7” with shank adaptinng 13/32”.
• Both handles are designed to fit all 3 pickle forks. They also help absorb 

strikes.
• Pickle fork set with accessories.
• They help separate tie rods, ball joints, and Pitman arms. 
• Includes adapters for use with impact and air tools.

Content:
1 Extractor.
2 Pins Ø7.7 mm - Ø9.7 mm.
2 Pins Ø9.8mm - Ø12.3 mm.
1 Steel tip with zing covering.
1 Steel tip with black finished
1 Hexagonal key3 mm.
• Allows easy removal and installation of strust and ball joints.
• Maximun opening 2-3/4”.

• Flat • Hex • Round

• Compatible with hes, flat and round tie rods.
• Suits hex sizes from 31 mm to 35,5 mm
• Useful to service inner tie rods.

• Quickly and easily compress most sizes of macpherson strut 
spring.

• Setup is fast and easy.
• Screw size: 5/8” - 11 x 12”.
• Forged hooks.

• Easily remove the strut tower nut socket in VW® and Audi® 
vehicles.

• Can be used with a 1/8” wrench.
• Made of moly-chrome.
• Blued finish.
• *Not recommended for use with impact tools because it’s not 

designed for that.

8
PIECES

9
PIECES

5
PIECES7

PIECES 9
PIECES

2
PIECES

6
PIECES

PLASTIC
BOX

PLASTIC
BOX

PLASTIC
BOX

PLASTIC
BOX

PLASTIC
BOX
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CIRCUIT TESTER

ITEM LENGTH CAPACITY

2350 7-9/32” 0-28 VCD, 
7A mx. 1  

DC CIRCUIT TESTER

ITEM LENGTH CAPACITY

2351 7-7/8” 0-12 VCD 1  

CURRENT CONTINUITY TESTER

ITEM LENGTH CAPACITY

2352 7-7/8” 2.5A 1  

IN-LINE SPARK TESTER

ITEM LENGTH CAPACITY

2355 9-3/4” 0-28 VCD 1  

EXTRA LONG TIP CIRCUIT TESTERS

EXTRA LONG TIP CIRCUIT TESTERS

ITEM CAPACITY TIP LENGTH

23503 24V 6-5/8” 1  

23502 12V 7” 1  

• Probe is insulated and high strength.
• Specially designed Length probe can access hard -to-reach circuits.

CIRCUIT TESTER LOGIC LED

ITEM DESCRIPTION TIP LENGTH

23501 Circuit tester logic LED 3-17/32” 1  

• Check high and ow voltages.
• Dual color LED indicates power (red) and grownd (green).
• Ideal for make electric flow verifications in automotive nad 

direct current systems (DC). 

CIRCUIT TESTER WITH TERMINAL KIT 

ITEM DESCRIPTION

23500 Terminal kit with circuit tester 1  

• Check high and low voltages.
• Dual color LED indicates 

power (red) and ground 
(green).

• Includes 14 interchangeable 
probes that eliminate 
damage to connector 
terminals.

Type of probes
Male Terminal Female Terminal Size

6.0 mm
5,0 mm
3,0 mm
2,5 mm
2,0 mm
1,2 mm
0,8 mm

LOGIC LED CIRCUIT TESTERS

BOOSTER CABLES

BOOSTER CABLES

ITEM GAUGE LENGTH

200 6 8” 1  

200A 4 15-45/64” 1  

• 100% copper cables, 6 gauge 
(AWG) for best performance.

200 200A
• 100% copper cables, 4 gauge 

(AWG) for best performance.

BATTERY TERMINAL SPREADER AND CLEANER

BATTERY TERMINAL SPREADER AND CLEANER

ITEM LENGTH

2312 7-3/8” 1  

BATTERY TERMINAL CLEANER

BATTERY TERMINAL CLEANER

ITEM LENGTH

2353 3-3/4” 1  

• 4 gauge ideal for big trucks, small 
trucks and buses.

• Pliers with electrostatic paint for 
protection and to prevent corrosion.

• Clean and spread battery cable terminals.
• Sharp teeth effectively clean from the clamp.
• Squeeze handle to spread clamp.

• Cleans corrosion off terminals, and also from any 
cables connecting to them.

• Made of brassed steel bristles and ABS plastic.

• Ideal for detecting open or damaged lines in 
standard-parallel systems.

• 24 gauge (AWG) insulated cable.

• Connects to the spark plug and the 
spark plug wires to check the ignition.

• 7 gauge (AWG) insulated cable.

• Ideal for detecting open or damaged lines.
• 24 gauge (AWG) insulated cable.
• Battery needed (not included).

6 AWG 4 AWG

DC CIRCUIT TESTERS

14
PIECES

6-24 6-12 and 24 23503 6-24 23502 6-12

28 12 2.5 28
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GO-NO-GO BLADE FEELER GAUGE SET

ITEM DESCRIPTION

000N 22-blade go-no-go gauge set 1  

SPARK PLUG GAP GAUGE

ITEM DESCRIPTION

000LL Spark plug gap gauge 1  

EXTRA LENGTH BLADE FEELER GAUGE SET

ITEM DESCRIPTION

000A SAE 9-blade feeler gauge set 1  

IGNITION BLADE FEELER GAUGE SET

ITEM DESCRIPTION

000D 23-blade ignition feeler gauge set 1  

EXTRA LENGTH BLADE FEELER GAUGE SET

ITEM DESCRIPTION

000F 25-blade extra length 12” feeler gauge set 1  

METRIC 25-BLADE FEELER GAUGE SET

ITEM DESCRIPTION

00MM25 Metric 25-blade feeler gauge set 1  

POWER STEERING, ALTERNATOR AND PULLEY 
REMOVER / INSTALLER KIT

ITEM PIECES

980 11 1  

ALTERNATOR PULLEY SERVICE KIT

ITEM PIECES

2306 6 1  

COMPUTER MEMORY SAVER 9V STYLE

ITEM INPUT

2345 9 V battery 1  

• Saves radio, clock, and computer settings before 
disconnecting the battery.

• Easily removes power transmission elements.
• Place the shaft and installer nuts on the pulley, adjust 

according to the central nut and remove by rotating against 
the shaft with the box-end wrench.

• 22 mm Hex cap nut driver.
• Designed to extend belt life and belt tensioner life.
• They also make for quieter and smoother accessory 

drive operation and reduce vibrations in the passenger 
compartment.

• These tools hold the alternator shaft still so the pulley can be 
removed or installed.

11
PIECES

6
PIECES

COMPUTER MEMORY SAVER 9V STYLEALTERNATOR PULLEY SERVICE KIT

26
BLADES

25
BLADES

25
BLADES

25
BLADES

23
BLADES

9
BLADES

22
BLADES

POWER STEERING, ALTERNATOR AND 
PULLEY REMOVER / INSTALLER KIT

PLASTIC
BOX

Sizes in.
0.005
0.01
0.015
0.02
0.025
0.006
0.011

Sizes in.
0.016
0.021
0.026
0.007
0.012
0.017
0.022

Sizes in.
0.027
0.008
0.013
0.018
0.023
0.028
0.009

Sizes in.
0.014
0.019
0.024
0.029
0.03

Sizes in.
0.0015
0.002
0.003
0.004
0.005
0.006
0.007

Sizes in.
0.008
0.009
0.01
0.011
0.012
0.013
0.014

Sizes in.
0.015
0.016
0.017
0.018
0.020
0.022
0.025

Sizes in.
0.030
0.032
0.035
0.040

Sizes in.
0.003
0.004
0.005
0.006
0.008

Sizes in.
0.010
0.012
0.015
0.018 Sizes in.

0.020 to 0.100

Sizes mm
0.04
0.10 
0.40 
0.70 
0.05 

Sizes mm
0.15 
0.45 
0.75
0.06 
0.20 

Sizes mm
0.50 
0.80 
0.07 
0.25 
0.55 

Sizes mm
0.85
0.08 
0.30 
0.60 
0.90 

Sizes mm
0.09 
0.35 
0.65 
0.95 
1.00

Sizes in.
0.0015
0.002
0.003
0.004
0.005

Sizes in.
0.006
0.007
0.008
0.009
0.010

Sizes in.
0.011
0.012
0.013
0.014
0.015

Sizes in.
0.016
0.017
0.018
0.019
0.020

Sizes in.
0.021
0.025
0.027
0.030
0.040

Sizes in.
0.008
0.010
0.011
0.012
0.013

Sizes in.
0.014
0.015
0.016
0.017
0.018

Sizes in.
0.019
0.020
0.021
0.022
0.023

Sizes in.
0.024
0.025
0.026
0.028
0.030

Sizes in.
0.032
0.035
0.040

Sizes in.
0.004 - 0.006 
0.005 - 0.007 
0.006 - 0.008 
0.007 - 0.009 
0.008 - 0.010 

Sizes in.
0.009 - 0.011 
0.010 - 0.012 
0.011 - 0.013 
0.012 - 0.014 
0.013 - 0.015 

Sizes in.
0.014 - 0.016 
0.015 - 0.017 
0.016 - 0.018 
0.017 - 0.019 
0.018 - 0.020 

Sizes in.
0.019 - 0.021 
0.020 - 0.022 
0.021 - 0.023 
0.022 - 0.024 
0.023 - 0.025 

Sizes in.
0.024 - 0.026 
0.025 - 0.027

Content
Decoupler tool assembly hex drive 17 mm
Allen wrench 17”
Socket extension  110 mm
Hex cap nut driver 21 mm/28 mm
Hex cap nut driver 22 mm

BLADE FEELER GAUGE SET WITH 45º TIPS

ITEM DESCRIPTION

002645 26-blade feeler gauge set with 45º  tips 1  

SAE BLADE FEELER GAUGE SET

ITEM DESCRIPTION

000AA 25-blade feeler gauge set 1
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CIRCUIT TESTER

ITEM LENGTH CAPACITY

2350 7-9/32” 0-28 VCD, 
7A mx. 1  

DC CIRCUIT TESTER

ITEM LENGTH CAPACITY

2351 7-7/8” 0-12 VCD 1  

CURRENT CONTINUITY TESTER

ITEM LENGTH CAPACITY

2352 7-7/8” 2.5A 1  

IN-LINE SPARK TESTER

ITEM LENGTH CAPACITY

2355 9-3/4” 0-28 VCD 1  

EXTRA LONG TIP CIRCUIT TESTERS

EXTRA LONG TIP CIRCUIT TESTERS

ITEM CAPACITY TIP LENGTH

23503 24V 6-5/8” 1  

23502 12V 7” 1  

• Probe is insulated and high strength.
• Specially designed Length probe can access hard -to-reach circuits.

CIRCUIT TESTER LOGIC LED

ITEM DESCRIPTION TIP LENGTH

23501 Circuit tester logic LED 3-17/32” 1  

• Check high and ow voltages.
• Dual color LED indicates power (red) and grownd (green).
• Ideal for make electric flow verifications in automotive nad 

direct current systems (DC). 

CIRCUIT TESTER WITH TERMINAL KIT 

ITEM DESCRIPTION

23500 Terminal kit with circuit tester 1  

• Check high and low voltages.
• Dual color LED indicates 

power (red) and ground 
(green).

• Includes 14 interchangeable 
probes that eliminate 
damage to connector 
terminals.

Type of probes
Male Terminal Female Terminal Size

6.0 mm
5,0 mm
3,0 mm
2,5 mm
2,0 mm
1,2 mm
0,8 mm

LOGIC LED CIRCUIT TESTERS

BOOSTER CABLES

BOOSTER CABLES

ITEM GAUGE LENGTH

200 6 8” 1  

200A 4 15-45/64” 1  

• 100% copper cables, 6 gauge 
(AWG) for best performance.

200 200A
• 100% copper cables, 4 gauge 

(AWG) for best performance.

BATTERY TERMINAL SPREADER AND CLEANER

BATTERY TERMINAL SPREADER AND CLEANER

ITEM LENGTH

2312 7-3/8” 1  

BATTERY TERMINAL CLEANER

BATTERY TERMINAL CLEANER

ITEM LENGTH

2353 3-3/4” 1  

• 4 gauge ideal for big trucks, small 
trucks and buses.

• Pliers with electrostatic paint for 
protection and to prevent corrosion.

• Clean and spread battery cable terminals.
• Sharp teeth effectively clean from the clamp.
• Squeeze handle to spread clamp.

• Cleans corrosion off terminals, and also from any 
cables connecting to them.

• Made of brassed steel bristles and ABS plastic.

• Ideal for detecting open or damaged lines in 
standard-parallel systems.

• 24 gauge (AWG) insulated cable.

• Connects to the spark plug and the 
spark plug wires to check the ignition.

• 7 gauge (AWG) insulated cable.

• Ideal for detecting open or damaged lines.
• 24 gauge (AWG) insulated cable.
• Battery needed (not included).

6 AWG 4 AWG

DC CIRCUIT TESTERS

14
PIECES

6-24 6-12 and 24 23503 6-24 23502 6-12

28 12 2.5 28
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GO-NO-GO BLADE FEELER GAUGE SET

ITEM DESCRIPTION

000N 22-blade go-no-go gauge set 1  

SPARK PLUG GAP GAUGE

ITEM DESCRIPTION

000LL Spark plug gap gauge 1  

EXTRA LENGTH BLADE FEELER GAUGE SET

ITEM DESCRIPTION

000A SAE 9-blade feeler gauge set 1  

IGNITION BLADE FEELER GAUGE SET

ITEM DESCRIPTION

000D 23-blade ignition feeler gauge set 1  

EXTRA LENGTH BLADE FEELER GAUGE SET

ITEM DESCRIPTION

000F 25-blade extra length 12” feeler gauge set 1  

METRIC 25-BLADE FEELER GAUGE SET

ITEM DESCRIPTION

00MM25 Metric 25-blade feeler gauge set 1  

POWER STEERING, ALTERNATOR AND PULLEY 
REMOVER / INSTALLER KIT

ITEM PIECES

980 11 1  

ALTERNATOR PULLEY SERVICE KIT

ITEM PIECES

2306 6 1  

COMPUTER MEMORY SAVER 9V STYLE

ITEM INPUT

2345 9 V battery 1  

• Saves radio, clock, and computer settings before 
disconnecting the battery.

• Easily removes power transmission elements.
• Place the shaft and installer nuts on the pulley, adjust 

according to the central nut and remove by rotating against 
the shaft with the box-end wrench.

• 22 mm Hex cap nut driver.
• Designed to extend belt life and belt tensioner life.
• They also make for quieter and smoother accessory 

drive operation and reduce vibrations in the passenger 
compartment.

• These tools hold the alternator shaft still so the pulley can be 
removed or installed.

11
PIECES

6
PIECES

COMPUTER MEMORY SAVER 9V STYLEALTERNATOR PULLEY SERVICE KIT

26
BLADES

25
BLADES

25
BLADES

25
BLADES

23
BLADES

9
BLADES

22
BLADES

POWER STEERING, ALTERNATOR AND 
PULLEY REMOVER / INSTALLER KIT

PLASTIC
BOX

Sizes in.
0.005
0.01
0.015
0.02
0.025
0.006
0.011

Sizes in.
0.016
0.021
0.026
0.007
0.012
0.017
0.022

Sizes in.
0.027
0.008
0.013
0.018
0.023
0.028
0.009

Sizes in.
0.014
0.019
0.024
0.029
0.03

Sizes in.
0.0015
0.002
0.003
0.004
0.005
0.006
0.007

Sizes in.
0.008
0.009
0.01
0.011
0.012
0.013
0.014

Sizes in.
0.015
0.016
0.017
0.018
0.020
0.022
0.025

Sizes in.
0.030
0.032
0.035
0.040

Sizes in.
0.003
0.004
0.005
0.006
0.008

Sizes in.
0.010
0.012
0.015
0.018 Sizes in.

0.020 to 0.100

Sizes mm
0.04
0.10 
0.40 
0.70 
0.05 

Sizes mm
0.15 
0.45 
0.75
0.06 
0.20 

Sizes mm
0.50 
0.80 
0.07 
0.25 
0.55 

Sizes mm
0.85
0.08 
0.30 
0.60 
0.90 

Sizes mm
0.09 
0.35 
0.65 
0.95 
1.00

Sizes in.
0.0015
0.002
0.003
0.004
0.005

Sizes in.
0.006
0.007
0.008
0.009
0.010

Sizes in.
0.011
0.012
0.013
0.014
0.015

Sizes in.
0.016
0.017
0.018
0.019
0.020

Sizes in.
0.021
0.025
0.027
0.030
0.040

Sizes in.
0.008
0.010
0.011
0.012
0.013

Sizes in.
0.014
0.015
0.016
0.017
0.018

Sizes in.
0.019
0.020
0.021
0.022
0.023

Sizes in.
0.024
0.025
0.026
0.028
0.030

Sizes in.
0.032
0.035
0.040

Sizes in.
0.004 - 0.006 
0.005 - 0.007 
0.006 - 0.008 
0.007 - 0.009 
0.008 - 0.010 

Sizes in.
0.009 - 0.011 
0.010 - 0.012 
0.011 - 0.013 
0.012 - 0.014 
0.013 - 0.015 

Sizes in.
0.014 - 0.016 
0.015 - 0.017 
0.016 - 0.018 
0.017 - 0.019 
0.018 - 0.020 

Sizes in.
0.019 - 0.021 
0.020 - 0.022 
0.021 - 0.023 
0.022 - 0.024 
0.023 - 0.025 

Sizes in.
0.024 - 0.026 
0.025 - 0.027

Content
Decoupler tool assembly hex drive 17 mm
Allen wrench 17”
Socket extension  110 mm
Hex cap nut driver 21 mm/28 mm
Hex cap nut driver 22 mm

BLADE FEELER GAUGE SET WITH 45º TIPS

ITEM DESCRIPTION

002645 26-blade feeler gauge set with 45º  tips 1  

SAE BLADE FEELER GAUGE SET

ITEM DESCRIPTION

000AA 25-blade feeler gauge set 1
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BODYWORK HAMMERS WITH WOODEN HANDLE

ITEM DESCRIPTION FACE DIAMETER (A) HEAD LENGTH (B) TOTAL LENGTH (C)

1421 Two head wood handle, for sheet straightening 1-1/4” 6” 13-3/4” 1
1427 With wood handle, for finishes 1-3/8” 4-1/2” 12-1/4” 1
1424 With wood handle, for smooth finishes 1-1/4” 4” 13” 1
1428 One head wood handle, for sheet straightening 1-1/2” 5-7/8” 14” 1

AUTO BODYWORK SET

ITEM PIECES

J1400 9 1

DOLLY BLOCKS

ITEM TYPE WEIGHT FINISH

1458 Heel 32.5 oz Polished 1
1455 Light weight  wedge 42.47 oz Black oxide/polished 1
1453 General purpose 45.35 oz Black oxide/polished 1
1456 Combination spoon 42.32 oz Polished with black handle 1
1451 Serrated 46.2 oz Black oxide/polished 1

• Forged in high carbon steel, tempered and tempered. They offer a complete 
solution in workshops, laminating and paint for chassis and body repair.

1458
• Its design makes it 

possible reach sharp 
corners and broad radio.

1455
• Its design allows a 

good grip.
• It is ideal for repairing 

corners and curves in 
the fascias.

1453
• Provides a convenient 

comfortable grip, even 
with the hardest blow of a 
hammer.

• Weight, balance and different 
faces offer a wide variety 
of uses. 1451

• It has a serrated face to reduce rough 
surfaces caused by dents.

1456
• Provides a convenient comfortable 

grip, even with the hardest blow of 
a hammer.

• Weight, balance and different faces 
offer a wide variety of uses.

• Forged in temple higth 
carbon steel.

• They offer a complete 
solution in workshops, 
laminating and paint for 
chassis and body repair.

BODYWORK HAMMERS

• Laser engraving in handle for 
better grip.

• Bodywork hammers are used to repair car dents. Their heads feature radii 
and geometries that make the heads fit very well in the various shapes 
found in bodywork.

• Impact-resistant oak handle.
• Bodywork hammer with two round, flat faces. Features double heat-

treated, steel alloy forged head. This hammer is ideal for work on dents, 
wrinkles, undulations, and other bodywork damage.

• Laser engraving in handle for 
better grip.

BODYWORK HAMMERS WITH FIBERGLASS HANDLE

ITEM DESCRIPTION FACE DIAMETER (A) HEAD LENGTH (B) TOTAL LENGTH (C)

1424FV With fiberglass handle, for smooth finishes 1-1/4” 4” 11-3/8” 1
1427FV With fiberglass handle, for finishes 1-3/8” 4-1/2” 11” 1
1428FV With fiberglass handle, for sheet straightening 1-3/8” 4-1/2” 11” 1

1424FV

1421 14241427 1428

1427FV 1428FV

• Square and round face hammer, 
Smooths damaged metallic surfaces, 
especially in corner areas. 

• Fiberglass handle with rubber cover 
minimizes  vibration to the hand.

• Laser engraving in handle for 
better grip.

9
PIECES

• Hammer with round face and flat tip for 
finishes on edges and molds. 

• Fiberglass handle with rubber cover 
minimizes vibration to the hand.

• Blunt point and round face hammer for 
smoothing out dents in metal sheets 
and deep areas. 

• Fiberglass handle with rubber cover 
minimizes vibration to the hand.

• Bodywork hammers 
are used to repair car 
dents. Their heads 
feature radii.

• and geometries that 
make the heads fit 
very well in the various 
shapes.

• found in bodywork.

C

BA

C

BA

BULK

BULK

PLASTIC
BOX

BULK

Contents
1458 Dolly block heel 1
1455 Dolly block light weight  wedge 1
1453 Dolly block general purpose 1
1456 Dolly block combination spoon 1
1451 Dolly block Serrated 1
1424FV Bodywork  hammer for flat finishes 1

1427FV Body work  hammer for edeges  
and molded finishes 1

1428FV Body work hammer blunt point 
round face 1

CPU17 Plastic box 17” x 9” x 8” 1

BALL PEIN HAMMERS
PAGE 206
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15.
MOTORCYCLE TIRE WRENCH

ITEM SIZE 

BDL12 12” 1  

SPOON TIRE IRONS

ITEM SIZE 

CE2 25” x 11/16” 1  

CE3 30” x 11/16” 1  

TIRE IRON

ITEM SIZE 

CE1 26” x 11/16” 1  

ITEM PIECES PATH

2481 14 5-1/8” 1

• For body repairs, rescue work or for any push application, separation, traction or elevation that 
requires hydraulic power.

PORTABLE POWER

Hydraulic stroke 
limitation.

safety valve against 
overload.

14
PIECES

 
CAPACITY
20 TONS

CE2

• Made of chrome-vanadium steel.
• Length 12”.
• HARDNESS 44-46RC.
• Blackened finish.

• Use on car, motorcycle, truck, and agricultural tires. Designed for mounting and demounting tires. 
Best if used in pairs.

• Spoons provide enough strength and leverage to work on large truck, bus, off-road vehicle, tractor, 
and aircraft tires.

MOTORCYCLE TIRE WRENCH

TIRE IRON SPOON TIRE IRONS

BULK

BULK
BULK
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BODYWORK HAMMERS WITH WOODEN HANDLE

ITEM DESCRIPTION FACE DIAMETER (A) HEAD LENGTH (B) TOTAL LENGTH (C)

1421 Two head wood handle, for sheet straightening 1-1/4” 6” 13-3/4” 1
1427 With wood handle, for finishes 1-3/8” 4-1/2” 12-1/4” 1
1424 With wood handle, for smooth finishes 1-1/4” 4” 13” 1
1428 One head wood handle, for sheet straightening 1-1/2” 5-7/8” 14” 1

AUTO BODYWORK SET

ITEM PIECES

J1400 9 1

DOLLY BLOCKS

ITEM TYPE WEIGHT FINISH

1458 Heel 32.5 oz Polished 1
1455 Light weight  wedge 42.47 oz Black oxide/polished 1
1453 General purpose 45.35 oz Black oxide/polished 1
1456 Combination spoon 42.32 oz Polished with black handle 1
1451 Serrated 46.2 oz Black oxide/polished 1

• Forged in high carbon steel, tempered and tempered. They offer a complete 
solution in workshops, laminating and paint for chassis and body repair.

1458
• Its design makes it 

possible reach sharp 
corners and broad radio.

1455
• Its design allows a 

good grip.
• It is ideal for repairing 

corners and curves in 
the fascias.

1453
• Provides a convenient 

comfortable grip, even 
with the hardest blow of a 
hammer.

• Weight, balance and different 
faces offer a wide variety 
of uses. 1451

• It has a serrated face to reduce rough 
surfaces caused by dents.

1456
• Provides a convenient comfortable 

grip, even with the hardest blow of 
a hammer.

• Weight, balance and different faces 
offer a wide variety of uses.

• Forged in temple higth 
carbon steel.

• They offer a complete 
solution in workshops, 
laminating and paint for 
chassis and body repair.

BODYWORK HAMMERS

• Laser engraving in handle for 
better grip.

• Bodywork hammers are used to repair car dents. Their heads feature radii 
and geometries that make the heads fit very well in the various shapes 
found in bodywork.

• Impact-resistant oak handle.
• Bodywork hammer with two round, flat faces. Features double heat-

treated, steel alloy forged head. This hammer is ideal for work on dents, 
wrinkles, undulations, and other bodywork damage.

• Laser engraving in handle for 
better grip.

BODYWORK HAMMERS WITH FIBERGLASS HANDLE

ITEM DESCRIPTION FACE DIAMETER (A) HEAD LENGTH (B) TOTAL LENGTH (C)

1424FV With fiberglass handle, for smooth finishes 1-1/4” 4” 11-3/8” 1
1427FV With fiberglass handle, for finishes 1-3/8” 4-1/2” 11” 1
1428FV With fiberglass handle, for sheet straightening 1-3/8” 4-1/2” 11” 1

1424FV

1421 14241427 1428

1427FV 1428FV

• Square and round face hammer, 
Smooths damaged metallic surfaces, 
especially in corner areas. 

• Fiberglass handle with rubber cover 
minimizes  vibration to the hand.

• Laser engraving in handle for 
better grip.

9
PIECES

• Hammer with round face and flat tip for 
finishes on edges and molds. 

• Fiberglass handle with rubber cover 
minimizes vibration to the hand.

• Blunt point and round face hammer for 
smoothing out dents in metal sheets 
and deep areas. 

• Fiberglass handle with rubber cover 
minimizes vibration to the hand.

• Bodywork hammers 
are used to repair car 
dents. Their heads 
feature radii.

• and geometries that 
make the heads fit 
very well in the various 
shapes.

• found in bodywork.

C

BA

C

BA

BULK

BULK

PLASTIC
BOX

BULK

Contents
1458 Dolly block heel 1
1455 Dolly block light weight  wedge 1
1453 Dolly block general purpose 1
1456 Dolly block combination spoon 1
1451 Dolly block Serrated 1
1424FV Bodywork  hammer for flat finishes 1

1427FV Body work  hammer for edeges  
and molded finishes 1

1428FV Body work hammer blunt point 
round face 1

CPU17 Plastic box 17” x 9” x 8” 1

BALL PEIN HAMMERS
PAGE 206
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MOTORCYCLE TIRE WRENCH

ITEM SIZE 

BDL12 12” 1  

SPOON TIRE IRONS

ITEM SIZE 

CE2 25” x 11/16” 1  

CE3 30” x 11/16” 1  

TIRE IRON

ITEM SIZE 

CE1 26” x 11/16” 1  

ITEM PIECES PATH

2481 14 5-1/8” 1

• For body repairs, rescue work or for any push application, separation, traction or elevation that 
requires hydraulic power.

PORTABLE POWER

Hydraulic stroke 
limitation.

safety valve against 
overload.

14
PIECES

 
CAPACITY
20 TONS

CE2

• Made of chrome-vanadium steel.
• Length 12”.
• HARDNESS 44-46RC.
• Blackened finish.

• Use on car, motorcycle, truck, and agricultural tires. Designed for mounting and demounting tires. 
Best if used in pairs.

• Spoons provide enough strength and leverage to work on large truck, bus, off-road vehicle, tractor, 
and aircraft tires.

MOTORCYCLE TIRE WRENCH

TIRE IRON SPOON TIRE IRONS

BULK

BULK
BULK
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3/4” DRIVE SURFACE SOCKETS WITH NYLAMID 
COVERS

ITEM OPENING SIZE LENGTH EXTERNAL DIAMETER

7522MFPG 22 mm 3-1/2” 38.1 mm 1  

DOUBLE HEAD IMPACT SOCKETS

ITEM OPENING SIZE (B1) OPENING SIZE (C1) LENGTH

742426 3/4” 13/16” 2-3/4” 1
741719M 17 mm 19 mm 2-9/32” 1
741921M 19 mm 21 mm 2-9/32” 1

1/2” DOUBLE HEAD IMPACT SOCKET SET

ITEM PIECES

7400DE 7 1

1/2” DRIVE SOCKET WITH FIXED NYLAMID COVER

ITEM OPENING 
SIZE LENGTH EXTERNAL 

DIAMETER

7321MPR 21 mm 3 -17/64” 1-1/2” 1  

3/4” DRIVE SOCKETS WITH NYLMAID FIXED COVER

ITEM OPENING 
SIZE LENGTH EXTERNAL 

DIAMETER

7519MFP 19 mm 3-1/2” 32.0 mm 1  

7521MFP 21 mm 3-1/2” 38.1 mm 1  

7522MFP 22 mm 3-1/2” 38.1 mm 1  

DOUBLE HEADED 1/2” DRIVE 6-POINT METRIC AND SAE IMPACT SOCKET

THIN-WALL DEEP WHEEL PROTECTIVE IMPACT SOCKETS

SETS SOCKETS

ITEM 7300MP
PIECES 3

PACKING

A

B

C

D

L

INDIVIDUAL SOCKETSA

B

C

D

L

A

B

C

D

L

A

B

C

D

L

A

B

C

D

L

1

OPENING SIZE ITEM TYPE COLOR LENGTH NUT END OUTSIDE 
DIAMETER

DRIVE END OUTSIDE 
DIAMETER NUD DEPTH MULTIPLE OF 

SALE
 

17 mm 7317MP II 3-11/16” 1-1/16” 1-5/32” 1” 1  •
19 mm (3/4”) 7319MP II 3-11/16” 1-9/64” 1-1/4” 1” 1  •

21 mm (13/16”) 7321MP II 3-11/16” 1-7/32” 1-7/32” 1” 1  •
7/8” 7328P II 3-11/16” 1-17/64” 1-11/32” 1” 1  -

7317MP 7319MP 7321MP 7328P

• Protective sleeves and plastic inserts prevent 
scratching of wheels and lug nut.

• Heavy-duty chrome molybdenum.
• Color coded for easy identification.

• Nylamid® cover specially to protect sport wheels.
• 12 points.

• Socket with nylamid® rotating 
cover, 3/4” drive

• Surface® sockets were designed 
for a  quick and easy fitting.

• Phosphating blackened finish to 
avoid corrosion.

• Nylamid® cover specially to 
protect  sport wheels.

• Rotating system brings more 
durability.

• Surface® sockets were 
designed for a quick and 
easy fitting.

• Phosphating blackened finish 
to avoid corrosion.

• Nylamid® cover specially to 
protect sport wheels.

• Surface • Surface

742426

B1

C1

• Can be used with pneumatic spray 
guns Length stilt or normal stilt 
guns, but with impact extensions.

7
PIECES

METRIC 1/2”

METRIC 3/4”
METRIC 3/4”

METRIC

INCHES 1/2”

METRIC

INCHES 1/2”

1/2” DRIVE SOCKET WITH FIXED® NYLA-
MID COVER

Content
742426 Double head SAE socket  1/2” X 3/4” x 13/16”
741719M Double head metric socket  1/2” x 17 mm x 19 mm
741921M Double head metric socket  1/2” x 19 mm x 21 mm
742426T Double head SAE long socket  1/2” X 3/4” x 13/16”
741921MT Double head metric thin wall long socket 1/2” x 19 mm x 21 mm
7180P 1/2" x 2" impact socket extencion bar
7181P 1/2" x 5" impact socket extencion bar
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THIN-WALL DEEP WHEEL PROTECTIVE IMPACT SOCKETS

3/4” DRIVE SURFACE SOCKETS WITH NYLAMID® COVER

BULK

BULK
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1-1/8” DAMAGED THREAD LUG NUT REMOVER

ITEM EXTRACTOR SIZE OUTER HEXAGON SIZE LENGTH

CD13 1-1/8” 1-1/2” 3” 1  

SAE 1” DRIVE SQUARE IMPACT SOCKET

ITEM OPENING SIZE SQUARE LENGTH 

10013DS 13/16” 1” 2-3/8” 1  

METRIC TRUCK WHEEL SOCKET

ITEM OPENING SIZE SQUARE LENGTH 

10033ML 33 mm 1” 3-1/2” 1  

SAE TRUCK WHEEL SOCKETS

ITEM OPENING SIZE SQUARE LENGTH

07524LS 1-1/2” 3/4” 3-9/16” 1  

10024LS 1-1/2” 1” 3-15/16” 1  

METRIC AND SAE 6 POINTS 1/2” DRIVE SOCKETS

ITEM OPENING SIZE 
(B1)

OPENING SIZE 
(C1) LENGTH

742426T 3/4” 13/16” 3” 1
741921MT 19 mm 21 mm 3” 1

TRUCK WHEEL SOCKETS

• For UNEMON nuts.
• Heavy-duty impact socket designed for outer cap 

nuts on Budd-style truck wheels.

07524LS

3/4”

10024LS

1”

• Features a 13/16” drive to loosen or 
tighten lug nuts used in DRW.

• Also has a 1” drive for use on impact 
and air tools.

• Inner 13/16” square for inner cap nuts.

B1

C1

742426T

• Thin wall for wheels where the 
accommodation of studs is 
too narrow.

• Can be used with pneumatic 
spray guns Length stilt or 
normal stilt guns, but with 
impact extensions.

METRIC

INCHES 1/2” INCHES METRIC 1”

INCHES 1”

DOUBLE HEADED EXTRA THIN WALL 
LONG IMPACT SOCKETS

BUS LUG NUT WRENCH

ITEM OPENING SIZES LENGTH RECOMMENDED 
SHAFT

*UCD33 11/16” x 33 mm 17” 3RB 1  

UCD5 7/8” x 15/16” 17” 3RB 1  

UCD6 1” x 1-1/16” 17” 3RB 1  

UCD7 7/8” x 1-1/8” 17” 3RB 1  

UCD8 1” x 1-1/8” 17” 3RB 1  

UCD9 1-1/16” x 1-1/4” 17” 3RB 1  

• Removes stripped truck lug nuts. 
Useful on trucks and trailers over 
3 tons. Insert the socket over the 
damaged lug nut and strike with 
a hammer until you are sure the 
socket has a firm grip on the lug 
nut, then apply torque with a truck 
wheel lug nut wrench.

• New hexagonal and deeper box end provides better control and 
more strength.

• Removes lug nuts or studs from wheels used on load and passenger 
vehicles, like small trucks, busses, trailers, etc.

SQUARE LUG NUT TRUCK WRENCH

ITEM
HEX 

OPENING 
SIZE

SQUARE 
OPENING 

SIZE
LENGTH RECOMMENDED 

SHAFT

UCD10 1-1/2” 13/16” 18” 2RB 1  

• Square mouth to loosen or tighten the cap.

4

SQUARE IMPACT SOCKET DAMAGED THREAD LUG NUT REMOVER

BUS LUG NUT WRENCH BARS

ITEM SIZE DESCRIPTION

1RB 11/16” x 16” For CD5, CD6, CD7, CD8, CD9 
and CD33 1  

3RB 3/4” x 16” For UCD5, UCD6, UCD7, UCD8, 
UCD9 and UCD33 1  

2RB 7/8” x 15-3/4” For CD10 and UCD10 1  

• Heat-treated steel.

BUS LUG NUT WRENCH BARS

BULK
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3/4” DRIVE SURFACE SOCKETS WITH NYLAMID 
COVERS

ITEM OPENING SIZE LENGTH EXTERNAL DIAMETER

7522MFPG 22 mm 3-1/2” 38.1 mm 1  

DOUBLE HEAD IMPACT SOCKETS

ITEM OPENING SIZE (B1) OPENING SIZE (C1) LENGTH

742426 3/4” 13/16” 2-3/4” 1
741719M 17 mm 19 mm 2-9/32” 1
741921M 19 mm 21 mm 2-9/32” 1

1/2” DOUBLE HEAD IMPACT SOCKET SET

ITEM PIECES

7400DE 7 1

1/2” DRIVE SOCKET WITH FIXED NYLAMID COVER

ITEM OPENING 
SIZE LENGTH EXTERNAL 

DIAMETER

7321MPR 21 mm 3 -17/64” 1-1/2” 1  

3/4” DRIVE SOCKETS WITH NYLMAID FIXED COVER

ITEM OPENING 
SIZE LENGTH EXTERNAL 

DIAMETER

7519MFP 19 mm 3-1/2” 32.0 mm 1  

7521MFP 21 mm 3-1/2” 38.1 mm 1  

7522MFP 22 mm 3-1/2” 38.1 mm 1  

DOUBLE HEADED 1/2” DRIVE 6-POINT METRIC AND SAE IMPACT SOCKET

THIN-WALL DEEP WHEEL PROTECTIVE IMPACT SOCKETS

SETS SOCKETS

ITEM 7300MP
PIECES 3

PACKING

A

B

C

D

L

INDIVIDUAL SOCKETSA

B

C

D

L

A

B

C

D

L

A

B

C

D

L

A

B

C

D

L

1

OPENING SIZE ITEM TYPE COLOR LENGTH NUT END OUTSIDE 
DIAMETER

DRIVE END OUTSIDE 
DIAMETER NUD DEPTH MULTIPLE OF 

SALE
 

17 mm 7317MP II 3-11/16” 1-1/16” 1-5/32” 1” 1  •
19 mm (3/4”) 7319MP II 3-11/16” 1-9/64” 1-1/4” 1” 1  •

21 mm (13/16”) 7321MP II 3-11/16” 1-7/32” 1-7/32” 1” 1  •
7/8” 7328P II 3-11/16” 1-17/64” 1-11/32” 1” 1  -

7317MP 7319MP 7321MP 7328P

• Protective sleeves and plastic inserts prevent 
scratching of wheels and lug nut.

• Heavy-duty chrome molybdenum.
• Color coded for easy identification.

• Nylamid® cover specially to protect sport wheels.
• 12 points.

• Socket with nylamid® rotating 
cover, 3/4” drive

• Surface® sockets were designed 
for a  quick and easy fitting.

• Phosphating blackened finish to 
avoid corrosion.

• Nylamid® cover specially to 
protect  sport wheels.

• Rotating system brings more 
durability.

• Surface® sockets were 
designed for a quick and 
easy fitting.

• Phosphating blackened finish 
to avoid corrosion.

• Nylamid® cover specially to 
protect sport wheels.

• Surface • Surface

742426

B1

C1

• Can be used with pneumatic spray 
guns Length stilt or normal stilt 
guns, but with impact extensions.

7
PIECES

METRIC 1/2”

METRIC 3/4”
METRIC 3/4”

METRIC

INCHES 1/2”

METRIC

INCHES 1/2”

1/2” DRIVE SOCKET WITH FIXED® NYLA-
MID COVER

Content
742426 Double head SAE socket  1/2” X 3/4” x 13/16”
741719M Double head metric socket  1/2” x 17 mm x 19 mm
741921M Double head metric socket  1/2” x 19 mm x 21 mm
742426T Double head SAE long socket  1/2” X 3/4” x 13/16”
741921MT Double head metric thin wall long socket 1/2” x 19 mm x 21 mm
7180P 1/2" x 2" impact socket extencion bar
7181P 1/2" x 5" impact socket extencion bar
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THIN-WALL DEEP WHEEL PROTECTIVE IMPACT SOCKETS

3/4” DRIVE SURFACE SOCKETS WITH NYLAMID® COVER
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1-1/8” DAMAGED THREAD LUG NUT REMOVER

ITEM EXTRACTOR SIZE OUTER HEXAGON SIZE LENGTH

CD13 1-1/8” 1-1/2” 3” 1  

SAE 1” DRIVE SQUARE IMPACT SOCKET

ITEM OPENING SIZE SQUARE LENGTH 

10013DS 13/16” 1” 2-3/8” 1  

METRIC TRUCK WHEEL SOCKET

ITEM OPENING SIZE SQUARE LENGTH 

10033ML 33 mm 1” 3-1/2” 1  

SAE TRUCK WHEEL SOCKETS

ITEM OPENING SIZE SQUARE LENGTH

07524LS 1-1/2” 3/4” 3-9/16” 1  

10024LS 1-1/2” 1” 3-15/16” 1  

METRIC AND SAE 6 POINTS 1/2” DRIVE SOCKETS

ITEM OPENING SIZE 
(B1)

OPENING SIZE 
(C1) LENGTH

742426T 3/4” 13/16” 3” 1
741921MT 19 mm 21 mm 3” 1

TRUCK WHEEL SOCKETS

• For UNEMON nuts.
• Heavy-duty impact socket designed for outer cap 

nuts on Budd-style truck wheels.

07524LS

3/4”

10024LS

1”

• Features a 13/16” drive to loosen or 
tighten lug nuts used in DRW.

• Also has a 1” drive for use on impact 
and air tools.

• Inner 13/16” square for inner cap nuts.

B1

C1

742426T

• Thin wall for wheels where the 
accommodation of studs is 
too narrow.

• Can be used with pneumatic 
spray guns Length stilt or 
normal stilt guns, but with 
impact extensions.

METRIC

INCHES 1/2” INCHES METRIC 1”

INCHES 1”

DOUBLE HEADED EXTRA THIN WALL 
LONG IMPACT SOCKETS

BUS LUG NUT WRENCH

ITEM OPENING SIZES LENGTH RECOMMENDED 
SHAFT

*UCD33 11/16” x 33 mm 17” 3RB 1  

UCD5 7/8” x 15/16” 17” 3RB 1  

UCD6 1” x 1-1/16” 17” 3RB 1  

UCD7 7/8” x 1-1/8” 17” 3RB 1  

UCD8 1” x 1-1/8” 17” 3RB 1  

UCD9 1-1/16” x 1-1/4” 17” 3RB 1  

• Removes stripped truck lug nuts. 
Useful on trucks and trailers over 
3 tons. Insert the socket over the 
damaged lug nut and strike with 
a hammer until you are sure the 
socket has a firm grip on the lug 
nut, then apply torque with a truck 
wheel lug nut wrench.

• New hexagonal and deeper box end provides better control and 
more strength.

• Removes lug nuts or studs from wheels used on load and passenger 
vehicles, like small trucks, busses, trailers, etc.

SQUARE LUG NUT TRUCK WRENCH

ITEM
HEX 

OPENING 
SIZE

SQUARE 
OPENING 

SIZE
LENGTH RECOMMENDED 

SHAFT

UCD10 1-1/2” 13/16” 18” 2RB 1  

• Square mouth to loosen or tighten the cap.

4

SQUARE IMPACT SOCKET DAMAGED THREAD LUG NUT REMOVER

BUS LUG NUT WRENCH BARS

ITEM SIZE DESCRIPTION

1RB 11/16” x 16” For CD5, CD6, CD7, CD8, CD9 
and CD33 1  

3RB 3/4” x 16” For UCD5, UCD6, UCD7, UCD8, 
UCD9 and UCD33 1  

2RB 7/8” x 15-3/4” For CD10 and UCD10 1  

• Heat-treated steel.

BUS LUG NUT WRENCH BARS

BULK

BULK
BULK

BULK

AU
TO

M
OT

IV
E 

 T
OO

LS

15.

BUS LUG NUT WRENCHES

BULK BULK

BULK

BULK



274 urreaprofessionaltools.com

NEWNEW

CROSS LUG WRENCHES

For cars and pick-ups

ITEM
OPENING SIZES

LENGTH
A B C D

UCL18 17 mm 3/4” 7/8” 13/16” 18” 1  

UCL20 17 mm 3/4” 7/8” 13/16” 20” 1  

UCL5 17 mm 3/4” 7/8” 13/16” 22” 1  

For trucks

ITEM
OPENING SIZES

LENGTH
A B C D

UCL26F 1” 7/8” 15/16” 13/16” 26” 1  

UCL26 1-1/16” 1” 1-1/8” 7/8” 26” 1  

WHEEL WEIGHT PLIERS

ITEM DESCRIPTION

25K Middle point hook opening  9-1/4” 1  

• New hexagonal box end provides better control and more strength.

• Used for correctly balancing tires and wheels in vehicles with rims.
• Installs, removes, cuts, and tightens all clip type weights for wheels. The head is 

made of a special material that makes it safer without damaging the tire or rim. 
Specially designed for sports and special alloy rims.

• Hooks help remove or place weights on the tire without damaging anything.
• Plastisol-dipped.
• Lead crimpers.

WHEEL WEIGHT PLIERS

CROSS LUG WRENCHES

MULTIFUNCTIONAL CROSS LUG WRENCH SET

1/2”

CÓDIGO LENGTH
END

LIST PRICE
A B C D

LLC18MJ 18" 1/2” square drive 1/2” square drive Pry bar End for UAS fitting 1    

5
PIECES

VIDEO

Innovation
Urrea

MULTIFUNCTIONAL CROSS LUG WRENCH

ZINC
PHOSPHATE
FINISH

1/2”

ASSEMBLING SYSTEM
UAS

ITEM LENGTH
END

LIST PRICE
A B C D

LLC18M 18" 1/2” square drive 1/2” square drive Pry bar End for UAS fitting 1

• Ideal for automotive work.
• Compatible with any 1/2” square drive manual or impact socket.
• End designed to securely attach a model 26HL1B high lever bar (not included). 

• One end for plying.
• Ideal for automotive work.
• End designed to securely attach a model 26HL1B high lever bar (not included). 

Innovation
Urrea

NEWNEW

BULK

BULKBULK

BULK

Contents
Cross wrench 1
7424H - 3/4" 1
7426H - 13/16" 1
7428H - 7/8" 1
7417M - 17M 1
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MOLYBDENUM
CHROME-ZINC

PHOSPHATE
FINISHASSEMBLING SYSTEM

UAS

16.

LESS EFFORT, 
MORE POWER.

HYDRAULIC AND LIFTING EQUIPMENT

We are constantly improving our products, that is why the information, 
characteristics and availability of them can change without prior notice.

Urrea hydraulic equipment gives me the power to do the job 
easier.

This product falls into the jacks, bottle jacks, hydraulic bench 
presses, shop crains and Hydraulic Body Frame Repair kits 
family (also call “Porto Power”).

These equipments are essential in maintenance, assembly and 
disassembly operations, repairs of machinery and structures 
of all kinds, they are also ideal for  automotive laminate and 
metal-mechanical production workshops.


