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CROSS LUG WRENCHES

For cars and pick-ups

ITEM
OPENING SIZES

LENGTH
A B C D

UCL18 17 mm 3/4” 7/8” 13/16” 18” 1  

UCL20 17 mm 3/4” 7/8” 13/16” 20” 1  

UCL5 17 mm 3/4” 7/8” 13/16” 22” 1  

For trucks

ITEM
OPENING SIZES

LENGTH
A B C D

UCL26F 1” 7/8” 15/16” 13/16” 26” 1  

UCL26 1-1/16” 1” 1-1/8” 7/8” 26” 1  

WHEEL WEIGHT PLIERS

ITEM DESCRIPTION

25K Middle point hook opening  9-1/4” 1  

• New hexagonal box end provides better control and more strength.

• Used for correctly balancing tires and wheels in vehicles with rims.
• Installs, removes, cuts, and tightens all clip type weights for wheels. The head is 

made of a special material that makes it safer without damaging the tire or rim. 
Specially designed for sports and special alloy rims.

• Hooks help remove or place weights on the tire without damaging anything.
• Plastisol-dipped.
• Lead crimpers.

WHEEL WEIGHT PLIERS

CROSS LUG WRENCHES

MULTIFUNCTIONAL CROSS LUG WRENCH SET

1/2”

CÓDIGO LENGTH
END

LIST PRICE
A B C D

LLC18MJ 18" 1/2” square drive 1/2” square drive Pry bar End for UAS fitting 1    

5
PIECES

VIDEO

Innovation
Urrea

MULTIFUNCTIONAL CROSS LUG WRENCH

ZINC
PHOSPHATE
FINISH

1/2”

ASSEMBLING SYSTEM
UAS

ITEM LENGTH
END

LIST PRICE
A B C D

LLC18M 18" 1/2” square drive 1/2” square drive Pry bar End for UAS fitting 1

• Ideal for automotive work.
• Compatible with any 1/2” square drive manual or impact socket.
• End designed to securely attach a model 26HL1B high lever bar (not included). 

• One end for plying.
• Ideal for automotive work.
• End designed to securely attach a model 26HL1B high lever bar (not included). 

Innovation
Urrea

NEWNEW

BULK

BULKBULK

BULK

Contents
Cross wrench 1
7424H - 3/4" 1
7426H - 13/16" 1
7428H - 7/8" 1
7417M - 17M 1
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AUTOMOTIVE TOOLS

MOLYBDENUM
CHROME-ZINC

PHOSPHATE
FINISHASSEMBLING SYSTEM

UAS

16.

LESS EFFORT, 
MORE POWER.

HYDRAULIC AND LIFTING EQUIPMENT

We are constantly improving our products, that is why the information, 
characteristics and availability of them can change without prior notice.

Urrea hydraulic equipment gives me the power to do the job 
easier.

This product falls into the jacks, bottle jacks, hydraulic bench 
presses, shop crains and Hydraulic Body Frame Repair kits 
family (also call “Porto Power”).

These equipments are essential in maintenance, assembly and 
disassembly operations, repairs of machinery and structures 
of all kinds, they are also ideal for  automotive laminate and 
metal-mechanical production workshops.
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HYDRAULIC AND LIFTING EQUIPMENT

HYDRAULIC FLOOR JACK

ITEM 2460 2461
CAPACITY 4,409 lb 4,409 lb

MINIMUM HEIGHT 6-1/2” 5-5/16”
MAXIMUM HEIGHT 31-3/32” 15.3”

TOTAL LENGTH 48” 34.6”
WEIGHT 48.5 lb 66.13 lb

1 1

• Load approach pedal.
• Incorporates a safety device to prevent an involuntary or accidental lowering of the load. If it 

occurs, the lifting arm will be blocked 12.59 inches (320 mm) from the ground.

NEWNEW

HYDRAULIC FLOOR JACK

USE AND PRECAUTIONS FOR LIFTS

USES AND PRECAUTIONS 
OF LIFTS INITIAL MANAGEMENT: PRECAUTIONS:

1. Open the purge or relief valve.
2. Pump the lever repeatedly to achieve lubrication 

throughout the system and the accumulated air outlet.
3. Close the relief valve.

Do not exceed the 
max capacity.

Use additional 
safety suport.

Use chocks if 
appropriate.

Only be used on a 
solid level surface.

Use oil HL or HM. Repair by qualified 
persons.

• Verify that the oil level is optimal before attempting to lift any load.
• It is possible that during transport, air has accumulated inside the 

hydraulic system, to purge it and that operation is optimal, the following 
recommendations should be followed:

• The maximum stroke of the jack indicated on 
the label should never be exceeded.

• Do not attempt to move jack when it is in use. 

• Always use hydraulic floor jack for lifting 
only.

• Position the jack under the manufacturer’s 
recommended lifting point for the vehicle.

HEAVY DUTY CAST IRON 
SUPPORTS
PAGE 240

HYDRONEUMATIC FLOOR JACK

ITEM 2501 2501B
CAPACITY 33,069 - 66,139 lb 33,069 - 66,139 lb

MINIMUM HEIGHT 7-9/32” 6-1/4”
MAXIMUM HEIGHT 30,000 LB 14-9/16” 11-13/16”
MAXIMUM HEIGHT 60,000 LB 10-13/16” 8-25/32”

TOTAL LENGTH 31-3/4” 20-3/8”
WEIGHT 102.5 lb 95.50 lb

1 1

HYDRONEUMATIC FLOOR JACK

Long-range
2460

2461

Metal 
wheels for 
items.

4,409 lb
TOTAL LOAD CAPACITY

Safety valve against 
overloading.

Hydraulic stroke 
limitation. “T” Handle.

Descent control 
device.

• Dual function operation.
• Operating pressure 100-140 psi.
• Descent control device.
• Safety valve against overloads.
• Hydraulic stroke limiter.
• Product offers different load capacities according to lifting height.
• Stops operation if operator unintentionally loses control.
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16.

HYDRAULIC FLOOR JACKS

ITEM GPH25 GPH3 GPH3B GPH4
CAPACITY 5,512 lb 6,614 lb 4,409 lb 6,614 lb 8,818 lb
LENGTH 28-3/8” 24-13/16” 30-1/8” 30-5/16” 28-37/64”

MINIMUM HEIGHT 3-1/8” 5-1/8” 3-7/8” 9 3/4” 3-7/8”
MAXIMUN HEIGHT 20” 18-5/16” 30-1/8” 30-5/16” 20”

WEIGHT  LB 68 lb 66 lb 94.8 lb 94.8 lb
1 1 1 1

 ALUMINUM FLOOR JACK

ITEM CAPACITY LENGTH MINIMUM HEIGHT MAXIMUM HEIGHT

2460A 2,866 lb 23-5/8” 3-11/32” 13-21/32” 1

ALUMINUM FLOOR JACK

HYDRAULIC FLOOR JACKS

• Extra low design allows it to be introduced under low height cars.
• Wide front wheel that prevents sinking.
• Detachable long lever, easy to store.
• Fast lift, with 6 pump actions up to its full height.

HYDRAULIC FLOOR JACKS

ITEM 2461N 2462N 2463N 2464N 2465N
CAPACITY 4,409 lb 6,614 lb 11,023 lb 22,046 lb 44,092 lb

MINIMUM HEIGHT 5-1/2” 5-1/2” 6-9/32” 6-11/16” 8-21/32”
MAXIMUM HEIGHT 31-1/2” 24-3/8” 22-1/32” 22-7/16” 26-3/4”

TOTAL LENGTH 51-3/16” 54” 54” 58-1/4” 60-5/8”
WEIGHT 149.9 lb 185.2 lb 224.9 lb 310.9 lb 474lb

1 1 1 1 1

• 2 swivel wheels.
• Seal pump.
• Chromed piston.
• Pedal drive for easier access.

2461N 2462N 2463N 2464N 2465N

HYDRAULIC FLOOR JACKS

Pallet jack type handle 
with release valve. 

Reduces friction. Increases floor jack 
service life.

Rust protection. Provide an excellent 
strength of the lifting 

capacity.

No oil leaks.

4,409 lb
TOTAL LOAD CAPACITY

2,866 lb
TOTAL LOAD CAPACITY

5,512  lb
TOTAL LOAD CAPACITY

6,614 Ib
TOTAL LOAD CAPACITY

6, 614 Ib
TOTAL LOAD CAPACITY

4,409 Ib
TOTAL LOAD CAPACITY

8,818 Ib
TOTAL LOAD CAPACITY

6,614 lb
TOTAL LOAD CAPACITY

11,023 lb
TOTAL LOAD CAPACITY

22,046 lb
TOTAL LOAD CAPACITY

44,092 lb
TOTAL LOAD CAPACITY

• It has a travel limit switch. 
• Descent control sevice. 
• 100% safety factor.

• 6mm valve. 
• Iron wheels. 

GPH25 GPH3 GPH4GPH3B

Hydraulic stroke 
limitation

Safety valve against 
overloading

Descent control 
device.

NEWNEW

VIDEO



276 urreaprofessionaltools.com

HY
DR

AU
LI

C 
AN

D 
LI

FT
IN

G 
EQ

UI
PM

EN
T

HYDRAULIC AND LIFTING EQUIPMENT

HYDRAULIC FLOOR JACK

ITEM 2460 2461
CAPACITY 4,409 lb 4,409 lb

MINIMUM HEIGHT 6-1/2” 5-5/16”
MAXIMUM HEIGHT 31-3/32” 15.3”

TOTAL LENGTH 48” 34.6”
WEIGHT 48.5 lb 66.13 lb

1 1

• Load approach pedal.
• Incorporates a safety device to prevent an involuntary or accidental lowering of the load. If it 

occurs, the lifting arm will be blocked 12.59 inches (320 mm) from the ground.

NEWNEW

HYDRAULIC FLOOR JACK

USE AND PRECAUTIONS FOR LIFTS

USES AND PRECAUTIONS 
OF LIFTS INITIAL MANAGEMENT: PRECAUTIONS:

1. Open the purge or relief valve.
2. Pump the lever repeatedly to achieve lubrication 

throughout the system and the accumulated air outlet.
3. Close the relief valve.

Do not exceed the 
max capacity.

Use additional 
safety suport.

Use chocks if 
appropriate.

Only be used on a 
solid level surface.

Use oil HL or HM. Repair by qualified 
persons.

• Verify that the oil level is optimal before attempting to lift any load.
• It is possible that during transport, air has accumulated inside the 

hydraulic system, to purge it and that operation is optimal, the following 
recommendations should be followed:

• The maximum stroke of the jack indicated on 
the label should never be exceeded.

• Do not attempt to move jack when it is in use. 

• Always use hydraulic floor jack for lifting 
only.

• Position the jack under the manufacturer’s 
recommended lifting point for the vehicle.

HEAVY DUTY CAST IRON 
SUPPORTS
PAGE 240

HYDRONEUMATIC FLOOR JACK

ITEM 2501 2501B
CAPACITY 33,069 - 66,139 lb 33,069 - 66,139 lb

MINIMUM HEIGHT 7-9/32” 6-1/4”
MAXIMUM HEIGHT 30,000 LB 14-9/16” 11-13/16”
MAXIMUM HEIGHT 60,000 LB 10-13/16” 8-25/32”

TOTAL LENGTH 31-3/4” 20-3/8”
WEIGHT 102.5 lb 95.50 lb

1 1

HYDRONEUMATIC FLOOR JACK

Long-range
2460

2461

Metal 
wheels for 
items.

4,409 lb
TOTAL LOAD CAPACITY

Safety valve against 
overloading.

Hydraulic stroke 
limitation. “T” Handle.

Descent control 
device.

• Dual function operation.
• Operating pressure 100-140 psi.
• Descent control device.
• Safety valve against overloads.
• Hydraulic stroke limiter.
• Product offers different load capacities according to lifting height.
• Stops operation if operator unintentionally loses control.
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HYDRAULIC FLOOR JACKS

ITEM GPH25 GPH3 GPH3B GPH4
CAPACITY 5,512 lb 6,614 lb 4,409 lb 6,614 lb 8,818 lb
LENGTH 28-3/8” 24-13/16” 30-1/8” 30-5/16” 28-37/64”

MINIMUM HEIGHT 3-1/8” 5-1/8” 3-7/8” 9 3/4” 3-7/8”
MAXIMUN HEIGHT 20” 18-5/16” 30-1/8” 30-5/16” 20”

WEIGHT  LB 68 lb 66 lb 94.8 lb 94.8 lb
1 1 1 1

 ALUMINUM FLOOR JACK

ITEM CAPACITY LENGTH MINIMUM HEIGHT MAXIMUM HEIGHT

2460A 2,866 lb 23-5/8” 3-11/32” 13-21/32” 1

ALUMINUM FLOOR JACK

HYDRAULIC FLOOR JACKS

• Extra low design allows it to be introduced under low height cars.
• Wide front wheel that prevents sinking.
• Detachable long lever, easy to store.
• Fast lift, with 6 pump actions up to its full height.

HYDRAULIC FLOOR JACKS

ITEM 2461N 2462N 2463N 2464N 2465N
CAPACITY 4,409 lb 6,614 lb 11,023 lb 22,046 lb 44,092 lb

MINIMUM HEIGHT 5-1/2” 5-1/2” 6-9/32” 6-11/16” 8-21/32”
MAXIMUM HEIGHT 31-1/2” 24-3/8” 22-1/32” 22-7/16” 26-3/4”

TOTAL LENGTH 51-3/16” 54” 54” 58-1/4” 60-5/8”
WEIGHT 149.9 lb 185.2 lb 224.9 lb 310.9 lb 474lb

1 1 1 1 1

• 2 swivel wheels.
• Seal pump.
• Chromed piston.
• Pedal drive for easier access.

2461N 2462N 2463N 2464N 2465N

HYDRAULIC FLOOR JACKS

Pallet jack type handle 
with release valve. 

Reduces friction. Increases floor jack 
service life.

Rust protection. Provide an excellent 
strength of the lifting 

capacity.

No oil leaks.

4,409 lb
TOTAL LOAD CAPACITY

2,866 lb
TOTAL LOAD CAPACITY

5,512  lb
TOTAL LOAD CAPACITY

6,614 Ib
TOTAL LOAD CAPACITY

6, 614 Ib
TOTAL LOAD CAPACITY

4,409 Ib
TOTAL LOAD CAPACITY

8,818 Ib
TOTAL LOAD CAPACITY

6,614 lb
TOTAL LOAD CAPACITY

11,023 lb
TOTAL LOAD CAPACITY

22,046 lb
TOTAL LOAD CAPACITY

44,092 lb
TOTAL LOAD CAPACITY

• It has a travel limit switch. 
• Descent control sevice. 
• 100% safety factor.

• 6mm valve. 
• Iron wheels. 

GPH25 GPH3 GPH4GPH3B

Hydraulic stroke 
limitation

Safety valve against 
overloading

Descent control 
device.

NEWNEW

VIDEO
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HYDRAULIC AND LIFTING EQUIPMENT

HYDRAULIC BOTTLE JACKS

ITEM CAPACITY MINIMUM HEIGHT MAXIMUM HEIGHT

2402N 4,409 lb 7-1/8” 13-25/32” 1
2404N 8,818 lb 7-41/64” 14-61/64” 1
2406N 13,227 lb 8-1/2” 16-59/64” 1

ITEM CAPACITY MINIMUM HEIGHT MAXIMUM HEIGHT

2408N 17,636 lb 9-1/16” 18-1/2” 1
2412N 26,455 lb 9-1/16” 18-45/64” 1
2420N 44,092 lb 9-17/32” 18-25/32” 1

HYDRAULIC BOTTLE JACKS

RACK WITH 9 BOTTLE JACKS

ITEM DESCRIPTION

DB1401 Rack with 9 bottle jacks 1

RACK WITH 10 BOTTLE JACKS

ITEM DESCRIPTION

DB1402 Rack with 10 bottle jacks 1

Contents page 370 Contents page 370

• Ideal to lift cars and trucks.
• Piston manufactured in steel.
• Tube of lever manufactured in steel.

9
PIECES

10
PIECES

2420N2402N 2412N2404N

HYDRAULIC BOTTLE JACKS

ITEM CAPACITY MINIMUM HEIGHT MAXIMUM HEIGHT

2401 4,409 lb 6-5/8” 13-5/16” 1
2403 6,613 lb 6-5/8” 13-5/16” 1
2405 11,023 lb 8-11/32” 17-13/64” 1
2408 17,637 lb 8-5/8” 17-31/64” 1

ITEM CAPACITY MINIMUM HEIGHT MAXIMUM HEIGHT

2412 26,455 lb 8-57/64” 17-3/4” 1
2420 44,092 lb 9-7/32” 18-5/64” 1
2450 110,231 lb 10-15/64” 15-3/4” 1

HYDRAULIC BOTTLE JACKS

2403 2420 2450

Three parts galvanized telescopic lever.

• Ideal to lift cars and trucks.
2412

110,231 lb
TOTAL LOAD CAPACITY

44,092 lb
TOTAL LOAD CAPACITY

26,455 lb
TOTAL LOAD CAPACITY

6,613 lb
TOTAL LOAD CAPACITY

4,409 lb
TOTAL LOAD CAPACITY

44,092 lb
TOTAL LOAD CAPACITY

26,455 lb
TOTAL LOAD CAPACITY

8,818 lb
TOTAL LOAD CAPACITY

Wide and solid base that provides excellent 
support and stability when operating.

Hydraulic stroke limitation 
(after 8 tons).

Safety valve against 
overload (From 8 tons up).

Vertical and horizontal use. Rotating handle with housing 
for the lever (after 20 tons).

 ROTATING
PUMP

Safety valve against 
overload.

Vertical and horizontal use.Hydraulic stroke 
limitation.
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FOLDABLE SHOP CRANES

Hydraulic stroke 
limitation.

Safety valve against 
overload.

Lowering control 
device.

 
WHEELS
2 SWIVEL

POSITION
ADAPTABLE
LIFTING

CÓDIGO HEIGHT (A) BOOM EXTENSION (R) BASE LENGHT (C) BASE THICKNESS (E) INTERNAL WIDTH (D) REAR WIDTH (G) FOLDED LENGTH (F) FOLDED SIZE

2490A 62-13/64" 63-3/8” - 51-3/16” 60” 4-13/32” 38-3/16” 11-13/16” 21-1/4” 24-7/32” 1
2490P 62-13/64" 63-3/8" - 51-3/16" 58-1/4" 4-13/32" 33-55/64" 11-13/16" 21-1/4" 34" 1
2491P 68-1/2" 47-1/4" - 63-3/8" 70-7/8" 6-29/32" 33-39/64" 11-13/16" 23-15/32" 41-11/32" 1

2490A
Type “V” Legs

2490P
Parallel Legs

• Built with high grade steel and made under strict quality standards.
• Lowering control system detects when crane is holding load, so when operation is completed and risk disappears, lowering speed without load is accelerated.
• Both models have foldable legs for convenient storage.

TRANSMISSION JACKS FOR PITS

ITEM CAPACITY MINIMUM HEIGHT MAXIMUM HEIGHT

24881 661 lb 47-1/2” 80-45/64” 1
24882 1,653 lb 43-45/64” 76” 1
24883 2,646 lb 43-45/64” 75-25/32” 1

TELESCOPIC TRANSMISSION JACK

ITEM CAPACITY MINIMUM HEIGHT MAXIMUM HEIGHT

2488 992 lb 34-1/4” 69-19/64” 1

• Fully adjustable universal saddle with safety chain.
• Foot operated pump.
• Double piston construction.
• Base with wheels.

24881

• Do not exceed capacity.
• Unique design for oil receptor trays.
• Foam block for cushioning load.
• Drive pedal.
• 360° rotating casters for better mobility.
• Casters diameter: 3-9/64” (80 mm).
• Distance between jaws: 12-13/32” (31.5 cm).
• Depth of jaws: 2-23/64” (6 cm).
• Base length: 24-1/64” (61 cm; for code 24881) and 

28-11/32” (72 cm; for codes 24882 and 24883).

TELESCOPIC TRANSMISSION JACK TRANSMISSION JACKS FOR PITS 

992 lb
TOTAL LOAD CAPACITY

2,204 lb
TOTAL LOAD CAPACITY

2,204 lb
TOTAL LOAD CAPACITY

FOLDABLE SHOP CRANES

Total load capacity
Position Capacity
1 2,205 lb
2 1,984 lb
3 1,764 lb
4 1,543 lb

Total load capacity
Position Capacity
1 4,409 lb
2 3,858 lb
3 3,307 lb
4 2,756 lb
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HYDRAULIC AND LIFTING EQUIPMENT

HYDRAULIC BOTTLE JACKS

ITEM CAPACITY MINIMUM HEIGHT MAXIMUM HEIGHT

2402N 4,409 lb 7-1/8” 13-25/32” 1
2404N 8,818 lb 7-41/64” 14-61/64” 1
2406N 13,227 lb 8-1/2” 16-59/64” 1

ITEM CAPACITY MINIMUM HEIGHT MAXIMUM HEIGHT

2408N 17,636 lb 9-1/16” 18-1/2” 1
2412N 26,455 lb 9-1/16” 18-45/64” 1
2420N 44,092 lb 9-17/32” 18-25/32” 1

HYDRAULIC BOTTLE JACKS

RACK WITH 9 BOTTLE JACKS

ITEM DESCRIPTION

DB1401 Rack with 9 bottle jacks 1

RACK WITH 10 BOTTLE JACKS

ITEM DESCRIPTION

DB1402 Rack with 10 bottle jacks 1

Contents page 370 Contents page 370

• Ideal to lift cars and trucks.
• Piston manufactured in steel.
• Tube of lever manufactured in steel.

9
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10
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2420N2402N 2412N2404N

HYDRAULIC BOTTLE JACKS

ITEM CAPACITY MINIMUM HEIGHT MAXIMUM HEIGHT

2401 4,409 lb 6-5/8” 13-5/16” 1
2403 6,613 lb 6-5/8” 13-5/16” 1
2405 11,023 lb 8-11/32” 17-13/64” 1
2408 17,637 lb 8-5/8” 17-31/64” 1

ITEM CAPACITY MINIMUM HEIGHT MAXIMUM HEIGHT

2412 26,455 lb 8-57/64” 17-3/4” 1
2420 44,092 lb 9-7/32” 18-5/64” 1
2450 110,231 lb 10-15/64” 15-3/4” 1

HYDRAULIC BOTTLE JACKS

2403 2420 2450

Three parts galvanized telescopic lever.

• Ideal to lift cars and trucks.
2412

110,231 lb
TOTAL LOAD CAPACITY

44,092 lb
TOTAL LOAD CAPACITY

26,455 lb
TOTAL LOAD CAPACITY

6,613 lb
TOTAL LOAD CAPACITY

4,409 lb
TOTAL LOAD CAPACITY

44,092 lb
TOTAL LOAD CAPACITY

26,455 lb
TOTAL LOAD CAPACITY

8,818 lb
TOTAL LOAD CAPACITY

Wide and solid base that provides excellent 
support and stability when operating.

Hydraulic stroke limitation 
(after 8 tons).

Safety valve against 
overload (From 8 tons up).

Vertical and horizontal use. Rotating handle with housing 
for the lever (after 20 tons).

 ROTATING
PUMP

Safety valve against 
overload.

Vertical and horizontal use.Hydraulic stroke 
limitation.
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FOLDABLE SHOP CRANES

Hydraulic stroke 
limitation.

Safety valve against 
overload.

Lowering control 
device.

 
WHEELS
2 SWIVEL

POSITION
ADAPTABLE
LIFTING

CÓDIGO HEIGHT (A) BOOM EXTENSION (R) BASE LENGHT (C) BASE THICKNESS (E) INTERNAL WIDTH (D) REAR WIDTH (G) FOLDED LENGTH (F) FOLDED SIZE

2490A 62-13/64" 63-3/8” - 51-3/16” 60” 4-13/32” 38-3/16” 11-13/16” 21-1/4” 24-7/32” 1
2490P 62-13/64" 63-3/8" - 51-3/16" 58-1/4" 4-13/32" 33-55/64" 11-13/16" 21-1/4" 34" 1
2491P 68-1/2" 47-1/4" - 63-3/8" 70-7/8" 6-29/32" 33-39/64" 11-13/16" 23-15/32" 41-11/32" 1

2490A
Type “V” Legs

2490P
Parallel Legs

• Built with high grade steel and made under strict quality standards.
• Lowering control system detects when crane is holding load, so when operation is completed and risk disappears, lowering speed without load is accelerated.
• Both models have foldable legs for convenient storage.

TRANSMISSION JACKS FOR PITS

ITEM CAPACITY MINIMUM HEIGHT MAXIMUM HEIGHT

24881 661 lb 47-1/2” 80-45/64” 1
24882 1,653 lb 43-45/64” 76” 1
24883 2,646 lb 43-45/64” 75-25/32” 1

TELESCOPIC TRANSMISSION JACK

ITEM CAPACITY MINIMUM HEIGHT MAXIMUM HEIGHT

2488 992 lb 34-1/4” 69-19/64” 1

• Fully adjustable universal saddle with safety chain.
• Foot operated pump.
• Double piston construction.
• Base with wheels.

24881

• Do not exceed capacity.
• Unique design for oil receptor trays.
• Foam block for cushioning load.
• Drive pedal.
• 360° rotating casters for better mobility.
• Casters diameter: 3-9/64” (80 mm).
• Distance between jaws: 12-13/32” (31.5 cm).
• Depth of jaws: 2-23/64” (6 cm).
• Base length: 24-1/64” (61 cm; for code 24881) and 

28-11/32” (72 cm; for codes 24882 and 24883).

TELESCOPIC TRANSMISSION JACK TRANSMISSION JACKS FOR PITS 

992 lb
TOTAL LOAD CAPACITY

2,204 lb
TOTAL LOAD CAPACITY

2,204 lb
TOTAL LOAD CAPACITY

FOLDABLE SHOP CRANES

Total load capacity
Position Capacity
1 2,205 lb
2 1,984 lb
3 1,764 lb
4 1,543 lb

Total load capacity
Position Capacity
1 4,409 lb
2 3,858 lb
3 3,307 lb
4 2,756 lb
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HYDRAULIC AND LIFTING EQUIPMENT

HYDRAULIC PRESS WITH CYLINDER

  

ITEM 2470
CAPACITY 66,138 lb
WEIGHT 229 lb

WORKING RANGE 2-3/32” - 29-1/8”
HIDRAULIC ROUTE 8-7/8”

A 26-3/8”
B 20-7/8”

C (MAX.) 29-1/8”
D 72-53/64”

1

HYDRAULIC SHOP PRESS

Hydraulic stroke 
limitation.

Safety valve against 
overload.

Piston with 
automatic return.

ITEM 2472
CAPACITY 110,231 lb
WEIGHT 320 lb

WORKING RANGE 2-9/32” - 30-1/8”
HIDRAULIC ROUTE 7-11/16”

A 26-3/8"
B 20-7/8”

C (MAX.) 30-5/32"
D 72-53/64"

1

• Manometer integrated in the body.
• Mobile tray to store parts, tools, liquids, etc.
• Includes 2 “V” supports with clamping guide and extraction hole.
• Adjustable work table in different heights.
• Useful tray in the base.
• Mandrel holder (does not include mandrels).
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HYDRAULIC SHOP PRESS

Hydraulic stroke 
limitation.

Safety valve against 
overload.

Piston with 
automatic return.

• Manometer integrated in the body.
• Mobile tray to store parts, tools, liquids, etc.
• Includes 2 “V” supports with clamping guide and extraction hole.
• Adjustable work table in different heights.
• Easy access to hydraulic elements.

Spindle expands for 
better approach that 
is fast and precise to 

the work application or 
position.

HYDRAULIC PRESS WITH CYLINDER

17.

THE STRENGHT 
YOU NEED.

CARGO  HANDLING

We are constantly improving our products, that is why the information, 
characteristics and availability of them can change without prior notice.

Urrea’s cargo handling equipment gives me the strength I need 
in applications where you have to lift, support and transport 
loads for long periods of time safely and with minimal effort.

In general, this type of equipment is driven by manual 
mechanism to transmit power such as hoists, which move loads 
of up to 10 tons, supplemented with slings that adapt to loads 
due to their flexibility to keep them safe during movement.

The cargo handling equipment in this chapter are indispensable 
in assembly and disassembly operations, ideal for workshops 
of metal-mechanical production.


