
286 urreaprofessionaltools.com

CA
RG

O 
H

AN
DL

IN
G

CARGO HANDLING

CHAIN LEVER HOIST

ITEM CAPACITY ELEVATION Ø X PITCH  

47015 1,653  lb 59” 13/64” x 19/32” 1
47115 3,306  lb 59” 9/32” x 53/64” 1
47315 7,054 lb 59” 25/64” x 1-1/8” 1

MANUAL CHAIN HOIST

ITEM 42300 42301 42600 42601 42302 42303 42305 42602 42603 42605 42307 42310
CAPACITY 1,102 lb 2,204 lb 1,102 lb 2,204 lb 4,409 lb 6,613 lb 11,023 lb 4,409 lb 6,613 lb 11,023 lb 16,534 lb 22,046 lb

DIAM. CHAIN 15/64” 15/64” 15/64” 15/64” 15/64” 5/16” 25/64” 15/64” 5/16” 25/64” 25/64” 25/64”
LOAD CAIN FAL 1 1 1 1 2 2 2 2 2 2 3 4
CHAIN LENGTH 118” 118” 236” 236” 118” 118” 118” 236” 236” 236” 118” 118”

1 1 1 1 1 1 1 1 1 1 1 1
 

• Compact and lightweight for use in 
tight spaces.

• Quick adjustment chain.
• Dual brake system.
• Unique anti-release system.

• Great security of operation by 
having dual brake system

• Gearbox manufactured in 
tempered steel.

• Forged steel swivel hooks with 
safety lock.

• Blued chain high strength 
grade 80.

STEEL TROLLEY

ITEM CAPACITY WEIGTH BEAM HOIST
HOIST WIDTH

RANGE OF TURN  
INCHES

3305 1,102 lb 16.5 lb 3” - 15” 2 1/2” - 5 5/16” 39” 1
3310 2,204 lb 28.6 lb 5” - 24” 3”- 8” 49” 1
3320 4,409 lb 59.5 lb 5” - 24” 3-29/32”- 8” 59” 1
3330 6,613 lb 79.3 lb 6” - 24” 3-45/64”- 8” 66” 1
3350 11,023 lb 143.4 lb  6” - 24” 4-1/4”- 8.7” 68”  1

STEEL TROLLEY

42601 42603 42307 42310

• One sealed bearing per wheel shackle, to place the lever hoist
• main shaft with adjustement washers for wide range of beams
• welded axles for better stability central pin with eyelet
• Central pin with eyelet: will adapt to any type of hoist, any make of hoist,  especially Urrea hoists
• for use on beam IPS and IPR.

1 LOAD CHAIN 2 LOAD CHAIN 3 LOAD CHAIN 4 LOAD CHAIN

MANUAL CHAIN HOIST

IPS AND IPR
FOR USE IN

CHAIN LEVER HOIST

CHAIN LEVER HOIST

ITEM LOAD CAPACITY MAXIMUM HOOK 
OPENING CHAIN LENGHT LEVER LENGHT LOAD CAPACITY

POPA01 1653 lb 1-1/2" 4.9 ft 4-15/16" 4.9 ft 1
POPA02 3,307 lb 1-3/4" 4.9 ft 6-9/32" 4.9 ft 1
POPA03 6,614 lb 1-31/32" 4.9 ft 7-1/2" 4.9 ft 1
POPA04 13,228 lb 2-1/2" 4.9 ft 8-21/32" 4.9 ft 1

• Level chain hoist with swivel hook. 
• Rubber handle. 

Release date to be annouced.
POPA01

47115

3305

2,204 lb
TOTAL LOAD CAPACITY

3,306 lb
TOTAL LOAD CAPACITY

1,102 lb
TOTAL LOAD CAPACITY

6,613 lb
TOTAL LOAD CAPACITY

16,535 lb
TOTAL LOAD CAPACITY

22,046 lb
TOTAL LOAD CAPACITY
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HIGHER LEVEL 
SOLUTIONS.

DIAGNOSTIC AND MEASURING TOOLS

We are constantly improving our products, that is why the information, 
characteristics and availability of them can change without prior notice.

Urrea products are developed with the most advanced 
technology to offer you measurement, leveling, marking, 
checking and diagnosis, with accuracy in the measurements, 
speed in response and versatility in use.

The borescope is a probe with a small video camera, used 
mainly by electricians, security personnel, specialists from 
all professional sectors, mechanical and electronic, precision 
mechanics or automobile mechanics.

Digital multimeters carry out standard electrical tests in ac 
and dc circuits including frequencies, frequency cycles, wave 
amplitude, digital voltage readings, amperage and resistance 
of any system or components and conductors.

The automotive digital multimeters can be used as very 
efficient fault diagnosis tools for most of the problems with the 
current sophisticated automotive electronic systems.

The digital hook multimeters are designed to extend the 
measurement of current in ac and dc circuits, high power 
and in the outputs or derivations of transformers, capacitors, 
rectifiers, transmission lines, drivers of substations.

The line of infrared thermometers is ideal in mro applications, 
electrical maintenance, automotive repair and maintenance, 
manufacturing processes, food industry, maintenance of air 
conditioners and any application where it is required to monitor 
the temperature.

We also have flexometers, long tapes , odometer, distance 
meter, levels, strip lines, squares and compasses, as well as 
micrometers and vernier calipers.



MULTIMETER SETS WITH TOOLS

ELECTRONIC TOOL SET WITH MULTI-PURPOSE CASE

ITEM PIECES

JE5 5 1

ELECTRONIC TOOL SET WITH MULTI-PURPOSE CASE

ITEM PIECES

JM6 6 1

ELECTRONIC TOOL SET WITH PLASTIC BOX

ITEM PIECES

JEL3 3 1

ELECTRONIC TOOL SET WITH SAFETY WATERPROOF BOX

ITEM PIECES

JM4 4 1

ELECTRONIC TOOL SET WITH PLASTIC BOX

ITEM PIECES

JEL11 11 1

ELECTRONIC TOOL SET WITH PLASTIC BOX

ITEM PIECES

JEL9 9 1

11
PIECES

9
PIECES

5
PIECES

6
PIECES

3
PIECES

4
PIECES

Content
CPU17 Plastic tool box, 17 x 9 x 8"                        1
UD12 Digital multimeter                  1
CAU50 Soldering iron, 30 W 1
686A Pocket knife, stainless steel 1
8624 Screwdriver, cabinet 1/8 x 4 bimaterial                      1
8680 Screwdriver, Ph#0 1/8 x 2-1/2 bimaterial                  1
28141 Plier, 5" diagonal cut                              1
28560 Plier, 4-3/4" conical point                       1
308 UTP cable stripper                        1

Content
UD12 Digital multimeter 1
9715B Screwdriver, std 7/32 x 5" 1000 V bimaterial                1
9701B Screwdriver, Ph#1 x 3-5/32 1000 V bimaterial                    1
181 Linesman plier, 7-1/16" 1000 V                      1
EMUC Small multipurpose toolcase 1

Content
CPU17 Plastic tool box, 17 x 9 x 8" 1
UD12 Digital multimeter 1
CAU50 Soldering iron, 30 W 1

Content
CPU17 Plastic tool box, 17 x 9 x 8"                        1
UD12 Digital multimeter 1
9503B Screwdriver, std 3/64 x 2-3/8 ESD                       1
9506B Screwdriver, std 5/64 x 2-3/8 ESD                       1
9510B Screwdriver, Ph #0 x 2-3/8 ESD                          1
9511B Screwdriver, Ph #1 x 3-5/32 ESD                       1
204GR Plier, 4-3/16" diagonal cut                        1
282GR Plier, 4" needle                           1
CAU50 Soldering iron, 30 W                          1
691 Cutter knife, 18 mm                  1
291 Wire stripper plier, 10-20 AWG                          1

Content
UD12 Basic compact multimeter 1
9308L 7 In 1 screwdriver 1
PVU01 24-1000 V voltage tester 1
689AR Automatic utility knife 1
7L2A 1 LED 2 AA flashlight 1
EMUC Multipurpose case 1

Content
UD179 Latest generation multimeter 1
PVU02 Voltage tester 24-1000 V 1
18675 15 in 1 multitool 1
CPI10 10.5” waterproof box 1

NEWNEW NEWNEW

NEWNEW
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DIAGNOSTIC AND MEASURING TOOLS

ITEM BATTERY

UD88 9 V 1
ITEM BATTERY

UD84 9 V 1

AUTOMOTIVE DIGITAL MULTIMETERS

 

ITEM BATTERY

UD226 9 V 1

• Test leads and inductive pickup for RPM included.
• Rubber holster with integrated kickstand.
• Fix hold (automatic reading hold).
• Auto/manual range.
• Funtions: AC/DC voltage, resistance, RPM, ms-pulse, Dwell, 

% Duty cycle, frecuency and continuity test.

• Test leads and inductive pickup for RPM included.
• Set of test probes and alligator clamps.
• Protective cover and manual.
• K-type thermocouple with banana plug.

ITEM BATTERY

UD18 2 AA 1

COMPACT DIGITAL MULTIMETERS

ITEM BATTERY

UD12 9 V 1

• Basic model.
• Continuity tone.
• Comes with a shock-absorbing cover for 

protection, featuring a flip out stand.

DIGITAL MULTIMETERS

DIGITAL MULTIMETER

 

ITEM BATTERY

UD85 2 AA 1

• True RMS.
• Impedance measurement.
• 1 ms quick response.
• Auto/manual range.
• Rubber holster.
• Integrated kickstand.

• Min/max indicator.
• Hold read fuction.
• Rubber holster.
• Integrated kickstand.
• Automatic power-off function.

• Back light screen
• Low battery indicator.
• Digital screen.
• 3 1/2 digits.
• 2,000 counts.
• Automatic polarity indicator.
• H2-450

AUTORANGING DIGITAL MULTIMETERS

 
ITEM BATTERY

 UD112 9 V 1
ITEM BATTERY

UD179 9 V 1

• 3-¾ digit, 4,000 count display.
• Auto/manual range.

• 3-¾ digit, 4,000 count display.
• Auto/manual range.
• True RMS.
• Termocouple adaptor inlcuded.

• Test leads and inductive pickup for RPM included.
• Autoranging meter.
• UD88 comes in a practical plastic case for easy portability.

Features
DC voltage 600 DCV
AC voltage 600 ACV
Resistance 200 Ω
AC amperage N/A
DC amperage N/A
Range N/A

Features
DC voltage 1,000 DCV
AC voltage 1,000 ACV
Resistance 0.1 Ω - 40 MΩ
AC amperage 1 µA - 10 A  AC
DC amperage 0.2 µA - 10 A DC
Temperature ºC -200˚ a 1,350 ˚C
Temperature ºF -328˚ a 2,462 ˚F
Range Manual & autoranging

Features
DC voltage 1,000 DCV
AC voltage 1,000 ACV
Resistance 0 - 40 MΩ
Capacitance 0.01 nF - 100 uF
Frecuency 0.5 Hz - 10 Mhz
Amperage 0 - 10 A DC/AC

Features
DC voltage 1,000 DCV
AC voltage 1,000 ACV
Resistance 0 - 40 MΩ
Capacitance 0.01 nF - 100 uF
Frecuency 0.5 Hz - 10 Mhz
Amperage 0 - 10 A DC/AC

Features
DC voltage 1 mV - 600 DCV
AC voltage 1 mV - 600 ACV
Resistance 0 - 40 MΩ
Amperage 1 mA - 10 A DC/AC
Frecuency 0.5 Hz - 200 KHz
Range Manual & autoranging

Features
DC voltage 1 mV - 600 DCV
AC voltage 1 mV - 600 ACV
Resistance 0 - 40 MΩ
Amperage 1 mA - 10 A DC/AC
Frecuency 0.5 Hz - 200 KHz
Range Manual & autoranging

Features
DC voltage 1 mV - 1,000 DCV
AC voltage 1 mV - 750 ACV
Resistance 0 - 40 MΩ
Amperage 10 A DC/AC
Frecuency 0.5 Hz - 200 KHz
Range Autoranging

Features
DC voltage 1,000 DCV
AC voltage 1,000 ACV
Resistance 0.1 Ω - 40 MΩ
AC amperage 0.5µA - 2,000µA  AC
DC amperage 0.2µA - 2,000µA DC
Range Autoranging

DIGITAL MULTIMETER

ITEM VOLTAGE RESISTANCE  

UD77 1000 DC / 750 AC 20 MΩ 1

Manual range, 
general use.

GENERAL USE MULTIMETERS

Features
DC voltage 1,000 DCV
AC voltage 750 ACV
Resistance 0.1 Ω - 20 MΩ
AC amperage 1 µA - 10 A  AC
DC amperage 1 µA - 10 A  DC
Range Manual
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MULTIMETER SETS WITH TOOLS

ELECTRONIC TOOL SET WITH MULTI-PURPOSE CASE

ITEM PIECES

JE5 5 1

ELECTRONIC TOOL SET WITH MULTI-PURPOSE CASE

ITEM PIECES

JM6 6 1

ELECTRONIC TOOL SET WITH PLASTIC BOX

ITEM PIECES

JEL3 3 1

ELECTRONIC TOOL SET WITH SAFETY WATERPROOF BOX

ITEM PIECES

JM4 4 1

ELECTRONIC TOOL SET WITH PLASTIC BOX

ITEM PIECES

JEL11 11 1

ELECTRONIC TOOL SET WITH PLASTIC BOX

ITEM PIECES

JEL9 9 1

11
PIECES

9
PIECES

5
PIECES

6
PIECES

3
PIECES

4
PIECES

Content
CPU17 Plastic tool box, 17 x 9 x 8"                        1
UD12 Digital multimeter                  1
CAU50 Soldering iron, 30 W 1
686A Pocket knife, stainless steel 1
8624 Screwdriver, cabinet 1/8 x 4 bimaterial                      1
8680 Screwdriver, Ph#0 1/8 x 2-1/2 bimaterial                  1
28141 Plier, 5" diagonal cut                              1
28560 Plier, 4-3/4" conical point                       1
308 UTP cable stripper                        1

Content
UD12 Digital multimeter 1
9715B Screwdriver, std 7/32 x 5" 1000 V bimaterial                1
9701B Screwdriver, Ph#1 x 3-5/32 1000 V bimaterial                    1
181 Linesman plier, 7-1/16" 1000 V                      1
EMUC Small multipurpose toolcase 1

Content
CPU17 Plastic tool box, 17 x 9 x 8" 1
UD12 Digital multimeter 1
CAU50 Soldering iron, 30 W 1

Content
CPU17 Plastic tool box, 17 x 9 x 8"                        1
UD12 Digital multimeter 1
9503B Screwdriver, std 3/64 x 2-3/8 ESD                       1
9506B Screwdriver, std 5/64 x 2-3/8 ESD                       1
9510B Screwdriver, Ph #0 x 2-3/8 ESD                          1
9511B Screwdriver, Ph #1 x 3-5/32 ESD                       1
204GR Plier, 4-3/16" diagonal cut                        1
282GR Plier, 4" needle                           1
CAU50 Soldering iron, 30 W                          1
691 Cutter knife, 18 mm                  1
291 Wire stripper plier, 10-20 AWG                          1

Content
UD12 Basic compact multimeter 1
9308L 7 In 1 screwdriver 1
PVU01 24-1000 V voltage tester 1
689AR Automatic utility knife 1
7L2A 1 LED 2 AA flashlight 1
EMUC Multipurpose case 1

Content
UD179 Latest generation multimeter 1
PVU02 Voltage tester 24-1000 V 1
18675 15 in 1 multitool 1
CPI10 10.5” waterproof box 1

NEWNEW NEWNEW

NEWNEW
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DIAGNOSTIC AND MEASURING TOOLS

ITEM BATTERY

UD88 9 V 1
ITEM BATTERY

UD84 9 V 1

AUTOMOTIVE DIGITAL MULTIMETERS

 

ITEM BATTERY

UD226 9 V 1

• Test leads and inductive pickup for RPM included.
• Rubber holster with integrated kickstand.
• Fix hold (automatic reading hold).
• Auto/manual range.
• Funtions: AC/DC voltage, resistance, RPM, ms-pulse, Dwell, 

% Duty cycle, frecuency and continuity test.

• Test leads and inductive pickup for RPM included.
• Set of test probes and alligator clamps.
• Protective cover and manual.
• K-type thermocouple with banana plug.

ITEM BATTERY

UD18 2 AA 1

COMPACT DIGITAL MULTIMETERS

ITEM BATTERY

UD12 9 V 1

• Basic model.
• Continuity tone.
• Comes with a shock-absorbing cover for 

protection, featuring a flip out stand.

DIGITAL MULTIMETERS

DIGITAL MULTIMETER

 

ITEM BATTERY

UD85 2 AA 1

• True RMS.
• Impedance measurement.
• 1 ms quick response.
• Auto/manual range.
• Rubber holster.
• Integrated kickstand.

• Min/max indicator.
• Hold read fuction.
• Rubber holster.
• Integrated kickstand.
• Automatic power-off function.

• Back light screen
• Low battery indicator.
• Digital screen.
• 3 1/2 digits.
• 2,000 counts.
• Automatic polarity indicator.
• H2-450

AUTORANGING DIGITAL MULTIMETERS

 
ITEM BATTERY

 UD112 9 V 1
ITEM BATTERY

UD179 9 V 1

• 3-¾ digit, 4,000 count display.
• Auto/manual range.

• 3-¾ digit, 4,000 count display.
• Auto/manual range.
• True RMS.
• Termocouple adaptor inlcuded.

• Test leads and inductive pickup for RPM included.
• Autoranging meter.
• UD88 comes in a practical plastic case for easy portability.

Features
DC voltage 600 DCV
AC voltage 600 ACV
Resistance 200 Ω
AC amperage N/A
DC amperage N/A
Range N/A

Features
DC voltage 1,000 DCV
AC voltage 1,000 ACV
Resistance 0.1 Ω - 40 MΩ
AC amperage 1 µA - 10 A  AC
DC amperage 0.2 µA - 10 A DC
Temperature ºC -200˚ a 1,350 ˚C
Temperature ºF -328˚ a 2,462 ˚F
Range Manual & autoranging

Features
DC voltage 1,000 DCV
AC voltage 1,000 ACV
Resistance 0 - 40 MΩ
Capacitance 0.01 nF - 100 uF
Frecuency 0.5 Hz - 10 Mhz
Amperage 0 - 10 A DC/AC

Features
DC voltage 1,000 DCV
AC voltage 1,000 ACV
Resistance 0 - 40 MΩ
Capacitance 0.01 nF - 100 uF
Frecuency 0.5 Hz - 10 Mhz
Amperage 0 - 10 A DC/AC

Features
DC voltage 1 mV - 600 DCV
AC voltage 1 mV - 600 ACV
Resistance 0 - 40 MΩ
Amperage 1 mA - 10 A DC/AC
Frecuency 0.5 Hz - 200 KHz
Range Manual & autoranging

Features
DC voltage 1 mV - 600 DCV
AC voltage 1 mV - 600 ACV
Resistance 0 - 40 MΩ
Amperage 1 mA - 10 A DC/AC
Frecuency 0.5 Hz - 200 KHz
Range Manual & autoranging

Features
DC voltage 1 mV - 1,000 DCV
AC voltage 1 mV - 750 ACV
Resistance 0 - 40 MΩ
Amperage 10 A DC/AC
Frecuency 0.5 Hz - 200 KHz
Range Autoranging

Features
DC voltage 1,000 DCV
AC voltage 1,000 ACV
Resistance 0.1 Ω - 40 MΩ
AC amperage 0.5µA - 2,000µA  AC
DC amperage 0.2µA - 2,000µA DC
Range Autoranging

DIGITAL MULTIMETER

ITEM VOLTAGE RESISTANCE  

UD77 1000 DC / 750 AC 20 MΩ 1

Manual range, 
general use.

GENERAL USE MULTIMETERS

Features
DC voltage 1,000 DCV
AC voltage 750 ACV
Resistance 0.1 Ω - 20 MΩ
AC amperage 1 µA - 10 A  AC
DC amperage 1 µA - 10 A  DC
Range Manual
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VOLTAGE TESTER, NON-CONTACT

ITEM VOLTAGE RANGE BUZZER MAGNETIC FIELD DETECTOR  

PVU01 24 V – 1000 V Yes No 1
PVU02 24 V – 1000 V No Yes 1

INFRARED THERMOMETER

ITEM OPERATION RANGE
°C °F

UD70 -60 a 550 °C -76 a 1,022 °F 1
UD80 -50 a 999 °C -58 a 1,830 °F 1

INFRARED THERMOMETERVOLTAGE TESTER

24-1,000 

PVU01 PVU02

UD80

• Laser sight that can be turned on and off.
• Accurate measurements for a long time.
• Operation switch.
• LED screen.

• Uses:
• Electrical maintenance.
• Automotive repair and maintenance.
• Air conditioners.
• Manufacture process.
• Anywhere where the temperature needs to be monitored.

• Ideal non-contact voltage detector to perform installations or detect problems 
in electrical wiring.

• Safety class CAT IV 1000 V.
• Remote voltage tester, you don’t need to touch the surface to take readings.
• Operating temperature: 32ºF~104ºF.
• Small and easy to handle.

UD70

ALARM
SYSTEMLED

LIGHT TYPE
PROTECTION
IP 67

Features
Distance: point 12:01
Memory points 8
Response time at 90% 1 s
Resolution 0.1 °F

0.1 °C

Features
Distance: point 12:01
Memory points 10
Response time at 90% 500 ms
Resolution 0.1 °F

0.1 °C

MULTIMETER ACCESSORY

ITEM DESCRIPTION  

UD71TLAC Set of test probes and 
silicon alligator clamp ends 1

CLAMP-ON DIGITAL MULTIMETERS

ITEM BATTERY

UD333 2 AAA 1

DIGITAL POWER CLAMP-ON MULTIMETERS

ITEM BATTERY

UD337 2 AAA 1

ITEM BATTERY

UD334 2 AAA 1

ITEM BATTERY

UD370 9 V 1

• Clamp inner diameter: 32 mm.
• Non-contact voltage detector.
• General use.
• Protective carrying case included.
• Test leads and alligator clips inlcuded:  

- CAT III 600 V  
- CAT II 1000 V

• Auto/manual range.

• True RMS.
• Auto/manual range.
• Protective case and rubber holster.
• Test leads and alligator clips 

inlcuded: 
- CAT III 600 V 
- CAT II 1000 V

• Auto power off.
• Bar graphic.
• Hold fuction.
• Hook with increased cable 

capacity.
• Clamp inner diameter:  50 mm.

• Trigger for hook opening.
• True RMS.
• Protective hand barrier.
• Only AC.
• Support iconography for optimal application.
• Test leads and alligator clips inlcuded.
• Clamp inner diameter: 52 mm.

• Clamp inner diameter: 32 mm.
• True RMS.
• Auto/manual range.
• Protective carrying case included.
• Test leads and alligator clips inlcuded: 

- CAT III 600 V 
- CAT II 1000 V

• Auto power off.
• Bar graphic.

• 0.313“ (8 mm) max jaw opening.
• Straight ends with protecting cover.

CLAMP-ON DIGITAL MULTIMETERS

DIGITAL POWER CLAMP-ON MULTIMETERS

UD71TLAC

MULTIMETER ACCESSORY

BULK

Features
AC amperage 0.5 µA - 400 A  AC
Amperage (clamp) 40A ~ 400A  AC
AC voltage 750 ACV
Resistance 0.1 Ω - 40 MΩ
Frecuency N/A

Features
AC amperage 2.5µA - 400 A  AC
DC amperage 0.3µA - 400A  DC
Amperage (clamp) 40A ~ 1,000A AC
DC voltage 1,000 DCV
AC voltage 1,000 ACV
Resistance 0.1 Ω - 40 MΩ
Frecuency 99.99 Hz to 199.9 kHz

Features
AC amperage 300 mA - 400 A  AC
DC amperage 100 mA - 400 A  DC
Amperage (clamp) 40A ~ 400A AC
DC voltage 1,000 DCV
AC voltage 750 ACV
Resistance 0.1 Ω - 40 MΩ
Frecuency N/A

Features
AC amperage 0 a 750 AC
DC amperage –
Amperage (clamp) –
DC voltage –
AC voltage 750 ACV
Resistance 0 - 4 KΩ
Frecuency 45 Hz - 450 Hz
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NEWNEW

MEASURE TAPES DISPATCHER BOX 5 METERS

ITEM MEASURING TAPE DISPENSER BOX  

DFLEXU5 Stainless steel measuring tapes 16 ft x 1-3/16” 1
DFLEXU8 Stainless steel measuring tapes 26 ft x 1-3/16” 1

COMBINED MEASURIN TAPES DISPATCHER BOX

ITEM MEASURING TAPE DISPENSER BOX  

DFLEXUM 18 stainlees steel measuring tapes 1

291
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FIBERGLASS LONG TAPE REEL

HIGH RESISTANCE

ABS
BODY

3x1 FASTER
REWIND

ITEM LENGTH BLADE WIDTH

CLFX30 98 ft 19/32” 1
CLFX50 164 ft 19/32” 1

METALLIC LONG TAPES

HIGH RESISTANCE

ABS
BODY

3x1 FASTER
REWIND

ITEM LENGTH BLADE WIDTH

CLM30 98 ft 1/2” 1
CLM50 164 ft 1/2” 1

FIBERGLASS LONG TAPES

HIGH RESISTANCE

ABS
BODY

3x1 FASTER
REWIND

ITEM LENGTH BLADE WIDTH

CLF30 98 ft 19/32” 1
CLF50 164 ft 19/32” 1

CLFX30CLF30CLM30

IMPACT RESISTANT MEASURING TAPE

ITEM BLADE LENGTH BLADE WIDTH  

1586HD 16 ft 1-1/16" 1
1589HD 26 ft 1-1/16" 1

MEASURING TAPE

ITEM BLADE LENGTH BLADE WIDTH  

1583LH 9,8 ft 3/4" 1
1586LH 20 ft 1" 1
1589LH 30 ft 1-3/16" 1

STAINLESS STEEL MEASURIG TAPE

ITEM BLADE LENGTH BLADE WIDTH  

1595LSW 16 ft 1 3/16" 6
1598LSW 26 ft 1 3/16" 6
1599LSW 32 ft 1 3/16" 6

MEASURING TAPES

1586HD 1583LH

Blade printed on both 
sides, with 7 different 
graduations and covered 
with anti-abrasive 
varnish.

1
1

2
2 3 4 5

10 FEET
3m cm

in

Blade printed on both 
sides, with 7 different 
graduations and covered 
with anti-abrasive 
varnish.

1
1

2
2 3 4 5

10 FEET
3m cm

in

Hook with Dual 
magnet. 4 rivets.

Hook with magnet.Metal belt clip Metal belt clipBoth-side printed 
tape with large 
numbers for easy 
readings

Metallic belt clip Double 
magnetic hook 
reinforced with 
three rivets

CONVERSION
TABLE

EXTRA
WIDE TAPEPROTECTION

RUBBER

STAINLESS
STEEL

CONVERSION
TABLE

18
PIECES

18
PIECES

LONG TAPES

• ABS +TPU plastic case.
• Double face blade graduated in centimeters and inches.
• Double hook fix system.

• ABS +TPU plastic case.
• Double face blade graduated in centimeters and inches.
• Double hook fix system.

• Graduation in fractions of an inch.
• ABS plastic case with TPR cover.
• Steel screws.
• Blade color: white on the front and yellow on the back.

• Graduation in fractions of an inch.
• ABS plastic case.
• Steel screws.
• Blade color: white on both sides.

PROTECTION
RUBBER

VIDEOVIDEOVIDEO

Content
1595LSW 16 ft x 1-3/16" 6
1598LSW 26 ft x 1-3/16" 6
1599LSW 32 ft x 1-3/16" 6

• Double face blade graduated in centimeters and inches.
• Double hook fix system.



VOLTAGE TESTER, NON-CONTACT

ITEM VOLTAGE RANGE BUZZER MAGNETIC FIELD DETECTOR  

PVU01 24 V – 1000 V Yes No 1
PVU02 24 V – 1000 V No Yes 1

INFRARED THERMOMETER

ITEM OPERATION RANGE
°C °F

UD70 -60 a 550 °C -76 a 1,022 °F 1
UD80 -50 a 999 °C -58 a 1,830 °F 1

INFRARED THERMOMETERVOLTAGE TESTER

24-1,000 

PVU01 PVU02

UD80

• Laser sight that can be turned on and off.
• Accurate measurements for a long time.
• Operation switch.
• LED screen.

• Uses:
• Electrical maintenance.
• Automotive repair and maintenance.
• Air conditioners.
• Manufacture process.
• Anywhere where the temperature needs to be monitored.

• Ideal non-contact voltage detector to perform installations or detect problems 
in electrical wiring.

• Safety class CAT IV 1000 V.
• Remote voltage tester, you don’t need to touch the surface to take readings.
• Operating temperature: 32ºF~104ºF.
• Small and easy to handle.

UD70

ALARM
SYSTEMLED

LIGHT TYPE
PROTECTION
IP 67

Features
Distance: point 12:01
Memory points 8
Response time at 90% 1 s
Resolution 0.1 °F

0.1 °C

Features
Distance: point 12:01
Memory points 10
Response time at 90% 500 ms
Resolution 0.1 °F

0.1 °C

MULTIMETER ACCESSORY

ITEM DESCRIPTION  

UD71TLAC Set of test probes and 
silicon alligator clamp ends 1

CLAMP-ON DIGITAL MULTIMETERS

ITEM BATTERY

UD333 2 AAA 1

DIGITAL POWER CLAMP-ON MULTIMETERS

ITEM BATTERY

UD337 2 AAA 1

ITEM BATTERY

UD334 2 AAA 1

ITEM BATTERY

UD370 9 V 1

• Clamp inner diameter: 32 mm.
• Non-contact voltage detector.
• General use.
• Protective carrying case included.
• Test leads and alligator clips inlcuded:  

- CAT III 600 V  
- CAT II 1000 V

• Auto/manual range.

• True RMS.
• Auto/manual range.
• Protective case and rubber holster.
• Test leads and alligator clips 

inlcuded: 
- CAT III 600 V 
- CAT II 1000 V

• Auto power off.
• Bar graphic.
• Hold fuction.
• Hook with increased cable 

capacity.
• Clamp inner diameter:  50 mm.

• Trigger for hook opening.
• True RMS.
• Protective hand barrier.
• Only AC.
• Support iconography for optimal application.
• Test leads and alligator clips inlcuded.
• Clamp inner diameter: 52 mm.

• Clamp inner diameter: 32 mm.
• True RMS.
• Auto/manual range.
• Protective carrying case included.
• Test leads and alligator clips inlcuded: 

- CAT III 600 V 
- CAT II 1000 V

• Auto power off.
• Bar graphic.

• 0.313“ (8 mm) max jaw opening.
• Straight ends with protecting cover.

CLAMP-ON DIGITAL MULTIMETERS

DIGITAL POWER CLAMP-ON MULTIMETERS

UD71TLAC

MULTIMETER ACCESSORY

BULK

Features
AC amperage 0.5 µA - 400 A  AC
Amperage (clamp) 40A ~ 400A  AC
AC voltage 750 ACV
Resistance 0.1 Ω - 40 MΩ
Frecuency N/A

Features
AC amperage 2.5µA - 400 A  AC
DC amperage 0.3µA - 400A  DC
Amperage (clamp) 40A ~ 1,000A AC
DC voltage 1,000 DCV
AC voltage 1,000 ACV
Resistance 0.1 Ω - 40 MΩ
Frecuency 99.99 Hz to 199.9 kHz

Features
AC amperage 300 mA - 400 A  AC
DC amperage 100 mA - 400 A  DC
Amperage (clamp) 40A ~ 400A AC
DC voltage 1,000 DCV
AC voltage 750 ACV
Resistance 0.1 Ω - 40 MΩ
Frecuency N/A

Features
AC amperage 0 a 750 AC
DC amperage –
Amperage (clamp) –
DC voltage –
AC voltage 750 ACV
Resistance 0 - 4 KΩ
Frecuency 45 Hz - 450 Hz
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DIAGNOSTIC AND MEASURING TOOLS

NEWNEW

MEASURE TAPES DISPATCHER BOX 5 METERS

ITEM MEASURING TAPE DISPENSER BOX  

DFLEXU5 Stainless steel measuring tapes 16 ft x 1-3/16” 1
DFLEXU8 Stainless steel measuring tapes 26 ft x 1-3/16” 1

COMBINED MEASURIN TAPES DISPATCHER BOX

ITEM MEASURING TAPE DISPENSER BOX  

DFLEXUM 18 stainlees steel measuring tapes 1
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18.

FIBERGLASS LONG TAPE REEL

HIGH RESISTANCE

ABS
BODY

3x1 FASTER
REWIND

ITEM LENGTH BLADE WIDTH

CLFX30 98 ft 19/32” 1
CLFX50 164 ft 19/32” 1

METALLIC LONG TAPES

HIGH RESISTANCE

ABS
BODY

3x1 FASTER
REWIND

ITEM LENGTH BLADE WIDTH

CLM30 98 ft 1/2” 1
CLM50 164 ft 1/2” 1

FIBERGLASS LONG TAPES

HIGH RESISTANCE

ABS
BODY

3x1 FASTER
REWIND

ITEM LENGTH BLADE WIDTH

CLF30 98 ft 19/32” 1
CLF50 164 ft 19/32” 1

CLFX30CLF30CLM30

IMPACT RESISTANT MEASURING TAPE

ITEM BLADE LENGTH BLADE WIDTH  

1586HD 16 ft 1-1/16" 1
1589HD 26 ft 1-1/16" 1

MEASURING TAPE

ITEM BLADE LENGTH BLADE WIDTH  

1583LH 9,8 ft 3/4" 1
1586LH 20 ft 1" 1
1589LH 30 ft 1-3/16" 1

STAINLESS STEEL MEASURIG TAPE

ITEM BLADE LENGTH BLADE WIDTH  

1595LSW 16 ft 1 3/16" 6
1598LSW 26 ft 1 3/16" 6
1599LSW 32 ft 1 3/16" 6

MEASURING TAPES

1586HD 1583LH

Blade printed on both 
sides, with 7 different 
graduations and covered 
with anti-abrasive 
varnish.

1
1

2
2 3 4 5

10 FEET
3m cm

in

Blade printed on both 
sides, with 7 different 
graduations and covered 
with anti-abrasive 
varnish.

1
1

2
2 3 4 5

10 FEET
3m cm

in

Hook with Dual 
magnet. 4 rivets.

Hook with magnet.Metal belt clip Metal belt clipBoth-side printed 
tape with large 
numbers for easy 
readings

Metallic belt clip Double 
magnetic hook 
reinforced with 
three rivets

CONVERSION
TABLE

EXTRA
WIDE TAPEPROTECTION

RUBBER

STAINLESS
STEEL

CONVERSION
TABLE

18
PIECES

18
PIECES

LONG TAPES

• ABS +TPU plastic case.
• Double face blade graduated in centimeters and inches.
• Double hook fix system.

• ABS +TPU plastic case.
• Double face blade graduated in centimeters and inches.
• Double hook fix system.

• Graduation in fractions of an inch.
• ABS plastic case with TPR cover.
• Steel screws.
• Blade color: white on the front and yellow on the back.

• Graduation in fractions of an inch.
• ABS plastic case.
• Steel screws.
• Blade color: white on both sides.

PROTECTION
RUBBER

VIDEOVIDEOVIDEO

Content
1595LSW 16 ft x 1-3/16" 6
1598LSW 26 ft x 1-3/16" 6
1599LSW 32 ft x 1-3/16" 6

• Double face blade graduated in centimeters and inches.
• Double hook fix system.



FIBERGLASS TAPE

FIBERGLASS TAPE

ITEM LENGTH  

1543FV 100 ft 1
1545FV 165 ft 1
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MICROMETERS AND CALIPERS

MICROMETERS AND CALIPERS

ITEM SIZE TOLERANCE MINIMUM MEASURING RANGE MAXIMUM MEASURING RANGE RESOLUTION  

UMM01 0 - 1" ±0.001" 0.00005” 1” 0.00005” 1
UMM12 1" - 2" ±0.001" 1” 2” 0.00005” 1
UMCD6 0 - 6" ±0.001" 0.01” 6” 0.01” 1
UMCD8 0 - 8" ±0.001" 0.01” 8” 0.01” 1
UMCC6 0 - 6" ±0.001” 0.001” 6” 0.001” 1
UMCV6 0 - 6" ±0.001” 1/128” 6” 1/128” 1

• Knob with ratchet-type system.
• Digital LCD screen with auto-off.
• Battery type LR44 or SR44.
• Graduated cylinder in millimeters.
• Blocker spindle.

• Millimeter and inches graduation.
• LCD digital display.
• Accuracy according to DIN 862.
• Jaws with fine ground hardened steel.
• Uses: For internal external 

measurements, steps and depth.

• Millimeter and inches graduation.
• Locking screw for accurate 

measurements.
• Uses: For internal and external 

measurements, steps and depth.
• Monobloc cursor.

Digital calipersDigital micrometers

Dial caliper
Vernier caliper

UMM01 UMCD8

UMCC6
UMCV6

• Millimeter and inches graduation.
• Shockproof dial indicator.
• Adjustable locking screw 0-6 inch range.
• Uses: For internal and external 

measurements, steps and depth.
• Adjustable cover.
• Easy to read analog.

STAINLESS
STEEL

STAINLESS
STEEL

IP67
RATING

STAINLESS
STEEL

IP65
RATING

STAINLESS
STEEL

PROTECTION
IP 67

PROTECTION
IP 67

MEASURING WHEELS

ITEM MAX. MEASUREMENT CAPACITY WHEEL SIZE

MW10K 32,808 ft 12-1/2” 1
ITEM MAX. MEASUREMENT CAPACITY WHEEL SIZE

MW10K6 32,808 ft 6” 1

WHEEL
12-½"

WHEEL
6"

MEASURING WHEELS

• Product height: 
-Folded: 23-5/8”. 
-Expanded: 45-11/16”.

• Gun type grip handle. Trigger brake.
• Aluminium foldable tube.
• Zero point indicator.
• Includes carrying bag.
• Counter limited min/max 5 digits.
• Counter adds when moving 

forwardand substracts in reverse.
• Rubber tire. 
• Foot stand. MW10K6MW10K

• Product height:  
-Folded: 16-15/16”m. 
-Expanded: 38-31/32”.

• Counter adds when moving forwardand substracts in reverse.
• Suitable for land and roadway  precision measurement.
• Ideal for construction,urban planning and field measurements.
• Counter limited min/max 5 digits.
• Zero point indicator.
• Pistol grip handle. Trigger brake.
• Extendible aluminum handle.
• Easy storage.
• Pouch included.

LASER MEASURE

ITEM MAXIMUN RANGE  

DM60 196 ft 1

• Includes textil pouch.

• Includes 3 AAA Batteries
• Back light screen for easy reading.
• Measuring range of 0.4 to 196 ft.
• Calculates area, volume and distance.
• Memory for 20 records.
• Accuracy: +/- 0.8”.
• Batteries not included.

LASER MEASURE

• 3/4” tape.
• ABS plastic case with rubber handle.
• Water-proof fiberglass tape.
• Fiberglass long tapes
• Fiberglass blade water resistant.

1543FV

NEWNEW
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TORPEDO LEVEL

 

ITEM SIZE  

UNT12 9” 1

ANTI-IMPACT ALUMINUM LEVELS

ITEM SIZE  

UNI24 24” 1
UNI48 48” 1

ALUMINUM LEVEL

 

ITEM SIZE VIALS  

UNI12A 12" 2 1    
UNI14A  14" 3 1    
UNI18A 18" 3 1    
UNI24A 24" 3 1    
UNI36A 36" 3 1    
UNI48A 48" 3 1    

• Tubular aluminum profile body.

• Rubber ends.

DUAL-VIEW ALUMINUM LEVEL 

 

ITEM SIZE  

UNI24D 24” 1
UNI48D 48” b

• Double vision bubble allows you check against 
vertical leveling, eliminating strain on the back and 
neck while take the reading.

• Tubular aluminum body which offers better durability.
• Accuracy: 0.001 in / in.. (1 mm / m).
• Ergonomic handle for comfortable grip.
• Aluminum body that provides 

better accuracy and durability.

BASE FOR LASER LEVEL 

ITEM DESCRIPTION  

BNL Base for laser level 1

TRIPODE FOR LASER LEVEL

ITEM DESCRIPTION  

TNL Tripode for laser level 1

• Additional elevation 31 1/2”.
• Compatible with laser levels with 1/4” thread 

(all Urrea’s laser levels).
• Base plate can attach on the metal wall by 

magnet or attach to a wall by hooking hole.

• Max height: 4 ft.
• Min height: 17”.
• Made of aluminum.
• Base tilts 90° and rotates 360°.
• Compatible with laser levels with 1/4” 

thread (all Urrea’s laser levels).
• Expandable legs to reach a maximum 

height of 4 ft.

2 LINES LASER LEVEL FOR TILES 

ITEM DESCRIPTION  

NL2E 2 Lines laser level for tiles 1

LINE AND POINT LASER LEVEL

ITEM DESCRIPTION  

NL1 Line and point laser level 1

• Laser accuracy: 
• Line ± 0,012” / ft
• point ± 0.006” / ft
• Working range:
• Line 9 ft
• point 65 ft
• Magnetic base for mounting the laser 

to a wall or tripod.

• Laser accuracy:  ± 0.006” / ft
• Working range: 23 ft
• Angle of lines: 90°
• Ideal for installation of floors, tiles, etc.
• Body protected with anti-skid rubber.
• Operation switch.
• Fast and precise alignment for 2 laser lines with 90 ° angle.

LASER LEVELS

AUTOMATIC 3-PLANE 12 LINES LASER 
LEVEL 

 

ITEM DESCRIPTION  

NL12A Automatic laser level 12 
lines 360 ° 1

2 LINES AUTOMATIC LASER LEVEL

 

ITEM DESCRIPTION  

NL2A 2-line automatic laser level 1

2 LINES SEMI-AUTOMATIC LASER 
LEVEL

ITEM DESCRIPTION  

NL2 2 Lines semi-automatic 
laser level 1

• Laser precision: ± 0.006” / ft
• Working range: 65 ft
• Self leveling: <5 s
• Laser lines in all directions.
• Body protected with rubber anti-skid rubber.
• It has screw mounts to tripod or base for 

laser level.
• Function lock switch.

• Laser precision: ±  0.006” / ft
• Working range: 32 ft
• Self leveling: <5 s
• Laser lines in all directions.
• Body protected with rubber anti-

skid rubber.
• It has screw mounts to tripod or 

base for laser level.
• Function lock switch.

• Laser Accuracy: ± 0.006” / ft
• Working range: 32 ft
• Self leveling: <5 s
• Body protected with rubber 

anti-skid rubber.
• It has Screw mounts to tripod or 

base for laser level.
• Function lock switch.

LEVELS

• Heavy duty aluminum box beam construction.

UNI24 UNI12AUNI48D

RUBBER END CAPS
ANTI-SHOCK

RUBBER END CAPS
ANTI-SHOCK

RUBBER END CAPS
ANTI-SHOCK

RUBBER END CAPS
ANTI-SHOCK SELF-CENTERING V

GROOVE EDGE
SELF-CENTERING V
GROOVE EDGE

SELF-CENTERING V
GROOVE EDGE

MAGNETIC
BASE

3 LASERS
12 LINES

2 PLANES
2 LINES 2 PLANES

2 LINES
32 ft

LASER RANGE

9 ft
LINE RANGE

65 ft
POINT RANGE

23 ft
LASER RANGE

ANGLE OF 90º
2 LINES 3-1/8"

ADDITIONAL
ELEVATION 1/4"

THREAD

3 VIALS
0º, 45º AND 90º 3 VIALS

0º, 45º AND 90º
3 VIALS
0º AND 90º 3 VIALS

0º AND 90º

VIDEO
VIDEOVIDEO

VIDEO VIDEO VIDEO

VIDEO

Content
laser level 1
AA 1.5 V batteries 4
5 ft Tripod 1
Base for laser level 1
Laser vision glasses 1
transport case 1
Target panel 1

Content
Laser level 1
AAA 1,5 V Batteries 2
Mount with 360˚ 
swivel arm 1

Content
Laser level 1
AA 1.5 V batteries 2
Base for laser level 1
Laser vision glasses 1
Target panel 1

Content
Laser level 1
AAA 1,5 V Batteries 2
Mounting base 1

Content
Laser level 1
AA 1,5 V Batteries 2



FIBERGLASS TAPE

FIBERGLASS TAPE

ITEM LENGTH  

1543FV 100 ft 1
1545FV 165 ft 1
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MICROMETERS AND CALIPERS

MICROMETERS AND CALIPERS

ITEM SIZE TOLERANCE MINIMUM MEASURING RANGE MAXIMUM MEASURING RANGE RESOLUTION  

UMM01 0 - 1" ±0.001" 0.00005” 1” 0.00005” 1
UMM12 1" - 2" ±0.001" 1” 2” 0.00005” 1
UMCD6 0 - 6" ±0.001" 0.01” 6” 0.01” 1
UMCD8 0 - 8" ±0.001" 0.01” 8” 0.01” 1
UMCC6 0 - 6" ±0.001” 0.001” 6” 0.001” 1
UMCV6 0 - 6" ±0.001” 1/128” 6” 1/128” 1

• Knob with ratchet-type system.
• Digital LCD screen with auto-off.
• Battery type LR44 or SR44.
• Graduated cylinder in millimeters.
• Blocker spindle.

• Millimeter and inches graduation.
• LCD digital display.
• Accuracy according to DIN 862.
• Jaws with fine ground hardened steel.
• Uses: For internal external 

measurements, steps and depth.

• Millimeter and inches graduation.
• Locking screw for accurate 

measurements.
• Uses: For internal and external 

measurements, steps and depth.
• Monobloc cursor.

Digital calipersDigital micrometers

Dial caliper
Vernier caliper

UMM01 UMCD8

UMCC6
UMCV6

• Millimeter and inches graduation.
• Shockproof dial indicator.
• Adjustable locking screw 0-6 inch range.
• Uses: For internal and external 

measurements, steps and depth.
• Adjustable cover.
• Easy to read analog.

STAINLESS
STEEL

STAINLESS
STEEL

IP67
RATING

STAINLESS
STEEL

IP65
RATING

STAINLESS
STEEL

PROTECTION
IP 67

PROTECTION
IP 67

MEASURING WHEELS

ITEM MAX. MEASUREMENT CAPACITY WHEEL SIZE

MW10K 32,808 ft 12-1/2” 1
ITEM MAX. MEASUREMENT CAPACITY WHEEL SIZE

MW10K6 32,808 ft 6” 1

WHEEL
12-½"

WHEEL
6"

MEASURING WHEELS

• Product height: 
-Folded: 23-5/8”. 
-Expanded: 45-11/16”.

• Gun type grip handle. Trigger brake.
• Aluminium foldable tube.
• Zero point indicator.
• Includes carrying bag.
• Counter limited min/max 5 digits.
• Counter adds when moving 

forwardand substracts in reverse.
• Rubber tire. 
• Foot stand. MW10K6MW10K

• Product height:  
-Folded: 16-15/16”m. 
-Expanded: 38-31/32”.

• Counter adds when moving forwardand substracts in reverse.
• Suitable for land and roadway  precision measurement.
• Ideal for construction,urban planning and field measurements.
• Counter limited min/max 5 digits.
• Zero point indicator.
• Pistol grip handle. Trigger brake.
• Extendible aluminum handle.
• Easy storage.
• Pouch included.

LASER MEASURE

ITEM MAXIMUN RANGE  

DM60 196 ft 1

• Includes textil pouch.

• Includes 3 AAA Batteries
• Back light screen for easy reading.
• Measuring range of 0.4 to 196 ft.
• Calculates area, volume and distance.
• Memory for 20 records.
• Accuracy: +/- 0.8”.
• Batteries not included.

LASER MEASURE

• 3/4” tape.
• ABS plastic case with rubber handle.
• Water-proof fiberglass tape.
• Fiberglass long tapes
• Fiberglass blade water resistant.

1543FV

NEWNEW
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TORPEDO LEVEL

 

ITEM SIZE  

UNT12 9” 1

ANTI-IMPACT ALUMINUM LEVELS

ITEM SIZE  

UNI24 24” 1
UNI48 48” 1

ALUMINUM LEVEL

 

ITEM SIZE VIALS  

UNI12A 12" 2 1    
UNI14A  14" 3 1    
UNI18A 18" 3 1    
UNI24A 24" 3 1    
UNI36A 36" 3 1    
UNI48A 48" 3 1    

• Tubular aluminum profile body.

• Rubber ends.

DUAL-VIEW ALUMINUM LEVEL 

 

ITEM SIZE  

UNI24D 24” 1
UNI48D 48” b

• Double vision bubble allows you check against 
vertical leveling, eliminating strain on the back and 
neck while take the reading.

• Tubular aluminum body which offers better durability.
• Accuracy: 0.001 in / in.. (1 mm / m).
• Ergonomic handle for comfortable grip.
• Aluminum body that provides 

better accuracy and durability.

BASE FOR LASER LEVEL 

ITEM DESCRIPTION  

BNL Base for laser level 1

TRIPODE FOR LASER LEVEL

ITEM DESCRIPTION  

TNL Tripode for laser level 1

• Additional elevation 31 1/2”.
• Compatible with laser levels with 1/4” thread 

(all Urrea’s laser levels).
• Base plate can attach on the metal wall by 

magnet or attach to a wall by hooking hole.

• Max height: 4 ft.
• Min height: 17”.
• Made of aluminum.
• Base tilts 90° and rotates 360°.
• Compatible with laser levels with 1/4” 

thread (all Urrea’s laser levels).
• Expandable legs to reach a maximum 

height of 4 ft.

2 LINES LASER LEVEL FOR TILES 

ITEM DESCRIPTION  

NL2E 2 Lines laser level for tiles 1

LINE AND POINT LASER LEVEL

ITEM DESCRIPTION  

NL1 Line and point laser level 1

• Laser accuracy: 
• Line ± 0,012” / ft
• point ± 0.006” / ft
• Working range:
• Line 9 ft
• point 65 ft
• Magnetic base for mounting the laser 

to a wall or tripod.

• Laser accuracy:  ± 0.006” / ft
• Working range: 23 ft
• Angle of lines: 90°
• Ideal for installation of floors, tiles, etc.
• Body protected with anti-skid rubber.
• Operation switch.
• Fast and precise alignment for 2 laser lines with 90 ° angle.

LASER LEVELS

AUTOMATIC 3-PLANE 12 LINES LASER 
LEVEL 

 

ITEM DESCRIPTION  

NL12A Automatic laser level 12 
lines 360 ° 1

2 LINES AUTOMATIC LASER LEVEL

 

ITEM DESCRIPTION  

NL2A 2-line automatic laser level 1

2 LINES SEMI-AUTOMATIC LASER 
LEVEL

ITEM DESCRIPTION  

NL2 2 Lines semi-automatic 
laser level 1

• Laser precision: ± 0.006” / ft
• Working range: 65 ft
• Self leveling: <5 s
• Laser lines in all directions.
• Body protected with rubber anti-skid rubber.
• It has screw mounts to tripod or base for 

laser level.
• Function lock switch.

• Laser precision: ±  0.006” / ft
• Working range: 32 ft
• Self leveling: <5 s
• Laser lines in all directions.
• Body protected with rubber anti-

skid rubber.
• It has screw mounts to tripod or 

base for laser level.
• Function lock switch.

• Laser Accuracy: ± 0.006” / ft
• Working range: 32 ft
• Self leveling: <5 s
• Body protected with rubber 

anti-skid rubber.
• It has Screw mounts to tripod or 

base for laser level.
• Function lock switch.

LEVELS

• Heavy duty aluminum box beam construction.

UNI24 UNI12AUNI48D

RUBBER END CAPS
ANTI-SHOCK

RUBBER END CAPS
ANTI-SHOCK

RUBBER END CAPS
ANTI-SHOCK

RUBBER END CAPS
ANTI-SHOCK SELF-CENTERING V

GROOVE EDGE
SELF-CENTERING V
GROOVE EDGE

SELF-CENTERING V
GROOVE EDGE

MAGNETIC
BASE

3 LASERS
12 LINES

2 PLANES
2 LINES 2 PLANES

2 LINES
32 ft

LASER RANGE

9 ft
LINE RANGE

65 ft
POINT RANGE

23 ft
LASER RANGE

ANGLE OF 90º
2 LINES 3-1/8"

ADDITIONAL
ELEVATION 1/4"

THREAD

3 VIALS
0º, 45º AND 90º 3 VIALS

0º, 45º AND 90º
3 VIALS
0º AND 90º 3 VIALS

0º AND 90º

VIDEO
VIDEOVIDEO

VIDEO VIDEO VIDEO

VIDEO

Content
laser level 1
AA 1.5 V batteries 4
5 ft Tripod 1
Base for laser level 1
Laser vision glasses 1
transport case 1
Target panel 1

Content
Laser level 1
AAA 1,5 V Batteries 2
Mount with 360˚ 
swivel arm 1

Content
Laser level 1
AA 1.5 V batteries 2
Base for laser level 1
Laser vision glasses 1
Target panel 1

Content
Laser level 1
AAA 1,5 V Batteries 2
Mounting base 1

Content
Laser level 1
AA 1,5 V Batteries 2



294 urreaprofessionaltools.com

DI
AG

NO
ST

IC
 A

ND
 M

EA
SU

RI
NG

 TO
OL

S 
DIAGNOSTIC AND MEASURING TOOLS

SPRING DIVIDERS

ITEM SIZE  

80016DV 6” 1
80018DV 8” 1
800110DV 10” 1
800112DV 12” 1

OUTSIDE CALIPERS

ITEM SIZE  

80016EX 6” 1
80018EX 8” 1
800110EX 10” 1
800112EX 12” 1

INSIDE CALIPERS

ITEM SIZE  

80016IN 6” 1
80018IN 8” 1
800110IN 10” 1
800112IN 12” 1

CALIPERS

SQUARES

MAGNETIC COMBINATION SQUARE

ITEM SIZE  

800212 12” 1

CARPENTER SQUARE

ITEM SIZE  

80038 8” 1
800310 10” 1
800312 12” 1
800316 16” 1

SLIDING T-BEVEL

ITEM SIZE  

80047 7” 1

STEEL SQUARE

Y

X

ITEM SIZE (X) SIZE (Y)  

916404 8” 5” 1
916406 12” 7 15/32” 1

360º

• High impact polymer handle.
• 3 windows for fast readings.
• Cylindrical bubble for easy reading.
• Marked for establishing adequate angles 

15º, 30º, 45º and 60º.

• Made of high grade steel.
• Spring keeps the caliper closed. 

Knurled lock saves time.
• For internal use.

• Fine thread screw for 
greater precision.

• Spring keeps the caliper 
closed.

• Its design is ideal for 
accurate measurement 
work and reading.

• For external use.
• Machined ends.

• Knurled knob enables one-handed 
360° turning.

• Ideal for marking inked projects.
• Adjusting nuat is smooth and precise.
• Divider caliper for transferring and 

comparing distances
• Heat treated edges decrease wear.

• Rule with thickness of 1/16”.
• Includes textil pouch.
• Zinc alloy injection body.
• Rectified edges insure maximum accuracy.
• Graduated in centimeters and inches.

• Unique support in the handle that allows you 
to stop the bracket in the required position 
without holding it in your hand.

• Graduation that allows you to make strokes 
in angels of:

• 15º, 22.5º, 30º, 36º, 45º, 50º, 60º and 90º.
• Thickness 1/16” ruler.
• Graduated in centimeters and inches.
• Handle manufacture in high impact polymer

• For internal use
• The square is precisely parallel 

and straight.
• Manufactured with SAE5160 

steel, of 40-50 HRc hardness.

80018EX 80018DV80018IN

STAINLESS
STEEL

STAINLESS
STEEL

STAINLESS
STEEL

MAGNETIC
ADJUST

FOR INTERIOR
MEASUREMENTS

FOR EXTERIOR
MEASUREMENTS

DIVIDER
TIP

CHALK LINE REEL

ITEM YARN LENGTH CHALK CAPACITY  

TL50 165 ft 20 oz 1

STAINLESS STEEL AND TPR CHALK LINE REEL

ITEM YARN LENGTH CHALK CAPACITY  

TL30S 98 ft 4 oz 1

• Bi-material body of stainless steel and TPR.
• Rewind 6 x 1 faster with locking mechanism.
• Polyester thread resistant to breaking and easy to absorb chalk.
• Metallic guide on the end, allows to fix on nails and shelves, is 

embedded in rock board.

CHALK LINE REEL

3 mm3 mm10 mm10 mm

TL50TL50 OthersOthers

• Large capacity reservoir 
holds 20 oz of chalk.

• Steel crank.
• High speed rewind system.
• Cotton braided line.
• 0.13” - 0.15” diameter.

HIGH RESISTANCE

ABS
BODY

 LEVEL
INCLUDED

REWINDING
6x1 FASTER

HIGH RESISTANCE

ABS
BODY

CHALK LINE REEL WITH CHALK

ITEM YARN LENGTH CAPACITY  

TL30P 98 ft 3 oz 1

Break-resistant and powder absorbent 
polyester chalk line string.

 RED CHALK
4 oz
INCLUDED

HIGH RESISTANCE

ABS
BODY


