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CUTTING AND GRINDING TOOLS

 

ITEM UFPB6 UFPB8 UFPB10 UFPB12 UFPB14 UFPM6 UFPM8 UFPM10 UFPM12 UFPM14
LENGTH 6” 8” 10” 12” 14” 6” 8” 10” 12” 14”
WIDTH 19/32” 11/16” 61/64” 1-9/64” 1-3/8” 19/32” 11/16” 61/64” 1-9/64” 1-3/8”

THICKNESS 9/64” 5/32” 13/64” 7/32” 17/64” 9/64” 5/32” 13/64” 7/32” 17/64”
FILE Bastard Bastard Bastard Bastard Bastard Smooth Smooth Smooth Smooth Smooth

12 12 12 6 6 12 12 12 6 6

FILES

ITEM UFME8 UFME10 UFME12 UFMB8 UFMB10 UFMB12 UFMM8 UFMM10 UFMM12
LENGTH 8” 10” 12” 8” 10” 12” 8” 10” 12”
WIDTH 49/64” 61/64” 1-9/64” 49/64” 61/64” 1-9/64” 49/64” 61/64” 1-9/64”

THICKNESS 7/32” 9/32” 5/16” 7/32” 9/32” 5/16” 7/32” 9/32” 5/16”
FILE Rasp Rasp Rasp Bastard Bastard Bastard Smooth Smooth Smooth

12 12 6 12 12 6 12 12 6

 

ITEM UFRB6 UFRB8 UFRB10 UFRB12 UFRM8 UFRM10 UFRM12
LENGTH 6” 8” 10” 12” 8" 10" 12"

DIAMETER 1/4” 16/64” 11/32” 7/16” 17/64” 23/64” 15/32”
FILE Bastard Bastard Bastard Bastard Smooth Smooth Smooth

12 12 12 12 12 12 6

• Double cut on both sides and 
single cut on both edges.

• Recommended for fast trimming.
• For general use to work in steel, 

melted, iron, etc.

FILES

• Designed for fast removal  on concave, 
convex and plane surfaces on metals 
such as steel and cast iron.

• Recommended for fast trimming.

• Triangular teeth for rough or 
coarse cuts, mainly in aluminum, 
lead, wood or soft materials.

Half round

Flat Round

• Designed for fine finishing on concave, 
convex and plane surfaces on metals 
such as steel and cast iron.

• Rommended for fine finishing.

UFME8
Half round wood 

rasp files

UFMB8
Half round 

bastard files

UFMM8
Half round 

smooth files

• Double cut on both sides 
and single 

• cut on both edges.
• Recommended for fast 

trimming.
• For general use to work in 

steel, melted, iron, etc.
• Recommended for fine 

finishing.

• They have a circular outline 
and are slightly gauged.
Recommended for adjusting and 
increasing circular openings or in 
trimming of concave surfaces.

• They have the circular 
cutline, sightly gauged.

• Recommended for adjusting 
and increasing circular 
openings or in trimming of 
concave surfaces.

UFPB6
Flat bastard file UFRB6

Round bastard 
files

UFPM6
Flat smooth file UFRM8

Round smooth 
file

 

ITEM UFTP6 UFTP7 UFTP8 UFTR6 UFTR7 UFTR8 UFTR10
LENGTH 6” 7” 8” 6” 7” 8” 10”
WIDTH 1/2” 9/16” 39/64” 7/16” 35/64” 37/64” 23/32”

USE Heavy duty Heavy duty Heavy duty Regular Regular Regular Regular
12 12 12 12 12 12 12

 

ITEM UFS8532 UFS8316 UFS8732
LENGTH 8” 8” 8”
WIDTH 5/32” 3/16” 7/32”

12 12 12

Triangular

• Designed for internal, acute 
angle sharpening and for the fine 
finishing on straight edges.

• Recommended for fast trimming.
• Specially designed for sharpening chainsaw teeth.
• Special teeth configuration provides an accentuated cutting. 

action

Round

UFTP8 UFTR8
UFS8532

21.

MAXIMIZE YOUR
LUBRICATION

PRODUCTIVITY.

GREASE GUNS, OIL PUMPS AND OTHER FLUID DISPENSERS

We are constantly improving our products, that is why the information, 
characteristics and availability of them can change without prior notice.

Urrea offers a complete solution in equipment, tools and 
accessories for handling oil, grease and other fluids required 
throughout the industry in general.

These products will allow the user to work more safely and 
efficiently while adding different oils or fluids to Urrea pumps 
and dispensers.

These products are generally used in multiple sectors such 
as agriculture, mining, food industry, automotive industry, 
processing industry, construction industry, among others. 
In this section you will find extractor pumps manufactured in 
different types of materials that allow us to work with virtually 
all types of fluids, such as corrosive liquids, solvents, acids, 
detergents, among others.

They can be adapted to multiple containers, such as drums, 
buckets or even have their own container to facilitate their 
movement to the work area. Including manual, pneumatic 
and battery-operated grease injectors to meet occasional 
maintenance work to continuous lubrication work.

Wide selection allows the user to select the best option according 
to their requirements, both performance and ergonomically. 
You also find various accessories to complement the use of 
equipment and tools and can adapt them to more specific uses. 
The commitment of all Urrea products for the management of 
oil, grease and other fluids is to make it easier, faster and safer 
for the user during work.
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ITEM 2363F 2363RQ 2363R 2363E 2363S 2363VT 2363VQ 2363V 2363W 2363

DESCRIPTION Swivel for fuels Swivel for 
chemicals Swivel for drum Electric for dieseil Vertical lift for 

light oils
Vertical lift for 

thinner
Vertical lift for 

chemicals Elevation
Plastic lever for 
non-flammable 

fluids
Lever for drums

FLOW 2.64 gal/20 turns 1.30 gal/20 turns 1.30 gal/20 turns 4.86 gal/min 20 oz/stroke 14 oz/stroke 14 oz/stroke 26 oz/stroke 19.907 oz / stroke 8.5 to 10 oz/stroke

LIGHT OILS ✔ ✔ ✔ ✔ ✔ ✔ ✔

THICK OILS ✔ ✔

DIÉSEL ✔ ✔ ✔ ✔ ✔

GASOLINE ✔

KEROSENE ✔ ✔ ✔ ✔ ✔

ACETONE ✔ ✔

ANTIFREEZE ✔ ✔ ✔ ✔ ✔

HERBICIDES ✔ ✔ ✔

ACIDS ✔

LACQUERS ✔

THINNER ✔ ✔

GLYCERIN ✔ ✔ ✔

WATHER ✔

WATER-BASED 
FLUIDS ✔ ✔ ✔

DETERGENTS ✔ ✔ ✔ ✔ ✔

AMMONIA ✔ ✔ ✔ ✔

CITRIC ACID ✔

OXYGENATED 
WATER ✔

NAPHTHALENE ✔

SOLVENTS ✔

SULFURIC ACID ✔

BIODIESEL

(DEF) DIESEL 
EXHAUST FLUID ✔ ✔

NAPHTHA ✔

BENZENE ✔

ADBLUE ✔ ✔

PHOTOGRAPHIC 
CHEMICALS ✔

PETROLEUM 
BASED LIQUIDS ✔

MEDIUM BASE 
PETROLEUM 
FLUIDS

✔

HIGH BASE 
PETROLEUM 
FLUIDS

✔

LACQUER 
THINNERS ✔

BRAKE CLEANER ✔

PUMP GUIDE SELECTION
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OIL PUMPS

OIL ROTARY PUMP BOOSTER

• Recommended for lubricanting oils up to SAE 30.
• Do not use with: corrosive liquids, solvents, acids or alkaline 

liquids.

ITEM SUPPLY

2363F 2.64 gal/ 20 turns 1

VERTICAL LIFT STAINLESS STEEL PUMP

• Light oils with maximum SAE 40 viscosity.
• Do not use with heavy oils.

ITEM SUPPLY

2363S 20 oz/stroke 1

OIL ROTARY BARREL PUMP FOR CHEMICALS

• Fits 2 ”threads on 205 liter drums.
• Quick and easy assembly.
• Resistance to chemical products and solvents.

ITEM SUPPLY

2363RQ 1.3 gal/ 20 turns 1

VERTICAL LIFT PUMP FOR THINNERS

• Recommended uses: lacquer thinners, acetone, 
antifreeze, brake cleaner, detergents, glycerin, water, 
herbicides, petroleum base media, etc.

• Do not use: strong acids, gasoline, chlorine, etc.

ITEM SUPPLY

2363VT 14 oz/stroke 1

OIL ROTARY BARREL PUMP FOR LUBRICANTS

• For: motor oil, hydraulic oil and other low and medium viscosity 
non-corrosive fluids.

• Dual directional operation.

ITEM SUPPLY

2363R 1.3 gal/ 20 turns 1

VERTICAL LIFT PUMP FOR 
CHEMICALS

• Do not use: strong acids, hairspray, acetone, 
gasoline, etc.

ITEM SUPPLY

2363VQ 14 oz/stroke 1

ELECTRIC DRUM PUMP

• 12V DC motor.
• Diesel, kerosene, biodiesel, DEF, water-based fluids, antifreeze 

liquid, detergents, light oils up to 100 cSt, pesticides and 
herbicides.

ITEM SUPPLY

2363E 4.86 gal/min 1

VERTICAL LIFT BARREL PUMP FOR 
LUBRICANTS

• Not recommended for gasoline and 
corrosive liquids.

ITEM SUPPLY

2363V 26 oz/stroke 1

PLASTIC LEVER BARREL PUMP

• 2" incorporated adapter.
• Water-based fluids, soaps, windscreen 

wiper, lubricants, herbicides, urea, 
DEF, etc.

ITEM SUPPLY

2363W 16.907 oz / stroke 1

BARREL PUMP

• Hand-operated pump.
• For drums or barrels.
• Hand-operated pump.
• Efficiently pumps under any type of 

weather.

ITEM SUPPLY

2363 13 oz / stroke 1
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ITEM 2363F 2363RQ 2363R 2363E 2363S 2363VT 2363VQ 2363V 2363W 2363

DESCRIPTION Swivel for fuels Swivel for 
chemicals Swivel for drum Electric for dieseil Vertical lift for 

light oils
Vertical lift for 

thinner
Vertical lift for 

chemicals Elevation
Plastic lever for 
non-flammable 

fluids
Lever for drums

FLOW 2.64 gal/20 turns 1.30 gal/20 turns 1.30 gal/20 turns 4.86 gal/min 20 oz/stroke 14 oz/stroke 14 oz/stroke 26 oz/stroke 19.907 oz / stroke 8.5 to 10 oz/stroke

LIGHT OILS ✔ ✔ ✔ ✔ ✔ ✔ ✔

THICK OILS ✔ ✔

DIÉSEL ✔ ✔ ✔ ✔ ✔

GASOLINE ✔

KEROSENE ✔ ✔ ✔ ✔ ✔

ACETONE ✔ ✔

ANTIFREEZE ✔ ✔ ✔ ✔ ✔

HERBICIDES ✔ ✔ ✔

ACIDS ✔

LACQUERS ✔

THINNER ✔ ✔

GLYCERIN ✔ ✔ ✔

WATHER ✔

WATER-BASED 
FLUIDS ✔ ✔ ✔

DETERGENTS ✔ ✔ ✔ ✔ ✔

AMMONIA ✔ ✔ ✔ ✔

CITRIC ACID ✔

OXYGENATED 
WATER ✔

NAPHTHALENE ✔

SOLVENTS ✔

SULFURIC ACID ✔

BIODIESEL

(DEF) DIESEL 
EXHAUST FLUID ✔ ✔

NAPHTHA ✔

BENZENE ✔

ADBLUE ✔ ✔

PHOTOGRAPHIC 
CHEMICALS ✔

PETROLEUM 
BASED LIQUIDS ✔

MEDIUM BASE 
PETROLEUM 
FLUIDS

✔

HIGH BASE 
PETROLEUM 
FLUIDS

✔

LACQUER 
THINNERS ✔

BRAKE CLEANER ✔

PUMP GUIDE SELECTION
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OIL PUMPS

OIL ROTARY PUMP BOOSTER

• Recommended for lubricanting oils up to SAE 30.
• Do not use with: corrosive liquids, solvents, acids or alkaline 

liquids.

ITEM SUPPLY

2363F 2.64 gal/ 20 turns 1

VERTICAL LIFT STAINLESS STEEL PUMP

• Light oils with maximum SAE 40 viscosity.
• Do not use with heavy oils.

ITEM SUPPLY

2363S 20 oz/stroke 1

OIL ROTARY BARREL PUMP FOR CHEMICALS

• Fits 2 ”threads on 205 liter drums.
• Quick and easy assembly.
• Resistance to chemical products and solvents.

ITEM SUPPLY

2363RQ 1.3 gal/ 20 turns 1

VERTICAL LIFT PUMP FOR THINNERS

• Recommended uses: lacquer thinners, acetone, 
antifreeze, brake cleaner, detergents, glycerin, water, 
herbicides, petroleum base media, etc.

• Do not use: strong acids, gasoline, chlorine, etc.

ITEM SUPPLY

2363VT 14 oz/stroke 1

OIL ROTARY BARREL PUMP FOR LUBRICANTS

• For: motor oil, hydraulic oil and other low and medium viscosity 
non-corrosive fluids.

• Dual directional operation.

ITEM SUPPLY

2363R 1.3 gal/ 20 turns 1

VERTICAL LIFT PUMP FOR 
CHEMICALS

• Do not use: strong acids, hairspray, acetone, 
gasoline, etc.

ITEM SUPPLY

2363VQ 14 oz/stroke 1

ELECTRIC DRUM PUMP

• 12V DC motor.
• Diesel, kerosene, biodiesel, DEF, water-based fluids, antifreeze 

liquid, detergents, light oils up to 100 cSt, pesticides and 
herbicides.

ITEM SUPPLY

2363E 4.86 gal/min 1

VERTICAL LIFT BARREL PUMP FOR 
LUBRICANTS

• Not recommended for gasoline and 
corrosive liquids.

ITEM SUPPLY

2363V 26 oz/stroke 1

PLASTIC LEVER BARREL PUMP

• 2" incorporated adapter.
• Water-based fluids, soaps, windscreen 

wiper, lubricants, herbicides, urea, 
DEF, etc.

ITEM SUPPLY

2363W 16.907 oz / stroke 1

BARREL PUMP

• Hand-operated pump.
• For drums or barrels.
• Hand-operated pump.
• Efficiently pumps under any type of 

weather.

ITEM SUPPLY

2363 13 oz / stroke 1
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BUCKET OIL EXTRACTOR PUMP

ITEM DIAMETER BUCKET SIZE

2362 12” 25-50 lb / 5 gal 1

DIAPHRAGM TRANSFER PUMP

ITEM DELIVERS

23626 4.4 gal  per minute 1

BRASS TRANSFER PUMP

ITEM DELIVERS TOTAL 
LENGTH

CYLINDER 
DIAMETER

TRANSFER BRASS 
PUMP

PRICE 
LIST

23627 3.2 oz. 10-1/2” 1-1/4” 140°F 1

SUCTION GUN

ITEM DELIVERS

23625 500 ml (16 oz) 1

OIL CONTROL GUNS

ITEM 23631 23632
TYPE Mechanics Digital
FLOW 1 to 30 LPM 1 to 30 LPM

PRECISION  +/- 1% +/- 1%
REPEATABILITY 0.30% 0.20%

MAXIMUM WORKING PRESSURE: 1000 psi (70 BAR) 1000 psi (70 BAR)
1 1

TRANSFER PUMPS

LEVER ACTION BUCKET OIL EXTRACTOR PUMPS

OIL CONTROL GUNS

BARREL WRENCH

ITEM LENGTH CAPACITY

23640 10-1/2" 2" and 3/4" 1

LEVER ACTION BUCKET OIL EXTRACTOR PUMPS

ITEM BUCKET CAPACITY DELIVERS

23624 4.23 gal 4.5 oz/stroke 1

BARREL FAUCET

ITEM SCREW

23641 2” 1

• Includes suction and discharge hose.
• Brass housing and neoprene caps easy to clean.
• Resistant to corrosive and non-corrosive liquids.
• For engine, hydraulic, steering, transmission oils, antifreeze, 

brake fluids, diesel and water.
• Ideal for transferring fluids from one container to another 

without draining.

• 2 in 1 pump.
• Fixed or portable: to transfer liquids from one tank to another.
• Drainage pump: to drain flooded areas.
• With option to be fixed on walls or columns.
• For water, sea water, diesel, biodiesel, kerosene, gasoline, 

mineral oil
• or synthetic, antifreeze, emulsions or liquids with small 

particles suspended.
• Not recommended for ammonia or food fluids.

• Body and cover made of steel sheet.
• To transfer or suction non-corrosive liquids.
• Ideal for suctioning spilled oil mainly by machinery 

and industrial equipment.

10 100

• Fits plastic or metal 54-gallon drums.
• 2" screw.
• Made with polyethylene.
• Not to be used with gasoline, chemicals or solvents.
• Hole for paddlocks to prevent theft of fluids.
• Easy installation without using any tool.
• Practical hook to hang the container during filling.
• It facilitates the delivery of fluids with the barrel 

placed horizontally.

BARREL WRENCH

BARREL FAUCET

• To open most 2" and 3/4" barrel caps.
• Made of cast aluminum (LM25), hardened and tempered 

for strength.
• It does not spark, it is safe to use in flammable areas and 

fuel tanks.
• Due to its design, it reduces the force necessary to open 

the barrel, preventing injuries to the user.

PADLOCK HOLE
FOR SAFETY

• Accuracy +/- 1%.
• Repeatability: 0.20%.    
• Maximum working pressure: 1000 psi (70 BAR).
• High accuracy and flow dispenser control.
• Flow can be measured in: liters, gallons, quarts a gallon, 

decileters and pints.

• Accuracy +/- 1%.
• Repeatability: 0.30%.
• Maximum working pressure: 1000 psi (70 BAR).
• Resolution: 0.10 liters or quarts a gallon.
• High accuracy and flow dispenser control.
• Recommended use: oils with viscosity up to SAE grade 140, 

diesel, kerosene, engine coolant (RTU).
• Do not use with: oil, gasoline, or water based fluids, etc.

• Viscosity adjustment crank.
• 48” PVC hose.
• Pump body made of aluminum and coated with corrosion 

resistant zinc.
• For oils of low, medium and high viscosity.

• Delivers: 2.14 Oz/stroke.
• Fits on 5 gallon buckets.

DOES NOT
SPARK

GREAT
TO CORROSION
RESISTANCE

BAG

BAG
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ANTI-SPLASH FUNNELS

ITEM CAPACITY DIAMETER EXTENTION LENGTH

EMB1 101.4 oz 9-29/64” 9-41/64” 1
EMB2 57.4 oz 8-5/64” 6-11/16” 1

FLEXIBLE OILERS

ITEM CAPACITY

2265 32 oz 1
2264 16 oz 1

FLEXIBLE SPOUT OILERS

ITEM CAPACITY

2267 16 oz 1
2266 6 oz 1

STRAIGHT OILERS

ITEM CAPACITY NOZZLE ANGLE

2261 32 oz 30º 1
2260 16 oz 30º 1

ANTI SPLASH FUNNELS GREASE PUMPS

PNEUMATIC GREASE PUMPS

ITEM CAPACITY MAXIMUN PRESSURE

23629 66 lb 7,500 psi 1
23628 33 lb 7,500 psi 1

EMB1 EMB2
• Made of polypropylene.
• Designed with special contours in the body for easy handling.
• Anti splash and spill proof with curved edges.
• Made in a translucent white for better vision of fluids.
• Has a dust cover.
• Flexible channel.
• Container has a fixed cap.

23629 23628

• Pressure booster “increases the air pressure”.
• Hole hight of 6 feet (Parker®).
• For heavy duty lubrication use and preventative maintenance.
• Reforced valve for high pressure.

 
CAPACITY
66 lb  

CAPACITY
33 lb

2267 22662265 2264 2261 2260

FLEXIBLE PUMP OILERS RIGID OIL CANS

BUCKET GREASE PUMP WITH WHEELS

ITEM CAPACITY MAX PRESSURE

23622 44 lb 4,000 psi 1

FOOT OPERATED GREASE PUMP

ITEM BUCKET CPACITY MAX PRESSURE

23623 22 lb 4,000 psi 1

• Variable handle setting.
• Includes 2 m x 1/4” I.D. high 

pressure rubber hose.
• Air release valve for easily 

removing trapped air from 
grease.

• Recommended for grease 
NLGI 1, 2 & 3.

• Drive pedal. Frees both hands of the 
user to raise their productivity.

• Recommended for grease NLGI 1, 
2 & 3.

• Includes high pressure hose 2m x 1/4”
• Delivers 1oz/stroke.
• High pressure with pedal.

 
CAPACITY
44 lb

 
CAPACITY
22 lb

BULK
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BUCKET OIL EXTRACTOR PUMP

ITEM DIAMETER BUCKET SIZE

2362 12” 25-50 lb / 5 gal 1

DIAPHRAGM TRANSFER PUMP

ITEM DELIVERS

23626 4.4 gal  per minute 1

BRASS TRANSFER PUMP

ITEM DELIVERS TOTAL 
LENGTH

CYLINDER 
DIAMETER

TRANSFER BRASS 
PUMP

PRICE 
LIST

23627 3.2 oz. 10-1/2” 1-1/4” 140°F 1

SUCTION GUN

ITEM DELIVERS

23625 500 ml (16 oz) 1

OIL CONTROL GUNS

ITEM 23631 23632
TYPE Mechanics Digital
FLOW 1 to 30 LPM 1 to 30 LPM

PRECISION  +/- 1% +/- 1%
REPEATABILITY 0.30% 0.20%

MAXIMUM WORKING PRESSURE: 1000 psi (70 BAR) 1000 psi (70 BAR)
1 1

TRANSFER PUMPS

LEVER ACTION BUCKET OIL EXTRACTOR PUMPS

OIL CONTROL GUNS

BARREL WRENCH

ITEM LENGTH CAPACITY

23640 10-1/2" 2" and 3/4" 1

LEVER ACTION BUCKET OIL EXTRACTOR PUMPS

ITEM BUCKET CAPACITY DELIVERS

23624 4.23 gal 4.5 oz/stroke 1

BARREL FAUCET

ITEM SCREW

23641 2” 1

• Includes suction and discharge hose.
• Brass housing and neoprene caps easy to clean.
• Resistant to corrosive and non-corrosive liquids.
• For engine, hydraulic, steering, transmission oils, antifreeze, 

brake fluids, diesel and water.
• Ideal for transferring fluids from one container to another 

without draining.

• 2 in 1 pump.
• Fixed or portable: to transfer liquids from one tank to another.
• Drainage pump: to drain flooded areas.
• With option to be fixed on walls or columns.
• For water, sea water, diesel, biodiesel, kerosene, gasoline, 

mineral oil
• or synthetic, antifreeze, emulsions or liquids with small 

particles suspended.
• Not recommended for ammonia or food fluids.

• Body and cover made of steel sheet.
• To transfer or suction non-corrosive liquids.
• Ideal for suctioning spilled oil mainly by machinery 

and industrial equipment.

10 100

• Fits plastic or metal 54-gallon drums.
• 2" screw.
• Made with polyethylene.
• Not to be used with gasoline, chemicals or solvents.
• Hole for paddlocks to prevent theft of fluids.
• Easy installation without using any tool.
• Practical hook to hang the container during filling.
• It facilitates the delivery of fluids with the barrel 

placed horizontally.

BARREL WRENCH

BARREL FAUCET

• To open most 2" and 3/4" barrel caps.
• Made of cast aluminum (LM25), hardened and tempered 

for strength.
• It does not spark, it is safe to use in flammable areas and 

fuel tanks.
• Due to its design, it reduces the force necessary to open 

the barrel, preventing injuries to the user.

PADLOCK HOLE
FOR SAFETY

• Accuracy +/- 1%.
• Repeatability: 0.20%.    
• Maximum working pressure: 1000 psi (70 BAR).
• High accuracy and flow dispenser control.
• Flow can be measured in: liters, gallons, quarts a gallon, 

decileters and pints.

• Accuracy +/- 1%.
• Repeatability: 0.30%.
• Maximum working pressure: 1000 psi (70 BAR).
• Resolution: 0.10 liters or quarts a gallon.
• High accuracy and flow dispenser control.
• Recommended use: oils with viscosity up to SAE grade 140, 

diesel, kerosene, engine coolant (RTU).
• Do not use with: oil, gasoline, or water based fluids, etc.

• Viscosity adjustment crank.
• 48” PVC hose.
• Pump body made of aluminum and coated with corrosion 

resistant zinc.
• For oils of low, medium and high viscosity.

• Delivers: 2.14 Oz/stroke.
• Fits on 5 gallon buckets.

DOES NOT
SPARK

GREAT
TO CORROSION
RESISTANCE

BAG

BAG
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ANTI-SPLASH FUNNELS

ITEM CAPACITY DIAMETER EXTENTION LENGTH

EMB1 101.4 oz 9-29/64” 9-41/64” 1
EMB2 57.4 oz 8-5/64” 6-11/16” 1

FLEXIBLE OILERS

ITEM CAPACITY

2265 32 oz 1
2264 16 oz 1

FLEXIBLE SPOUT OILERS

ITEM CAPACITY

2267 16 oz 1
2266 6 oz 1

STRAIGHT OILERS

ITEM CAPACITY NOZZLE ANGLE

2261 32 oz 30º 1
2260 16 oz 30º 1

ANTI SPLASH FUNNELS GREASE PUMPS

PNEUMATIC GREASE PUMPS

ITEM CAPACITY MAXIMUN PRESSURE

23629 66 lb 7,500 psi 1
23628 33 lb 7,500 psi 1

EMB1 EMB2
• Made of polypropylene.
• Designed with special contours in the body for easy handling.
• Anti splash and spill proof with curved edges.
• Made in a translucent white for better vision of fluids.
• Has a dust cover.
• Flexible channel.
• Container has a fixed cap.

23629 23628

• Pressure booster “increases the air pressure”.
• Hole hight of 6 feet (Parker®).
• For heavy duty lubrication use and preventative maintenance.
• Reforced valve for high pressure.

 
CAPACITY
66 lb  

CAPACITY
33 lb

2267 22662265 2264 2261 2260

FLEXIBLE PUMP OILERS RIGID OIL CANS

BUCKET GREASE PUMP WITH WHEELS

ITEM CAPACITY MAX PRESSURE

23622 44 lb 4,000 psi 1

FOOT OPERATED GREASE PUMP

ITEM BUCKET CPACITY MAX PRESSURE

23623 22 lb 4,000 psi 1

• Variable handle setting.
• Includes 2 m x 1/4” I.D. high 

pressure rubber hose.
• Air release valve for easily 

removing trapped air from 
grease.

• Recommended for grease 
NLGI 1, 2 & 3.

• Drive pedal. Frees both hands of the 
user to raise their productivity.

• Recommended for grease NLGI 1, 
2 & 3.

• Includes high pressure hose 2m x 1/4”
• Delivers 1oz/stroke.
• High pressure with pedal.

 
CAPACITY
44 lb

 
CAPACITY
22 lb

BULK
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QUICK COUPLER FOR GREASE GUN

ITEM WORK PRESSURE

23604 8,000 psi 1

GREASE PUMP FOR BUCKET

ITEM DIAMETER BUCKET SIZE

2361 12” 25-50 lb / 5 gal 1

GREASE GUN ACCESORIES

Two turning points

360º

REINFORCED GREASE CONTROL VALVES

ITEM MAX PRESSURE

23616 8,000 psi 1
ITEM MAX PRESSURE

23615 10,000 psi 1

BUCKET GREASE PUMP

ITEM CAPACITY MAX PRESSURE

23621 22 lb 4,000 psi 1

Z TYPE ROTARY CONNECTOR

ITEM MAX PRESSURE

23617 6,000 psi 1

HIGH PRESSURE GREASE PUMP

ITEM BUCKET CAPACITY MAX PRESSURE

23620 11 lb 10,000 psi 1

• ABS plastic container.
• Recommended for grease NLGI 1 & 2.
• Aluminum grease gun.

• Air release valve for easily removing trapped air 
from grease.

• Variable handle setting.
• Includes 2 m x 1/4” I.D. high pressure rubber hose.
• Recommended for grease NLGI 1, 2 & 3.

 
CAPACITY
22 lb  

CAPACITY
11 lb

360º360º

TwoTwo rotaryrotaryZZ+ Connector pivotsConnector pivots

23616 23615

• For super duty use grease and work maintenance preventive.

• Manufactured in heat-treated steel with high resistance to wear and high pressures.
• Retractable jaw with lever.
• Working pressure 8000 psi.
• 1/8" NPT screw.
• Optimizes the delivery of grease. Ideal in agriculture, construction and industry, as well as 

automotive services and lubrication equipment.
• Allows free hands during lubrication tasks, once connected it does not need to be fastened.
• Reduces cost, due to its optimal delivery of leak-proof lubricant.

• Supplies 2 oz/pump.
• Fits on 5 gallon buckets or drums.

Mode of use

To connect, simply press the lever with thumb and 
slide jaw onto the equipment for lubricating.

 6 TOUCHING
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TWO-HANDED GREASE GUNS

BATTERY OPERATED GREASE PUMP

ITEM CAPACITY MAXIMUM PRESSURE

2371 14 oz 6,000 psi 1

ONE-HANDED PNEUMATIC GREASE GUN

ITEM CAPACITY MAXIMUM PRESSURE

2364 16 oz 2,400-6,000 psi 1

• Powerful 19.2V high torque motor.
• Standard 1.5Ah Ni-Cd battery pack.
• Automatic air release valve & bulk loader.
• Comes packed in a blow moulded case for safe 

storage & ease of transportation.
• Designed for use by mechanics, technicians, 

maintenance staff, farmers, etc. for everyday 
greasing & preventive maintenance jobs.

• * Batteries not included.

BATTERY OPERATED GREASE PUMP

• Chrome surface.
• One-handed gun, for professional use.

ONE-HANDED PNEUMATIC GREASE GUN

STANDARD

14 oz
CARTRIDGE

NICKEL-

19.2 V - 1.5 Ah
CADMIUM

TWO-HANDED GREASE GUNS

ITEM 2369 2368 2367 2367M

USE

CAPACITY 14 oz 14 oz 14 oz 3 oz
SUPPLY 1gr. /cycle. 1gr. /cycle. 1gr. /cycle. -

GREASE PUMP FILLING • • - -
SUCTION FILLING • • • •

VARIABLE DRIVE HANDLE • • - -
MAX. PRESSURE 10,000 psi 8,000 psi 6,000 psi 6,000 psi

1 1 1 1

• Bleed valve.
• Compact size ideal for easy storage.• Compact.• General porpose.

2369 2368 2367 2367M
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QUICK COUPLER FOR GREASE GUN

ITEM WORK PRESSURE

23604 8,000 psi 1

GREASE PUMP FOR BUCKET

ITEM DIAMETER BUCKET SIZE

2361 12” 25-50 lb / 5 gal 1

GREASE GUN ACCESORIES

Two turning points

360º

REINFORCED GREASE CONTROL VALVES

ITEM MAX PRESSURE

23616 8,000 psi 1
ITEM MAX PRESSURE

23615 10,000 psi 1

BUCKET GREASE PUMP

ITEM CAPACITY MAX PRESSURE

23621 22 lb 4,000 psi 1

Z TYPE ROTARY CONNECTOR

ITEM MAX PRESSURE

23617 6,000 psi 1

HIGH PRESSURE GREASE PUMP

ITEM BUCKET CAPACITY MAX PRESSURE

23620 11 lb 10,000 psi 1

• ABS plastic container.
• Recommended for grease NLGI 1 & 2.
• Aluminum grease gun.

• Air release valve for easily removing trapped air 
from grease.

• Variable handle setting.
• Includes 2 m x 1/4” I.D. high pressure rubber hose.
• Recommended for grease NLGI 1, 2 & 3.

 
CAPACITY
22 lb  

CAPACITY
11 lb

360º360º

TwoTwo rotaryrotaryZZ+ Connector pivotsConnector pivots

23616 23615

• For super duty use grease and work maintenance preventive.

• Manufactured in heat-treated steel with high resistance to wear and high pressures.
• Retractable jaw with lever.
• Working pressure 8000 psi.
• 1/8" NPT screw.
• Optimizes the delivery of grease. Ideal in agriculture, construction and industry, as well as 

automotive services and lubrication equipment.
• Allows free hands during lubrication tasks, once connected it does not need to be fastened.
• Reduces cost, due to its optimal delivery of leak-proof lubricant.

• Supplies 2 oz/pump.
• Fits on 5 gallon buckets or drums.

Mode of use

To connect, simply press the lever with thumb and 
slide jaw onto the equipment for lubricating.

 6 TOUCHING
POINTS

337

21.

GR
EA

SE
 G

UN
S,

 O
IL

 P
UM

PS
 A

ND
 

OT
H

ER
 F

LU
ID

 D
IS

PE
NS

ER
S

TWO-HANDED GREASE GUNS

BATTERY OPERATED GREASE PUMP

ITEM CAPACITY MAXIMUM PRESSURE

2371 14 oz 6,000 psi 1

ONE-HANDED PNEUMATIC GREASE GUN

ITEM CAPACITY MAXIMUM PRESSURE

2364 16 oz 2,400-6,000 psi 1

• Powerful 19.2V high torque motor.
• Standard 1.5Ah Ni-Cd battery pack.
• Automatic air release valve & bulk loader.
• Comes packed in a blow moulded case for safe 

storage & ease of transportation.
• Designed for use by mechanics, technicians, 

maintenance staff, farmers, etc. for everyday 
greasing & preventive maintenance jobs.

• * Batteries not included.

BATTERY OPERATED GREASE PUMP

• Chrome surface.
• One-handed gun, for professional use.

ONE-HANDED PNEUMATIC GREASE GUN

STANDARD

14 oz
CARTRIDGE

NICKEL-

19.2 V - 1.5 Ah
CADMIUM

TWO-HANDED GREASE GUNS

ITEM 2369 2368 2367 2367M

USE

CAPACITY 14 oz 14 oz 14 oz 3 oz
SUPPLY 1gr. /cycle. 1gr. /cycle. 1gr. /cycle. -

GREASE PUMP FILLING • • - -
SUCTION FILLING • • • •

VARIABLE DRIVE HANDLE • • - -
MAX. PRESSURE 10,000 psi 8,000 psi 6,000 psi 6,000 psi

1 1 1 1

• Bleed valve.
• Compact size ideal for easy storage.• Compact.• General porpose.

2369 2368 2367 2367M
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GREASE PUMP ACCESSORIES SET 

ITEM PIECES

23600 7 1

FLEXIBLE HOSE

ITEM DIAMETER HOSE LENGTH

23610 5/16” 18” 1

GREASE FITTINGS

ITEM CONTENT

23603 80 pieces 1

GREASE PUMP COUPLER

ITEM DESCRIPTION

23601 6,000 psi 6

NEEDLE NOZZLE FOR GREASE PUMP

ITEM TO BE USED WITH 

23602 2364, 2365, 2366, 2367, 2368 and 2369 6

GREASE PUMP ACCESSORIES

ONE-HANDED GREASE GUNS

ITEM 2366 2365

USE

CAPACITY 14 oz 3 oz
SUPPLY 0.7 oz / 40 strokes 0.6 oz / 40 strokes

MAX. PRESSURE 5000 psi 3500 psi
1 1

ONE-HANDED GREASE GUNS

• Rigid extension.
• Suction fill.

• 4” rigid extension.
• Suction fill.

• Hexagonal nut for easy tightening.
• 4 jaw costruction.
• Hidraulic coupler.

• Needle length: 1.1/2”.
• Needle diameter: 5/32”.
• Tip diameter: 3/64”.
• Needle design allows operator to contact 

flush on hard to reach hydraulic type 
fittings in inaccesible areas.

• Used for dispensing a finel line of grease.

• Works at 3500 psi.
• Maximum pressure 11,300 psi.

• Corrosion resistant zinc coating.
• Steel ball check valve with hardened spring 

for maximum durability..

7
PIECES

80
PIECES

Content
Angle Total length Pitch length Pitch specifications
90º 21.3 7.6 1/8” x 27 PTF SPL 10
45º 21.8 7.6 1/8” x 27 PTF SPL 10
Straight 16.8 7.1 1/8” x 27 PTF SPL 25
90º 19.3 5.1 1/4” x 28 SAE-LT 10
45º 20.8 5.1 1/4” x 28 SAE-LT 10
Straight 13.7 4.6 1/4” x 28 SAE-LT 5

22.

ALWAYS 
READY TO USE.

MISCELLANEOUS  TOOLS

We are constantly improving our products, that is why the information, 
characteristics and availability of them can change without prior notice.

Everything I need to complete my workshop with the highest 
quality, performance, durability and ease of use.

The knife designs cover the most complete range of utility 
such as straight utility knife, curve and safety; in addition 
to the sectioned blade that includes an automatic change 
mechanism.

The arches for blades that are offered in this section range from 
the light arches for fine works to the heavy blades ideal for 
working with metal where the weight of the arc is a factor.

You will also find ergonomic, high tension arches, fixed arches 
as well as adjustable arches. The complement of the arches are 
the bimetallic segments, flexible to avoid ruptures and at the 
same time resistant to tension.

The LED flashlights for heavy use that Urrea puts at your 
disposal, produce a beam of ultra brilliant light. They are 
resistant to impacts due to its aluminum body with neoprene 
protection and is resistant to all types of weather.

In this section you can also find various products such as 
riveters, hacksaws, head lamps and paint brushes, and for 
emergency repairs there are self-fusing silicone tapes and 
fiberglass tapes.


