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OPENING SIZE ITEM TYPE LENGTH NUT END OUTSIDE DIAMETER DRIVE END OUTSIDE DIAMETER NUT DEPTH AVAILABLE
2” 25032 I 4-3/4” 3-7/16” 5" 1-1/4” 1 P

2-1/8” 25034 I 4-3/4” 3-9/16” 5" 1-1/4” 1 P
2-1/4” 25036 I 4-15/16” 3-1/4” 5" 1-3/8” 1 P
2-3/8” 25038 I 5-15/16” 3-7/8” 5" 1-7/16” 1 P
2-3/4” 25044 II 57/64" 4-5/16” 5" 1-9/16” 1 P

3” 25048 III 5-1/2” 4-23/32” 5" 1-7/8” 1 P
3-1/8” 25050 III 5-1/2” 4-7/8” 5" 2-3/32” 1 P
3-1/4” 25052 III 5-1/2” 5" 5" 2-3/32” 1 P
3-5/8” 25058 III 5-11/16” 5-1/2” 5" 2-3/16” 1 P
3-3/4” 25060 III 5-11/16” 5-5/8” 5" 2-3/16” 1 P
3-7/8” 25062 III 5-29/32” 5-25/32” 5" 2-5/16” 1 P

4” 25064 III 5-29/32” 5-15/16” 5" 2-5/16” 1 P
4-1/8” 25066 III 6-3/32” 6-1/8” 5" 2-1/2” 1 P
4-3/8” 25070 III 6-1/2” 6-7/16” 5" 2-11/16” 1 P
4-1/2” 25072 III 6-1/2” 6-9/16” 5" 2-11/16” 1 P
4-5/8” 25074 III 6-11/16” 6-3/4” 5" 2-7/8” 1 P
4-3/4” 25076 III 6-11/16” 6-15/16” 5" 2-7/8” 1 P
4-7/8” 25078 III 6-7/8” 7-1/8” 5" 3-1/32” 1 P

5” 25080 III 6-7/8” 7-1/4” 5" 3-1/32” 1 P

TYPE I TYPE II TYPE III

2-1/2” DRIVE IMPACT SOCKETS

INCHESSHORT SOCKET
HEAVY
DUTY MOLYBDENUM

CHROME- ZINC PHOSPHATE
FINISH

DRIVE IMPACT ADAPTERS

DRIVE IMPACT ADAPTERS

 

ITEM DESCRIPTION TOTAL LENGTH (A) MALE DRIVE AVAILABLE
1/4" Drive

7648 Spring-loaded pin drive 1" 3/8" 6 P

3/8" Drive

7650 Spring-loaded pin drive 1-7/16" 1/2" 6 P

1/2" Drive 

7651 Spring-loaded pin drive 1-1/2" 3/8" 6 P
7652 Through-hole drive 1-7/8" 3/4" 6 P
7652B Spring-loaded ball drive 1-7/8" 3/4" 1 P

ITEM DESCRIPTION TOTAL LENGTH (A) MALE DRIVE AVAILABLE
3/4" Drive 

7655 Through-hole drive 2-1/2" 1" 1 P
7655B Spring-loaded ball drive 2-1/2" 1" 1 P
7653 Spring-loaded pin drive 2-3/16" 1/2" 1 P

1" Drive 

7656 * Through-hole drive 2-15/16" 3/4" 1 P
7656B * Spring-loaded ball drive 2-15/16" 3/4" 1 P
15007 *  Through-hole drive 3-1/2" 1-1/2" 1 P
15007B *  Spring-loaded ball drive 3-1/2" 1-1/2" 1 P

1-1/2" Drive 

10004 *  Through-hole drive 3-1/2" 1" 1 P
10004B *  Spring-loaded ball drive 3-1/2" 1" 1 P

•	Made of chrome molybdenum steel.
•	Zinc phosphate finish.
•	Exceeds ASME B107.110, DIN 3124, FEDERAL GGG-W-660, ISO 1174, and ISO 2725 standards.

A

•	Spring-loaded ball 
drive.

•	Through-hole drive, 
o-ring and pin needed.

•	Spring-loaded pin 
drive.
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