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BLUE HANDLE SCREWDRIVERS

BLUE-SERIES SCREWDRIVERS

- New modern and more confortable design, allowing
easier screws tightening and loosening..
- Chrome vanadium tempered steel bar that prevents

- Great resistance to corrosion due to its bar with a

double layer of chrome-nickel.

- High resistance acetate handle.

premature deformation of its tip. - Exceed ASME B107600.
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eMade of chrome vanadium steel. " PACKING WY b
eHigh-strength transparent plastic handle. i [ | L
eShaft and nut driver tip forged as a single piece for greater torque resistance. ﬁ SR
*Complies with ASME B107.600 standard. = /) 1
[TEM TIP TYPE TIP SIZE TOTAL LENGTH (A) EXPOSED LENGTH (B) 7 AVAILABLE 14
D3506 SAE nut driver (o] 316" 7" 3y 6 v °
D3508 SAE nut driver (o] 14 7 3 6 4 °
D3510 SAE nut driver (o] 516" 7-3/8" 3 6 4 o
D3512 SAE nut driver (o] 38" 7-3/8" 3 6 v °
D3514 SAE nut driver (o] 716" 7-3/8" 3 6 14 o
D3516 SAE nut driver (o] 112" 7-3/8" 3 6 4 o
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— Slotted tip, square Phillips® tip, square PIECES 8
shank shan ===
PACKING
e\Made of chrome vanadium steel.
eSquare shaft allows use of a wrench to apply higher torque.
e Complies with ASME B107.600 standard. & 1
[TEM TYPETIP TIP SIZE TOTAL LENGTH (A) EXPOSED LENGTH (B) (7 AVAILABLE v
D403G Slotted = 316" 3 3 6 4 o
D404G Slotted = 14 4y 4 6 14 .
D416G Slotted = /4" 6" 6" 6 v J
D405G Slotted = 516" 8 8" 6 v .
D443G Phillips® & No. 1 3 3 6 v o
D445G Phillips® & No.2 g 4 6 14 .
D451G Phillips® & No.2 6" 6" 6 14 o
D456 Phips® o No.3 g g 6 .
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