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transmission of torque. © Philips® PH1,PH2
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- Black PP plastic: impact-resistant #\/DE certified product. /

and low temperatures resistant. oThanks o its slim design, the tip can enter

Tip machined with e v - Red PP plastic: prevents shaft Content
without restriction into narrow cavities of

exact tolerances. P slippage. Tip Tipsize
switches and other electrical devices.
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TRIMATERIAL

- Gray soft TPE material: better © Sotted ~ 35mm, 4mm, 5.5 mm

DESIGN

The handle integrates a diamond- Greater torque power, Insulation directly eExceed IEC.60900:2004 standard 3 -

patterned area for better hand grip and | due to its trilobal injection molded around ' : .

ventilation between hand and handle. | design. sandard the har for maximum ITEM PIECES 7 AVAILABLE
electrical protection. 9700TSA 5 1 v

1000 V TRIMATERIAL SCREWDRIVERS
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A
SCREWDRIVER SET
9713T 97027 ITEM 9700TA
Flat tip screwdriver Phillips®tip screwdriver, round shank PIECES
¢ The handle integrates a diamond-patterned area for greater hand grip and ventilation between hand and handle. &
e Greater torque power due 1o its trilobal design at the top of the handle. PACKING
*PP plastic specially formulated to resist impacts, even at very low temperatures.
o TPE soft rubber formulated to transmit formulated to transmit better torque.
eExceed IEC.60900:2004 standard. a 1
ITEM SHANK TYPE TIPTYPE TIP SIZE TOTAL LENGTH (A) EXPOSED LENGTH(B) & AVAILABLE v
9713T Round shank e 332" 6-19/64" 3 1 4 .
97141 Round shank (=) 5/32" 7-9/32" 4 1 v .
9715T Round shank (-] 7/32" 8-55/64" 5" 1 14 .
9716T Round shank (=) 1/4" 10-15/64" 6" [ On Request] .
9700T Round shank (+] PHO 5-45/64" 2-3/8" 1 4 .
9701T Round shank (+) PH1 7-3/32" 3-5/32" 1 4 .
97021 Round shank (+) PH2 8-17/64" 4 1 4 .
9703T Round shank (+) PH3 10-5/8" 6" 1 v .
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9206TV 9206MTV
SAE nut drivers Metric nut drivers
¢The handle integrates a diamond-patterned area for greater hand grip and ventilation between the hand and the handle.
o (reater torque power due to its trilobal design at the top of the handle.
o PP plastic specially formulated to resist impacts, even at very low temperatures.
¢ TPE soft rubber formulated to transmit formulated to transmit better torque.
eExceed IEC.60900:2004 standard
[TEM SHANK TYPE NUT SIZE OPENING SIZE TOTAL LENGTH (A) EXPOSED LENGTH (B) @  AVAILABLE
9206TV Round shank (o) 3/16" - 9" 5" 1 On Request
9208TV Round shank (o] 114" = 9" 5" 1 v
9206MTV Round shank (o] - 6 mm 9 5" 1 On Request
9207MTV Round shank (o] 7mm 9" 5" 1 v
9208MTV Round shank (o) gmm 9" 5 I On Request
9209MTV Round shank o 9mm 9" 5 1
9210MTV Round shank (o) 10mm 9" 5" 1 On Request
9211MTV Round shank (o) 11 mm 9" 5" 1 On Request
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