
1000 V INTERCHANGEABLE BIT SCREWDRIVER SET

ITEM PIECES AVAILABLE
9300V 10 1 P

•	8-interchangeable bits make it a very versatil set
•	Includes two kind of handles, one for high torque applications, other for precision uses.
•	Exceeds IEC-60900 standard.
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1000 V SCREWDRIVERS

1000 V BIMATERIAL SCREWDRIVERS

SCREWDRIVER SET
ITEM 9700BA

PIECES 7

PACKING

1
ITEM SHANK TIP TYPE TIP SIZE TOTAL LENGTH (A) EXPOSED LENGTH (B) AVAILABLE P

9713B Round shank 3/32" 6" 3" 1 P •
9714B Round shank 5/32" 7-1/2" 4" 1 P •
9715B Round shank 7/32" 8-7/8" 5" 1 P •
9716B Round shank 1/4" 9-7/8" 5-7/8" 1 P •
9700B Round shank PH 0 5-1/2" 2-3/8" 1 P •
9701B Round shank PH 1 7" 3-5/32" 1 P •
9702B Round shank PH 2 7-7/8" 3-15/16" 1 P •

•	Trilobular design for best torque transmission.
•	Red plastic torsion and impact resistant PP type.
•	Black plastic TPE type of soft rubber for better grip.
•	Black tip to avoid detachment of chrome.
•	Exceed IEC.60900:2004 standard.
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1000 V Slotted tip
9716B

1000 V Phillips tip
9701B

1000 V BIMATERIAL HANDLE SCREWDRIVER SET

ITEM PIECES AVAILABLE
JDB6V 6 1 On Request

•	PP+TPR Bi-material handle.
•	Blade in chrome vanadium.
•	1000 V BIMATERIAL SCREWDRIVERS.
•	Shank is fully protected. 
•	Exceeds ASME B107.600  standard.
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Type Tips Exposed length Pieces

Slotted

1/8" 60 mm  1
5/32" 100 mm  1
3/16" 100 mm  1
1/4" 100 mm  1

Phillips® PH 1  80 mm  1
PH 2 100 mm  1

Torx® T15 100 mm  1
T20 100 mm  1

Handles 2
Pouch 1

Type Tips Pieces

Slotted
1.0 x 5.5 x 125 mm 1
0.8 x 4.0 x 100 mm 1
0.4 x 2.5 x 75 mm 1

Phillips®

PH2 x 100 mm 1
PH1 x 80 mm 1
PH0 x 60 mm 1

1000 V BIMATERIAL HANDLE SCREWDRIVER SET

ITEM PIECES AVAILABLE
9700BV 7 1 On Request

•	Greater torque capacity thanks to its trilobular handle design.
•	Soft TPE-type plastic for better grip.
•	Blackened tip to prevent chrome peeling.
•	Exceed IEC 60900 Standard
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Type Tips Exposed length Pieces

Phillips®
PH0 2-15/16" 1
PH1 3-15/16" 1
PH2 3-15/16" 1

Slotted

3 mm 2-15/16" 1
4 mm 3-15/16" 1
5.5 mm 4-29/32" 1
6.5 mm 5-29/32" 1
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