
BATTERY TERMINAL SPREADER AND 
CLEANER

ITEM TOTAL LENGTH AVAILABLEinches mm
2312 7-3/8" 187,3 mm 1 P

FUEL INJECTION NOID LIGHT TEST SET

ITEM PIECES AVAILABLE
2348 11 1 P

PLASTIC
BOX

IN-LINE SPARK TESTER

ITEM CAPACITY LENGTH AVAILABLEinches mm
2355 0-28 VDC 9 -3/4" 247 1 P

•	Tests for the presence of the electrical signal 
in fuel injection systems.

•	Serrated tip design allows easy removal of corrosion.
•	Spreads and cleans battery terminals.
•	Extends terminal service life without damaging the 

terminal walls.
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PIECES

•	Forged alloy steel body for maximum strength 
and durability.

•	Do not use with impact tools.
•	Can be used by hand or with a 5/8" wrench.

28
VOLTAGE

ELECTRIC SYSTEM

SUSPENSION TOOLS

MACPHERSON STRUT SPRING COMPRESSOR

ITEM MAXIMUM PRESSURE CAPACITY AVAILABLE
2323A 2,500 lb/ft 1 P

VALVE SPRING COMPRESOR

ITEM MAXIMUM PRESSURE CAPACITY WEIGHT AVAILABLE
2323 2,500 lb/ft 5.73 lb 1 On Request

MACPHERSON STRUT SPRING HOOK 
COMPRESSOR

ITEM MAXIMUM OPENING LENGTH AVAILABLE
2320 9" 12" 1 On Request

MACPHERSON STRUT SPRING

•	Forged steel body provides greater strength.
•	Do not use with impact tools.
•	Can be used with 5/8" socket or wrench.

ITEM LENGTH AVAILABLEinches mm
107256 26" 600 1 On Request

INNER TIE TOOL SET

ITEM PIECES AVAILABLE
107377 8 1 On Request

STRUT NUT SOCKET FOR AUDI® AND VW®

ITEM HEXAGON LENGTH AVAILABLEinches mm
2327 7/8" 1-3/4" 44.45 1 P

INDUSTRIAL
DUTY

INNER TIE ROD TOOL

ITEM PIECES AVAILABLE
2324 9 1 P

9
PIECES

INDUSTRIAL
DUTY

PLASTIC
BOX

•	Forged alloy steel body for superior strength.
•	Do not use with impact tools.
•	Compresses springs on MacPherson-type struts using the three-claw jaws.
•	Can be used with 1/2" drive or with 24 mm socket or wrench.

•	Forged alloy steel body provides greater 
strength.

•	Do not use with impact tools.
•	Can be used with 5/8" socket or wrench.

•	Designed for easy removal of the strut tower nut on 
VW® and Audi® vehicles.

•	Use with a 7/8" (22 mm) wrench.
•	Constructed from Chrome-Molybdenum (Cr-Mo) 

steel.
•	Blued finish.
•	IMPORTANT: Not recommended for use as an 

impact tool, as it is not designed for that purpose.

Content
Crowfoot wrenches  1-3/16", 1-1/4", 1-5/16", 
1-7/16", 14 mm, 17 mm, 33.6 mm 7

Extra-long steel bar 20" ( 50,8 mm) 1

•	For removal and installation of inner tie rods that do not have a complete hex, 
without the need to remove the rack.

•	Includes plastic case for easy storage and transport.

•	For removal and installation of inner tie rods without full hex, eliminating the 
need to remove the steering rack.

•	Includes durable plastic case for easy storage and transport.
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AUTOMOTIVE AND
HYDRAULIC TOOLS13




